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GUIDE FOR THE CLASS NOTATION 
ENVIRONMENTAL SAFETY (ES) 

1 General 

1.1 Scope and Application 
This Guide has been developed with the objective of promoting environmentally safe design, 
construction and operation of ABS-classed vessels and marine structures. The requirements as 
specified in this Guide are additional to all other relevant requirements of ABS Rules and Guides. 
Vessels and marine structures designed, built and operated in full compliance with the International 
Regulations, standards, guidelines and recommendations as listed in 1.3 below will be assigned a class 
notation ES, Environmental Safety. 

1.3 Basis of Notation 
It is a prerequisite for receiving the class notation ES, that the applicable requirements of the 
following Annexes to the International Convention for the Prevention of Pollution from Ships, 
MARPOL 73/78, are fully complied with, unless modified by this Guide: 

i) Annex I – Regulations for the Prevention of Pollution by Oil 

ii) Annex II – Regulations for the Control of Pollution by Noxious Liquid Substances in Bulk 

iii) Annex III – Regulations for the Prevention of Pollution by Harmful Substances Carried by 
Sea in Packaged Form 

iv) Annex IV – Regulations for the Prevention of Pollution by Sewage from Ships 

v) Annex V – Regulations for the Prevention of Pollution by Garbage from Ships 

vi) Annex VI – Regulations for the Prevention of Air Pollution from Ships 

Furthermore, the following International standards, guidelines and recommendations are to be 
complied with, as applicable, unless modified by this Guide: 

i) Diesel Engine Exhaust NOx Content – NOx Technical Code, IMO MP Conf. 3/35 Res. 2 

ii) Refrigerants and fire-fighting gases – Montreal Protocol on Substances that Deplete the 
Ozone Layer 

iii) Shipboard Incinerators – IMO Resolution MEPC 76(40) Standard Specification for Shipboard 
Incinerators 

iv) Cargo Vapor Emission Control – IMO Standard for Vapour Emission Control Systems, 
MSC/Circ. 585 or USCG Title 46 CFR Part 39 Vapour Control System [See 5C-1-7/21 of the 
ABS Rules for Building and Classing Steel Vessels (Steel Vessel Rules)] 

v) Ballast Water – Resolution A.868(20), Guidelines for the Control and Management of Ships’ 
Ballast Water to Minimize the Transfer of Harmful Organisms and Pathogens  
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vi) Anti-fouling Paints - IMO Resolution MEPC 46(30) Measures to Control Potential Adverse 
Impacts Associated with the Use of Tributyltin Compounds in Anti-fouling Paints 

Where the flag Administration has additional requirements to the above, related to environmental 
safety, that vessels and marine structures have to comply with, applicable certificates of compliance 
with those additional requirements obtained by the Owners also are considered as fundamental to the 
ES notation. 

3 Documentation  

3.1 Required Specific Certification and Documentation 
The following certification and documentation are required, as applicable, in order to receive the 
Environmental Safety, ES, notation:  

i) International Oil Pollution Prevention Certificate 

ii) International Pollution Prevention Certificate for the Carriage of Noxious Liquid Substances 
in Bulk 

iii) Documentation verifying compliance with the requirements in Annex III to MARPOL 73/78 

iv) Certification for the sewage system, and, where fitted, sewage treatment plant in accordance 
with MARPOL 73/78 Annex IV or USCG regulations Title 33 CFR Part 159 

v) Documentation verifying compliance with the requirements in Annex V to MARPOL 73/78 

vi) International Air Pollution Certificate (IAPPC), or statement of compliance relating to NOx 
control in accordance with MARPOL 73/78Annex VI, Regulation 13. Further explanations of 
the Regulations (e.g. backgrounds, outlines, etc.) are available in the ABS Guidance Notes on 
the Prevention of Air Pollution from Ships. 

vii) Safety Management Certificate in accordance with the International Safety Management Code 
(ISM Code) 

viii) Documentation verifying a contract with the Marine Casualty Response Center of the 
American Bureau of Shipping, or with a similar program of another IACS member Society 

ix) Incinerator type approval certificate in accordance with IMO Resolution MEPC 76(40) 

x) Vapor Emission Control System certification or statement of compliance with IMO MSC/Circ. 
585 – Standard for Vapour Emission Control Systems, or USCG regulations Title 46 CFR 
Part 39 – Vapour Control System, or documentation verifying compliance with the ABS 
requirements for the class notation VEC. The requirements for the VEC notation are outlined 
in 5C-1-7/21.1 of the Steel Vessel Rules. 

xi) Documentation verifying compliance with the ABS requirements for the class notation ACCU. 
The requirements for the ACCU notation are specified in Section 4-9-4 of the Steel Vessel Rules, 
as referenced in 4-9-1/3.3 

3.3 Operational Procedures 
The following operational procedures are to be submitted for review: 

i) NOx emission control 

ii) Fuel oil management for control of the SOx emission, including fueling management plan and 
procedure 

iii) Refrigerating system management plan 

iv) Ballast water management plan 
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v) Bilge water management plan 

vi) Garbage management plan 

vii) Sewage management plan 

3.5 Plans and Additional Information 
The following plans or information are to be submitted for review or reference: 

i) Diagrammatic details of Fuel Oil system including details of SOx control 

ii) Fuel oil storage, settling and service tanks arrangement, including overfilling prevention 
arrangement 

iii) Tanker vessel cargo and ballast tanks arrangement including piping systems and overfilling 
prevention 

iv) Arrangement for cargo and non-cargo loading and discharge facilities including connections, 
spill trays and drainage systems 

v) Diagrammatic details of Ballast system including details of water treatment 

vi) Details of NOx control and measurement procedures 

vii) Diagrammatic details of permanent refrigeration system 

viii) Details of fire extinguishing media used in vessel’s fixed fire fighting systems and extinguishers 

ix) Details and diagrammatic of Incinerator system  

x) Details and diagrammatic of Sewage system including processing equipment 

xi) Details and diagrammatic of Garbage system including handling system 

xii) Details of hull coating system together with anti-fouling coating specification 

Plans generally should be submitted in quadruplicate, two copies to be returned to those making 
submission, one copy for use of the Surveyor where the vessel or marine structure is being built, and 
one copy to be retained in the ABS Technical office for record. One set of the stamped copies of the 
above is to be placed on board the vessel or marine structure for the operators’ use and for 
presentation to the ABS surveyor at every annual survey. 

5 Hull Anti-fouling Systems 

The use of anti-fouling systems with leaching active ingredients, such as paints containing Tributyltin, 
TBT, is to be restricted as follows: 

5.1 Release Rate and Application 
Vessels’ hulls may be painted with paint containing TBT where the used paint's specific maximum 
leaching rate is less than 4 micrograms of TBT per cm2 per day; 4 μg/cm2/day. 

5.3  Anti-fouling Systems Management 
The application of organic compounds such as TBT, which act as biocides in hull anti-fouling 
systems, is to be prohibited by 01 January 2003. Total prohibition of the presence of TBT in anti-
fouling systems applied on vessels prior to 01 January 2003 is to be achieved by 01 January 2008. 
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5.5 Testing  
The leaching rate of TBT, as specified in 5.1 above, is to be determined in accordance with American 
Society for Testing and Materials, ASTM D5108-90 (1996) Standard Test Method for Organotin 
Release Rates of Antifouling Coating Systems in Sea Water.  

7  Ballast Water Management 

7.1 General  
Ballast water management is a prerequisite for the ES notation. 

Ballast water management may be defined as the handling or treatment of ballast water on board ship 
or ashore to minimize the transfer of harmful aquatic organisms and pathogens in the vessel’s ballast 
water and sediment. 

This section is limited to identifying the general requirements for ballast water management and the 
reference material for further guidance.  This section does not address requirements for the design of 
the vessel’s ballast system. These requirements are also applicable for marine structures in a transit 
condition (e.g. delivery voyage, a voyage for drydocking, etc.) 

7.3  Governmental Regulations 
The requirements of this section are based on the content of the annex to IMO Resolution A.868(20), 
“Guidelines for the control and management of ships’ ballast water to minimize the transfer of 
harmful aquatic organisms and pathogens”.  The attention of Owners, designers and builders also is 
directed to the possibility of new international regulations and requirements of national and local 
authorities that may apply in addition to the following. 

7.5 Ballast Water Management Plan 
Every vessel able to carry ballast water is to have a ballast water management plan providing guidance 
to the operators for the proper handling and treatment of ballast water and sediment to minimize the 
transfer of harmful aquatic organisms and pathogens in the vessel’s ballast water and sediment.  

In general, a ballast water management plan should include the following: 

i) An explanation of the need for ballast water management; 

ii) Vessel’s principal particulars; 

iii) Arrangements of the vessel’s ballast spaces, ballast system and capabilities, and ballast water 
sampling points; 

iv) A statement of the master’s responsibility for safety of the vessel; 

v) The responsible officer’s duties;  

vi) Precautionary operating procedures to limit uptake of organisms, pathogens and sediment in 
the ballast water; 

vii) Explanations and procedures of the methods utilized in the ballast water management plan; 

viii) Safety precautions for each method utilized, including criteria to be satisfied; 

ix) Preplanned ballast water exchange procedures, were applicable, including times for completion; 

x) Contingencies if ballast water exchange cannot be undertaken; 
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xi) Recommendations for ballast water system maintenance (periodic cleaning of tanks, sea chests, 
piping, etc.); 

xii) Ballast water management records. 

Further information on each of the above subjects, of assistance in preparing a ballast water management 
plan, can be found in the annex to IMO Resolution A.868(20). 

7.7  Methods of Ballast Water Management 
Methods of ballast water management currently recognized by IMO and various national and local 
authorities include exchange, treatment and isolation (retention).  Methods identified in the ballast 
water management plan for use on the vessel should include those recognized by the authorities of the 
port states at which the vessel is expected to call in service.  

7.9  Ballast Water Exchange 
Ballast water exchange at sea currently is the only widely accepted method of ballast water 
management.  Exchange is accomplished either by the sequential method, which requires draining and 
refilling ballast tanks while at sea, or by the flow-through method, which requires pumping sea water 
ballast into filled ballast tanks until a volume of at least three times that of the tank has been circulated 
through and overflowed from the tank.  Certain vessels may have to use a combination of these two 
methods to safely complete ballast water exchange at sea.  

7.11  Procedures and Precautions for Ballast Water Exchange 
To ensure compliance with the vessel’s at-sea trim, stability and strength criteria, guidance on ballast 
water exchange procedures, particularly those applying the sequential method, is to be prepared for 
representative ballast loading conditions from the vessel’s trim and stability booklet and loading 
manual and be included in the ballast water management plan.  In addition to providing guidance to 
maintain vessel operation within the normal at sea limits in accordance with the vessel’s loading 
documents or loading computer, certain operating and safety precautions to be followed are to be 
included in the ballast water management plan.  Please refer to Part 9 Ships’ operational procedures 
of the guidelines annexed to IMO Res. A.868(20) and to Part 2 Safety precautions of Appendix 2 to 
the annexed guidelines.   

7.13 Other Methods for Management 
Other methods for ballast water management which have received limited acceptance by certain port 
states include chemical treatment, retention of ballast water onboard, pumping ballast water ashore for 
shore side treatment, and thermal treatment.   

7.15 Ballast Water Records 
Records of ballast water management are to be maintained on board.  The records are to include dates, 
geographical locations, ballast compartments utilized, volume, temperature and salinity of all ballast 
water taken aboard and similar data recorded for all ballast water exchanged or discharged.    

Where ballast water is exchanged at sea, the method of exchange is to be indicated as well as the date, 
location, distance offshore, ocean depth, and both the initial volume and total volume of ballast water 
exchanged for each ballast tank involved. 

Where ballast water is treated on board, details of the method of treatment are to be indicated. 

7.17 Responsible Officer 
A designated officer on board is to be responsible for ensuring that all applicable ballast water 
handling and treatment procedures of the ballast water management plan are followed and for 
recording and maintaining the appropriate records of same. 
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9 Oil Pollution Prevention  

9.1 MARPOL Annex I, Regulations for the Prevention of Pollution by Oil Applicable 
to All Ships. 
For vessels and marine structures to be considered for receiving the ES notation, all MARPOL Annex I 
requirements and amendments, as applicable, are to be complied with and also the following: 

9.1.1  Carriage of Ballast 
Unless previously approved by the Flag Administration on existing ships and for ships whose 
keels are laid on or after 31 December 1990, no fuel oil is to be carried in ballast tanks nor is 
ballast water to be carried in fuel oil tanks. 

9.1.2 Sludge Tank 
The total capacity of the sludge tank(s) is to meet the criteria specified in MARPOL Annex I 
Unified Interpretations, Section 8, as applicable, based on the maximum period of voyage 
between ports where sludge can be discharged ashore, daily fuel oil consumption, homogenizers 
or sludge incinerators installed, and fuel purification. 

9.1.3 Overboard Discharge Qualities    
For machinery space bilges or bilge water/oil collected in oily waste/sludge tanks on ships, 
any discharge of effluent (without dilution) overboard is not to exceed 15 ppm. 

9.1.4 Stopping Devises 
Automatic stopping arrangements are to be provided for any discharge of oily mixtures when 
the oil content in the effluent exceeds 15 ppm. 

9.1.5 Piping Connections 
Piping to and from the oily waste/sludge tanks is to have no direct connection overboard, 
other than the standard discharge connection referred to in Regulation 19 of MARPOL Annex I. 

9.3 MARPOL Annex I, Regulations for the Prevention of Pollution by Oil Applicable 
to Tankers 
For tankers, all other requirements of MARPOL Annex I as amended are to be complied with which 
is also to include sludge tank designations and capacities, as applicable, Oil Discharge Monitoring and 
Control Systems (ODMC) equipment, segregated ballast tank arrangements, cargo oil lines in ballast 
tanks and ballast lines in cargo oil tanks, crude oil washing, cargo pump room bilge arrangements and 
other requirements, as applicable and as specified in MARPOL Annex I. 

11  Sewage Pollution Prevention  

Although MARPOL Annex IV, Regulations for the Prevention of Pollution by Sewage from Ships 
have not met the conditions of entry into force previously, it is anticipated that the revised version will 
be implemented and adopted by Flag Administrations. However, for ships and marine structures to be 
considered for receiving the ES notation, all Annex IV requirements and amendments, as applicable, 
are to be complied with and also the following: 

11.1 Drainage 
Drainage from medical premises (dispensary, sick bay, etc.) via wash basins, wash tubs and scuppers 
located in such premises is to be treated as sewage (black water). 
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11.3 Treatment Plant 
A sewage treatment plant is to be provided and is to be of a type approved by the Flag Administration 
under the guidelines specified in MEPC.2(VI). Alternatively, an approved system to comminute and 
disinfect the sewage, or an appropriately sized sewage holding tank is to be provided. 

11.5 Piping Arrangements 
The vessel is to be provided with a suitable pipeline leading to the exterior of the vessel with a 
standard shore connection, as specified in MARPOL Annex IV, Regulation 11. 

13  Garbage Pollution Prevention  

For ships and marine structures to be considered for receiving the ES notation, all MARPOL 73/78, 
Annex V, Regulations for the Prevention of Pollution by Garbage from Ships (all ships) requirements 
and amendments, as applicable, are to be complied with. 

15 Emission to Air 

15.1 Diesel Engines 

15.1.1 Nitrogen Oxides (NOx) 
Requirements for exhaust emission are applicable to all diesel engines with power greater 
than 130 kW. The operation of each diesel engine to which this regulation applies is prohibited, 
except when the emission of nitrogen oxides (calculated as the total weighted emission of 
NO2) from the engine is within the following limits:  

17.0 g/kWh  when n is less than 130 rpm     

45.0 × n(– 0.2) g/kWh  when n is 130 or more but less than 2000 rpm  

9.8 g/kWh   when n is 2000 rpm or more  

where 

n = rated engine speed (crankshaft revolutions per minute). 

The emissions may be determined in accordance with the NOx Technical Code (IMO 
MP/Conf. 3/35 Resolution 2) 

15.1.2 Sulfur Oxides (SOx) 
Since the emission of the SOx is mostly controlled by the content of sulfur in fuel oil, the 
maximum sulfur content in on board carried fuel is not to exceed 3.0 %. However, when the 
vessel is operating in Ports or SOx Emission Control Areas, the maximum sulfur content in 
the fuel is not to exceed 1.5 %. Alternatively, when methods of SOx removal from the exhaust 
are used, generally a maximum of 12.0 SOx/kWh content in the exhaust is allowed, and a 
maximum of 6.0 SOx/kWh content in exhaust is allowed for operation in Ports and in 
Emission Controlled Areas. 

15.3  Boilers and Inert Gas Generators 
Control of the SOx emission from boilers and inert gas generators exhaust is to be controlled by the 
use of low level sulfur content as specified in 15.1.2 above.  
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15.5 Refrigeration Systems 

15.5.1 General Requirements 
Any specified restrictions and conditions are applicable to refrigeration plants with centralized 
cargo refrigeration systems, centralized air conditioning systems and centralized domestic 
refrigeration systems. Standalone air-conditioning and refrigerator units are not subject to 
these requirements. 

15.5.2 Acceptable Refrigerants (April 2003) 
Refrigeration systems are to be provided with environmentally friendly refrigerants. The use 
of ozone depleting refrigerants is not allowed, however, the use of hydro-chlorofluorocarbons 
(HCFCs) will be permitted until 01 January 2020. Furthermore, the use of refrigerants with 
Global Warming Potential index, GWP, greater than 2000 is prohibited as a condition of the 
notation, ES. 

For a refrigeration system where the use of refrigerant gases exceeds GWP of 2000, a special 
notation, ES2020 will be assigned provided all other conditions as required in this Guide for 
ES notation are met. This signifies the owner’s commitment to replace the existing refrigerant 
with one having GWP less than or equal to 2000, by the year 2020. 

15.5.3 Systems Arrangements 
Refrigeration systems are to provide suitable protection to prevent releasing any substantial 
quantity of the refrigerant. Unavoidable minimal release associated with recapture or 
recycling is permitted provided that recovery units are installed for the evacuation of the 
system.  For the refrigerant recovery, compressors are to be capable of evacuating a system 
charge into a liquid receiver. Additionally, recovery units are to be provided to evacuate a 
system either into the existing liquid receiver or into empty gas cylinders provided for this 
purpose. 

15.5.4 Systems Leaks Monitoring  
Annual refrigerant leakage is to be not more than 10% of the total refrigerant charge of each 
system. A leak detection system is to be provided to continuously monitor spaces into which 
the refrigerant could leak. Further, an alarm is to be given in a manned location when the 
refrigerant concentration exceeds a predetermined limit, (e.g., 25 ppm for ammonia). Refrigerant 
leaks, consumption or disposal are to be documented in the logbook, which is to be maintained 
for the refrigeration plant.   

15.7  Fire-fighting Systems 
The use of halon or halocarbons mediums in the fixed fire extinguishing systems and portable fire 
extinguishers is prohibited. Alternatives to halon systems may be acceptable, provided that they have 
Global Warming Potential index, GWP, less than 4000. 

17 Survey After Construction 

In order to retain the ES notation, all annual, intermediate and renewal or periodical surveys as 
applicable for the various MARPOL Regulations, International Standards, Guidelines or 
Recommendations as listed under item 1.2 are to be satisfactorily completed, as well as completion of 
the periodic survey requirements of machinery as specified in Chapters 6 and 8 and Sections 7-9-1 
and 7-9-7 of the ABS Rules for Survey After Construction (Part 7).  At each periodical survey the 
attending Surveyor is to verify that certification and documentation is onboard as outlined in 3.1 and 
that approved operational procedures as outlined in 3.3 are maintained onboard. 
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ii ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 

R u l e  C h a n g e  N o t i c e  ( 2 0 0 8 )  

Rule Change Notice (2008) 

The effective date of each technical change since 1993 is shown in parenthesis at the end of the 
subsection/paragraph titles within the text of each Part.  Unless a particular date and month are shown, 
the years in parentheses refer to the following effective dates: 

(2000) and after 1 January 2000 (and subsequent years) (1996) 9 May 1996 
(1999) 12 May 1999 (1995) 15 May 1995 
(1998) 13 May 1998 (1994) 9 May 1994 
(1997) 19 May 1997 (1993) 11 May 1993 

 

Listing by Effective Dates of Changes from the 2006 Rules 
The reference date which is indicated in the parentheses following the title of the requirement in this 
Part is the date that the requirement becomes effective [e.g., 7-1-1/3.61 “Substantial Corrosion” 
(1 July 2007) is to apply for vessels undergoing survey on or after 1 July 2007] 

Notice No. 4 (effective on 1 July 2007) to the 2007 Rules, which is incorporated in the 2008 Rules, is 
summarized below. 

EFFECTIVE DATE 1 July 2007 – shown as (1 July 2007) 
 

Part/Para. No. Title/Subject Status/Remarks 
7-1-1/3.61 Substantial Corrosion To align the requirements with IACS UR Z10.2, Z 10.4 and Z10.5, 

due to the different application of substantial corrosion in the 
Common Structural Rules.  (Incorporates Notice No. 4) 

7-2-2/17  
(New) 

Boiler Surveys To introduce Boiler Surveys specifically for Great Lakes vessels and 
to allow for an extension of up to one year when carried out with the 
Year of Grace Survey.  (Incorporates Notice No. 4) 

7-3-2/1.15.3 
(New) 

<No Title> To align the requirements with IACS UR Z.10.1, to specify 
additional requirements for single hold cargo ships subject to 
SOLAS II-1/23.2 and II-1/25  (Incorporates Notice No. 4) 

7-3-2/5.7.3(b)i) <No Title> To align the requirements with IACS UR Z.10.2 (Rev. 21 May 2006) 
to increase the scope of requirements for bulk carriers 100,000 DWT 
and above with respect to close-up survey of hold frames and their 
attached shell plates.  (Incorporates Notice No. 4) 

7-3-2/5.21.5(b)ii) <No Title> To align the requirements with IACS UR Z10.3, requiring all cargo 
tank bulkheads to be tested for vessels over 5 years of age.   
(Incorporates Notice No. 4) 

7-A-9/Report 2 Condition Evaluation Report for Oil 
Carriers and Chemical Carriers – 
Tank Protection  

To align the requirements with IACS UR Z10.1.   
(Incorporates Notice No. 4) 

7-A-16/Table 7 Minimum Requirements for CLOSE-
UP Examination at Special Periodical 
Surveys – Bulk Carriers – Non 
Double Skin ESP and Bulk Carrier 
Features of Combination Carriers – 
Non Double Skin ESP 

To align the requirements with IACS UR Z.10.2 (Rev. 21 May 2006) 
to increase the scope of requirements for bulk carriers 100,000 DWT 
and above with respect to close-up survey of hold frames and their 
attached shell plates.  (Incorporates Notice No. 4) 
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ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 iii 

EFFECTIVE DATE 1 January 2008 – shown as (2008) 
 

Part/Para. No. Title/Subject Status/Remarks 
7-3-1/7.1 <Not Title> To provide consistency between 7-3-1/7.1 and 7-A-5/1. 

7-3-2/5.1.6(d)ii) Special Periodical Survey No. 2 
(5 < Age ≤ 10 Years) 

To clarify that fuel oil tanks are to be examined for vessel without a 
defined cargo area. 

7-3-2/5.1.6(d)iii) Special Periodical Survey No. 3 
(10 < Age ≤ 15 Years) 

To clarify that fuel oil tanks are to be examined for vessel without a 
defined cargo area. 

7-3-2/5.1.6(d)iv) Special Periodical Survey No. 4 and 
Subsequent Special Periodical 
Surveys (Age >15 Years) 

To clarify that fuel oil tanks are to be examined for vessel without a 
defined cargo area. 

7-4-1/1 All Vessels To add a requirement for bottom plugs to be examined at the dry-
docking survey. 

7-6-2/1.1.8(c) Schedule of Batteries To add a cross reference to the Rules for Building and Classing Steel 
Vessels Under 90 meters (295 feet) in Length. 

7-6-2/3.1.1(s) Arrangements for Oxygen-Acetylene 
Systems 

To clarify that the intent of the requirement was to relate to fixed 
oxygen-acetylene systems. 

7-A-4/Table 1 Individual Wastage Allowances, 
Conventional Vessels 90 M and Over 
Built to ABS Class 

To clarify that tween deck configurations are generally not applicable 
to modern specific vessel types such as single or double hull tankers, 
bulk carriers, OBOs and container carriers. 

7-A-5/1 Application To provide consistency between 7-3-1/7.1 and 7-A-5/1. 

7-A-11/11 Examination After Welding To clarify that nondestructive testing is to be carried out after post 
weld heat treatment. 
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ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 v 

P A R T  F o r e w o r d  

7 
   

Foreword (2001) 

In an effort to facilitate usage and better maintain survey after construction Rules, ABS has 
consolidated twenty-two (22) ABS Rules and Guides into this “Rules for Survey after Construction” 
booklet for 2001. These requirements apply to and supercede all survey after construction Rules 
required by the ABS Rules and Guides listed in Chapter 1, Section 1, Subsection 1 “Application” (7-
1-1/1) of these Rules. These Rules do not apply to any other ABS Rules or Guide containing survey 
after construction requirements unless a particular Rule or Guide references any of the survey 
requirements of the ABS Rules or Guides listed in 7-1-1/ 1. 

Chapters 1 through 8 contains survey Rules that have common requirements for different vessel types 
and geographical service areas. Where survey requirements differ according to the vessel’s 
geographical limitation in these Rules, the chapter has been sectioned into Unrestricted Service, Great 
Lakes Service, and Rivers and Intracoastal Waterways Services. 

Where survey requirements are common to different vessel types, each survey type will contain 
requirements applicable to all vessels. When additional requirements are applicable to a specific 
vessel type, or are in lieu of the common requirement, they will be listed after the requirements for all 
vessels. The requirements for vessels in the Enhanced Survey Program (ESP) have been incorporated 
into each survey type. 

Chapter 9 contains survey requirements to maintain a Class Notation for an additional system or 
service. 

Chapters 10 through 12 contain unique survey Rules for Floating Drydocks, Underwater Vehicles and 
Offshore Racing Yachts. The survey interval and survey requirements noted in these chapters only 
apply to these vessel types.  

The Appendix includes several ABS Guides relating to survey after construction and also contains 
planning, reporting and certification of thickness measurement firms required by the Enhanced Survey 
Program. 

In order to further explain the new formatting contained in these Rules, sample vessels and their 
applicable survey requirements are illustrated in the table on the following page. 
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vi ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 

Examples: 

Sample Vessels: 

• À A1 Bulk Carrier, Á, À AMS, À ACCU (ESP) 

• À A1 Oil Carrier, Á, À AMS (ESP) 

• A1 Container Carrier, AMS, ACCU, OMBO 

• À A1 Barge, River, Bay and Sound Service 

 
Survey Type 

Bulk Carrier Oil Carrier Container 
Carrier 

Barge 

Annual Survey Hull 

 All Vessel Requirements 
 Specific Vessel requirements 

 

7-3-2/1.1 
7-3-2/1.7 

 

7-3-2/1.1 
7-3-2/1.13 

 

7-3-2/1.1 

 

7-3-2/1.1 
7-3-2/1.5 

Intermediate Survey Hull 

 All Vessel Requirements 
 Specific Vessel requirements 

 

7-3-2/3.1 
7-3-2/3.7 

 

7-3-2/3.1 
7-3-2/3.17 

 

7-3-2/3.1 

 

7-3-2/3.1 
7-3-2/3.5 

Special Periodical Survey Hull 
 All Vessel Requirements 
 Specific Vessel requirements 
  
 Thickness Measurement 

requirements  

 

7-3-2/5.1 
7-3-2/5.7 
 
7-3-2/5.7.3 

 

7-3-2/5.1 
7-3-2/5.13 
 
7-3-2/5.13.4 

 

7-3-2/5.1 
 
 
7-3-2/5.1.14(c) 

 

7-3-2/5.1 
7-3-2/5.5 
7-3-4/1 
7-3-4/1.3 

Drydocking Survey 7-4-1/1 7-4-1/1 7-4-1/1 7-4-1/1 

Tailshaft Survey 7-5-1/1 7-5-1/1 7-5-1/1 Not applicable 

Annual Survey Machinery 

 All Vessel Requirements 
 Specific Vessel requirements 
 OMBO notation 

 

7-6-2/1.1 

 

7-6-2/1.1 
7-6-2/1.3 

 

7-6-2/1.1 
 
7-9-3/1.1 

 

7-6-2/1.1 

Special Periodical Survey 
Machinery 

 All Vessel Requirements 
 Specific Vessel requirements 

 
 

7-6-2/3.1 
 

 
 

7-6-2/3.1 
7-6-2/3.3 

 
 

7-6-2/3.1 

 
 

7-6-2/3.1 

Boiler Survey 7-7-1 7-7-1 7-7-1 Not applicable 

Annual Survey Automation 7-8-1 7-8-1 7-8-1 Not applicable 

Special Periodical Survey 
Automation 

7-8-2 7-8-2 7-8-2 Not applicable 
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ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 vii 

P A R T  T a b l e  o f  C o n t e n t s  
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P A R T  C h a p t e r  1 :  C o n d i t i o n s  f o r  S u r v e y  A f t e r  C o n s t r u c t i o n  

7  
C H A P T E R   1  Conditions for Survey After 
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ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 3 

P A R T  S e c t i o n  1 :  G e n e r a l  I n f o r m a t i o n  

7  
C H A P T E R  1 Conditions for Survey After 

Construction  

S E C T I O N   1  General Information 

1  Application (2002)  

1.1  Chapters 1 through 9 (2005) 
The requirements for Survey After Construction contained in Part 7, Chapters 1 through 9 apply to the 
following ABS Rules and Guides:  

• Rules for Building and Classing Steel Vessels 

• Rules for Building and Classing Aluminum Vessels 

• Rules for Building and Classing Steel Vessels Under 90 Meters in Length 

• Rules for Building and Classing Steel Vessels for Service on Rivers and Intracoastal Waterways 

• Rules for Building and Classing Bulk Carriers for Service on the Great Lakes 

• Rules for Building and Classing Steel Barges 

• Rules for Building and Classing Reinforced Plastic Vessels 

• Preliminary Rules for Building and Classing Accommodation Barges and Hotel Barges 

• Guide for Building and Classing High Speed Craft 

• Guide for Building and Classing Motor Pleasure Yachts (Motor Yacht and Motor Sailer) 

• Guide for Building and Classing Vessels Intended to Carry Water 

• Guide for Building and Classing Integrated Tug-Barge (ITB) Combinations Intended to Operate 
on the Great Lakes 

• Guide for the Class Notation Environmental Safety (ES) 

• Guide for Building and Classing Passenger Vessels 

• Guide for Hull Condition Monitoring Systems 

• Guide for One Man Bridge Operated (OMBO) Ships 

• Guide for Automatic or Remote Control and Monitoring Systems for Vessels in Port 

• Guide for Bridge Design and Navigational Equipment/Systems 
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Part 7 Rules for Survey After Construction 
Chapter 1 Conditions for Survey After Construction 
Section 1 General Information 7-1-1 
 

4 ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 

1.3  Chapters 1 and 10 through 12 (2005) 
The requirements for Survey After Construction contained in Part 7, Chapters 1 and 10 through 12 
apply to the following ABS Rules and Guides:  
• Rules for Building and Classing Steel Floating Drydocks 
• Rules for Building and Classing Underwater Vehicles, Systems and Hyperbaric Facilities 
• Guide for Building and Classing Offshore Racing Yachts 

• Guide for Building and Classing Motor Pleasure Yachts (Sailing Yachts) 

1.5  Appendix 
Additionally, Part 7, Appendix contains the following ABS Guides:  

• Guide for Underwater Inspection in Lieu of Drydocking 

• Guide for Survey of Voyage Repairs to Hull Structure 

• Guide for Lay-up and for Reactivation of Laid-up Ships 

• Guide for Hull Thickness Measurement 

• Guide for Bronze and Stainless Steel Propeller Castings 

• Guide for Repair and Cladding of Shafts 

• Guide for Ultrasonic Examination of Carbon Steel Forgings for Tail Shafts 

• Guide for Preventative Maintenance Techniques 
Note: SVR references in these Survey After Construction Rules refer to the Rules for Building and Classing Steel Vessels. 

1.7  Enhanced Survey Program (ESP) Notations (2005) 
Oil carriers including combination carriers, bulk carriers and chemical carriers, as defined in 7-1-1/3, 
are subject to an Enhanced Survey Program and will be identified in the Record by the notation, ESP. 
These vessels are to comply with the requirements identified in this Part as ESP vessels (e.g., Bulk 
Carriers ESP, etc.). 

1.7.1 Ship Type and Enhanced Survey Program (ESP) Notations 
1.7.1(a) Oil Carrier.  The ship type notation Oil Carrier, or equivalent, and the notation, 
ESP is to be assigned to seagoing self-propelled ships which are constructed generally with 
integral tanks and intended primarily to carry oil in bulk. This type notation is to be assigned 
to tankers of both single and double hull construction, as well as tankers with alternative 
structural arrangements, e.g., mid-deck designs. Typical midship sections are given in 
7-1-1/Figure 1. 
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FIGURE 1 

 
 

1.7.1(b) Bulk Carrier.  The ship type notation Bulk Carrier, or equivalent, and the notation, 
ESP is to be assigned to seagoing self-propelled ships which are constructed generally with 
single deck, double bottom, hopper side tanks and topside tanks and with single or double 
side skin construction in cargo length area and intended primarily to carry dry cargoes in bulk. 
Typical midship sections are given in 7-1-1/Figure 2. 

 

FIGURE 2 

 
 

1.7.1(c) Ore Carrier.  The ship type notation Ore Carrier, or equivalent, and the notation, 
ESP is to be assigned to seagoing self-propelled ships which are constructed generally with 
single deck, two longitudinal bulkheads and a double bottom throughout the cargo length area 
and intended primarily to carry ore cargoes in the center holds only. Typical midship sections 
are given in 7-1-1/Figure 3. 

 

FIGURE 3 
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1.7.1(d) Combination Carrier.  “Combination carrier” is a general term applied to ships 
intended for the carriage of both oil and dry cargoes in bulk; these cargoes are not carried 
simultaneously, with the exception of oily mixture retained in slop tanks. The ship types 
defined in i) and ii) below are to be considered to be combination carriers. 

i) The ship type notation Ore/Oil Carrier, or equivalent, and the notation, ESP is to be 
assigned to seagoing self-propelled ships which are constructed generally with single 
deck, two longitudinal bulkheads and a double bottom throughout the cargo length 
area and intended primarily to carry ore cargoes in the center holds or of oil cargoes 
in center holds and wing tanks. Typical midship sections are given in 7-1-1/Figure 4. 

 

FIGURE 4 

 
 

ii) The ship type notation Oil/Bulk/Ore (OBO) Carrier, or equivalent, and the 
notation, ESP is to be assigned to seagoing self-propelled ships which are 
constructed generally with single deck, double bottom, hopper side tanks and topside 
tanks, and with single or double side skin construction in the cargo length area, and 
intended primarily to carry oil or dry cargoes, including ore, in bulk. Typical midship 
sections are given in 7-1-1/Figure 5. 

 

FIGURE 5 

 
 

1.7.1(e) Chemical Carrier.  The ship type notation Chemical Carrier, or equivalent, and 
the notation, ESP is to be assigned to seagoing self-propelled ships which are constructed 
generally with integral tanks and intended primarily to carry chemicals in bulk. This type 
notation is to be assigned to tankers of both single or double hull construction, as well as 
tankers with alternative structural arrangements. Typical midship sections are given in 
7-1-1/Figure 6. 
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FIGURE 6 

 
 

1.9  Expanded Survey (ESDC) Notations (2005) 
General Dry Cargo Vessels as defined by 7-1-1/3.33 are subject to an Expanded Survey and will be 
identified in the Record by the notation ESDC. These vessels are to comply with the requirements 
identified in this Part as “General Dry Cargo Vessels (ESDC)”. 

3  Definitions (1999)  

3.1  Active Corrosion  
Active Corrosion means loose scale and evidence of moisture penetration to the steel. 

3.2  Air Pipe Head (1 July 2006) 
Air Pipe Heads installed on the exposed decks are those extending above the freeboard deck or 
superstructure decks. 

3.3  Allowable Corrosion or Wastage Limit  
Allowable Corrosion or Wastage Limit is the acceptable corrosion limit for the vessel’s structure in a 
given area.  Also known as Allowable Limit. 

3.5  Bay  
Bay is the area between adjacent transverse frames from longitudinal bulkhead to longitudinal 
bulkhead (or side shell). 

3.7  Ballast Tank – All Vessels (1 July 2006)  
A Ballast Tank is a tank which is used primarily for the carriage of salt water ballast. 

3.9  Ballast Tank – Tankers ESP (1 July 2006)  
A Ballast Tank is a tank which is used solely for the carriage of salt water ballast. 

3.11  Ballast Tank – Bulk Carriers ESP (1 July 2006)  
A Ballast Tank is a tank which is used solely for salt water ballast, or where applicable, a space which 
is used for both cargo and salt water ballast will be treated as a ballast tank when substantial corrosion 
has been found in that space. A double side tank is to be considered as a separate tank even if it is in 
connection to either the topside tank or the hopper side tank. 
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3.13  Bulk Carrier (1 July 2006) 
A Bulk Carrier is a ship which is constructed generally with single deck, topside tanks and hopper 
side tanks in cargo spaces, and is intended primarily to carry dry cargo in bulk. Combination Carriers 
are included. 

3.14  Bulk Carrier – Double Skin (1 July 2006) 
A Double Skin Bulk Carrier is a ship which is constructed generally with single deck, topside tanks 
and hopper side tanks in cargo spaces, and is intended primarily to carry dry cargo in bulk, including 
such types as Ore Carrier and Combination Carrier, in which all cargo holds are bounded by a double-
side skin (regardless of the width of the wing space). 

3.15  Cargo Area – Tankers (1 July 2006) 
Cargo Area is that part of the ship that contains cargo tanks, slop tanks and cargo/ballast pump rooms, 
cofferdams, ballast tanks, fuel tanks and void spaces adjacent to cargo tanks or slop tanks; and also 
deck areas throughout the entire length and breadth of the part of the ship over the above-mentioned 
spaces. Where independent tanks are installed in hold spaces, cofferdams, ballast or void spaces at the 
after end of the aftermost hold space or at the forward end of the forwardmost hold space are excluded 
from the cargo area. 

3.16  Cargo Length Area – All Vessels (1 July 2006) 
Cargo Length Area is that part of the vessel which contains cargo holds and adjacent areas including 
fuel tanks, cofferdams, ballast tanks and void spaces. 

3.17  Chemical Carrier  
A Chemical Carrier is a ship which is constructed or adapted and used for the carriage in bulk of any 
liquid product listed in the SVR Section 5C-9-17. 

3.19  Close-up Survey  
A Close-up Survey is a survey where the details of structural components are within the close visual 
inspection range of the Surveyor, i.e., normally within hand’s reach. 

3.21  Coating Condition (1 July 2006) 
Coating Condition of hard coatings is defined as follows: 

GOOD is a condition with only minor spot rusting. 

FAIR is a condition with local breakdown at edges of stiffeners and weld connections and/or light 
rusting over 20% or more of areas under consideration, but less than as defined for POOR condition. 

POOR is a condition with general breakdown of coating over 20% or more of areas, or hard scale at 
10% or more of areas under consideration. 

Reference is made to IACS Recommendation No.87 “Guidelines for Coating Maintenance & Repairs 
for Ballast Tanks and Combined Cargo / Ballast Tanks on Oil Tankers”. 

3.23  Combined Cargo/Ballast Tank – Oil Carriers and Chemical Carriers (1 July 2006) 
A Combined Cargo/Ballast Tank is a tank which is used for the carriage of cargo or ballast water as a 
routine part of the vessel’s operation and will be treated as a ballast tank. Cargo tanks in which water 
ballast might be carried only in exceptional cases per MARPOL I/13(3) are to be treated as cargo 
tanks. 
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3.25  Corrosion Prevention System (1 July 2006) 
A Corrosion Prevention System is normally considered a full hard protective coating. Hard Protective 
Coating is usually to be epoxy coating or equivalent. Other coating systems may be considered 
acceptable as alternatives, provided that they are applied and maintained in compliance with the 
manufacturer's specification. 

3.27  Critical Structural Areas  
Critical Structural Areas are locations which have been identified from calculations to require 
monitoring or from the service history of the subject ship or from similar or sister ships to be sensitive 
to cracking, buckling or corrosion that could impair the structural integrity of the ship. 

3.29  Excessive Corrosion  
Excessive Corrosion is corrosion that exceeds the allowable limit. 

3.31  Extensive Area of Corrosion  
Extensive Area of Corrosion is corrosion of hard and/or loose scale, including pitting, over 70% or 
more of the plating surface in question, accompanied by evidence of thinning. 

3.33  General Dry Cargo Vessel (ESDC) (1 July 2006) 
A General Dry Cargo Vessel (ESDC) is a vessel carrying solid cargoes other than: 

• Bulk carriers, Double Skin or Non-Double Skin, subject to ESP 
• Dedicated container carriers 
• Dedicated forest product carriers (not timber or log carriers) 
• Ro-ro cargo vessels 
• Refrigerated cargo vessels 
• Dedicated wood chip carriers 
• Dedicated cement carriers 
• Livestock carriers 
• Deck cargo ships (A deck cargo ship is a ship that is designed to carry cargo exclusively above 

deck without any access for cargo below deck.) 

3.35  Grooving Corrosion  
Grooving Corrosion is a localized, linear corrosion which occurs at structural intersections where 
water collects or flows.  This corrosion is sometimes referred to as “in line pitting attack” and can also 
occur on vertical members and flush sides of bulkheads in way of flexing. 

3.36 Lightering Service (1 July 2004) 
Lightering Service is defined as the side-by-side mooring of two vessels, either while underway or 
stationary, for the purpose of transferring petroleum cargo, excluding bunkers, from a ship to be 
lightered to a service vessel.  Both the lightered vessel and the service vessel are to be considered in 
lightering service. 

3.37  Localized Corrosion  
Localized Corrosion is by name local in nature and may be caused by a local breakdown in coating 
from contact damage, insufficient preparation or at areas of stress concentration. 
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3.39  Oil  
Oil, for the purpose of the Rules, means petroleum in any form including crude oil, fuel oil, sludge, oil 
refuse and refined products other than petrochemicals which are subject to the provisions of Annex II 
of MARPOL 73/78. 

3.41  Oil Carrier  
An Oil Carrier is a ship which is constructed primarily to carry oil in bulk and includes a ship of 
similar types such as a Combination Carrier (Ore/Oil), etc. 

3.43  Oil Carrier – Double Hull (2004)  
An Oil Carrier – Double Hull is a ship which is constructed primarily to carry oil in bulk and includes 
similar types of ships such as a Combination Carrier (Ore/Oil), etc., which have the cargo tanks 
protected by a double hull which extends for the entire length of the cargo area, consisting of double 
sides and double bottom spaces for the carriage of water ballast or void spaces. 

3.45  Overall Corrosion  
Overall Corrosion appears as a non-protective rust which can uniformly occur on tank internal 
surfaces that are uncoated, or where coating has totally deteriorated.  The rust scale continues to break 
off, exposing fresh metal to corrosive attack.  Thickness cannot be judged visually until excessive loss 
has occurred. 

3.47  Overall Survey  
An Overall Survey is a survey intended to report on the overall condition of the hull structure and to 
determine the extent of additional Close-up Surveys. 

3.49  Panel  
Panel is the area between adjacent transverse frames from longitudinal stiffener to longitudinal stiffener. 

3.51  Pitting Corrosion  
Pitting Corrosion is a localized corrosion that occurs on bottom plating, other horizontal surfaces and 
at structural details that trap water, particularly in aft bays of tank bottoms.  For coated surfaces, the 
attack produces deep and relatively small diameter pits that can lead to hull penetration in isolated 
random places in the tank with consequential pollution risk.  Pitting of uncoated tanks, as it 
progresses, forms shallow but very wide scabby patches (e.g., 300 mm diameter).  The appearance 
resembles a condition of general corrosion. 

3.53  Prompt and Thorough Repair  
A Prompt and Thorough Repair is defined as a permanent repair completed at the time of the survey 
to the satisfaction of the Surveyor. 

3.55  Representative Spaces/Tanks (1 July 2006) 
Representative Spaces/Tanks are those which are expected to reflect the condition of other spaces of 
similar type and service and with similar corrosion prevention systems. When selecting representative 
spaces, account should be taken of the service and repair history onboard and identifiable Critical 
Structural Areas and/or Suspect Areas. 

3.57  Serious/Significant Corrosion 
Serious/Significant Corrosion means more than 30% corrosion, and active scale is present.  Active 
scale that is loose or has fallen off the structure. 
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3.59  Spaces (1 July 2008) 
Spaces are separate compartments including holds, tanks, cofferdams, and void spaces bounding 
cargo holds, decks, and the outer hulls. 

3.60  Special Consideration (1 July 2006) 
Special Consideration or Specially Considered (in connection with close-up surveys and thickness 
measurements) means sufficient close-up inspection and thickness measurements are to be taken to 
confirm the actual average condition of the structure under the coating. 

3.61  Substantial Corrosion  
Substantial Corrosion is an extent of corrosion such that assessment of the corrosion pattern indicates 
a wastage in excess of 75% of the allowable margins, but within the acceptable limits.  
Note:  Wastage allowances may be found in 7-A-4/Table 1 and 7-A-4/Table 2. 

(1 July 2007)  For vessels built under the IACS Common Structural Rules, substantial corrosion is an 
extent of corrosion such that the assessment of the corrosion pattern indicates a gauged (or measured) 
thickness between tnet + 0.5 mm and tnet. 

3.63  Superstructure Deck 
For gauging purposes, a Superstructure Deck is a deck over an enclosed superstructure i.e., the first 
tier deck. 

3.65  Suspect Areas  
Suspect Areas are locations showing substantial corrosion and/or are considered by the Surveyor to be 
prone to rapid wastage. 

3.67  Tanker  
A Tanker is a ship which is constructed primarily to carry liquid cargo in bulk. Oil Carriers, 
Combination Carriers, Chemical Carriers and Liquefied Gas Carriers are included in this category. 

3.68  Topside Ballast Tanks (2005) 
Topside Ballast Tanks are ballast tanks in bulk carriers that normally extend along the length of the 
vessel’s side and occupy the upper corners of the cargo hold. 

3.69  Transverse Section (Girth Belt/Belt) (1 July 2006) 
A Transverse Section includes all longitudinal members such as plating, longitudinals and girders at 
the deck, sides, bottom, inner bottom, longitudinal bulkheads, hopper sides, inner sides and bottoms 
of topside tanks. For transversely framed vessels, a transverse section includes adjacent frames and 
their end connections in way of transverse sections. 

3.71  Weld Metal Corrosion  
Weld Metal Corrosion is defined as preferential corrosion of the weld deposit.  The most likely reason 
for this attack is galvanic action with the base metal which may start as pitting and often occurs on 
hand welds as opposed to machine welds. 

3.73  Wind and Water Strakes  
Wind and Water Strakes are the two (2) strakes located in the vicinity of the load waterline.  Due to 
vessel’s trim, the strakes may vary over the length of the vessel. 
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5  Notification and Availability for Survey  

The Surveyors are to have access to classed vessels at all reasonable times. The Owners or their 
representatives are to notify the Surveyors on all occasions when a vessel can be examined in dry 
dock or on a slipway. 

The Surveyors are to undertake all surveys on classed vessels upon request, with adequate 
notification, of the Owners or their representatives and are to report thereon to the Committee. Should 
the Surveyors find occasion during any survey to recommend repairs or further examination, 
notification is to be given immediately to the Owners or their representatives in order that appropriate 
action may be taken. The Surveyors are to avail themselves of every convenient opportunity for 
carrying out periodical surveys in conjunction with surveys of damages and repairs in order to avoid 
duplication of work. See also SVR 1-1-8/5. 

7  Damage, Failure and Repair  

7.1  Examination and Repair 

7.1.1 
Damage, failure, deterioration or repair to hull, machinery or equipment, which affects or may 
affect classification, is to be submitted by the Owners or their representatives for examination 
by a Surveyor at first opportunity. All repairs found necessary by the Surveyor are to be 
carried out to the Surveyor’s satisfaction. 

7.1.2  
Where repairs to hull, machinery or equipment, which affect or may affect classification, are 
planned in advance to be carried out, a complete repair procedure including the extent of 
proposed repair and the need for Surveyor’s attendance is to be submitted to and agreed upon 
by the Bureau reasonably in advance. 
Note:  The above paragraph applies also to repairs during voyage. See Appendix 7-A-2. 

The above paragraph is not intended to include maintenance and overhaul to hull, machinery 
and equipment in accordance with the manufacturer's recommended procedures and 
established marine practice and which does not require Bureau approval; however, any repair 
as a result of such maintenance and overhauls which affects or may affect classification is to 
be noted in the ship's log and submitted to the Surveyor, as required by 7-1-1/7.1. 

Material, components and equipment used in the course of a repair for which the Rules 
require certification are to be provided with the required certificates.  For internal combustion 
engines with bores 300 mm (11.8 inches) or less, certification of the connecting rods is at the 
owner’s discretion unless the Surveyor has a concern about the source of the connecting rods 
based on the condition of the replacement parts.  Refer to 7-1-1/9 and 7-1-1/11. 

7.3 Suspension of Classification 
Failure to submit a damage, failure, deterioration or repair governed by 7-1-1/7.1.1 to a Surveyor for 
examination at first opportunity, or failure to notify the Bureau in advance of the repairs contemplated 
by 7-1-1/7.1.2, may result in suspension of the vessel’s classification from the date of arrival at the 
first port of call after the initial damage, failure, deterioration or repair until such time as the damage, 
failure or deterioration is repaired to the Surveyor’s satisfaction, or the repair is redone or evidence is 
submitted to satisfy the Surveyor that the repair was properly carried out. 
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7.5  Prompt and Thorough Repairs (1 July 2006)  
Notwithstanding 7-1-1/7.1 and 7-1-1/7.3, any damage in association with serious wastage over the 
allowable limits (including buckling, detachment or fracture), or extensive areas of serious wastage 
over the allowable limits, which affects or may affect the vessel's structural, watertight or weathertight 
integrity, is to be promptly and thoroughly repaired. Areas to be considered include: 

• Side shell frames, their end attachments and adjacent shell plating 

• Deck structure and deck plating 

• Bottom structure and bottom plating 

• Inner bottom structure and inner bottom plating 

• Watertight and oiltight bulkheads 

• Hatch covers and hatch coamings, where fitted 

• Weld connection between air pipes and deck plating 

• Air pipe heads installed on the exposed decks 

• Ventilators including closing devices, if any 

• Bunker and vent piping systems 

For double hull tankers and double skin bulk carriers subject to the Enhanced Survey Program, the 
following additional areas are to be considered: 

• Side structure and side plating 

• Inner side structure and inner side plating 

• Longitudinal bulkhead(s) structure and longitudinal bulkhead(s) plating, where fitted 

• Transverse watertight or oiltight bulkheads structure and transverse watertight or oiltight 
bulkheads plating  

For locations where adequate repair facilities are not available, consideration may be given to allow 
the vessel to proceed directly to a repair facility. This may require discharging the cargo and/or 
temporary repairs for the intended voyage. 

Additionally, when a survey results in the identification of structural defects or corrosion, either of 
which, in the opinion of the Surveyor, will impair the vessel’s fitness for continued service, remedial 
measures are to be implemented before the ship continues in service. 

7.7  Representation  
Nothing contained in this section or in a rule or regulation of any government or other administration, 
or the issuance of any report or certificate pursuant to this section or such a rule or regulation, is to be 
deemed to enlarge upon the representations expressed in SVR 1-1-1/1 through 1-1-1/7 hereof and the 
issuance and use of any such reports or certificates are to be governed in all respects by SVR 1-1-1/1 
through 1-1-1/7. 

9  Alterations (1999)  

No alterations which affect or may affect classification or the assignment of load lines, including 
substitutions of steel differing from that originally installed, alteration of original structural 
configuration, or change from riveted to welded joint, are to be made to a classed vessel unless plans 
of the proposed alterations are submitted and approved by an ABS Technical Office before the work 
of alteration is commenced. Such work, when approved, is to be carried out to the satisfaction of the 
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Surveyor. Nothing contained in this section or in a rule or regulation of any government or other 
administration, or the issuance of any report or certificate pursuant to this section or such a rule or 
regulation, is to be deemed to enlarge upon the representations expressed in SVR 1-1-1/1 through 
1-1-1/7 and the issuance and use of any such reports or certificates are to in all respects be governed 
by SVR 1-1-1/1 through 1-1-1/7. 

11  Welding and Replacement of Materials (1999)  

11.1  Ordinary and Higher Strength Structural Steels  
Welding or other fabrication performed on the structural steels listed in 2-1-2/Table 5 and 2-1-3/Table 
5 of the Rules for Materials and Welding (Part 2) is to be in accordance with the requirements of 
Chapter 4 of the Rules for Materials and Welding (Part 2). 

11.3  Special Materials  

11.3.1  Steel  
Welding or other fabrication performed on other steels of special characteristics or repairs or 
renewals of such steel or adjacent to such steel is to be accomplished with procedures 
approved for the special materials involved. The procedures are to take into account the 
information provided under SVR 3-1-2/1 and be in accordance with requirements of Chapter 
4 of the Rules for Materials and Welding (Part 2). 

11.3.2  Aluminum  
Welding is not to be performed on aluminum alloys of the hull structure nor repairs or 
renewals commenced on such plating or adjacent to such plating without thorough and careful 
reference to the recommendations contained in the Rules for Building and Classing Aluminum 
Vessels, Section 30. Substitution of aluminum alloys differing from those originally installed 
is not to be undertaken without approval. 

13  Incomplete Surveys  

When a survey is not completed, the Surveyor is to report immediately upon the work done in order 
that the Owners and the Committee may be advised of the parts still to be surveyed. 

15  Vessels Confined to a Specific Location  

For vessels confined to a specific location, such as a storage or a production vessel, the extent of the 
classification surveys will be specially considered. 

17  Lay-up and Reactivation  

17.1  Vessels for Unrestricted Service and in Rivers and Intracoastal Waterways 
Services 
The Bureau is to be notified by the Owner that a vessel has been laid-up. This status will be noted in 
the Record, and surveys falling due during lay-up will then be held in abeyance until the vessel is 
reactivated. Lay-up procedures and arrangements for maintenance of conditions during lay-up may be 
submitted to the Bureau for review and confirmation by survey (See Appendix 7-A-3). 
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In the case of vessels which have been laid up for an extended period (i.e., six months or more), the 
requirements for surveys on reactivation are to be specially considered in each case, with due regard 
being given to the status of surveys at the time of the commencement of the lay-up period, the length 
of the period and the conditions under which the vessel had been maintained during that period. 

Where the lay-up preparations and procedures have been submitted to the Bureau for review and 
confirmed by Annual Lay-up Surveys, consideration may be given to deducting part or all of the time 
in lay-up from the progression of survey intervals. This consideration is not applicable to vessels in 
the Enhanced Survey Program (ESP). 

For vessels returning to active service, regardless of whether the Bureau has been informed previously 
that the vessel has been in lay-up, a Reactivation Survey is required. 

17.3  Vessels in Great Lakes Service 
Where the lay-up preparations and procedures have been submitted to the Bureau for review and 
verified by Annual Lay-up Surveys, consideration may be given to deducting part or all of the time in 
lay-up from the progression of survey intervals. 

When applying for deductions, Owners are to provide details of out of service intervals since last 
credited surveys which do not include the normal winter lay-up months of January, February, and 
March. 

19 Vessels in Lightering Service (1 July 2004) 

The Bureau is to be notified by the Owner when a vessel has been put into lightering service.  For a 
vessel engaged in lightering service, at each Annual, Intermediate and Special Periodical Survey, the 
additional requirements as contained in 7-3-2/1.1.14, 7-3-2/3.1.5 and 7-3-2/5.1.16 are to be complied 
with.  Once the vessel has been removed from lightering service, these requirements will remain in 
effect through the completion of the next scheduled Intermediate or Special Periodical Survey, 
whichever occurs first.  

21 Vessels Utilized in Support of Military Operations 
(1 July 2006) 
Special consideration may be given in application of relevant sections of the ABS Rules for Survey 
After Construction (Part 7) to commercial vessels owned or full-time chartered by Governments, for 
use in support of military operations or non-commercial service. 

 

 

Copyright American Bureau of Shipping 
Provided by IHS Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ABS 99 2008

http://www.avadocuments.com/doc/abs-99-2008
http://www.avadocuments.com/doc/abs-99-2008


 

 

 

This Page Intentionally Left Blank 

 

 

Copyright American Bureau of Shipping 
Provided by IHS Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ABS 99 2008

http://www.avadocuments.com/doc/abs-99-2008
http://www.avadocuments.com/doc/abs-99-2008


 

ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 17 

P A R T  C h a p t e r  2 :  S u r v e y  I n t e r v a l s  

7  
C H A P T E R   2  Survey Intervals 

CONTENTS 
SECTION  1 Vessels for Unrestricted Service ........................................19 

1  Annual Surveys....................................................................19 
3  Intermediate Surveys...........................................................19 
5  Special Periodical Surveys ..................................................19 

5.1  Commencement..............................................................20 
5.3  Credited Date ..................................................................20 
5.5  Unusual Cases................................................................20 

7  Continuous Surveys.............................................................20 
9  In-line Surveys .....................................................................21 
11  Drydocking Surveys.............................................................21 

11.1  All Vessels ......................................................................21 
11.3  Accommodation Barges and Hotel Barges ..................... 21 
11.5  Barges and Motor Pleasure Yachts................................. 22 
11.7  Passenger Vessels and High Speed Craft ...................... 22 

13  Tailshaft Surveys .................................................................22 
13.1  Intervals ..........................................................................22 
13.3  Extensions ......................................................................23 

15  Tube Shaft Surveys .............................................................23 
17  Boiler Surveys......................................................................23 

17.1  Water-tube Boilers for Propulsion ................................... 23 
17.3  Fire-tube Boilers for Propulsion.......................................24 
17.5  Auxiliary Boiler ................................................................ 24 

 
SECTION  2 Vessels in Great Lakes Service ..........................................25 

1  General Conditions ..............................................................25 
3  Annual Surveys....................................................................25 
5  Intermediate Surveys...........................................................25 
7  Special Periodical Surveys ..................................................25 
9  Continuous Surveys.............................................................26 
11  Year of Grace.......................................................................26 
13  Drydocking Surveys.............................................................26 
15  Tailshaft Surveys .................................................................26 
17  Boiler Surveys......................................................................27 

Copyright American Bureau of Shipping 
Provided by IHS Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ABS 99 2008

http://www.avadocuments.com/doc/abs-99-2008
http://www.avadocuments.com/doc/abs-99-2008


 

18 ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 

 
SECTION  3 Vessels in Rivers and Intracoastal Waterway Service ..... 29 

1  General Conditions ..............................................................29 
3  Intermediate Surveys ...........................................................29 
5  Special Periodical Surveys ..................................................29 
7  Drydocking Surveys .............................................................29 

7.1  General............................................................................29 
7.3  Salt Water Operation.......................................................30 
7.5  Unscheduled Salt Water Operation .................................30 

 
SECTION  4 Survey After Ocean Transit Tow ........................................ 31 

 

Copyright American Bureau of Shipping 
Provided by IHS Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ABS 99 2008

http://www.avadocuments.com/doc/abs-99-2008
http://www.avadocuments.com/doc/abs-99-2008


 

ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 19 

P A R T  S e c t i o n  1 :  V e s s e l s  f o r  U n r e s t r i c t e d  S e r v i c e  

7  
C H A P T E R  2 Survey Intervals  

S E C T I O N   1  Vessels for Unrestricted Service 

1  Annual Surveys  

Annual Surveys are to be made within three months before or after each anniversary date of the 
crediting of the previous Special Periodical Survey or original construction date. For vessels on 
Continuous Survey, all Continuous Survey requirements for those parts (items) due are generally to be 
completed each year. The Annual Survey will not be credited and the Certificate of Classification will 
not be endorsed unless Continuous Survey items which are due or overdue at the time of the Annual 
Survey are either completed or granted an extension. 

Special Annual Survey – When Annual Survey is part of a vessel’s Hull Classification notation, all 
of the requirements of Special Periodical Survey – Hull, except for tank testing, are required each year 
for the first four years of each five-year cycle. At the fifth year, a complete Special Periodical Survey 
– Hull, including tank testing is required. 

LASH Barges – For steel barges carried aboard ship, and without Load Line Certificate, an Annual 
Survey will not be required, provided that in addition to the regular Special Periodical Survey at five 
(5) year intervals, a Special Intermediate Survey, equivalent to a Special Periodical Survey, is carried 
out about midway between Special Periodical Surveys. 

3  Intermediate Surveys (1 July 2004) 

Intermediate Surveys, where required by 7-3-2/3, are to be carried out either at or between the second and 
third Annual Surveys after Special Periodical Survey No. 1 and subsequent Special Periodical Surveys. 

(1 July 2006)  Those items which are additional to the requirements of the Annual Surveys may be 
surveyed either at or between the second and third Annual Surveys. 

(1 July 2008)  Concurrent crediting to both Intermediate Survey and Special Periodical Survey for 
surveys and thickness measurements of spaces is not acceptable. 

5  Special Periodical Surveys  

A Special Periodical Survey is to be completed within five years after the date of build or after the 
crediting date of the previous Special Periodical Survey. The fifth Annual Survey must be credited as 
a requirement of the Special Periodical Survey. The interval between Special Periodical Surveys may 
be reduced by the Committee. 

(1 July 2008)  Concurrent crediting to both Intermediate Survey and Special Periodical Survey for 
surveys and thickness measurements of spaces is not acceptable.  
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5.1  Commencement (1998)  
A Special Periodical Survey may be commenced at the fourth Annual Survey and be continued with 
completion by the fifth anniversary date. Where the Special Periodical Survey is commenced prior to 
the fourth Annual Survey, the entire survey is to be completed within 15 months if such work is to be 
credited to the Special Periodical Survey.  

5.3  Credited Date  
A Special Periodical Survey will be credited as of the completion date of the survey but not later than 
five years from date of build or from the date recorded for the previous Special Periodical Survey. If 
the Special Periodical Survey is completed within three months prior to the due date, the Special 
Periodical Survey will be credited to agree with the effective due date. 

5.5  Unusual Cases  
Special consideration may be given to Special Periodical Survey requirements in the case of vessels of 
unusual design, in lay-up or in unusual circumstances. 

(1 July 2006) Consideration may be given for an extension of class of three (3) months maximum 
beyond the 5th year under exceptional circumstances.  In this case, the next period of class will start 
from the expiry date of the Special Periodical Survey before the extension was granted. 

7  Continuous Surveys (1998) 

(1 July 2005) At the request of the Owner, and upon approval of the proposed arrangements, a system 
of Continuous Surveys may be undertaken, whereby the Special Periodical Survey requirements are 
carried out in regular rotation to complete all of the requirements of the particular Special Periodical 
Survey within a five-year period. The proposed arrangements are to provide for survey of 
approximately 20% of the total number of survey items during each year of the five-year period. 
Reasonable alternative arrangements may be considered. 

(1 July 2006)  Vessels on the Continuous Survey System are not exempt from other periodical surveys. 

(1 July 2005) Continuous Surveys – Hull may not be undertaken of oil tankers, bulk carriers and 
combination carriers (such as ore/oil, etc.) and chemical tankers subject to the Enhanced Survey 
Program (ESP) and of general dry cargo vessels with the ESDC notation. 

Each part (item) surveyed becomes due again for survey approximately five years from the date of the 
survey and the due parts (items) are generally to be completed each year. The Annual Survey will not 
be credited and the Certificate of Classification will not be endorsed unless Continuous Survey items 
which are due or overdue at the time of the Annual Survey are either completed or granted an 
extension. For Continuous Surveys, a suitable notation will be entered in the Record and the date of 
the completion of the cycle published. 

Out of water drydocking, as required by 7-3-2/5.1.2, may be carried out at any time during the cycle, 
provided all requirements of Section 7-4-1 are met and thickness measurements, as required by 
7-3-2/5.1.9, are carried out when the vessel is surveyed in drydock. 

(1 July 2006)  For vessels more than 10 years of age, the ballast tanks are to be internally examined 
twice in each five-year class period, i.e., once within the scope of the intermediate survey and once 
within the scope of the continuous system for the hull special periodical survey.  The interval between 
any two such examinations should not exceed 36 months. 
(1 July 2006)  The Surveyor may extend the inspection at his/her discretion, to other items if the 
inspections carried out revealed any defects. 
The Bureau may withdraw its approval for Continuous Survey if the Surveyor’s recommendations are 
not complied with. 
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9  In-line Surveys  

All items required to undergo Special Periodical Surveys, including but not limited to hull, machinery, 
automation and cargo refrigeration, are to be carried out at the same time and interval in order that 
they are recorded with the same crediting date. In cases where damage has necessitated extensive 
repairs and examination, the survey thereon may, where approved by the Committee, be accepted as 
equivalent to Special Periodical Survey. 

11  Drydocking Surveys  

11.1  All Vessels 
(1 July 2004) There is to be a minimum of two examinations of the outside of a vessel’s bottom and 
related items during each five-year special survey period. One such examination is to be carried out in 
conjunction with the Special Periodical Survey. In all cases, the interval between any two such 
examinations is not to exceed 36 months. See also 7-3-2/5.1.2. 

(1 July 2004) Examinations of the outside of a vessel’s bottom and related items is normally to be 
carried out with the vessel in drydock. However, consideration may be given to an alternative 
examination while the vessel is afloat by an approved underwater inspection, equivalent to a 
Drydocking Survey, subject to provisions of Appendix 7-A-1. This alternative will not be available 
for Drydocking Surveys concurrent with the Special Periodical Survey – Hull referred to in 7-3-2/5.1.2. 
Vessels 15 years of age or over will be subject to special consideration based on the vessel’s survey 
status before being permitted to have such inspections. For vessels on Continuous Surveys – Hull, 
refer to 7-2-1/7. 

(1 July 2005) For vessels 15 years of age or over subject to the Enhanced Survey Program (ESP), 
Underwater Inspections in Lieu of Drydocking (UWILD) will not be permitted at alternate 
Drydocking Surveys. Accordingly, all Rule-required Drydocking Surveys are to be carried out with 
the vessel on dry dock. 

(1 July 2004) Compliance with 7-2-1/11.1 does not absolve the Owner from compliance with the 
requirements of SOLAS as amended, especially when shorter intervals between examination of the 
vessel’s bottom for certain types of vessels are required. 

(1 July 2004) For ESP Oil Tankers, ESP Combination Carriers, ESP Bulk Carriers, ESP Chemical 
Tankers, ESP Oil Tankers – Double Hull, ESP Bulk Carriers – Double Side Skin, and General Dry 
Cargo Vessels ESDC, reference should be made to the applicable Paragraphs of 7-3-2/5. 

(1 July 2005) An extension of examination of a vessel’s bottom of three (3) months beyond the due 
date may be granted in exceptional circumstances (1). An underwater inspection by a diver may be 
required for such extensions. 
Note 1 ‘Exceptional circumstances’ means unavailability of dry-docking facilities; unavailability of repair facilities; 

unavailability of essential materials, equipment or spare parts; or delays incurred by action taken to avoid severe 
weather conditions.  [See also 1-1-2/7.9iii).] 

(1 July 2005) These requirements are also applicable to vessels with geographical limitations except 
those vessels referred to in 7-2-2/13 and 7-2-3/7. 

11.3  Accommodation Barges and Hotel Barges  
In lieu of the requirements of 7-2-1/11.1, drydocking for survey will not be required. However, at 
least two times in any five-year period with an interval not exceeding three years, an approved 
underwater inspection in lieu of drydocking will be required. 

Consideration may be given to special circumstances which may justify an extension of the interval. 
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11.5  Barges and Motor Pleasure Yachts  
In addition to the requirements of 7-2-1/11.1, for Barges and Motor Pleasure Yachts operating in salt 
water for less than six months each year, the maximum interval is not to exceed three years. For 
barges operating solely in fresh water, the maximum interval is not to exceed five years. 

An approved underwater inspection by diver equivalent to a Drydocking Survey will be considered at 
alternate Drydocking Survey dates. 

11.7  Passenger Vessels and High Speed Craft (2005) 
In addition to the requirements in 7-2-1/11.1, a Drydocking Survey is to be carried out annually for 
passenger vessels subject to SOLAS and for High Speed Craft (HSC) vessels subject to the IMO HSC 
Code. 

For passenger vessels and high speed craft, Drydocking Surveys are to be made within three months 
before or after the date of each annual anniversary date. 

For passenger vessels, an approved underwater inspection by a diver (See Section 7-A-1), equivalent 
to a Drydocking Survey, may be considered at Drydocking Surveys not associated with the Special 
Periodical Survey – Hull referred to in 7-3-2/5.1.2.  Vessels 15 years of age or over will be subject to 
special consideration based on the vessel’s survey status before being permitted to have such 
inspections. 

For vessels on Continuous Surveys – Hull, refer to 7-2-1/7. 

13  Tailshaft Surveys  

13.1  Intervals  

13.1.1  Water-Lubricated Bearings in Fresh Water Exclusively  
Survey interval is five (5) years. 

13.1.2  Water-Lubricated Bearings in Fresh Water and Sea Water  
13.1.2(a) Single Screw.  Survey interval is three (3) years. 

13.1.2(b) (2003) Multiple Screw.  Survey interval is five (5) years. 

13.1.2(c) Continuous Liner or Equivalent.  Survey interval of five (5) years provided: 

i) The tailshaft is protected by a continuous metallic liner, or continuous cladding per 
SVR 4-3-2/5.17.5 or fiberglass reinforced plastic coating between liners installed 
according to approved procedure per SVR 4-3-2/5.17.4 which effectively prevents 
seawater from contacting the steel shaft, or which have shafts of corrosion-resistant 
materials. 

ii) In addition to the propeller hub details given in the SVR 4-3-2/Figure 1, the design 
includes other features that would further reduce stress concentration in the propeller 
assembly. 

13.1.3  Oil-Lubricated Bearings  
Survey interval is five (5) years. 

(2006)  For vessels with TCM notation, refer to Section 7-9-19. 
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13.3  Extensions  

13.3.1  Water-Lubricated Bearings  
13.3.1(a) Extension up to Three (3) Months (2006).  An extension up to three (3) months may 
be granted by the Surveyor, when requested by the Owner, provided a survey is carried out in 
accordance with 7-5-1/5.1.1. 

13.3.1(b) Extension up to One (1) Year (1 July 2006).  An extension up to one (1) year may 
be granted by the Surveyor, when requested by the Owner, provided a survey is carried out in 
accordance with 7-5-1/5.1.2. 

13.3.2  Oil-Lubricated Bearings  
13.3.2(a) Extension up to Three (3) Months (2006).  An extension up to three (3) months may 
be granted by the Surveyor, when requested by the Owner, provided a survey is carried out in 
accordance with 7-5-1/5.3.1. 

13.3.2(b) Extension up to One (1) Year (1 July 2006).  An extension up to one (1) year may 
be granted by the Surveyor, when requested by the Owner, provided a survey is carried out in 
accordance with 7-5-1/5.3.2.  An additional extension up to one (1) year may be considered, 
when requested by the Owner, provided a survey is carried out at the end of the first extension 
period, in accordance with 7-5-1/5.3.2.  No more than two (2) extensions may be granted. 

13.3.2(c) Extensions not Exceeding Five (5) Years (1 July 2006).  In lieu of 7-2-1/13.3.2(b), 
an extension not exceeding five (5) years may be granted by the Surveyor, when requested by 
the Owner, provided a survey is carried out at the fifth year, in accordance with 7-5-1/5.3.3.  
Consideration may be given to an additional extension not exceeding five (5) years when 
requested by the Owner, provided a survey is carried out at the fifth year after the first 
extension, in accordance with 7-5-1/5.3.3.  No more than two (2) extensions may be granted. 

15  Tube Shaft Surveys  

Tube shafts, if fitted, are to be examined at the same interval as tail shafts. 

17  Boiler Surveys  

17.1  Water-tube Boilers for Propulsion (1998)  

17.1.1  Multiple Boilers (2007) 
For vessels fitted with more than one boiler, a minimum of two surveys is to be carried out 
during each 5-year Special Periodical Survey period.  One such survey is to be carried out in 
conjunction with the Special Periodical Survey.  In all cases, the interval between any two 
such surveys is not to exceed 36 months. An extension of the survey up to three (3) months 
may be granted by the Surveyor in exceptional circumstances(1), provided a survey is carried 
out in accordance with 7-7-1/11.  

In addition, annual examinations are to be carried out in accordance with 7-7-1/13. 
Note: 1 “Exceptional circumstances” means, e.g., unavailability of repair facilities, unavailability of essential 

materials, equipment or spare parts, or delays incurred by action taken to avoid severe weather 
conditions. 
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17.1.2  Single Boiler (2007) 
For vessels fitted with one boiler, the interval between surveys is not to exceed 21/2 years for 
the first 71/2 years. Thereafter, the boiler is to be surveyed annually. An extension of the 
survey not exceeding 6 months may be granted by the Surveyor provided a survey is carried 
out in accordance with 7-7-1/11, and provided the boiler is surveyed twice in every 5-year 
period for the first 71/2 years.   

In addition, annual examinations are to be carried out in accordance with 7-7-1/13 for the first 
71/2 years. 

17.3  Fire-tube Boilers for Propulsion (2007) 
A minimum of two surveys are to be carried out during first 5-year special periodical survey period. 
Thereafter, boilers are to be surveyed annually. The interval between any two surveys is not to exceed 
36 months. 

In addition, annual examinations are to be carried out in accordance with 7-7-1/13 for the first 5-year 
Special Periodical Survey period. 

17.5  Auxiliary Boiler (1 July 2008)  
Waste-heat or fired auxiliary boilers intended for working pressures above 3.4 bar (3.5 kgf/cm2, 
50 psi), a minimum of two surveys are to be carried out during each 5-year Special Periodical Survey 
period. One such survey is to be carried out in conjunction with the Special Periodical Survey. In all 
cases, the interval between any two such surveys is not to exceed 36 months. An extension of the survey 
up to three (3) months may be granted by the Surveyor in exceptional circumstances(1), provided a 
survey is carried out in accordance with 7-7-1/11. 
In addition, annual examinations are to be carried out in accordance with 7-7-1/13. 

For vessels on continuous survey of hull, the two surveys are to be carried out during each 5 year 
cycle and may be aligned with the dry dock survey dates as long as the interval between surveys does 
not exceed 36 months. 
Note: 1 “Exceptional circumstances” means, e.g., unavailability of repair facilities, unavailability of essential materials, 

equipment or spare parts, or delays incurred by action taken to avoid severe weather conditions. 
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P A R T  S e c t i o n  2 :  V e s s e l s  i n  G r e a t  L a k e s  S e r v i c e  

7  
C H A P T E R  2 Survey Intervals  

S E C T I O N   2  Vessels in Great Lakes Service 

1  General Conditions  

Except as noted below, the requirements of Part 7, Chapters 1 through 12 apply to Great Lakes Service. 
Special consideration may be given where justified by special circumstances. Enhanced Survey 
Program requirements are not applicable to vessels classed Great Lakes Service. 
Note:  Owners should be cautioned that Load Line Certificate validity period may limit application of extended class 

survey interval. 

Surveys falling due during January, February and March, when the vessel is in normal winter lay-up, 
may be considered deferred but must be completed before the vessel returns to operation. 

3  Annual Surveys  

Annual Surveys are to be made during each year of service. 

5  Intermediate Surveys  

Intermediate Surveys are to be carried out either at or between the second and third Annual Surveys 
after Special Periodical Survey No. 1 and subsequent Special Periodical Surveys. 

7  Special Periodical Surveys  

The first Special Periodical Survey becomes due five years after the date of build. Subsequent Special 
Periodical Surveys are due five years after the crediting date of the previous Special Periodical 
Survey. If a Special Periodical Survey is not completed at one time, it will be credited as of the 
completion date of the survey but no later than six years from date of build or from the date recorded 
for the previous Special Periodical Survey. The Special Periodical Survey – Hull credit date will be 
the last day of the month when the vessel was last visited on drydock for crediting Special Periodical 
Survey Drydocking as long as no item for Special Periodical Survey – Hull is overdue.  The Load 
Line Certificate validity date will be the actual day of the month when the vessel was last visited on 
drydock. 
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9  Continuous Surveys  

At the request of the Owner, and upon approval of the proposed arrangements, a system of 
Continuous Surveys may be undertaken, whereby the Special Periodical Survey requirements are 
carried out in regular rotation to complete all of the requirements of the particular Special Periodical 
Survey within a five-year period. Each part (item) surveyed becomes due again for survey 
approximately five years from the date of the survey and the due parts (items) are generally to be 
completed each year. The Annual Survey will not be credited and the Certificate of Classification will 
not be endorsed unless Continuous Survey items which are due or overdue at the time of the Annual 
Survey are either completed or granted an extension. 

For Continuous Surveys, a suitable notation will be entered in the Record and the date of the 
completion of the cycle published. If any defects are found during the survey, they are to be dealt with 
to the satisfaction of the Surveyor. The Continuous Survey credit date and date for renewal of the 
Load Line Certificate will be the last day of the month when the vessel was last visited on drydock for 
credited Special Periodical Survey Drydocking as long as no item for Continuous Survey – Hull is 
overdue. 

At a survey approximately two to three years after entering service and after each subsequent 
Continuous Survey – Hull has been credited, vessels will require the equivalent of an Intermediate 
Survey. Vessels on the Continuous Survey – Hull Program where 20% of the ballast tanks and cargo 
holds are examined and reported satisfactory each year would not be required to carry out the 
Intermediate Survey. 

11  Year of Grace  

To be eligible for the Year of Grace to complete the Special Periodical Survey within one year after 
the due date, the vessel is to be presented for survey up to a maximum of three months prior to the 
Special Periodical Survey due date. The survey may be commenced earlier than the above specified 
three months, provided it is commenced while the vessel is in continuous lay-up that extends to the 
date of the maximum 3 month limit. 

If the Year of Grace Survey is satisfactory, the completion of the Special Periodical Survey may be 
deferred for a period not exceeding twelve months, provided the whole Special Periodical Survey is 
satisfactorily completed within six years from date of build or from the date recorded for the previous 
Special Periodical Survey. 

13  Drydocking Surveys  

For vessels classed Great Lakes Service, operating solely within the recognized boundaries for Great 
Lakes voyages, the regular interval for Drydocking Survey is five years. Consideration may be given 
to any special circumstances justifying an extension of the regular interval. When a satisfactory Year 
of Grace Survey has been carried out, including additional examinations afloat as may be deemed 
necessary by the attending Surveyor, this regular interval can be extended to a maximum of six years. 
See Note under 7-2-2/1. 

15  Tailshaft Surveys 

The regular interval for Tailshaft Surveys is five years and is intended to coincide with the Special 
Periodical Survey, including Year of Grace when recommended, subject to such additional examinations 
afloat as deemed necessary by the attending Surveyor. 

The intervals for Tailshaft Surveys are to be the same as that required for Special Periodical Surveys.  

Copyright American Bureau of Shipping 
Provided by IHS Licensee=/, User=, 

Not for Resale, No reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: ABS 99 2008

http://www.avadocuments.com/doc/abs-99-2008
http://www.avadocuments.com/doc/abs-99-2008


 
Part 7 Rules for Survey After Construction 
Chapter 2 Survey Intervals 
Section 2 Vessels in Great Lakes Service 7-2-2 
 

ABS  RULES FOR SURVEY AFTER CONSTRUCTION . 2008 27 

17  Boiler Surveys (1 July 2007) 

For vessels classed Great Lakes Service, operating solely within the recognized boundaries for Great 
Lakes voyages, the regular interval for Boiler Survey may be extended for up to one (1) year, when a 
satisfactory Year of Grace Survey has been carried out in conjunction with the Boiler Extension 
Survey.  
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