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This document guides specifiers, contractors, and concrete 
producers through the selection processes that identify methods for 
cold weather concreting. The objectives of cold weather concreting 
practices are to: a) prevent damage to concrete due to freezing at 
early ages; b) ensure that the concrete develops the recommended 
strength for safe removal of forms; c) maintain curing conditions 
that foster normal strength development; d) limit rapid tempera-
ture changes; and e) provide protection consistent with intended 
serviceability of the structure. Concrete placed during cold weather 
will develop sufficient strength and durability to satisfy intended 
service requirements when it is properly proportioned, produced, 
placed, and protected.

Keywords: accelerating admixtures; antifreeze admixtures; cold weather 
concreting; concrete temperature; curing; enclosures; form removal; 
freezing and thawing; heaters; heating aggregates; insulating materials; 
maturity testing; protection; strength development.
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CHAPTER 1—INTRODUCTION AND SCOPE

1.1—Introduction
The conditions of cold weather concreting exist when the 

air temperature has fallen to, or is expected to fall below, 
40°F (4°C) during the protection period. The protection 
period is defined as the amount of time recommended to 
prevent concrete from being adversely affected by exposure 
to cold weather during construction. Concrete placed during 
cold weather will develop sufficient strength and durability 
to satisfy the intended service recommendations when it 
is properly proportioned, produced, placed, and protected. 
The necessary degree of protection increases as the ambient 
temperature decreases.

Take advantage of the opportunity provided by cold 
weather to place low-temperature concrete. Concrete placed 
during cold weather, protected against freezing, and prop-
erly cured for a sufficient length of time, has the potential to 
develop higher ultimate strength (Klieger 1958) and greater 
durability than concrete placed at higher temperatures. It is 
susceptible to less thermal cracking than similar concrete 
placed at higher temperatures.

Refer to ACI 306.1 for cold weather concreting require-
ments in a specification format. The Mandatory Items 
Checklist in ACI 306.1 can be used to add appropriate modi-
fications to the contract documents.

This document guides the specifier, contractor, and 
concrete producer through the recommendations that iden-
tify methods for cold weather concreting.

1.2—Scope
This guide discusses general recommendations, concrete 

temperature during mixing and placing, temperature loss 
during delivery, preparation for cold weather concreting, 
protection requirements for concrete with or without 
construction supports, estimating strength development, 
methods of protection, curing recommendations, and admix-
tures for accelerating setting and strength gain including 
antifreeze admixtures.

The materials, processes, quality-control measures, and 
inspections described in this document should be tested, 
monitored, or performed as applicable only by individuals 
holding the appropriate ACI Certifications or equivalent.

CHAPTER 2—NOTATION AND DEFINITIONS

2.1—Notation
M	 =	 maturity factor, deg-h

American Concrete Institute – Copyrighted © Material – www.concrete.org

2	 GUIDE TO COLD WEATHER CONCRETING (ACI 306R-16)

Full document details: ACI 306R-16

http://www.avadocuments.com/doc/aci-306r-16
http://www.avadocuments.com/doc/aci-306r-16


ta	 =	 ambient air temperature, °F (°C)
tr	 =	 concrete temperature upon delivery to the jobsite, 

°F (°C)
T	 =	 concrete temperature, °F (°C)
Ta	 =	 coarse aggregate temperature, °F (°C)
Tc	 =	 cement temperature, °F (°C)
Td	 =	 drop in temperature to be expected during a 1-hour 

delivery time, °F (°C). (This value should be added 
to tr to determine the recommended temperature of 
concrete at the plant after batching.)

To	 =	 datum temperature, °F (°C)
Ts	 =	 fine aggregate temperature, °F (°C)
Tw	 =	 temperature of added mixing water, °F (°C)
Wa	 =	 saturated surface-dry weight of coarse aggregate, lb 

(kg)
Wc	 =	 weight of cement lb (kg)
Ws	 =	 saturated surface-dry weight of fine aggregate, lb (kg)
Ww	 =	 weight of mixing water, lb (kg)
Wwa	=	 weight of free water on coarse aggregate, lb (kg)
Wws	=	 weight of free water on fine aggregate, lb (kg)
∆t	 =	 duration of curing period at concrete temperature T, 

deg-h

2.2—Definitions
ACI provides a comprehensive list of definitions through 

an online resource, “ACI Concrete Terminology,” https://
www.concrete.org/store/productdetail.aspx?ItemID=CT16. 
Definitions provided herein complement that resource.

carbon monoxide—a colorless and odorless gas in 
the exhaust of fossil-fuel heaters and internal combustion 
engines that can cause dusting of concrete surfaces that are 
less than 24 hours of age.

cold weather—when air temperature has fallen to, or 
is expected to fall below, 40°F (4°C) during the protec-
tion period; protection period is defined as the time recom-
mended to prevent concrete from being adversely affected 
by exposure to cold weather during construction.

freezing—the development of solid water ice within the 
paste that disrupts the paste, causing frost lenses to develop 
in the paste.

hydronic heater—mobile energy-exchanging system 
used to heat frozen ground, formwork, or concrete surfaces 
by pumping heated fluid through closed-circulation tubing 
and a heat exchanger.

liquidus temperature—the minimum temperature at 
which all components of a solution can be in a liquid state. 
Below the liquidus temperature the mixture will be partly or 
entirely solid.

maturity testing—tests performed to estimate in-place 
concrete strength using in-place concrete temperature history 
and strength-versus-temperature history functions derived 
from tests of concrete with comparable mixture proportions.

protection—the materials and environmental conditions 
in place to prevent concrete from being affected by exposure 
to cold weather.

CHAPTER 3—OBJECTIVES, PRINCIPLES, AND 
ECONOMY

3.1—Objectives
The objectives of cold weather concreting practices are to:
(a) Prevent damage to concrete due to early-age freezing. 

When no external water is available, the degree of saturation 
of newly placed concrete decreases as the concrete matures 
and the mixing water combines with cement during hydra-
tion. Additionally, mixing water is lost to evaporation even 
at cold temperatures. Under such conditions, the degree of 
saturation falls below the critical saturation. Critical satura-
tion is the level at which a single cycle of freezing can cause 
damage. The degree of saturation falls below critical satura-
tion at the approximate time the concrete attains a compres-
sive strength of 500 psi (3.5 MPa) (Powers 1962). At 50°F 
(10°C), most well-proportioned concrete mixtures reach this 
strength within 48 hours. The temperature of concrete is 
measured in accordance with ASTM C1064/C1064M.

(b) Ensure that the concrete develops the required strength 
for safe removal of forms, shores, and reshores, and for safe 
loading of the structure during and after construction.

(c) Maintain curing conditions that promote strength devel-
opment without exceeding the recommended concrete temper-
atures in Table 5.1 by more than 20°F (–7°C) and without 
using water curing, which may cause critical saturation at 
the end of the protection period, thus reducing resistance to 
freezing and thawing when protection is removed (5.1).

(d) Limit rapid temperature changes, particularly before 
the concrete has developed sufficient strength to withstand 
induced thermal stresses. Rapid cooling of concrete surfaces 
or large temperature differences between the exterior and 
interior region of structural members can cause cracking and 
can be detrimental to strength and durability. At the end of 
the required period (Chapter 7), gradually remove insula-
tion or other protection so the surface temperature decreases 
gradually during the subsequent 24-hour period (7.5).

(e) Provide protection consistent with the durability of 
the structure during its design life. Satisfactory strength for 
28-day, standard-cured cylinders is of no consequence if 
the structure has surfaces and corners damaged by freezing, 
dehydrated areas, and cracking from overheating because 
of inadequate protection, improper curing, or careless 
workmanship. Similarly, early concrete strength achieved 
by the use of calcium chloride (CaCl2) is not serviceable 
if the concrete cracks excessively in later years because of 
disruptive internal expansion due to corrosion of reinforce-
ment (11.2). Short-term gains in construction economy on 
concrete protection should not be obtained at the expense of 
long-term durability.

3.2—Principles
This guide presents recommendations to achieve the 

objectives outlined in 3.1(a) through (e). The practices and 
procedures in this guide stem from the following principles 
concerning cold weather concreting:

(a) Concrete protected from freezing until it attains a 
compressive strength of at least 500 psi (3.5 MPa) will not be 
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damaged by exposure to a single freezing-and-thawing cycle 
(Powers 1962). It will mature to its potential strength and 
will not be damaged, despite subsequent exposure to cold 
weather (Malhotra and Berwanger 1973). No further protec-
tion is necessary unless a minimum strength at a minimum 
time is specified.

(b) Where a specified concrete strength should be attained 
in a few days or weeks, planning (including mixture propor-
tion alterations and revisions to construction practice) and 
protection could be required to maintain the concrete tempera-
ture needed to attain the specified strength (Chapters 7 and 8).

(c) Except within heated protective enclosures, little or 
no external supply of moisture is recommended during cold 
weather curing (Chapter 10).

(d) Under certain conditions, CaCl2 should not be used 
to accelerate setting and hardening because of increased 
chances of corrosion of metals embedded in concrete 
(Chapter 11).

Times and temperatures in this guide are not exact values 
for all situations and should not be used as such. The user 
should consider the primary intent of these recommenda-
tions and use judgment in deciding what is adequate for each 
particular circumstance.

3.3—Economy
Although cold weather concreting results in extra costs 

because of potentially lower worker productivity and addi-
tional needed products such as insulating blankets, tarping, 
and heaters, it most likely will also allow a project to stay on 
schedule. The owner should decide whether the extra costs 
of cold weather concreting operations are a profitable invest-
ment, or if it is more cost-effective to wait for mild weather. 
Neglecting protection against early freezing could result in 
immediate destruction or permanently weakened concrete, 
making it essential that adequate planning, protection from 
low temperatures, and proper curing are performed with 
cold weather concreting.

CHAPTER 4—GENERAL RECOMMENDATIONS

4.1—Planning
The general contractor, construction manager, concrete 

contractor, concrete supplier, specific materials suppliers, 
testing laboratory representative, and owner or architect/
engineer should meet in a preconstruction conference to 
define what cold weather concreting methods will be used. 
This document guides the specifier, contractor, and concrete 
producer through recommendations that identify methods 
for cold weather concreting.

Plans to protect fresh concrete from freezing and maintain 
temperatures above recommended minimum values should 
be made well before freezing temperatures are expected to 
occur. Equipment and materials such as tarping or blankets 
should be at the worksite before cold weather is likely to 
occur.

4.2—Protection during unexpected freezing
During periods not defined as cold weather, such as fall 

or spring in cold climates or winter in temperate climates, 
precautions to protect all concrete surfaces from unexpected 
freezing should be provided for at least the first 24 hours 
after placement or until the minimum compressive strength 
is achieved for protection from damage using techniques 
detailed in Chapter 7. Concrete protected in this manner will 
be safe from damage by freezing at an early age. However, 
protection from freezing during the first 24 hours does not 
ensure a satisfactory rate of strength development, particu-
larly when followed by colder weather. Concrete that will be 
subjected to applied loads should be continuously protected 
and cured long enough, and at a temperature recommended 
by Table 5.1, to produce the strength specified for form 
removal or structural safety (Chapters 7 and 8).

4.3—Concrete temperature
During cold weather, the concrete temperature during 

placement should not be lower than the values recommended 
in Chapter 5. To prevent freezing at early ages, maintain the 
concrete temperature at or above the recommended place-
ment temperature for the length of time given in Chapter 7. 
The length of this protection period depends on cement type, 
dosage of accelerators, and the service conditions defined 
in 7.4.

The concrete temperature during placement should be 
near the temperature values in Table 5.1 and should not be 
higher than these values by more than 20°F (11°C). The 
recommended minimum placement temperatures given in 
Table 5.1 apply to normalweight concrete. While place-
ment temperatures of lightweight concrete are equivalent 
to normalweight concrete, experience indicates that freshly 
mixed lightweight concrete loses heat more slowly than 
freshly mixed normalweight concrete. Lightweight insu-
lating concretes lose heat even more slowly. However, when 
exposed to cold temperatures, some lightweight concretes 
are still susceptible to damage from surface freezing.

4.4—Temperature records
The surface temperature of concrete determines the effec-

tiveness of protection, regardless of ambient temperature. 
Therefore, it is desirable to monitor and record the concrete 
surface temperature. During the surface temperature 
recording and monitoring process, consider:

(a) Concrete corners and edges are vulnerable to freezing 
and usually more difficult to maintain at the temperatures 
given in Table 5.1. Monitor the concrete surface temperature 
in these areas to evaluate and verify the effectiveness of the 
protection provided.

(b) Monitor internal temperature of concrete to ensure that 
excessive heating does not occur (9.8). Expendable thermis-
tors or thermocouples cast in the concrete can be used for 
internal temperature monitoring.

(c) Inspection personnel should record the date, time, 
outside air temperature, temperature of concrete as placed, 
and weather conditions such as calm, windy, clear, or cloudy. 
Record concrete temperatures at regular time intervals, but 
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not less than twice per 24-hour period. Include tempera-
tures at several points within the enclosure, and on or in 
the concrete surface, corners, and edges. There should be 
a sufficient number of temperature measurement locations 
to show the range of concrete temperatures throughout the 
structure. Temperature-measuring devices embedded 2 in. 
(50 mm) beneath the concrete surface are ideal, but placing 
thermometers against the concrete under temporary covers 
of insulating material provides satisfactory accuracy and 
ease of observation. Such temperature-monitoring devices 
should be left in place throughout the protection period.

(d) Record maximum and minimum temperature read-
ings in each 24-hour period. Data recorded should show 
the temperature history of each section of concrete cast. 
Include a copy of the temperature readings in the permanent 
job records. Measure the concrete temperature at more than 
one location in the section cast and use the lowest reading to 
represent the temperature of that section.

4.5—Heated enclosures
Heated enclosures should be strong enough to be wind-

proof and weatherproof so proper temperatures are main-
tained at concrete corners, edges, and in thin sections. 
Combustion heaters should be vented and not used to directly 
heat or dry the concrete. Fresh concrete surfaces exposed 
to carbon dioxide (CO2), resulting from the use of salaman-
ders or other direct-fired heaters that exhaust flue gases into 
an enclosed area, can be damaged by carbonation of the 
concrete. Carbonation can result in soft surfaces or surface 
crazing, depending on the concentration of CO2, concrete 
temperature, and relative humidity. Carbon monoxide (CO), 
which can result from partial combustion, and high levels of 
CO2 are hazardous to workers.

Indirect and hydronic heaters, with flue systems directing 
exhaust gases outside the enclosure area, eliminate carbon-
ation potential inside the enclosed heated area.

Enforce strict fire prevention measures. Fire can destroy 
the protective enclosures and formwork, and damage the 
concrete. Concrete can be damaged by fire at any age, but at 
very early ages, additional damage can occur by subsequent 
freezing of the concrete before new protective enclosures are 
provided.

4.6—Slab finishing
If during construction, but after the cold weather protec-

tion period, the concrete is likely to be exposed to freezing-
and-thawing cycles while saturated, air entrainment may 
be necessary even though the concrete will not be exposed 
to freezing-and-thawing cycles in service. Where a hard-
troweled finish is specified, the addition of air entrainment 
may lead to finishing difficulties or problems with blisters, 
delaminations, or other surface defects. These finishing 
problems often develop when the total air content is greater 
than 3 percent (ACI 302.1R). In this case, magnesium 
finishing tools should be used instead of steel tools. The 
water-cementitious materials ratio (w/cm) should not exceed 
the limits recommended in ACI 201.2R, and the concrete 
should be protected from freezing and thawing for the dura-

tion of the protection period. For steel-troweled floor and 
slab construction, air-entrained concrete should not be speci-
fied, and the concrete should be protected from freezing and 
thawing for the duration of the protection period. New side-
walks and other flatwork exposed to melting snow and cold 
weather should be air entrained and protected from freezing 
and thawing for the duration of the protection period.

4.7—Concrete workability
For flatwork in cold weather, low-slump concrete could 

mitigate problems due to excessive bleed water. During cold 
weather, bleed water may remain on the surface for extended 
periods, interfering with or prolonging finishing operations. 
If bleed water is finished into the concrete, the resulting 
surface will have lower strength and be prone to dusting and 
premature deterioration. During cold weather, proportion 
the concrete mixture to minimize bleeding. If bleed water is 
present, wait until it evaporates, or skim it off using a rope, 
hose, or squeegee before troweling.

CHAPTER 5—TEMPERATURE OF CONCRETE 
AS MIXED AND PLACED, AND HEATING OF 

MATERIALS

5.1—Placement temperature
During cold weather, control the concrete mixing tempera-

ture as described in 5.2. When placing concrete, the temper-
ature should not fall below the values in Line 1 of Table 5.1. 
Determine the placement temperature of concrete in accor-
dance with ASTM C1064/C1064M. More massive concrete 
sections lose heat more slowly than smaller sections. It is 
beneficial to use low placement temperatures for massive 
structures (ACI 207.1R). The rate of heat loss increases 
as the temperature differential between the concrete and 
ambient temperature increases. Therefore, using concrete 
with a temperature greater than that given on Line 1 of 
Table 5.1 does not improve the protection against freezing.

Higher temperatures require more mixing water, increase 
the rate of slump loss, can cause quick setting, and increase 
thermal contraction. Rapid moisture loss from exposed 
surfaces of flatwork can cause plastic shrinkage cracks. 
Rapid moisture loss can occur from surfaces exposed to cold 
weather because of the low absolute humidity of the cold 
air (ACI 302.1R). Cast concrete at a temperature as close 
as practical to the appropriate value in Table 5.1. The place-
ment temperature should not exceed that given in Table 5.1 
by more than 20°F (11°C). Concrete placed at temperatures 
more than 20°F (11°C) higher than those given in Table 5.1 
may be adversely affected by rapid setting, and increased 
thermal contraction.

If early-age strength is not critical, several admixture 
combinations can be used to produce a low-temperature 
admixture system that reduces the liquidus temperature, 
or freezing point, of the water in a concrete mixture. This 
practice produces reasonable long-term strengths at curing 
temperatures lower than those presented in Table 5.1. 
Korhonen et al. (2004) produced and tested eight admix-
ture combinations that produced satisfactory results for 
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many applications. Produce and cure trial batches under the 
expected environmental conditions. Use these trial batches 
to ensure workability and strength development of the 
mixture for the application.

5.2—Mixing temperature
Lines 2, 3, and 4 of Table 5.1 show the recommended 

minimum temperature of concrete at mixing time. As the 
ambient air temperature decreases, increase the concrete 
temperature during mixing to offset the heat lost in the 
interval between mixing and placing. The mixing tempera-
ture should not be more than 15°F (8°C) above the values 
in Lines 2, 3, and 4. While it is difficult to uniformly heat 
aggregates to a predetermined temperature, mixing water 
temperature can be adjusted easily by blending hot and cold 
water to obtain a concrete temperature within 10°F (5°C) of 
the recommended temperature.

5.3—Heating mixing water
Mixing water should be available at a consistent, regulated 

temperature, and in a quantity to avoid appreciable fluc-
tuations in concrete temperature from each batch to batch. 
Because the temperature of concrete affects the rate of slump 
loss and can affect admixture performance, temperature fluc-
tuations can result in variable characteristics between batches.

Premature contact of very hot water with concentrated 
quantities of cement has been reported to cause flash set and 
cement balls in truck mixers. When using water above 140°F 
(80°C), it might be necessary to adjust the order in which 
ingredients are blended. It might be helpful to add the hot 
water and coarse aggregate before the cement, and to stop 
or slow the addition of water as the cement and aggregate 
are loaded.

When batching the cement separately from the aggre-
gate, mixing may be difficult. To facilitate mixing, place 
75 percent of the hot mixing water in the drum before, or 
with the aggregate. Adding the coarse aggregate first helps 
prevent packing at the end of the mixer. Add the cement after 
the aggregate. As the final ingredient, place the remaining 
25 percent (less hold back) of the hot mixing water into the 

drum at a moderate rate. Typically, 5 to 20 percent of the 
mixing water is held back for addition at the placement site.

Water with a temperature as high as the boiling point may 
be used, provided the resulting concrete temperatures are 
within the limits discussed in 5.2 and no flash setting occurs. 
When using hot water and an air-entraining admixture, the 
air content should be tested to verify the effectiveness of the 
admixture. The air-entraining admixture may lose effective-
ness due to contact with hot mixing water. Adding the air-
entraining admixture after the water temperature is lowered 
due to contact with the cooler ingredients may improve its 
effectiveness.

5.4—Heating aggregates
When aggregates are free of ice and frozen lumps, and air 

temperatures are moderate, the desired temperature of the 
concrete during mixing can be reached by simply heating the 
mixing water. When air temperatures are consistently below 
25°F (–4°C), it is usually necessary to also heat the aggre-
gates. Heating aggregates to temperatures higher than 60°F 
(15°C) is rarely necessary if the mixing water is heated to 
140°F (60°C). When the coarse aggregate is dry and free of 
frost, ice, and frozen lumps, temperatures of freshly mixed 
concrete recommended in Table 5.1 can be reached by 
increasing the sand temperature. The temperature of the sand 
seldom has to be above 105°F (40°C) if the mixing water 
is heated to 140°F (60°C). Heat aggregates sufficiently to 
eliminate ice, snow, and frozen lumps. Often, frozen lumps 
as large as 3 in. (76 mm) survive mixing and remain in the 
concrete after placing. Using hot water with the purpose of 
thawing the aggregate during mixing is cautioned because 
the moisture content of the frozen aggregate is difficult to 
measure and account for in the mixture proportion. The addi-
tional water, from melting frozen aggregate while mixing, 
adds an unknown volume of water to the mixture. This 
water increases the w/cm by an unknown amount. Seasonal 
variations should be considered because average aggregate 
temperatures can be substantially higher than air tempera-
ture during autumn, while the reverse can occur during 
spring. The temperature of the aggregate may be taken at 

Table 5.1—Recommended concrete temperatures
Section size, minimum dimension

< 12 in. (300 mm) 12 to 36 in. (300 to 900 mm) 36 to 72 in. (900 to 1800 mm) > 72 in. (1800 mm)

Line Air temperature Minimum concrete temperature as placed and maintained

1 —
55°F (13°C) 50°F (10°C) 45°F (7°C) 40°F (5°C)

Minimum concrete temperature as mixed for indicated air temperature*

2 Above 30°F (–1°C) 60°F (16°C) 55°F (13°C) 50°F (10°C) 45°F (7°C)

3 0 to 30°F (–18 to –1°C) 65°F (18°C) 60°F (16°C) 55°F (13°C) 50°F (10°C)

4 Below 0°F (–18°C) 70°F (21°C) 65°F (18°C) 60°F (16°C) 55°F (13°C)

5 —
Maximum allowable gradual temperature drop in first 24 hours after end of protection

50°F (28°C) 40° (22°C) 30°F (17°C) 20°F (11°C)
*For colder weather, a greater margin in temperature is provided between concrete as mixed and required minimum temperature of fresh concrete in place.
Note 1: For Line 1, maximum placement temperature is minimum temperature in the table plus 20°F (11°C).
Note 2: For Lines 2-4, maximum temperature is minimum temperature in the table plus 15°F (9°C).
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the surface, middle, and bottom of the pile and averaged 
to determine the extent of additional heating measures that 
should be considered, or the stockpile can be mixed and the 
temperature taken of the mixed stockpile.

5.5—Steam heating of aggregates
Circulating steam in pipes is recommended for heating 

aggregates. For small jobs, thaw aggregates by heating them 
over fire inside culvert pipes. When thawing or heating 
aggregates by circulating steam in pipes, cover exposed 
aggregate surfaces with tarpaulins to uniformly distribute 
the heat and prevent ice crust formation. Heating aggregate 
using steam jets is the most thermally efficient method, but 
it may produce troublesome moisture variations. Steam 
confined in a pipe-heating system avoids difficulties of vari-
able moisture in aggregates, but increases localized hot, 
dry spots. Wear and corrosion of steam pipes embedded in 
aggregates eventually causes leaks, which may lead to the 
moisture variation problem caused by steam jets. Inspect 
and replace pipes as necessary.

When conditions require thawing substantial quantities of 
extremely-low-temperature aggregates, steam jets may be 
the only practicable means of providing the necessary heat. 
In this case, thaw as far in advance of batching as possible 
to reach substantial equilibrium in moisture content and 
temperature. After thawing, reduce the steam supply to the 
minimum that prevents further freezing, thereby reducing 
problems arising from variable moisture content. Under 
these conditions, control mixing water on an individual 
batch adjustment basis. Dry, hot air instead of steam has 
been used to keep aggregates ice-free.

5.6—Overheating of aggregates
Avoid overheating so that spot temperatures do not exceed 

212°F (100°C) and the average temperature does not exceed 
150°F (65°C) when aggregates are added to the batch. These 
temperatures are considerably higher than necessary for 
obtaining desirable temperatures of freshly mixed concrete. 
Temperature variation in the aggregate may alter the water 
demand, air entrainment, time of set, and slump of the 
concrete.

Use extra care when batching the first loads of concrete 
after a prolonged period of steaming the aggregates in 
storage bins. Remixing overheated aggregate is beneficial, 
as it reduces large moisture and temperature differentials, 
and cools the overheated stockpile. Because aggregates may 
be overheated, many concrete producers recycle the first 
few tons of very hot aggregates. Normally, this material is 
discharged and recycled by placing it on top of the aggre-
gates in the storage bins.

5.7—Calculation of mixture temperature
If the weights and temperatures of all constituents and the 

moisture content of the aggregates are known, the concrete 
temperature T (°F and °C) of the mixture may be estimated 
from the formula

T
TW T W TW T W TW T W

W W W W
s s a a c c w w s ws a wa

s a c w

=
+ + + + +[ ]

+ + +
0 22

0 22
. ( )

. ( ) ++ +[ ]W Wwa ws 		
		  (5.7a)

Equation (5.7a) is derived by considering the equilibrium 
heat balance of the materials before and after mixing and by 
assuming that the specific heats of the cement and aggre-
gates are equal to 0.22 BTU/(lb°F) [0.22 kcal/(kg°C)].

If the temperature of one or both of the aggregates is 
below 32°F (0°C), the free water will freeze, and Eq. (5.7a) 
should be modified to consider the heat needed to raise the 
ice temperature to 32°F (0°C) to change the ice to water and 
raise the free water temperature to the final mixture tempera-
ture. The specific heat of ice is 0.5 BTU/(lb°F) [0.5 kcal/
(kg°C)] and the heat of fusion of ice is 144 BTU/lb (80 kcal/
kg). Modify Eq. (5.7a) by substituting the following expres-
sions for TsWws or TaWwa, or both, depending on whether the 
fine aggregate or coarse aggregate, or both, are below 32°F 
(0°C).

For inch-pound units:

	 substitute Wws(0.5Ts – 128) for TsWws	 (5.7b)

	 substitute Wwa(0.5Ta – 128) for TaWwa	 (5.7c)

For SI units:

	 substitute Wws(0.5Ts – 80) for TsWws	 (5.7d)

	 substitute Wwa(0.5Ta – 80) for TaWwa	 (5.7e)

In Eq. (5.7b) and (5.7e), the constants 128 and 80 are 
obtained from the heat of fusion needed to melt the ice, the 
specific heat of the ice, and the melting temperature of ice.

5.8—Temperature loss during delivery
The Swedish Cement and Concrete Research Insti-

tute (Petersons 1966) performed tests to determine the 
expected decrease in concrete temperature during delivery 
in cold weather. Studies included revolving drum mixers, 
covered dump bodies, and open dump bodies. The approxi-
mate temperature drop for a delivery time of 1 hour can be 
computed by using Eq. (5.8a) through (5.8c).

For revolving drum mixers:

	 Td = 0.25(tr – ta)	 (5.8a)

For covered-dump body:

	 Td = 0.10(tr – ta)	 (5.8b)

For open-dump body:

	 Td = 0.20(tr – ta)	 (5.8c)

Proportionally adjust the values from these equations for 
delivery times greater than or less than 1 hour.
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