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This is a Reference Specification that the Architect/Engineer can 
apply to any construction project involving polished concrete 
slab finishes by citing it in the Project Specifications. A manda-
tory requirements checklist and an optional requirements checklist 
are provided to assist the Architect/Engineer in supplementing the 
provisions of this Specification as required or needed by desig-
nating or specifying individual project requirements.

The first section of this Specification covers general requirements 
for polished concrete slab finishes. The second section covers 
requirements for products and equipment, and the third section 
covers construction requirements. Provisions governing testing, 
evaluation, and acceptance of polished concrete slab finishes are 
included. This Specification for polished concrete slab finishes is 
applicable to both slabs-on-ground and suspended slabs.

Keywords: abrasive tooling; distinctness of image (DOI); edge polishing; 
grinding; haze; honing; mockup; polished concrete; polishing process; slab 
finish; specular gloss; surface defects.
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PART 1—GENERAL

1.1—Scope
1.1.1 This Specification covers construction of polished 

concrete slab finishes.
1.1.2 This Specification is incorporated by Contract Docu-

ments and provides requirements for Contractor.
1.1.3 This Specification governs for construction within its 

scope, except project-specific Contract Documents govern if 
there is a conflict.

1.1.4 Work not specified—The following Work is not in 
the scope of this Specification:

(a) Construction of cast-in-place concrete slab
1.1.5 This Specification governs if there is a conflict 

with materials and testing standards referenced in this 
Specification.

1.1.6 Contractor is permitted to submit written alterna-
tives to any provisions in this Specification. Alternates must 
be approved in writing by Architect/Engineer or Owner’s 
Representative, or both.

1.1.7 Provisions of this Specification that are not appli-
cable to the Work are not valid.

1.1.8 Units—Values in this Specification are stated in 
inch-pound units. A companion specification in SI units is 
available.

1.1.9 Unless otherwise stated, the inch-pound system of 
units shall be applicable in ASTM standards referenced in 
this Specification.

1.1.10 The Notes to Specifiers are not part of this 
Specification.

1.2—Interpretation
1.2.1 Unless otherwise explicitly stated, this Specification 

shall be interpreted using the following principles:
1.2.1.1 Interpret this Specification consistent with the 

plain meaning of the words and terms used.
1.2.1.2 Definitions provided in this Specification govern 

over the definitions of the same or similar words or terms 
found elsewhere.

1.2.1.3 Whenever possible, interpret this Specification so 
that its provisions are in harmony and do not conflict.

1.2.1.4 Headings are part of this Specification and are 
intended to identify the scope of the provisions or sections 
that follow. If there is a difference in meaning or implication 
between the text of a provision and a heading, the meaning 
of the text governs.

1.2.1.5 Where a provision of this Specification involves 
two or more items, conditions, requirements, or events 
connected by the conjunctions “and” or “or,” interpret the 
conjunction as follows:

1.2.1.5(a) “And” indicates that all the connected items, 
conditions, requirements, or events apply.

1.2.1.5(b) “Or” indicates that the connected items, condi-
tions, requirements, or events apply singularly.

1.2.1.6 The use of the verbs “may” or “will” indicates that 
the Specification provision is for information to Contractor.

1.2.1.7 The phrase “as indicated in Contract Documents” 
means the specifier included the provision requirements in 
Contract Documents.

1.2.1.8 The phrase “unless otherwise specified” means 
the specifier may have included an alternative to the default 
requirement in Contract Documents.

1.2.1.9 The phrase “if specified” means the specifier may 
have included a requirement in Contract Documents for 
which there is no default requirement in this Specification.

1.3—Definitions
Please refer to the latest version of ACI Concrete Termi-

nology for a comprehensive list of definitions. Definitions 
provided herein complement that resource.

abrasive impregnated pad—a pad, resembling a typical 
floor maintenance burnishing pad, that can contain indus-
trial-grade diamonds and has the capability of refining the 
concrete surface on a microscopic level.

abrasive tooling—tooling that contains industrial grade 
abrasives within a bonded matrix (such as metallic, resinous, 
ceramic) that are attached to rotating heads to refine the 
concrete substrate.

accepted—determined by Architect/Engineer to be in 
compliance with Contract Documents.

aggregate exposure—grinding a concrete floor surface 
with bonded abrasives to achieve a specified class of exposed 
aggregate.

aggregate exposure class—the surface exposure after 
grinding and polishing operations based on visual observa-
tion of the overall area of the polished floor.

aggregate pop-outs—where either the coarse or fine 
aggregate becomes dislodged from the matrix of the concrete.

Architect/Engineer—the architect, engineer, architec-
tural firm, or engineering firm developing Contract Docu-
ments, or administering the Work under Contract Docu-
ments, or both.

Construction Documents—written and graphic docu-
ments and specifications prepared or assembled for 
describing the location, design, materials, and physical 
characteristics of the elements of a project necessary for 
obtaining a building permit and construction of the project.

Contract Documents—set of documents that form the 
basis of a contractual relationship between the Owner and 
Contractor or design-builder. These documents are defined 
by the contractual agreement, and can contain contract forms, 
contract conditions, specifications, drawings, addenda, and 
contract changes.

Contractor—the person, firm, or entity under contract for 
the construction of the Work.

crack—separation of concrete into two or more parts 
produced by breaking or fracturing.
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Distinctness of image (DOI)—a quantification of the 
deviation of the direction of light propagation from the 
regular direction by scattering during transmission or 
reflection.

Drawings—graphic presentations that detail requirements 
for Work and may include written notes.

edge polishing—steps required to polish concrete 
substrate along a vertical abutment to provide an appearance 
similar to that installed within the open areas of the room.

gloss-enhancing treatment—water, or solvent based, 
film-forming materials that penetrate or adhere to polished 
and densified concrete surfaces leaving a clear, durable, high 
gloss finish.

grinding—process achieved by using coarse abrasives to 
remove surface of the slab without creating a uniform finish.

honing—a process achieved by using bonded abrasive 
tooling to give surface a smooth, matte finish.

Inspection Agency—the person, firm, or entity under 
contract for providing inspection services.

joint filler—two-component, 100% solids, semi-rigid 
polyurea or epoxy.

mockup—sample of the completed polished Work 
that is reviewed and approved to be the accepted level of 
craftsmanship.

Mohs Hardness Scale—scale used to measure the rela-
tive hardness of a mineral by its resistance to scratching.

Owner—the corporation, association, partnership, indi-
vidual, public body, or authority for whom the Work is 
constructed.

pinhole—a very small circular surface opening.
polishing—the use of bonded abrasive tooling to give 

the surface a smooth finish that meets the measurable speci-
fied aesthetic requirements. The higher sheen is achieved 
by using incrementally finer abrasives in the course of the 
polishing process.

polishing process—steps required by Contractor to trans-
form concrete substrate into a specified finished gloss. These 
steps may include a sequence of grits of bonded abrasives 
spanning the grinding, honing, and polishing stages.

scratches—scratches in the slab surface that occur prior 
to or during concrete polishing process.

slab protrusions—items that extend above the surface of 
the slab such as abandoned anchor bolts.

spall—fragment, usually in the shape of a flake, detached 
from a larger mass.

specialty engineer—an individual representing 
Contractor who is licensed to practice engineering as defined 
by the statutory requirements of the professional licensing 
laws of the state or jurisdiction in which the project is to be 
constructed.

Specifications—the written document that details require-
ments for Work.

submit—provide to Architect/Engineer for review.
submittal—document or material provided to Architect/

Engineer for review and acceptance.
stain prevention film—removable product designed to 

create barrier on floor surface to prevent staining or shad-

owing of surface from joint filler overfill or repair material 
overfill, or both.

stain-resistant, gloss-enhancing treatment—water-
based, film-forming material that penetrates polished and 
densified concrete surfaces leaving a clear, durable, high-
gloss, and stain-resistant surface finish.

surface defects—aggregate pop-outs, spalls, cracks, pin 
holes, slab protrusions, scratches, and surface pitting.

surface pitting—irregular surface cavities.
Testing Agency—the person, firm, or entity under contract 

for providing testing services.
Work—the entire construction or separately identifiable 

parts required to be furnished under Contract Documents.

1.4—Referenced standards
1.4.1 Standards referred to in this Specification are listed 

with serial designation including year of adoption or revision.
1.4.1.1 ASTM International standards
ASTM D523-14—Standard Test Method for Specular 

Gloss
ASTM D638-14—Standard Test Method for Tensile Prop-

erties of Plastics
ASTM D2240-15e1—Standard Test Method for Rubber 

Property—Durometer Hardness
ASTM D4039-09 (2015)—Standard Test Method for 

Reflection Haze of High-Gloss Surfaces
ASTM E1155-14—Standard Test Method for Deter-

mining FF Floor Flatness and FL Floor Levelness Numbers
ASTM D5767-17—Standard Test Method for Instru-

mental Measurement of Distinctness-of-Image (DOI) Gloss 
of Coated Surfaces

1.5—Submittals
1.5.1 General—Provide submittals as indicated in 

Contract Documents. No Work shall be performed relating 
to a submittal until the submittal is approved by Architect/
Engineer in writing.

1.5.2 Substitution—Submit substitution requests that 
specifically identify proposed substitution and demonstrate 
compliance with performance requirements in accordance 
with Contract Documents.

1.5.3 Contractor’s quality control plan—If required, 
submit a quality control plan showing means, methods, 
products and equipment to be used to obtain the specified 
polished slab finish. Provide information related to quality 
control in accordance with 1.7.1.

Specify if Contractor is required to submit quality control 
plan.

1.5.4 Product data—Submit manufacturer’s technical 
literature for each product specified or proposed. Include 
manufacturer’s technical data, application instructions, and 
recommendations.

1.5.5 Installer qualifications—Submit data for company, 
personnel, experience, and training to conform to 1.5.5.1 
through 1.5.5.3:

1.5.5.1 List of five projects performed over the last 3 years 
of similar type, size, and complexity.
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