
ACI 311.6M-09

Specification for Ready Mixed Concrete
Testing Services

An ACI Standard

Reported by ACI Committee 311

Full document details: ACI 311.6m-09

http://avadocuments2026.com/doc/aci-311-6m-09
http://avadocuments2026.com/doc/aci-311-6m-09


American Concrete Institute®

Advancing concrete knowledge

Specification for Ready Mixed Concrete Testing Services

First printing
December 2009

ISBN 978-0-87031-353-0

Copyright by the American Concrete Institute, Farmington Hills, MI. All rights reserved. This material
may not be reproduced or copied, in whole or part, in any printed, mechanical, electronic, film, or other
distribution and storage media, without the written consent of ACI.

The technical committees responsible for ACI committee reports and standards strive to avoid ambiguities,
omissions, and errors in these documents. In spite of these efforts, the users of ACI documents occasionally
find information or requirements that may be subject to more than one interpretation or may be
incomplete or incorrect. Users who have suggestions for the improvement of ACI documents are
requested to contact ACI. Proper use of this document includes periodically checking for errata at
www.concrete.org/committees/errata.asp for the most up-to-date revisions.

ACI committee documents are intended for the use of individuals who are competent to evaluate the
significance and limitations of its content and recommendations and who will accept responsibility for the
application of the material it contains. Individuals who use this publication in any way assume all risk and
accept total responsibility for the application and use of this information.

All information in this publication is provided “as is” without warranty of any kind, either express or implied,
including but not limited to, the implied warranties of merchantability, fitness for a particular purpose or
non-infringement.

ACI and its members disclaim liability for damages of any kind, including any special, indirect, incidental,
or consequential damages, including without limitation, lost revenues or lost profits, which may result
from the use of this publication.

It is the responsibility of the user of this document to establish health and safety practices appropriate to
the specific circumstances involved with its use. ACI does not make any representations with regard to
health and safety issues and the use of this document. The user must determine the applicability of all
regulatory limitations before applying the document and must comply with all applicable laws and regulations,
including but not limited to, United States Occupational Safety and Health Administration (OSHA) health
and safety standards.

Order information: ACI documents are available in print, by download, on CD-ROM, through electronic
subscription, or reprint and may be obtained by contacting ACI.

Most ACI standards and committee reports are gathered together in the annually revised ACI Manual of
Concrete Practice (MCP).

American Concrete Institute
38800 Country Club Drive
Farmington Hills, MI 48331
U.S.A.
Phone: 248-848-3700
Fax: 248-848-3701

www.concrete.org

Full document details: ACI 311.6m-09

http://avadocuments2026.com/doc/aci-311-6m-09
http://avadocuments2026.com/doc/aci-311-6m-09


ACI 311.6M-09 was adopted October 6, 2009 and published December 2009.
Copyright © 2009, American Concrete Institute.
All rights reserved including rights of reproduction and use in any form or by any

means, including the making of copies by any photo process, or by electronic or
mechanical device, printed, written, or oral, or recording for sound or visual reproduc-
tion or for use in any knowledge or retrieval system or device, unless permission in
writing is obtained from the copyright proprietors.

 311.6M-1

ACI 311.6M-09

This Reference Specification covers Testing Agency requirements for field
and laboratory testing of ready mixed concrete delivered to the project. It
is intended for use by specifiers, architects, engineers, owners, contractors,
and other groups interested in monitoring the quality of concrete used in
project construction. This Reference Specification can be made applicable
to any construction project by citing it in a Contract. The Specifier supple-
ments the provisions of this Reference Specification as needed by speci-
fying individual project requirements in the Contract.

Keywords: air content; laboratory; ready mixed concrete; sampling;
slump; specification; technician; temperature; testing; unit weight.
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