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This guide presents information and design criteria for shoring/
reshoring operations during the construction of reinforced and 
post-tensioned multistory buildings. Methods for developing safe 
construction practices, including sequencing and timing, as well as 
design examples, are provided. It is written for the use of formwork 
engineer/contractors and engineer/architects.

Keywords: construction loads; falsework; form removal; formwork; post-
tensioning; reshoring; shoring.
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CHAPTER 1—INTRODUCTION
In multistory cast-in-place concrete building construction, 

freshly cast floors are placed on formwork that is tempo-
rarily supported by a system of shores and reshores until the 
concrete has the ability to be self-supporting. Construction 
loads imposed by the shoring system can be greater than the 
permanent structure service load on a single floor. Construc-
tion loads can also be applied in a manner that differs from 
the design intent of the completed structure. Furthermore, 
the concrete of the supporting slabs has to attain suffi-
cient strength, considering that the capacities of the floors 
below vary depending on concrete age, ambient conditions 
following placement, and the rate of strength development 
properties of the slabs. As a result, it is critical to determine 
the early-age load capacity of the floor slabs, including 
punching shear strength, to avoid the possibility of partial or 
total failure of the structural system. To reduce the construc-
tion load on the floor immediately below and distribute it to 
several lower floors or to the ground, it is necessary to add 
reshores. Therefore, an engineering analysis that considers 
both the construction load distribution and the early-age 
load-carrying capacity of the concrete slabs should be 
performed before shoring/reshoring operations begin.

Formwork failures and failures caused by improper 
reshoring or premature removal of supports and inadequate 
lateral bracing have periodically occurred throughout the 
history of concrete construction. Premature removal of 
shores and reshores prior to concrete slabs achieving the 
necessary strength can contribute to construction failures or 
defects such as permanent deflections (sagging) or cracking 
in the completed structure in excess of those anticipated by 
the design. Also, if overloaded prematurely, time-dependent 
deflections under load (creep) will be larger than predicted 
by the design and may be more noticeable and objectionable.

The schedule and process for removal of forms, shores, 
and reshores should be based on an analysis of the structural 
effects. Except for the simplified method described in ACI 
347R and ACI SP-4, there is no method universally accepted 
as the proper analysis of the distribution of construction 
loads to the floor slabs and the shoring system.

To ensure structural performance and safety during 
construction, a thorough understanding of construction 
loads applied to the slabs at early ages is necessary. Equally 
important is knowledge of the behavior and the strength of 
early-age concrete members that support their own weight 
and construction loads.

For guidance in formwork operations, the formwork 
engineer/contractor can refer to several codes, standards, or 
guides, including ACI 347R, ACI 318, ACI 301, ACI SP-4, 
ANSI/ASSE A10.9, OSHA 29 CFR 1926, and ASCE/SEI 
37. These documents provide basic guidelines for general 
formwork operations.

Other documents that can provide formwork design 
requirements or guidelines include state and local building 
codes, and guidelines prepared by contractors, formwork 
manufacturers, and other construction agencies governing 
construction practices.

1.2—Scope
Although the aforementioned documents provide basic 

guidelines for general formwork operations, there are no 
codes or standards that provide detailed design and construc-
tion requirements specifically for shoring/reshoring opera-
tions for multistory reinforced and post-tensioned concrete 
construction. Investigations for usable procedures to estab-
lish safe and cost-effective shoring/reshoring operations 
have been ongoing for several decades. These investigations 
focus on two major areas: 1) determining the distribution 
of loads carried by the concrete structure during construc-
tion; and 2) estimating the ability of the concrete members 
to resist construction loads.

This guide outlines the importance of appropriate shoring/
reshoring design for multistory structures and provides basic 
requirements for safe construction. ACI SP-4 serves as an 
expanded commentary to ACI 347R and provides detailed 
information related to formwork practices, including a 
discussion of shoring/reshoring procedures and analysis 
examples. Contract documents or the authority having juris-
diction may require the contractors to supply to the building 
official, upon request, the structural analysis and concrete 
strength requirements used in planning and implementing 
shoring/reshoring operations. Such data and information 
should be furnished to the engineer/architect who should 
evaluate the effects of construction loads on the immediate 
and long-term deflections. The contractors and formwork 
designers should acquire an understanding of the construc-
tion loads and the structural behavior of the buildings during 
construction. This understanding enables them to develop a 
rational shoring/reshoring system design that is economical 
without compromising safety, quality, and serviceability.

The objective of this guide is to present practical guide-
lines for the design of shoring/reshoring operations. This 
guide provides tools to design and evaluate construction 
schedules for shoring/reshoring of multistory reinforced and 
post-tensioned concrete structures.

CHAPTER 2—NOTATION AND DEFINITIONS

2.1—Notation
bo	 =	 perimeter of critical section for shear in slabs, in. 

(mm)
D	 =	 design dead load, lb/ft2 (kPa)
Dc	 =	 construction dead load, lb/ft2 (kPa)
d	 =	 distance from extreme compression fiber to centroid 

of longitudinal tension reinforcement, in. (mm)
Ew	 =	 reference design value for modulus of elasticity of 

wood, psi (MPa)
Fc	 =	 reference design value for compression parallel to 

grain of wood, psi (MPa)
fc	 =	 compressive strength of concrete, psi (MPa)
fc′	 =	 specified compressive strength of concrete, psi 

(MPa)
K	 =	 resulting coefficient of the governing punching 

shear equations from ACI 318 that is a function of 
column and slab geometry

L	 =	 design live load, lb/ft2 (kPa)
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Lc	 =	 construction live load, lb/ft2 (kPa)
n	 =	 elevated slab number
R28	 =	 nominal flexural strength at 28 days, lb/ft2 (kPa)
Rc	 =	 early-age nominal flexural strength, lb/ft2 (kPa)
U28	 =	 design factored load, lb/ft2 (kPa)
Uc	 =	 construction factored load, lb/ft2 (kPa)
Vc	 =	 nominal shear strength provided by concrete, lb (N)
Vu	 =	 factored shear force, lb (N)
Vuc	 =	 factored construction shear force, lb (N)
βc	 =	 ratio of the early-age concrete compressive strength 

to 28-day specified strength, βc < 1.0
λ	 =	 modification factor to reflect the reduced mechan-

ical properties of lightweight concrete relative to 
normalweight concrete of the same compressive 
strength

ϕ	 =	 strength reduction factor

2.2—Definitions
ACI provides a comprehensive list of definitions through 

an online resource, “ACI Concrete Terminology,” https://
www.concrete.org/store/productdetail.aspx?ItemID=CT16. 
The definitions provided herein complement that source.

backshores—shores placed snugly under a concrete slab 
or structural member after the original formwork and shores 
have been removed from a small area without allowing the 
entire slab or member to deflect or support its own mass or 
existing construction loads.

drop-head shore—shore with a head where part of the 
head can be lowered to allow removal of horizontal forming 
components without removing the shore or changing its 
vertical support for the floor system.

engineer/architect—engineer, architect, engineering 
firm, architectural firm, or other agency issuing project plans 
and specifications for the permanent structure, administering 
the work under contract documents, or both.

formwork engineer/contractor—engineer of the form-
work system or contractor in charge of designated aspects of 
formwork design and formwork operations.

preshores—added shores placed snugly under selected 
panels of a deck forming system before any primary (orig-
inal) shores are removed.

reshores—shores placed snugly under a stripped concrete 
slab or other structural member after the original forms and 
shores have been removed from a full bay, requiring the 
new slab or structural member to deflect and support its own 
weight and construction loads applied before installation of 
the reshores.

shore—vertical or inclined support member or braced 
frame designed to carry the weight of the formwork, 
concrete, and construction loads.

CHAPTER 3—SHORING/RESHORING 
CONSTRUCTION NEEDS

3.1—Use of reshoring
In multistory cast-in-place construction, rapid reuse of 

form material and shores is desired to allow other trades 
to follow concreting operations as closely as possible. The 

shores that support the newly placed concrete, formwork, 
and construction live load transmit those loads to the recently 
completed floor below, which usually exceeds that floor 
slab’s load capacity if it is the only source of support. For 
this reason, shoring or reshoring is provided over a number 
of floors to distribute the construction load to several floor 
levels below.

Stripping formwork is usually more economical if all the 
form material is removed at the same time before placing 
reshores. In this case, the structural system is required to 
support its own weight, thus reducing the load in the reshores. 
A combination of shores and reshores usually requires fewer 
levels of interconnected slabs, thus freeing more areas for 
other trades. If prefabricated drop-head shores are used, the 
shores can become the reshores if a large area of shoring is 
unloaded, permitting the structural members to deflect and 
support their own weight. The drop-head shore has a head 
that can be lowered to remove forming components without 
removing the shore or changing its support for the floor 
system. Later, the shore may be retracted and resnugged to 
act as a reshore. If the load is not relieved, then they become 
backshores.

Backshoring and preshoring are other methods of 
supporting new construction that are less widely used and 
involve leaving the original shores in place or replacing 
them in a small area at a time so as not to allow the slab 
to deflect and carry its own weight. These methods require 
careful supervision by the formwork engineer/contractor 
and review by the engineer/architect to ensure excessive slab 
and shore loads do not develop.

3.2—Types of forming systems
An important consideration in multistory cast-in-place 

concrete building construction is the type of forming system 
being used. Selecting the forming system for constructing 
a cast-in-place concrete structure is a critical decision that 
affects both the construction schedule and cost. Systems 
vary from traditional wood post-and-beam formwork/
shoring to prefabricated systems that involve sophisticated 
engineering, materials, and equipment.

There are several prefabricated forming/shoring systems 
that are used to support concrete slabs during construction, 
including the four discussed in this guide: 1) shoring-based; 
2) flying truss; 3) column-mounted; and 4) tunnel-forming 
systems. The following description of these systems is 
adapted from Jensen (1986).

3.2.1 Shoring-based systems—Deck (slab) forms are 
supported on shores placed on the slab below. The shores may 
be single posts of wood or metal or assembled from frames. 
Job-built deck forms usually consist of wood or aluminum 
stringers and joists (runners) with the deck surface made of 
plywood, supported on single-post or frame-type shoring. 
These forms are sometimes made up in larger panels tied or 
ganged together as tables with attached frame-type shoring 
for movement by crane. Deck forms may also be assembled 
on the job from proprietary panels framed in wood, steel, 
or aluminum, sometimes with their own proprietary shoring 
systems. Some of these systems allow removal of the slab 
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forms while the shores remain in place until sufficient 
concrete strength is developed to allow the shore removal 
and reshoring process.

3.2.2 Flying truss systems—Flying truss systems are made 
up of steel or aluminum trusses, topped with aluminum 
or wood joists and decked with plywood. Adjustable legs 
or shores support the truss on a previously cast slab. The 
truss-mounted forms are moved as a unit by crane from one 
casting position to the next.

3.2.3 Column-mounted systems—Column-mounted 
systems are long-span form panels supported by brackets 
or jacks anchored to concrete columns and shear walls. The 
deck panel is generally moved by crane. Similar systems 
available for bearing wall buildings support slab forms 
on brackets anchored to the walls. These systems make it 
possible to eliminate most vertical shoring and reshoring.

3.2.4 Tunnel-forming systems—Tunnel-forming systems 
are factory-made, inverted, U-shaped steel form systems 
that permit casting both slab and supporting walls at the 
same time. When concrete has gained sufficient strength, the 
tunnels are collapsed or telescoped and moved to the next 
placement location. For longer slab spans, the tunnel form 
may be made in two inverted L-shapes, which are termed 
“half-tunnels”.

CHAPTER 4—CONSTRUCTION LOADS ON 
FORMWORK

4.1—Construction loads
Construction loads are those loads imposed on a partially 

completed or temporary structure during the construction 
process. Construction loads on formwork include gravity 
loads such as vertical dead and live loads of both formwork 
and structure, lateral loads due to wind and seismic, and 
vertical and horizontal forces induced by inclined support 
members of the formwork. Concrete placing and equipment 
operations may create vertical dead and live, lateral, and 
impact loads. The formwork system is required to support 
all construction loads that may be applied until these loads 
can be carried by the concrete structure itself.

4.1.1 Gravity loads—Gravity loads are categorized as 
either dead or live loads. The dead load includes weight of 
reinforcement, freshly placed concrete, and formwork. The 
live load includes the weight of workers, equipment, tools, 
and runways as well as impact loading of concrete placement 
or equipment operations. Although impact loads are dynamic, 
for simplicity, they are treated as statically applied loads.

ACI 347R recommends both vertical supports and hori-
zontal framing components of formwork be designed for 
a minimum live load of 50 lb/ft2 (2.4 kPa) of horizontal 
projection to provide for weight of workers, runways, 
screeds, and other equipment. When motorized carts are 
used, the minimum live load should be 75 lb/ft2 (3.6 kPa). 
The minimum design value for combined dead and live 
loads should be 100 lb/ft2 (4.8 kPa) or 125 lb/ft2 (6.0 kPa) 
when motorized carts are used.

The construction live load is usually applied to the upper-
most slab during concrete placement of that slab, and is 

assumed to be removed when the concrete placement 
is complete. If other loads, such as equipment or stored 
materials, are known to be present on lower floors during 
construction, they should be considered. When justified 
by an analysis of construction operations, the construction 
live load used for design of reshores and evaluation of floor 
system capacity may be reduced, as provided by Chapter 4 
of ASCE/SEI 37-14.

4.1.2 Lateral loads—Lateral loads on the formwork 
system arise from wind, seismic events, inclined form-
work supports, impact of concrete placement, sequence of 
concrete placement, thermal effects, and mechanical equip-
ment used. ACI 347R recommends a minimum horizontal 
load as either 100 lb/linear ft (1.46 kN/m) of floor edge or 
2 percent of the total superimposed dead load, whichever 
is greater. ASCE/SEI 37 provides methods for determining 
appropriate design wind speeds and seismic lateral loads for 
short time intervals of construction exposure. Wind loadings 
can be estimated based on either closed or latticed configura-
tions of shoring and formwork.

4.1.3 Other loads and conditions—Formwork may be 
subjected to loads due to unsymmetrical placement of 
concrete, impact of concrete during placement, starting and 
stopping of equipment, uplift, concentrated loads of rein-
forcement, form handling loads, and storage of construction 
materials and equipment. Where possible, such loads should 
be avoided. Usually these loads occur over a relatively 
small area and can cause local failures of the formwork and 
perhaps the structure if not controlled. Some loads, such 
as temporary mounding of concrete, cannot be anticipated 
and should be avoided. Additionally, large point loads from 
shores bearing on a slab could create excessive flexural and 
shear stresses.

4.1.4 Post-tensioning load distribution—Shores, reshores, 
and backshores should be analyzed for load redistribution 
that occurs when slabs and beams are post-tensioned. This 
analysis should also include members of floors below; 
the redistributed shoring loads under the floor being post-
tensioned could be transferred to supporting members and 
shores of the floors below.

While the engineer/architect is ultimately responsible for 
the structure, close coordination between the engineer/archi-
tect and the formwork engineer/contractor is recommended 
to estimate the magnitude and location of construction loads 
when members are post-tensioned. An understanding should 
be reached between the engineer/architect and contractor 
with respect to the post-tensioning sequence and magnitude 
of stressing that could result in additional loads induced in 
the shores, reshores, or backshores. Based on this informa-
tion, an analysis of the construction load redistribution can 
be performed.

4.2—Load combinations
A combination of construction loads, based on the 

proposed construction method and sequence, should be 
considered to establish the critical loading conditions on the 
formwork and temporary construction loads on the structure. 
For example, concrete placement and shore/reshore removal 
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are the most critical construction phases for concrete slabs 
and the formwork. The construction phase after the form and 
shore installation and before concreting presents the most 
critical condition for the effects of wind load. During this 
stage, it is necessary that the formwork be designed to resist 
its own weight and any other gravity loads, as well as lateral 
wind loads, uplift wind loads, or both.

4.3—Typical construction phases
In a typical construction cycle for a multistory cast-in-

place concrete building where both shores and reshores are 
used, there are four construction phases:

1) Phase 1—Installation of the shores and formwork 
followed by casting of the floor slab

2) Phase 2—Removal of the shores and formwork from a 
full bay, allowing the slab to deflect and carry its own weight 
and any applied construction loads

3) Phase 3—Removal of reshores at the lowest intercon-
nected level

4) Phase 4—Placement of reshores in the story from 
which the shores and forms were removed; reshores are 
placed snugly without initially carrying any load

This stripping procedure allows the slab to deflect and 
transfer its self-weight to supporting elements of the building 
structure. Reshores should be installed snugly under the 
newly stripped slab so that they are relatively load-free at 
installation.

The following example of one level of shores and two 
levels of reshores in a simple three-bay, multistory structure 
illustrates the four phases.

1. Figure 4.3(a) shows Phase 1, when the (n+4) floor is 
being cast. The weight of the fresh concrete and the formwork 
along with the 50 or 75 lb/ft2 (2.4 or 3.6 kPa) construction 
live load is distributed among the interconnected slabs (n+1), 
(n+2), and (n+3) through the shoring/reshoring system.

2) Figure 4.3(b) shows Phase 2, when the top slab has 
the capacity to support its own weight and any construction 
loads at that stage. Shores are removed from the (n+3) floor 
and any remaining load in these shores is redistributed to the 
slab above.

3) Figure 4.3(c) shows Phase 3 removal of the reshores 
from the (n+1) floor. Any construction or live load existing 
on levels (n+2) or (n+3) in the reshores is removed from the 
lowest slab (n+1) and redistributed to those slabs.

4) Figure 4.3(d) shows Phase 4, installation of the reshores 
on the (n+3) floor. During Phases 3 and 4, there is no load 
transfer to the floor above because the reshores are assumed 
to be relatively load-free at installation.

Although this example uses two levels of reshoring, each 
structure and job-specific circumstances should be individu-
ally evaluated. Depending on the specifics of the structural 
capacity and the planned construction sequence, more or 
possibly less levels of reshoring may be required.

Fig. 4.3—Typical construction phases for multistory reinforced concrete buildings.
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4.4—Construction load distribution
The question of how construction loads are distributed 

between the formwork system and newly cast supported 
concrete members is a subject of debate in the construction 
industry. Several designers and researchers have published 
proposed methods to determine the forces in concrete struc-
tures during construction.

Grundy and Kabaila (1963) published a paper presenting 
a simple method for calculating construction loads carried 
by slabs and shores during the construction of multistory flat 
plate and flat slab concrete buildings. The model consisted of a 
single-bay structure where the slabs were interconnected with 
the shoring system. The concept of reshoring was not included 
in the originally introduced method. The expanded analysis 
method, including reshoring operations, is covered in ACI SP-4.

The analysis method, now known as the simplified 
method, is based on a single-bay structure model with the 
following assumptions:

(a) Ground-level or other grade base support is rigid
(b) All previously cast slabs are identical and have equal 

stiffness
(c) Shores and reshores are spaced closely enough to treat 

their reactions as a distributed load
(d) Shores and reshores are infinitely stiff relative to the slabs
(e) Reshores are installed snug-tight without initially 

carrying any load
These assumptions result in two important behaviors 

during the analysis. First, because shores have infinite stiff-
ness, slabs interconnected by shores and reshores deflect 
equally when a new load is added and rebound equally when 
a load is removed. Second, because the slabs have equal 
stiffness, when they deflect equally due to an increment of 
imposed load, the slabs share the load increment equally. 
Effects of creep and shrinkage are neglected.

In practice, special situations are encountered that require 
additional analytical consideration. As an example, the first 
few floors sometimes have a different structural design to 
accommodate higher service loads. If some lower floors are 
stiffer than subsequent floors, the stiffer floors will carry 
more load from operations above. Variations in each slab’s 
self-weight will also require consideration.

Even though the assumptions of the simplified method 
do not model the structure exactly, analytical studies and 
field measurements verify the validity of this method. Field 
measurements consisted of measured loads on shores and 
reshores during the construction process. Most of the avail-
able field observations were found to be in fair agreement 
with the predicted values. The assumptions and limitations of 
the method were investigated and the model refined in various 
ways to reflect those studies: in construction methods and 
schedules, analysis of short-and long-term deflections, consid-
eration of variable slab stiffness, consideration of compress-
ible shores, and structural reliability. Further information from 
these studies can be found in Agarwal and Gardner (1974), 
Gardner and Muskati (1989), Gardner (1985), Liu et al. (1985, 
1988), Gross (1984), Gross and Lew (1986), Stivaros and 
Halvorsen (1990, 1992), Arafat (1996), McGurl and Johnston 
(2012), Monette and Gardner (2015), and Zhang et al. (2015).

4.5—Application of the simplified method
Table 4.5 demonstrates the application of the simplified 

method. The example uses one level of shores and two levels 
of reshores. The construction live loads and weight of forms 
and shores are included in the load analysis. The slabs are 
assumed to have equal thickness and stiffness and, therefore, 
the construction loads are distributed equally among the 
slabs. The shores and reshores are assumed to be infinitely 
stiff relative to the supported slabs. Table 4.5 shows a sample 
load case with formwork system loads and construction 
loads as a proportion of slab self-weight. Actual construction 
live loads and formwork loads vary from project to project.

Following the four phases of construction, each floor level 
is subjected to construction loads that vary in magnitude as 
construction advances.

In Step 1, the first elevated floor slab is placed, and the 
full load is transferred to the ground by the shores. In Step 
2, the shores are removed and the slab is now carrying its 
own weight. The reshores are placed snugly under the slab, 
carrying no load. In Step 3, the second elevated floor slab 
is shored and placed. The first floor slab cannot deflect and 
all added load goes through the reshores to the ground. In 
Step 4, the shores are removed, and the second elevated floor 
slab carries its own weight. Reshores are placed under the 
second floor, but do not carry load initially. In Step 5, the 
third elevated floor slab is shored and placed. All added load 
goes through the shores and reshores to the ground.

In Step 6, the shores are removed, and the third elevated 
floor slab carries its own weight. The reshores are removed 
from beneath Level 1 and are placed under the third floor 
without carrying any load. During this step, the support 
conditions have changed because there is no longer a contin-
uous support to the ground. When the fourth floor slab is 
shored and placed during Step 7, the added load is equally 
shared among the supporting slabs below.

The removal and relocation of shores and reshores, and 
the placement of a new slab at the top active floor, continues 
in a similar manner for the remaining steps. After Step 6, the 
cycles repeat throughout the full height of the building.

The load in shores at the end of each step is calculated on 
the basis of a summation of vertical forces. The total weight 
of slabs and construction loads above the shore level being 
considered, less the loads carried by slabs above, gives the 
load transmitted by the shores.

Similar construction load calculations can be developed 
for shoring systems using more than one level of shores. 
Examples of calculating the construction loads when more 
than one level of shores is used are discussed in ACI SP-4.

The simplified method assumes distribution of the 
construction loads between the supported floors based on 
uniform stiffness. Some project-specific circumstances, such 
as varying structural stiffness, alters the load distribution.

Some prefabricated commercial forming and shoring 
systems allow removal of the slab forms while the shores 
remain in place for a longer duration. Depending on the 
sequence of operations, the sequence of steps in the analysis 
would need to be modified.
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Table 4.5—Simplified analysis of loads on shores and slabs using one level of shoring, two levels of 
reshoring

Step Operation and remarks Structure status

Load on slab in multiples of D Shore/reshore 
load at end of 

operation
At  

beginning
Change during 

operation
Total at end 
of operation

1 Place Level 1 concrete. Full load is transmitted 
to ground by shores.

0 0 0
1.5D

2 Construction live load is gone. Remove Level 1 
shores, allowing Slab 1 to carry its own weight. 
Then place reshores beneath it, snug but not loaded.

0 +1D 1D
0

3 Form, shore, and place Level 2 concrete. Slab 1 
cannot deflect and all added load goes through 
reshores to ground.

0

1D

0

0

0

1D

1.5D

1.5D

4 Slab 2 achieves required strength and construc-
tion live load is gone. Remove the Level 2 forms 
and shores, allowing Slab 2 to carry its own 
weight. Then place reshores beneath it, snug but 
not loaded.

0

1D

+1D

0

1D

1D

0

0

5 Form, shore, and place Level 3 concrete, 
including the 0.5D construction live load and 
shore load. All added load goes through shores to 
the ground because slabs cannot deflect further.

0

1D

1D

0

0

0

0

1D

1D

1.5D

1.5D

1.5D

6 Construction live load is assumed removed 
as Slab 3 achieves required strength. Remove 
shores beneath Level 3, allowing it to carry its 
own weight. This leaves no net load in reshores 
beneath Level 1, and they are removed and 
installed snugly beneath Level 3. They carry no 
heat.

0

1D

1D

+1D

0

0

1D

1D

1D

0

0

—

7 Form, shore, and place Level 4 concrete with 
the assumed 0.5D construction live load and 
shore load. The total new applied load, 1.5D, is 
distributed equally to the three interconnected 
slabs.

0

1D

1D

1D

0

+0.5D

+0.5D

+0.5D

0

1.5D

1.5D

1.5D

1.5D

1D

0.5D

—

8 Level 4 concrete achieves required strength and 
the construction live load of 0.4D is removed 
in equal parts from the slabs to which it was 
distributed.

0

1.5D

1.5D

1.5D

0

–0.13D

–0.13D

–0.14D

0

1.37D

1.37D

1.37D

1.1D

0.73D

0.36D
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