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CODE

CHAPTER 1—SCOPE

1.1 ACI 355.2 prescribes testing and evaluation require-
ments for post-installed mechanical anchors intended for
use in concrete designed under the provisions of ACI 318.
Criteria are prescribed to determine whether anchors are
acceptable for use in uncracked concrete only, or in cracked
as well as uncracked concrete. Criteria are prescribed to
determine the performance category for each anchor. The
anchor performance categories are used by ACI 318 to assign
capacity reduction factors and other design parameters.

1.2 ACI 355.2 describes the tests required to qualify a
post-installed mechanical anchor or anchor system for use
under the provisions of ACI 318.

1.3 ACI 3552 applies to post-installed mechanical
anchors (torque-controlled expansion anchors, displace-
ment-controlled expansion anchors, undercut anchors, and
screw anchors) placed into predrilled holes and anchored
within the concrete by mechanical means.

1.4 ACI 355.2 applies to expansion, undercut, and screw
anchors with a minimum effective embedment depth of
1-1/2 in. (40 mm) and with a nominal diameter of 1/4 in.
(6 mm) or larger. Screw anchors are limited to a maximum
effective embedment of 10d,, (refer to R1.4).

1.5 The values stated either in inch-pound units or SI units
are to be separately regarded. Within the text, the SI units
are shown in parentheses. The values in each system are

American Concrete Institute Copyrighted Material—www.concrete.org
Full document details: ACI 355.2-19

COMMENTARY

CHAPTER R1—SCOPE

R1.1 ACI 355.2 prescribes the testing programs required
to qualify post-installed mechanical anchors for use with
the design method of ACI 318-19 Chapter 17, where it is
assumed that anchors have been tested either for use in
uncracked concrete or for use in cracked and uncracked
concrete. This testing is performed in concrete specimens
controlled by the testing laboratory as a means of simulating
concrete, both cracked and uncracked, that might occur in
actual structures. Post-installed mechanical anchors exhibit a
range of working principles, proprietary designs, and perfor-
mance characteristics. ACI 318-19 Chapter 17 addresses this
situation by basing capacity reduction factors for anchors
on anchor performance categories. ACI 355.2 is intended
to develop the data required by ACI 318-19 Chapter 17 to
confirm an anchor’s reliability and place it in the appropriate
anchor category.

Procedures for making and controlling cracks in test
members have been published. Also, ASTM E488/E488M
includes some details for cracked concrete test members
similar to those in this document. ASTM E488/E488M also
has detailed test procedures for testing in cracked concrete.

R1.4 The design method deemed to satisfy the anchor
design requirements of ACI 318-19 Chapter 17 is based on
an analysis of a database of anchors with a maximum diam-
eter of 2 in. (50 mm) and an embedment depth not greater
than 25 in. (635 mm). ACI 355.2 can be used for anchors with
those maximum dimensions. While ACI 355.2 gives no limi-
tations on maximum anchor diameter or embedment depth,
for anchors beyond these dimensions, the testing authority
should decide if the tests described herein are applicable or
if alternative tests and analyses are more appropriate. The
minimum diameter of 1/4 in. (6 mm) is based on practical
considerations regarding the limit of structural anchor appli-
cations. The current database of screw anchors contains
products with an embedment up to 4.,= 10d, due to practical
limits of manufacturing and ability to install at deep embed-
ments. This database has been shown to satisfy the design
requirements of ACI 318-19 Chapter 17. Additional research
for deeper embedments would be required to further expand
the scope of ACI 355.2 for screw anchors.
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CODE COMMENTARY

not exact equivalents; therefore, each system shall be used
independently of the other. Combining values from the two
systems shall result in nonconformance with ACI 355.2.
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CODE
CHAPTER 2—DEFINITIONS AND NOTATION

2.1—Definitions

2.1.1 anchor category—classification for an anchor that
is established by the performance of the anchor in reliability
tests.

2.1.2 anchor group—number of anchors of approximately
equal effective embedment depth with each anchor spaced at
less than three times its embedment depth from one or more
adjacent anchors.

2.1.3 anchor system—similar anchors that vary only due
to diameter or embedment depth; a product line of a single
manufacturer.

2.1.4 characteristic value—S5 percent fractile (value with a
95 percent probability of being exceeded, with a confidence
of 90 percent).

2.1.5 concrete breakout failure—concrete failure mode
that develops a breakout or edge failure of the test member
due to setting of the anchor or to applied loads.

2.1.6 cracked concrete—concrete test member with a
single, full-depth, approximately uniform width crack.

2.1.7 displacement-controlled expansion anchor—post-
installed anchor that is set by expansion against the side of
the drilled hole through movement of an internal plug in the
sleeve or through movement of the sleeve over an expansion
element (plug); once set, no further expansion can occur.

2.1.8 effective embedment depth—for expansion and
undercut anchors measured from the concrete surface to the
deepest point at which the anchor tension load is transferred
to the concrete, in. (mm). For screw anchors, the effective
embedment depth is approximated. The effective embed-
ment depth for all mechanical anchors is provided by the
manufacturer.

2.1.9 pullout failure—failure mode in which the anchor
pulls out of the concrete without development of the full
steel or concrete capacity.

2.1.10 pull-through failure—failure mode in which the
anchor body pulls through the expansion mechanism without
development of the full steel or concrete capacity.

American Concrete Institute Copyrighted Material—www.concrete.org
Full document details: ACI 355.2-19

COMMENTARY
CHAPTER R2—DEFINITIONS AND NOTATION

R2.1—Definitions

R2.1.4 characteristic value—The characteristic value is
used for design in ACI 318-19 Chapter 17. The character-
istic value is less than the average by a percentage of the
average and based on the number of tests conducted, the
confidence level that the code-writing body elects to use,
and an accepted failure rate. The characteristic value or 5
percent fractile (value with a 95 percent probability of being
exceeded, with a confidence of 90 percent) has been selected
for the design of anchorages.

R2.1.5 concrete breakout failure—Concrete breakout
failure includes concrete breakout under tension load, edge
breakout from tension or shear, or combinations of these, as
shown in Fig. 5.5.3a and 5.5.3b.

R2.1.8 pullout failure—Pullout failure occurs if the anchor
does not sufficiently engage the concrete to produce a steel
or concrete breakout failure. The entire anchor slips out of
the drilled hole at a load lower than that corresponding to
concrete breakout. While a concrete breakout may occur as
part of the pullout failure, it will be at a shallower embed-
ment depth than for a full concrete breakout failure.

R2.1.9 pull-through failure—Pull-through failure occurs
if the anchor shank pulls through the expansion mechanism,
which remains in the drilled hole. The anchor shank slips out
of the drilled hole at a load lower than that corresponding to
concrete breakout.
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CODE

2.1.11 screw anchor—post-installed anchor that is a
threaded mechanical fastener placed in a predrilled hole;
anchor derives its tensile holding strength from the mechan-
ical interlock of the fastener threads with the grooves cut
into concrete during installation.

2.1.12 setting of an anchor—process of activating the
load-transfer mechanism of an anchor in a drilled hole.

2.1.13 splitting failure—concrete failure mode in which
the concrete fractures along a plane passing through the axis
of the anchor or anchors.

2.1.14 statistical equivalence—statistical equivalence of
two groups of test results shall be determined by two one-
sided #-test (TOST) in accordance with ASTM E2935 at a
significance a = 0.10 for an assumed symmetrical equiva-
lence limit £ = 15 percent. For this purpose, the equivalence
or nonequivalence of variances shall be established with the
F-test or with Levene’s test with o = 0.10.

2.1.15 steel failure—failure mode in which the steel
anchor parts fracture.

2.1.16 test series—group of tests having the same
parameters.

2.1.17 torque-controlled expansion anchor—post-installed
expansion anchor that is set by the expansion of one or more
sleeves or other elements against the sides of the drilled hole
through the application of torque, which pulls the cone(s)
into the expansion sleeve(s); after setting, tensile loading
can cause additional expansion (follow-up expansion).

2.1.18 uncracked concrete—test member that remains
uncracked, unless the crack is part of a failure mode.

2.1.19 undercut anchor—post-installed anchor that
develops its holding strength from the mechanical interlock
provided by undercutting of the concrete, achieved either by
a special tool or by the anchor itself during installation.

2.2—Notation
Age = effective cross-sectional area of anchor, in.2 (mm?)
Cac = critical edge distance required to develop the

COMMENTARY

R2.1.12 statistical equivalence—The two one-sided t-Test
(TOST) is used in place of the Student’s t-test to establish
equivalency of data sets because it appropriately associates the
significance (o) with consumer risk instead of producer risk.

R2.1.18 uncracked concrete—Under ACI 355.2, anchors
for use in uncracked concrete are tested in concrete that is
uncracked and is expected to remain so unless the anchor
causes cracking as part of the failure mode.

R2.2—Notation

Agen = effective cross-sectional area of anchor in
tension, in.? (mm?)

effective cross-sectional area of anchor in shear,
in.2 (mm?)

Ase, V

For post-installed anchors having a reduced cross-

sectional area anywhere along the.anchor l@ﬂ@umcents
tive cross-sectional area of the sacior ‘ho%gﬁrﬂ@m@ﬂarin g Hub

American Concrete Institute Copyrighted Material—www.concrete.org

basic strength as controlled by concrete breakout
of a single post-installed anchor in tension in
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CODE

uncracked concrete without supplementary rein-
forcement to control splitting, in. (mm)
minimum allowable edge distance as deter-
mined from testing and given in manufacturer’s
data sheets, in. (mm)

outside diameter of post-installed anchor, in.
(mm)

= diameter of the hole in the testing fixture
= diameter of carbide-tipped drill bit with diam-

eter on low end of tolerance range for new bit,
representing moderately used bit, in. (mm)
diameter of carbide-tipped drill bit with diam-
eter on high end of tolerance range for new bit,
representing bit as large as would be expected in
use, in. (mm)

diameter of carbide-tipped drill bit with diam-
eter below low end of tolerance range for new
bit, representing a well-used bit, in. (mm)
characteristic capacity in test series, as calcu-
lated using Eq. (A2.2), 1b (N)

mean failure capacity, 1b (N)

mean normalized capacity in test series i, as
calculated using Eq. (A1.2), 1b (N)

mean normalized anchor capacity in test series i
as calculated using Eq. (A1.4), Ib (N)

= mean anchor capacity as determined from test

series 7, Ib (N)

specified compressive strength of concrete, psi
(MPa)

concrete compressive strength to which test
results for test series 7 are to be normalized using
Eq. (A1.2), psi (MPa)

the concrete compressive strength of the spec-
imen used for the confined reference tests

mean concrete compressive strength as measured
at time of testing.

mean concrete compressive strength measured
with standard cylinders, for concrete of test
series Z, psi (MPa)

specified ultimate tensile strength of anchor
steel, psi (MPa)

mean ultimate tensile strength of anchor steel as
determined by test, psi (MPa)

specified yield strength of anchor steel, psi
(MPa)

thickness of structural member, measured
perpendicular to concrete surface where the
anchor is installed, in. (mm)

effective embedment depth for expansion,
undercut, and screw anchors

overall depth of the drilled hole, in. (mm)
minimum member thickness, specified by the
anchor manufacturer, in. (mm)

distance between the embedded end of the
expansion, undercut or screw anchor, and the
concrete surface, in. (mm)

American Concrete Institute Copyrighted Material—www.concrete.org
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by the manufacturer. For threaded bolts, ANSI/ASME B1.1
defines A,y or A,y as

2
A oA, = % ( g 0.9743)

se,N

where 7, is number of threads per inch (millimeter).

hey=for screw anchors; load is transferred along the length
of the anchor rather than by the single deepest point of load
transfer. Research (Olsen et al. 2012) has shown that the ACI
318-19 Chapter 17 design equations for mechanical anchors
can be used for screw anchors with an effective embedment
equal to approximately 85 percent of the nominal embed-
ment (with minor adjustments for thread pitch and runout),
which is calculated using the following equation (Fig. R2.2a
and R2.2b)

h‘ff: 085(hnom - OSh[ - hb)

The effective embedment depth for screw anchors as well
as other post-installed mechanical anchors will be provided
by the manufacturer.

ef

SN x\,\x\\;Dj

nom >

A
A

hole

A4

Fig. R2.2b—Effective embedment depth for screw anchors.
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CODE

length of the embedded end of the screw anchor
without full height of thread (= thread runout +
length without thread), in. (mm)

= thread pitch, in. (mm)
= statistical constant (one-sided tolerance factor)

used to establish 5 percent fractile with a 90
percent confidence, whose value depends on the
number of tests (Appendix A2)

effectiveness factor, whose value depends on the
type of anchor

effectiveness factor for anchors tested in cracked
concrete

= mean effectiveness factor
= effectiveness factor for anchors tested in

uncracked concrete

= normal force (generally tensile), 1b (N)
= minimum tension load above which variations

in the load-displacement curve are acceptable,
as prescribed in 5.5.1.1, Ib (N)

mean load at 10 percent of ultimate load
measured in tension test, b (N)

mean load at 30 percent of ultimate load
measured in tension tests, 1b (N)

characteristic tensile capacity of an anchor with
a concrete failure mode (5 percent fractile of test
results), 1b (N)

characteristic tensile capacity in reference tests,
b (N)

characteristic tensile capacity in reliability tests,
b (N)

maximum tension load to be applied in the
simulated seismic tension test in accordance
with Table 9.5.2, Fig. 9.5.2, and Eq. (9.5.2), Ib
(N)

reduced maximum tension load at which the
anchor successfully completes the simulated
seismic tension test, 1b (N)

intermediate tension load to be applied in the
simulated seismic tension test in accordance
with Table 9.5.2 and Fig. 9.5.2, 1b (N)

reduced intermediate tension load at which the
anchor successfully completes the simulated
seismic tension test, 1b (N)

lowest characteristic tensile capacity in refer-
ence tests in uncracked concrete for concrete,
steel, or pullout failures for the concrete strength
of the test member, 1b (N)

minimum tension load to be applied in the simu-
lated seismic tension test in accordance with
Table 9.5.2 and Fig. 9.5.2, 1b (N)

reduced minimum tension load at which the
anchor successfully completes the simulated
seismic tension test, 1b (N)

nominal pullout strength in tension of a single
anchor in cracked concrete, 1b (N)

COMMENTARY

American Concrete Institute Copyrighted Material—www.concrete.org

Full document details: ACI 355.2-19

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/aci-355-2-19
http://www.avadocuments.com/doc/aci-355-2-19

Nyeq =

N, p,uncr =
Ny, =

N stmean

N sust.con

N, =

N u,con,mean

N, =

Smin

Tso, =
Tt =

T;*crew

Veq, reduced —
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nominal pullout strength in tension of a single
anchor for load cases including earthquake
loading in accordance with ACI 318, 1b (N)
nominal pullout strength in tension of a single
anchor in uncracked concrete, 1b (N)
characteristic tensile steel capacity of an anchor,
b (N)

average ultimate steel capacity determined from
tensile tests on full-sized anchor specimens, 1b
M)

sustained load used for confined reference tests,
b (N)

ultimate load measured in a tension test, Ib (N)
average ultimate load determined from confined
reference tests, 1b (N)

tensile load in tests of anchors located in cracks
whose opening width is cycled, 1b (N)

number of anchors in a test series

minimum spacing used in Table 4.1a, Test 13,
and Table 4.1b, Test 16, in. (mm)

applied torque in a test, ft-1b (N-m)

5 percent fractile of the ultimate torque moments,
T,, calculated in accordance with A2, ft-1b (N-m)
specified or maximum setting torque for expan-
sion or prestressing of an anchor, ft-1b (N-m)
specified maximum setting torque to prevent
screw anchor failure during installation, ft-1b
(N-m)

mean ultimate torque moment, as measured in
setting method tests, ft-1b (N-m)

maximum shear load to be applied in the simu-
lated seismic shear test in accordance with Table
9.6.2, Fig. 9.6.2a, and either Eq. (9.6.2a) or
(9.6.2b), Ib (N)

reduced maximum shear load at which the
anchor successfully completes the simulated
seismic shear test, Ib (N)

intermediate shear load to be applied in the
simulated seismic shear test in accordance with
Table 9.6.2 and Fig. 9.6.2a, equal to 0.75V,,, b
M)

reduced intermediate shear load at which the
anchor successfully completes the simulated
seismic shear test, equal to 0.75V,, ,equceas 1b (N)
minimum shear load to be applied in the simu-
lated seismic shear test in accordance with Table
9.6.2 and Fig. 9.6.2a, equal to 0.50V,, Ib (N)
reduced minimum shear load at which the
anchor successfully completes the simulated
seismic shear test, equal to 0.50V,, ,cguceas 1b (N)
nominal shear strength in shear of a single
anchor as governed by steel strength in accor-
dance with ACI 318, 1b (N)

nominal shear strength in shear of a single
anchor for load cases, including earthquake
loading, in accordance with ACI 318, Ib (N)
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CODE

sample coefficient of variation (standard devia-
tion divided by the mean) expressed as decimal
fraction or in percent

= crack width, in. (mm)
= axial stiffness of anchor in service load range,

1b/in. (kN/mm)

= change in crack width, in. (mm)
= mean displacement measured at 10 percent of

ultimate load in tension test, in. (mm)

mean displacement measured at 30 percent of
ultimate load in tension test, in. (mm)

factor used to modify tensile strength of anchors
based on presence or absence of crack in
concrete
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CHAPTER 3—SIGNIFICANCE AND USE

3.1 ACI 355.2 applies to post-installed mechanical anchors
intended for use in structural applications addressed by
ACI 318 and subjected to static or seismic loads in tension,
shear, or combined tension and shear. Examples of appli-
cable anchors are shown in Fig. 3.1a to 3.1d. ACI 355.2 does
not apply to anchors loaded in compression if the expan-
sion mechanism is also loaded in compression, or to anchors
subjected to long-term fatigue loading. Anchors meeting
the requirements herein are expected to sustain their design
loads (in tension, shear, and combined tension and shear)
while providing adequate stiffness. The behavior of anchors
in plastic hinge zones of reinforced concrete structures is not
simulated in the requirements of this document for the quali-
fication of anchors.

O
0
oOO

(1) Drop-in anchor (2) Self-drilling anchor (3) Stud anchor

Fig. 3.1a—Examples of displacement-controlled expansion
anchors.

(1) Heavy-duty
sleeve anchor

Fig. 3.1b—Examples of torque-controlled expansion
anchors.

(2) Wedge anchor (3) Sleeve anchor

Tensile ﬁ

ﬁ force

Pre-drilled Cone
undercut

Anchor sleeve

Fig. 3.1c(a)—Type 1 undercut anchor. Load-controlled

anchor installed by tensioning anchor, causing sleeve to
expand into predrilled undercut.

COMMENTARY

CHAPTER R3—SIGNIFICANCE AND USE

R3.1 ACI 318-19 Chapter 17 requires an anchor that is to
be used under seismic loading to be qualified under a simu-
lated seismic loading cycle.

Experience shows that plastic hinge regions in reinforced
concrete structures subjected to earthquake loading typically
develop crack widths well in excess of the crack widths
anticipated by ACI 355.2.
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Compression
force

{

displacement

Spreading

Pre-drilled Cone  Anchor sleeve
undercut

Fig. 3.1c(b)—Type 2 wundercut anchor. Displacement-
controlled anchor set in predrilled undercut by hammering
sleeve over cone.

Pre-Drilled Cone Anchor Sleeve
Undercut

Fig. 3.1c(c)—TDype 3 wundercut anchor. Displacement-
controlled anchor installed in predrilled undercut and set by
defined displacement, causing expansion sleeve to expand
into undercut.

Compression

@. @ force
&

Spreading
displacement

Cone  Anchor sleeve
Fig. 3.1c(d)—Type 4 wundercut anchor. Displacement-
controlled anchor that cuts its own undercut while set by
hammering sleeve over cone.
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900

Pre-drilled Cone Anchor Pre-drilled Anchor
undercut sleeve undercut sleeve

Fig. 3.1c(e)—Type 5 undercut anchor. Torque-controlled anchor set into predrilled undercut
by application of torque forcing sleeve over cone (two examples shown).

sleeve

Cone  Anchor sleeve
Fig. 3.1c(f)—Type 6 undercut anchor. Torque-controlled
anchor that cuts its own undercut by application of setting
torque that forces sleeve over cone.

NN

(R

(a) stud type (b) fixed head type
Fig. 3.1d—Examples of stud type and headed screw anchors.
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CHAPTER 4—GENERAL REQUIREMENTS

4.1—Testing sequence

Perform four types of tests in the following sequence:

1. Identification tests to evaluate the anchor’s compliance
with the critical characteristics (Chapter 6)

2. Reference tests to establish baseline performance against
which subsequent tests are to be compared (Chapter 7)

3. Reliability tests to confirm the reliability of the anchor
under adverse installation procedures and long-term use
(Chapter 8)

4. Service-condition tests to evaluate the performance of
the anchor under expected service conditions (Chapter 9).
When service-condition tests are performed by both the
testing agency and the manufacturer, a complete test series
of the minimum number of required tests are to be performed
by one of the organizations, and not split between them.

Test requirements are summarized in Tables 4.1a and 4.1b.
Determine the acceptability of the anchor using the criteria
prescribed in Chapters 6 through 9. Determine the anchor
category (an index of the anchor’s sensitivity to condi-
tions of installation and use) using the criteria prescribed
in Chapter 10. Report the lowest anchor category by diam-
eter as prescribed in Chapter 11. For anchors with multiple
embedment depths, refer to Table 4.1c.

COMMENTARY
CHAPTER R4—GENERAL REQUIREMENTS

R4.1—Testing sequence

ACI 355.2 follows a four-step procedure (covering four
types of tests) to check the suitability of the anchor for struc-
tural purposes (within the use limits established by ACI 318)
and to establish a performance category for the anchor that
can be used with the design approach established by ACI
318. The four test types are: identification, reference, reli-
ability, and service-condition tests. Flowcharts giving the
testing sequences are presented in Fig. R4.1a through R4.1f.

Identification tests are required to determine if the anchor
complies with fabrication requirements and to establish a
baseline for quality assurance.

Reference tests serve two functions: 1) they establish the
characteristic resistance to be used in the design of single
anchors with large edge distances and spacings; and 2) they
are intended to be compared with results of the reliability
tests. For the reference tests, anchors should be installed
according to the manufacturer’s printed installation instruc-
tions (MPII).

Reliability tests serve two functions: 1) to establish the
anchor categories used in ACI 318; and 2) to check the reli-
ability of the anchor under sustained loads and variable
loads. The anchor should be capable of safe and effective
behavior under normal and adverse conditions, both during
installation and in service. Factors included are sensitivity to
variations of:

(a) Installation conditions in concrete

(b) Reduced drill bit diameter resulting from worn drill

bits

(¢) Sustained and variable loads on the anchor

(d) Crack width (for anchors being tested for use in

cracked and uncracked concrete)

(e) Crack width associated with long-term and variable

loading of the structure (for anchors for use in cracked

and uncracked concrete)

To reduce the scope of the required test program, the
effects of these factors on anchor performance are combined
in the required tests using the most severe combination of
conditions.

The procedures prescribed for checking the reliability of
an anchor and assigning an anchor category to it consider
possible on-site deviations from the MPII procedure. This
document, however, does not cover gross installation errors,
which are prevented by appropriate training and site inspec-
tion. Such gross errors include, but are not limited to, drill
bits of the wrong diameter; inappropriate drilling methods;
improper setting tools; inappropriate setting methods; and
failure to clean, dry, or otherwise prepare the drilled hole as
required by the MPII.

To represent normal conditions, the repeated load test
(Table 4.1a, Test 7) and the test in which the crack width is
cycled (Table 4.1b, Test 9) are performed with a drill bit of

diameter d,,. Documents
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Table 4.1a—Test program for evaluating anchor systems for use in uncracked concrete
Test Concrete Member Drill bit Minimum
number | Reference Purpose Description strength thickness diameter | sample size*
Reference tests
| 791 Reference test in uncracked Te¥1s1on - s1ngle anchor Low Sho d, 5
low-strength concrete with no edge influence
) 721 Reference test in uncracked high- Tepsmn - s1ngle anchor High > I d, 5
strength concrete with no edge influence
Reference test for screw anchors Confined tension — sinale
3 722 — confined test in uncracked high- & High > Noin d,, 5t
anchor away from edges
strength concrete
Reliability tests
4 8.2 Sensitivity to reduced installation effort Te.nsmn - 51ngle anchor | Varies with > Nopin d,’ 5
with no edge influence anchor
5 8.3 Sensitivity to large hole diameter Tepsmn - smgle anchor Low > iy Ayax 5
with no edge influence
6 8.4 Sensitivity to small hole diameter Te?1s10n B smgle anchor High > Noin oin 5
with no edge influence
Repeated tension —single
L h ith
7 8.5 Reliability under repeated load aTlC orwit nq Sl Low > Noin d, 5%
influence, residual
capacity
- . Embrittlement test —
3 8.7 Reliability of .screw 'anchors against singlegAEBRaway from High Sho d, st
brittle failure
edges
9 882 Rellablht}./ of screw anchgrs if set with Setting test — single Low Sho . 15
impact screwdriver anchor away from edges
Reliability of screw anchors if set Setting test — sinele
10 8.8.3 with a torque wrench in low-strength g & Low > Nin dyax 10
anchor away from edges
concrete
Reliability of screw anchors if set Setting test — sinele
11 884 | witha torque wrench in high-strength g g High > Mo din 10
anchor away from edges
concrete
Service-condition tests
Verification of full concrete capacity in Tension —single anchor
12 9.2 . pacity with two edges located Low Poin dy 4
corner with two edges located at 1.5k,
X at I.She/'
.. . . High installation tension
M R
13 9.3 fnumum Sp ac1.ng. and nge dlsta.nce to (torque or direct) — two Low Pioin d, 5
preclude splitting on installation
anchors near edge
14 9.4 Shear capacity of Shear — smglfe anchor with Low > I d, 5
anchor steel! no edge influence
15 9.7 Torque test (optional) Effect of tqrque on anchor High > iy dy, 5
tension force

"Minimum sample size for each anchor diameter, unless otherwise noted.

Tests are not required if the conditions in 8.7.1.1 are fulfilled.

Perform tests to match those required in 8.7.2.1 or 8.7.2.2.

SDrilling diameters for undercuts are specified in Table 5.2.3.4.

#Tests are not required for each anchor diameter. Test smallest, middle, and largest anchor diameter. For screw anchors, test all diameters.

ITest all diameters at minimum embedment, /.
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Table 4.1b—Test program for evaluating anchor systems for use in cracked and uncracked concrete

Minimum
Test Crack opening Concrete Member Drill bit sample
Number | Reference Purpose Description width, in. (mm) | strength thickness | diameter size* n
Reference tests
1 791 Reference test in uncracked Tension — single anchor with no - Low > o d, 5
low-strength concrete edge influence
2 791 Reference test in uncracked high- Tension — smglc anchor with no - High > o d, 5
strength concrete edge influence
3 751 Reference test in cracked Tension — single anchor with no 0.012(03) Low > o d, 5
low-strength concrete edge influence
4 791 Reference test in cracked high- Tension — single anchor with no 0.012(03) High >ho d, 5
strength concrete edge influence
Reference test for screw anchors— Confined tension — sinele anchor
5 722 Confined test in uncracked high- & — High > Noin d 5t
away from edges
strength concrete
Reliability tests
6 82 Sensitivity to reduced installation Tension — smgle anchor with no 0.012(03) Varies with > o 4, 5
effort edge influence anchor type
7 33 Sensitivity to crac':k width and large Tension — single anchor with no 0,020 (0.5) Low > o e 5
hole diameter edge influence
] 3.4 Sensitivity to cra04k width and small Tcnsion—singl'c anchor with no edge 0,020 (0.5) High > o do 5
hole diameter influence
. . . Sustained tension — single anchor
T ks wh h .004 012 Y
9 8.6 ests in crac $ WAose opening widt with no edge influence, residual RigR4 0™ Low > Niin Apax” 5
is cycled . (0.1t00.3)
capacity
10 85 Reliability of screw anchors under Repeated tension — s_mgle ancho_r - Low > o d, 5
repeated load away from edges, residual capacity
1 3.7 Reliability of .screw 'anchors against | Embrittlement test — single anchor - 2 > o d, st
brittle failure away from edges
12 382 Rellabﬂlt)‘/ of screw anchQrs if set Setting test — single anchor away - Low > o s 15
with impact screwdriver from edges
Reliability of screw anchors if set Setting test — single anchor awa
13 8.8.3 with a torque wrench in low-strength & & Y — Low > Noin dyax 10
from edges
concrete
Reliability of screw anchors if set Settine test — single anchor awa
14 8.8.4 with a torque wrench in high- J e ¥ — High > B i 10
from edges
strength concrete
Service-condition tests
Verification of full concrete capacity . . .
. . Tension-single anchor with two
15 9.2 in corner with two edges located at — Low Piin dy 4
edges located at 1.5/,
1.5h,
16 03 Minimum spacing and ec_lge dlsta_nce ngh installation tension (torque or - Low B d, 5
to preclude splitting on installation direct) — two anchors near edge
17 9.4 Shear capacity of anchor steel I Shear—smgle' anchor with no edge 0.012 (0.3) Low > Noin d, 5
influence
18%% 95 Seismic tension Pulsating tension, single anchor, 0.020 (0.5) Low > dy 5
with no edge influence
- Alternating shear, sing: hor,
197 9.6 Seismic shear €rmating shear, Sing’e anchor. 0.020 (0.5) Low > i dy 5
with no edge influence
. Effect of t hor tensi .
20%* 9.7 Torque test (Optional) ecto °rq“§0‘r’::“° or tension — High > i d, 5

*Minimum sample size for each anchor diameter, unless otherwise noted.

Tests are not required if the conditions in 8.7.1.1 are fulfilled.

*Perform tests to match those required in 8.7.2.1 or 8.7.2.2.

Drilling diameters for undercuts are specified in Table 5.2.3.4.

#Test of undercut anchors use d,,.

I Test all diameters at minimum embedment, 4,

Documents
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Table 4.1c—Required embedment depths for test program

Embedment depth Test number for embedment depths
to be tested for
given diameter Shallow Deep* All
Table 4.1a 3,4,5,6,7,8,9, 10, 11, 12, 13, 14, 15 3,4,5,6,7,8,12,13 1,2
Table 4.1b 5,6,7,8,9,10, 11,12, 13, 14, 15, 16, 17, 18, 19, 20 5,6,7,8,9,10,11, 15,16, 18, 19 1,2,3,4

*For Tests 13 and 16 at deep embedment, these tests are not required if the distance /,,;, — h.requals or exceeds this value for an anchor at shallow embedment.

Full document details: ACI 355.2-19

in. (6, 10, 13, 16, 19, 25, and 32 mm). In this example, the
smallest (1/4 in. [6 mm]), middle (5/8 in. [16 mm]), and
largest (1-1/4 in. [1-1/4 mm]) would be tested.

The selected combination of conditions is intended to
minimize the test program while maintaining an acceptable
level of safety of the entire connection. The observed anchor
capacities from the reliability tests can be lower than from
the reference tests, provided that the reduction is limited and
well defined. This is addressed by the category calculation
that compares the ratio of the reliability result to the refer-
ence result for each reliability test to determine the anchor
category. Refer to Chapter 10, which describes the establish-
ment of anchor categories. The higher categories result in
lower ¢ factors used to determine design values per ACI 318
provisions.

The requirements in this document differ from the require-
ments of ASTM E488/E488M for minimum sample sizes
based on coefficient of variation of test data. The minimum
number of tests in this document, as given in Tables 4.1a and
4.1b, is considered to be sufficient. The sample size of 4 for
Test 7 of Table 4.1a and Test 9 of Table 4.1b (the corner test)
is because a typical test specimen block has four corners.
Concrete test blocks are to be fabricated at a thickness of
concrete for which the anchor is qualified. Thus, the testing
agency needs only one slab for these tests.
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Testing Program For Post-Installed
Mechanical Anchors In Concrete

A\ 4

Perform
Identification Tests
Verify critical characteristics
Chapter 6

v
Perform
Reference Tests
Table 4.1, tests 1-3
Table 4.2, tests 1-5

\ 4

Establish and report
failure modes(s), k-value

v

Perform
Reliability Tests
Table 4.1, tests 4-11
Table 4.2, tests 6-14

\ 4
Calculate and compare ratio
of characteristic capacities
to Reference Tests
(Table 10.1)

v

Establish and report
category for each diameter

|

Perform
Service Condition Tests
Table 4.1, tests 12-15
Table 4.2, tests 15-20

Publish data in accordance
with Tables 11.1, 11.2, or 11.3

Fig. R4.1a—Flowchart for overall testing program.
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Try to obtain concrete failure

COMMENTARY

Decrease
embedment
or
increase steel
strength

Perform
Reference Tests
Tension: low-
strength concrete
Tension: high-
strength concrete

Try to obtain concrete failure

If no additional tests
are performed, report
smallest k from
Table 7.1

Increase
embedment

Base
characteristic

tensile
capacity
on test data.
Calculate k-value Calculate
from test results according to
using Eq. (7-1) Appendix A2

Use
maximum
k value from
Table 7.1

»

Y

Com@
with k-values in

Table 7.1

min < kK < max

Determine
characteristic
tension resistance
in acordance
with Section 7.3

Use calculated

k value

Fig. R4.1b—Flowchart for reference tests.
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Sensitivity to
reduced
installation effort
Table 4.1, test 4
and
Table 4.2, test 6

Torque-
or load-
controlled

Undercut
anchors

Install and test

in low-strength

concrete with
drill bitd,

Torque-
controlled

Install and test
in low- and
high-strength
concrete

Displacement-
controlled

. Install and test
leo : in low-strength
LS concrete

v

Install and test in
high-strength
concrete
with setting torque
T=0.5T __and

drill bit o

-

No: failed

Fig. R4.1c—Flowchart for reliability tests with reduced installation effort.
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Reliability in low-strength Reliability in high-strength
concrete with large drill bit concrete with small drill bit
Table 4.1, test 5 Table 4.1, test 6
Table 4.2 test 7 Table 4.2 test 8
Install in low- Install in high-
strength concrete strength concrete
with drill bitd with drill bitd

| |

Perform test
under concentric
tension loading

Perform test
under concentric
tension loading

Displacement-
controlled
expansion
anchor

Undercut and
torque-controlled
expansion
anchor

Undercut and
torque-controlled
expansion
anchor

Displacement-
controlled
expansion
anchor

No: No:
failed failed

Yes: passed

Fig. R4.1d—Flowchart for reliability test for sensitivity to large and small holes.
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Reliability with
repeated load
Table 4.1, test 7
Table 4.2 test 10

Test anchor with repeated
tensile load as described
in Section 8.5.2.
General test conditions

!

Measure displacements as
described in Section 8.5.2.
General test conditions

Displacements
show a
stabilization of
movement?

At the end of the cyclic
loading, test the anchor
in concentric
tension to failure

COMMENTARY

Anchor
type

Undercut and
torque-controlled
expansion
anchor

Displacement-
controlled
expansion
anchor

No: failed

Use the
residual capacity in
calculating the
anchor category

Fig. R4.1e—Flowchart for reliability tests with repeated loads.
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Service Condition Tests
Table 4.1, tests 12-15
Table 4.2, tests 15-20

1. For all tests, use drill bit of size d |
2. For cracked concrete tests, use cracks that
pass through the axis of the fastener and that
have a minimum crack opening width
of 0.012in. (0.3 mm)

Critical edge distance and minimum edge disance and spacing.
Table 4.1, tests 12 and 13; Table 4.2, tests 15 and 16

¥

Perform tests according to Section 9.2.1 and 9.3.2 |

If values do not meet the requirements of Section 9.2.2 or 9.3.3
increase the critical edge distance and/or minimum edge distance
and spacing as necessary and repeat testing

Shear without spacing and edge effects
Table 4.1, test 14; Table 4.2, test 17

Are shear tests
required for the anchors
by Section 9.4.17

No to have shear tests

Perform shear tests
the shear capacity

Chapter 17

For anchors not required
performed, calculate

According to ACI 318

v

COMMENTARY

Perform shear tests
According to Section 9.4

!

Report shear capacity in
Table 11.1, 11.2,0r 11.3

|

Seismic tension and shear tests for cracked concrete
Table 4.2, tests 18 and 19

!

Perform test according to
Section 9.5.2 and 9.6.2

Do the anchors
meet the requirements of
Sections 9.5.3 and/or 9.6.3 when
tested at 50% of the mean
ultimate static capacity
in cracked concrete?

The anchor shall be
rated at full capacity
as determined from

v

Report shear capacity in

Sleeved anchors are not
required to undergo shear

Table 11.1,11.2, or 11.3

tests if the A_ that is used
and reported neglects

the sleeve

Fig. R4.1If—Flowchart for service-conditions tests.

4.2—Test samples

For anchors in production, the testing agency shall
randomly select anchors to be used in this qualification
program from the manufacturing or distribution facility and
verify that the samples are representative of the production
of the manufacturer as supplied to the marketplace.

To test newly developed anchors that are not in produc-
tion, use samples produced by the expected production
methods. After production has begun, perform identification
and reference tests to verify that the constituent materials
have not changed and that the performance of the produc-
tion anchors is statistically equivalent to that of the anchors
originally tested.

4.2.1 If internally threaded anchors are supplied without
fastening items, such as bolts, the manufacturer shall specify
the bolts to be used. To achieve concrete breakout failure for
comparison with Eq. (7.3.1), it shall be permitted to use bolts
of higher strength than those specified, provided that those
bolts do not change the functioning, setting, or follow-up
expansion of the anchors.

American Concrete Institute Copyrighted Material—www.concrete.org
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the static test results
normalized to the

concrete strength of

the test members

Test at lower maximum cyclic
loads and reduce the nominal
tensile capacity for seismic
applications according to
Section 9.5.3 and/or 9.6.3
and report reduced capacities
in Table 11.3

R4.2—Test samples

Prototypes can be used for testing if the anchor samples
are prepared in the same manner as expected for produc-
tion. Identification and reference tests are performed on the
production samples, and their performance is compared
statistically with the results of the tested prototypes to deter-
mine if additional tests need to be performed.
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4.2.2 For anchor systems supplied with different mate-
rials, pretensioning application mechanisms, or coatings, or
that are manufactured with different production methods,
perform the torque tests in accordance with 9.7. If the results
do not meet the requirements of 9.7.3 and 9.7.4.2, perform
the complete test program for each anchor material, coating,
production method, or pretensioning application mechanism.

4.2.3 The sample sizes given in Tables 4.1a and 4.1b are
the minimum required to satisfy the requirements of this
standard. At the discretion of the independent testing and
evaluation agency or manufacturer, the sample size shall be
permitted to be increased.

4.3—Testing by independent testing and
evaluation agency and by manufacturer

The minimum number of reference, reliability, and
service-condition tests given in Tables 4.1a and 4.1b shall be
performed by the independent testing and evaluation agency
(ITEA) (Chapter 12). At the discretion of the ITEA, test data
resulting from tests conducted by the manufacturer shall be
permitted to be considered in the evaluation. Such tests shall
be conducted with anchors sampled in accordance with 4.2,
they shall be witnessed by the ITEA, and the results shall
be shown to be statistically equivalent to those of the ITEA.
The ITEA shall retain the authority to reject data contributed
by the manufacturer.

4.4—Changes to product

Before an anchor is changed, the manufacturer shall report
the nature and significance of the change to the independent
testing and evaluation agency (Chapter 12), which shall deter-
mine which tests, if any, shall be performed. For all changes
that might affect the anchor performance, the testing and eval-
uation agency shall perform the reference tests and the reli-
ability tests. If test results of the modified product are statisti-
cally equivalent to those of the originally tested product, then
no additional testing is required. Otherwise, test the changed
products in accordance with Table 4.1a or 4.1b.

4.4.1 Tests for determining equivalence of expansion and
undercut anchors of different production methods, materials,
coatings, or prestressing mechanisms (for example, bolt
versus nut or other mechanism that pretensions the bolt at

COMMENTARY

R4.2.2 Torque tests may be performed to demonstrate
equivalency as described in this section.

R4.2.3 The minimum sample sizes for each test is given
in Tables 4.1a and 4.1b. The sample size is permitted to be
increased. There are two primary reasons for increasing the
sample size. First, if the coefficient of variation is greater
than allowed in the requirements sections of each of the
tests, then adding additional test samples may bring the coef-
ficient of variation to an acceptable level. The trade-off is
cost of testing versus attempting to reduce the coefficient of
variation. The second reason is that the calculation of the
k-factor is dependent on sample size. Increasing the sample
size might possibly increase the k-factor.

R4.3—Testing by the independent testing and
evaluation agency and by the manufacturer

The testing program should be performed under the guid-
ance and direction of a single qualified ITEA with experience
in anchor testing. The primary testing laboratory may have
specific tests performed by other qualified laboratories, but
the primary laboratory retains overall responsibility for the
testing and evaluation of the anchor system. Tests performed
in the manufacturer’s laboratory should be considered for
improvement of the statistical accuracy of a test series and
should be shown to belong to the same data population by
establishing statistical equivalency of the mean, with the
mean of the test data developed by the primary laboratory
or other ITEAs. For this purpose, the two one-sided t-test
(TOST) is used with an assumed difference in the mean (E)
of 15 percent of the ITEA mean and a significance o = 0.10
(ASTM E2935).

the surface of the concrete) are as follows.
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4.4.1.1 Determine the pretensioning forces in the anchors
of different production methods, materials, coatings, or
prestressing mechanisms according to the procedure of 9.7.2
at 0.57;,, and T;,, of the anchors of the same diameters and
embedments. The torques may be different to give the same

pretensioning force.

4.4.1.2 Requirement—Reference and shear tests (Tests 1,
2, and 14 of Table 4.1a and Tests 1, 2, 3, 4, and 17 of Table
4.1b) and optionally seismic tests (Tests 18 and 19 of Table
4.1b) shall be performed on the anchors of different produc-
tion methods, materials, coatings, or prestressing mecha-
nisms and shall show statistical equivalency to the original

product.

4.4.1.3 Requirement—Reliability and service condition
tests may be omitted if all the following conditions are met:

4.4.1.3.1 Prestressing forces at 0.57;,, and 1.07},, have

statistical equivalency.

4.4.1.3.2 The geometry of the anchors is identical except

for head configuration.

4.4.1.3.3 For torque-controlled expansion anchors, the
friction between cone and sleeve (internal friction) and the
friction between sleeve and concrete (external friction) are
identical. This condition shall be considered to be fulfilled if
the anchors are made out of the same material, any coatings
are the same, and the surface roughness and hardness of the
cone and the sleeve are statistically equivalent.

4.4.1.3.4 For displacement-controlled expansion anchors,
the degree of expansion of partial and reference expansion

are statistically equivalent.

4.4.1.3.5 For undercut anchors, the undercut of the
concrete shall be identical in the original and changed prod-
ucts for full and partial expansion. In addition, an undercut
anchor that gives a follow-up expansion during loading shall
comply with the requirements for torque-controlled expan-

sion anchors in 4.4.1.3.3.

4.4.1.4 If the requirements of 4.4.1.2 and 4.4.1.3 are not
met, test the anchors of different production methods, mate-
rials, coatings, or prestressing mechanisms in accordance

with Table 4.1a or 4.1b.

4.4.2 Test for determining equivalence of screw anchors
of different production methods, materials, or coatings are

as follows.

4.4.2.1 For screw anchors of different production methods,
materials, or coatings, establish a maximum setting torque,
Tieren» Perform testing in accordance with the procedures of
8.8 on anchors of the same diameters and embedments.
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