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This is a guide for testing reinforced concrete structural elements 
under slowly applied simulated seismic loading. The tests are 
primarily intended for assessing strength, stiffness, and deform-
ability of elements under earthquake effects. Integrated are guide-
lines on primary stages of structural testing, including design 
and preparation of test specimens, materials testing, instrumen-
tation, test procedure and loading regime, test observations and 
data collection, and reporting of test observations and test data. 
Emphasis is on the correlation of test data and predetermined 
structural performance levels to enable performance-based design 
practices. Drift ratio is adopted as the primary performance indi-
cator. Increments of drift ratio are used in describing the loading 
history. More refined deformation components are used to describe 
element performance levels and assist in establishing whether a 
given test specimen meets the requirements of a specific perfor-
mance level.
This guide summarizes ASCE 41-06 performance levels as opera-
tional, immediate occupancy, life safety, and collapse prevention. 
It outlines different types of structural elements and subassemblies 

that may be tested, and identifies specific requirements for boundary 
conditions, instrumentation, and test setups. Unidirectional and 
bidirectional loading histories are described in terms of incremen-
tally increasing lateral drift ratio cycles. Methods of recording and 
reporting essential components of deformation and force quantities 
are identified to correlate test data and target performance levels. 
This guide is intended to maximize the usefulness of information 
that can be acquired from experimental research. It is intended to 
complement guidelines for structural testing with specific focus. 
This guide is not intended for seismic qualification by testing agen-
cies, though they can be used as resource materials for the develop-
ment of such qualification protocols.

Keywords: cyclic loading; earthquake effects; instrumentation; perfor-
mance-based design; performance levels; seismic design; seismic loads; 
structural concrete; structural testing; structural testing guidelines.
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CHAPTER 1—INTRODUCTION AND SCOPE

1.1—Introduction
Seismic design practice worldwide is moving toward 

performance-based design of buildings. This approach 
aims at producing buildings capable of developing predict-
able performance levels to achieve predefined performance 
objectives when subjected to earthquake ground motions. 
The performance objectives are met by ensuring the struc-
ture and its components achieve target performance levels 
associated with different states of damage for specified 
seismic hazards. Usually, the seismic hazard is expressed in 
terms of the intensity of ground motion for a specified return 
period. Performance levels (capacity) that can be devel-
oped by structural components and ground motion intensity 
(demand) for which the building is designed form the funda-
mental framework of performance-based seismic design of 
buildings.

The design of structural components for target perfor-
mance levels requires an assessment of strength, stiffness, 
and deformation characteristics typically into the nonlinear 

range of elements and subassemblies that make up the 
seismic-force-resisting system. Despite advances in compu-
tational techniques and increased computing power, avail-
able analytical approaches and computational models based 
on the principles of mechanics may not be sufficiently accu-
rate for design. This is especially true for performance-based 
design of concrete buildings for which the knowledge of 
seismic performance of structures during loading, unloading, 
and reloading beyond post-cracking and post-yielding stages 
of deformations, including strength and stiffness degrada-
tion under reversed cyclic loading, becomes vitally impor-
tant. For this reason, tests of large-scale specimens repre-
senting actual conditions in the field are needed to generate 
fundamental knowledge on inelastic behavior of reinforced 
concrete structural components and subassemblies.

Many experiments have been conducted by university 
research laboratories, government agencies, and private 
institutions. Laboratory testing continues to enhance knowl-
edge on earthquake-resistant behavior and design of concrete 
structures. During testing, the selection of loading histories, 
measurement of data, and the presentation of test observa-
tions and results are sometimes decided by the researchers 
without consistency. This reduces the effectiveness of the 
research effort. Though consensus has been reached on 
certain aspects of seismic structural testing, and guidelines 
have been developed for specific applications, the lack of 
uniform guidelines continues to create challenges for experi-
mentalists, occasionally necessitating additional tests. This 
guide responds to this need and provides a testing protocol 
for reinforced concrete structural components to maximize 
the usefulness of information acquired from experimental 
research. This guide intends to complement those with 
specific focus, including ATC-24 for steel structures, Seible 
and Hose (2000) for bridges, SEAOSC (1997) for framed 
wall buildings, ACI 374.1 for concrete frames, Richards and 
Uang (2006) for short links in steel frames, ASTM E2127 
for shear resistance of walls, and FEMA 461 for structural 
and nonstructural elements.

1.1.1 Experimental research in earthquake engineering—
Experimental research in earthquake engineering has a 
broad scope, covering laboratory and field investigations. 
Experimental research can be broadly classified under three 
categories: 1) tests under slowly applied and incrementally 
increasing or decreasing loads (quasi-static loads); 2) pseudo-
dynamic tests; and 3) dynamic tests. The test protocol in 
this guide is limited to tests of structural components under 
quasi-static loading. Slowly applied load indicates that the 
load is applied either in a load-controlled or deformation-
controlled mode, following a predetermined loading regime 
slow enough so that the dynamic inertia effects and strain 
rate effects on materials do not develop. (For further discus-
sion of strain rate effects in reinforced concrete, refer to Li 
and Li [2012], Mander et al. [1988], Pandey et al. [2006], 
and Paulay and Priestley [1992]). Tests under slowly applied 
loads can be grouped into: 1) tests under cyclic or reversed 
cyclic loading; and 2) tests under monotonically increasing 
load/deflection increments. The former category forms 
the primary scope of this document. The latter is included 
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because some of the fundamental knowledge on generic 
material and element performance is obtained by performing 
tests under monotonically increasing loads.

1.2—Scope
This guide provides a testing protocol for structural testing 

of reinforced concrete elements and assemblies under 
slowly applied simulated seismic loading. Tests of nonstruc-
tural elements are not included. An emphasis is placed on 
the characterization of force-deformation relationships of 
test specimens to quantify performance indicators for use 
in subsequent evaluation of seismic structural performance. 
These guidelines are primarily intended for new tests, but 
they may also be used for interpreting existing test data. This 
guide has a broad scope and may not cover all the details 
of experimental research programs. Users should exercise 
appropriate judgment during the course of research and make 
adjustments to the protocol contained herein. It is, however, 
encouraged to use as many of the guidelines outlined in this 
document as possible. This guide is not intended for the 
purposes of seismic qualification by testing agencies, though 
it can be used as a resource for developing such qualification 
protocols.

In the course of developing this document, consideration 
was given to creating a standardized format for reporting 
experimental data. However, it was recognized that varia-
tions in reporting formats necessarily arise from differences 
in instrumentation, test equipment, and test objectives, and 
that a standardized reporting format would be impractical. 
Therefore, this guide focuses on defining the essential infor-
mation that should be recorded.

This guide does not anticipate the varying challenges that 
could arise from the varied testing types. Each experimental 
program is unique in itself, making it impossible for the authors 
to anticipate every problem arising in planning and conducting 
a specific test. Instead, solutions to the more common concerns 
that might arise during testing are addressed.

Regulatory agencies or building officials may wish to 
consult this guide as a resource for approving new forms of 
design or construction that are outside the scope of current 
building codes. Such approval might be contingent on 
performance of component testing following the procedures 
suggested in this guide. This guide has refrained, however, 
from presenting specific seismic performance criteria that 
could be applied to qualify a specific structural component or 
assembly for use in a particular seismic design application. 
This guide does not anticipate the full range or combina-
tions of possible applications, components, and performance 
goals. Any attempt to define such specific numerical goals 
would certainly not address all situations, and might inap-
propriately constrain or liberalize approval of a particular 
structural component or system. This guide presents exam-
ples of possible acceptance criteria, leaving the establish-
ment of program-specific criteria to the regulatory agency.

The document is organized to provide information on:
a) ASCE/SEI 41 performance levels
b) Requirements for preparation of test specimens, support 

and boundary conditions, and test setups

c) Instrumentation needs, data acquisition, and test 
observations

d) Description of loading regime, including amplitude 
and sequence of load, deformations, or both, including the 
number of cycles required for each load level, deformation 
level, or both

e) Documentation, including reporting of test data, test 
observations, and correlations with performance levels

CHAPTER 2—NOTATION AND DEFINITIONS

2.1—Notation
Ag	 =	 gross area of concrete section, in.2 (mm2)
As	 =	 area of nonprestressed longitudinal tension rein-

forcement, in.2 (mm2)
As′	 =	 area of compression reinforcement, in.2 (mm2)
bw	 =	 web width, in. (mm)
d	 =	 distance from extreme compression fiber to centroid 

of longitudinal tension reinforcement, in. (mm)
Ec	 =	 concrete elastic modulus, psi (MPa)
F	 =	 lateral force, lb (N)
fc′	 =	 specified compressive strength of concrete, psi 

(MPa)
fy	 =	 specified yield strength of reinforcement, psi (MPa)
h	 =	 overall height of member, in. (mm)
Ie	 =	 effective moment of inertia of section, including 

the effects of cracking before yielding, in.4 (mm4)
Ke	 =	 effective elastic stiffness, lb/in. (N/mm)
ℓ, L	=	 member length, in. (mm)
ℓp	 =	 plastic hinge length, in. (mm)
ℓu	 =	 unsupported length of compression member, in. 

(mm)
ℓw	 =	 wall length, in. (mm)
M	 =	 bending moment, in.-lb (N-mm)
My	 =	 yield moment of a member or a test specimen, 

in.-lb (N-mm)
P	 =	 axial force, lb (N)
Po	 =	 nominal axial strength at zero eccentricity, lb (N)
tw	 =	 wall thickness, in. (mm)
Q	 =	 generalized force in a component, lb (N)
Qy	 =	 yield strength of a component, lb (N)
V	 =	 shear force, lb (N)
Vn	 =	 nominal shear strength, lb (N)
Vs	 =	 nominal shear strength provided by shear reinforce-

ment, lb (N)
a	 =	 fraction of Qy that is used to define idealized effec-

tive elastic stiffness
Dy	 =	 displacement at member yield load, in. (mm)
d, D	=	 displacement, in. (mm)
de	 =	 elastic displacement under a load of aQy, in. (mm)
dy	 =	 yield displacement under a load of Qy, in. (mm)
f	 =	 drift ratio (D/L)
f1	 =	 drift ratio at half drift ratio at member yield load
f2	 =	 drift ratio at member yield load
f3	 =	 drift ratio at two times drift ratio at member yield 

load
f4	 =	 drift ratio at three times drift ratio at member yield 

load
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f5	 =	 drift ratio at four times drift ratio at member yield 
load

fy	 =	 drift ratio at member yield load
qm	 =	 total rotation of plastic hinge region, radians
qp	 =	 plastic rotation of plastic hinge region, radians
qy	 =	 effective elastic rotation of plastic hinge region at 

yield, radians
r	 =	 ratio of As to bwd
r′	 =	 ratio of As′ to bwd
rbal	 =	 ratio of As to bwd producing balanced strain 

conditions

2.2—Definitions
ACI provides a comprehensive list of definitions through 

an online resource, “ACI Concrete Terminology,” http://
terminology.concrete.org. Definitions provided here comple-
ment that resource.

cycle—a load or deformation history unit consisting of 
two sequential excursions, one in the positive, and the other 
in the negative direction.

deformation control parameter—the most relevant 
deformation quantity representing the primary cause and 
effect of damage in a test specimen, used as a reference value 
in describing the deformation history or loading program.

deformation controlled test—test conducted under 
incrementally increasing or decreasing deformation levels 
following a predetermined deformation history or loading 
program.

force—a generic quantity, including internal forces (force 
or moment) and externally applied loads.

force control parameter—the most relevant force quan-
tity representing the primary cause and effect of damage 
in specimen, for use as a reference value in describing the 
loading history or loading program.

force-controlled test—test conducted under incremen-
tally increasing or decreasing force following a predeter-
mined load history or loading program.

generic test specimen—test specimen designed to inves-
tigate a general behavioral aspect of structural performance.

performance level—a limiting structural and nonstruc-
tural damage state used for establishing building design 
performance objective.

performance objective—one or more design goals where 
each goal is attained by ensuring the structure and its compo-
nents achieve target performance levels associated with different 
states of damage for a specified level of seismic hazard.

primary structural component—structural compo-
nent that is part of a primary lateral-force-resisting system, 
providing resistance to specified earthquake effects.

quasi-static test—an incremental static force or deforma-
tion applied slowly to a specimen so that the dynamic inertia 
effects and strain rate effects on materials do not develop.

secondary structural component—structural compo-
nent that fulfills structural functions other than those for 
seismic resistance.

slowly applied load—loads applied during a test slow 
enough so that the dynamic inertia effects and strain rate 
effects on materials do not develop.

story drift ratio—relative difference of displacement 
between the top and bottom of a story, divided by the story 
height.

yield force—the computed or measured force or deforma-
tion at which significant yielding occurs.

CHAPTER 3—STRUCTURAL PERFORMANCE 
LEVELS

Structural testing should be performed to permit the 
correlation of results with predetermined structural perfor-
mance and to provide sufficient information for exercising 
judgment on meeting a previously established performance 
level. Therefore, it is important to introduce the concept of 
performance-based design and the expected performance 
indicators for correlation with structural testing.

The performance levels used for seismic design were 
developed in the 1990s for seismic evaluation and upgrading 
of existing buildings (FEMA 273; FEMA 356). These were 
incorporated in national guidelines and standards for seismic 
evaluation and rehabilitation of existing buildings (ASCE/
SEI 41). They are widely accepted by the structural design 
community and, though not intended, are sometimes used 
for the structural design of new buildings. In such cases, the 
performance level for a specific building design is selected 
with due consideration given to potential life and economic 
losses that may result from such decision, although sometimes 
subjective judgments may be exercised on the consequence of 
the decision made. The relationship between the performance 
level selected and the potential consequence on quantified life 
and economic loss, including down time and impact on use 
and occupancy, is established through various means.

The performance levels described in ASCE/SEI 41 have 
been adopted in this guide to illustrate the correlation between 
structural testing and performance levels. These performance 
levels can be revised or replaced, as necessary, without altering 
the intent of the testing protocol presented herein.

According to ASCE/SEI 41, structural performance is 
described with four discrete levels: 1) operational; 2) imme-
diate occupancy; 3) life safety; and 4) collapse prevention. 
These performance levels have been selected from count-
less possible damage states that buildings could experi-
ence during an earthquake. They have readily identifiable 
consequences that are meaningful to the building engi-
neering community. Furthermore, they can be correlated 
with quantitative structural performance characteristics that 
are used in design while providing descriptions relevant to 
socio-economic aspects of building use, such as the ability to 
resume normal functions, the advisability of post-earthquake 
occupancy, and the risk to life safety.

Figure 3 illustrates the four levels of structural performance 
as a function of lateral story-drift ratio. Table 3 provides a 
summary of damage in structural members associated with 
each performance level. The damage description is presented 
separately for primary and secondary structural compo-
nents. Primary components provide resistance to specified 
earthquake effects, whereas secondary components are not 
intended for this purpose. The secondary category includes 
structural components that fulfill structural functions other 
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than those for seismic resistance. The damage states described 
in Table 3 provide an understanding of the global level of 
damage that may be associated with each performance level 
with approximate drift ratio limits. They are not accurate 
measures of individual element performance. Further guid-
ance is given in Chapter 6 for establishing acceptance criteria 
for each performance level. Sections 3.1 through 3.4 briefly 
describe each performance level.

3.1—Operational structural performance level
This performance level reflects very light overall damage. 

Structural elements essentially remain elastic with some 
minor hairline cracks. They retain their original strength and 
stiffness and do not experience permanent drift. Buildings 
demonstrating these characteristics can continue operation 
during and after an earthquake.

3.2—Immediate occupancy structural performance 
level

This performance level describes post-earthquake damage 
where the building remains safe to be reoccupied. The 
primary lateral-force- and gravity-load-resisting systems 
retain most of their entire pre-earthquake design strength 
with light damage. For example, to characterize immediate 
occupancy performance, fragility relations such as devel-
oped for FEMA P-58-1-2012 could be used. Alternatively, 
ASCE/SEI 41-06, Table C1-3, suggests criteria that could 
be used to characterize immediate occupancy performance 
for reinforced concrete structures. ASCE/SEI 41-06, Table 
C1-3, suggests the following criteria. Minor hairline cracks 
are expected in primary frame elements without concrete 
crushing, and compressive strains remain below 0.003, 
though limited yielding is possible in a few locations. Minor 
spalling of cover concrete may occur in a few critical regions 
of secondary components with inclined shear cracks less 
than 1/16 in. (1.6 mm) wide in the beam-column joints of 
secondary frames. Crack widths less than 1/16 in. (1.6 mm) 
are also anticipated in structural walls. Coupling beams 
may show wider cracks, with widths not exceeding 1/8 in. 
(3.2 mm). Lateral transient drift ratio remains within the 

elastic range of deformations, not exceeding approximately 
1 percent in frames and 0.5 percent in structural walls. The 
buildings develop negligible permanent drift, if any. The risk 
of life-threatening injury as a result of structural damage 
is very low. Minor structural repairs may be appropriate, 
though these can be done while the building is occupied.

3.3—Life safety structural performance level
Life safety level indicates a post-earthquake damage state 

in which significant damage to the structure has occurred, 
even though some margin of safety remains against partial or 
total structural collapse. Structural elements and components 
may be severely damaged, resulting in injuries. However, 
the overall risk of life-threatening injury due to such damage 
is expected to be low. Some residual strength and stiffness 
is left in all stories. Gravity-load-carrying elements continue 
fulfilling their functions. Extensive damage is antici-
pated in beams, with hinge formation in secondary ductile 
elements. Crack widths are expected to increase but remain 
less than 1/8 in. (3.2 mm) in both the beams and beam-
column connections. Spalling of cover concrete is antici-
pated in ductile columns. Limited damage to structural wall 
boundary elements is expected with the possibility of buck-
ling of compression reinforcement and crushing of concrete 
due to flexure. Some sliding of walls at joints and damage 
around wall openings is expected. Major flexural and shear 
cracking is anticipated in coupling beams, accompanied by 
concrete crushing, but concrete generally remains in place. 
Significant inelasticity is expected with up to 2 percent tran-
sient and 1 percent permanent drift in frames and 1 percent 
transient and 0.5 percent permanent drift in structural walls.

3.4—Collapse prevention structural performance 
level

Collapse prevention performance level means the building 
is on the verge of partial or total collapse as a result of earth-
quake damage. Substantial damage to structural elements is 
expected, potentially accompanied by significant strength 
and stiffness degradation of the lateral-load-resisting system. 
Large permanent lateral deformations of the structure and 

Fig. 3—Structural performance levels.
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