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ACI Committee Reports, Guides, Manuals, and Commentaries
are intended for guidance in planning, designing, executing,
and inspecting construction. This document is intended for the
use of individuals who are competent to evaluate the
significance and limitations of its content and recommendations
and who will accept responsibility for the application of the
material it contains. The American Concrete Institute disclaims
any and all responsibility for the stated principles. The Institute
shall not be liable for any loss or damage arising therefrom.

Reference to this document shall not be made in contract
documents. If items found in this document are desired by the
Architect/Engineer to be a part of the contract documents, they
shall be restated in mandatory language for incorporation by
the Architect/Engineer.

During an earthquake, the unbalanced moments transferred at flat plate-
column connections can produce significant shear stresses that increase
the vulnerability of these connections to brittle punching shear failure. This
guide provides recommendations for designing flat plate-column connections
with sufficient ductility to withstand lateral drift without punching shear
failure or loss of moment transfer capacity. This guide treats reinforced
concrete flat plates with or without post-tensioning.

Keywords: ductility; flat plate; post-tensioning; punching shear; seismic
design; shear reinforcement; stud shear reinforcement.
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CHAPTER 1—INTRODUCTION
1.1—General

Brittle punching failure can occur due to the transfer of
shear forces combined with unbalanced moments between
slabs and columns. During an earthquake, significant
horizontal displacement of a flat plate-column connection
may occur, resulting in unbalanced moments that induce
additional slab shear stresses. As a result, some flat plate
structures have collapsed by punching shear in past earth-
quakes (Berg and Stratta 1964; Yanev et al. 1991; Mitchell
et al. 1990, 1995). During the 1985 Mexico earthquake
(Yanev et al. 1991), 91 waffle-slab and solid-slab buildings
collapsed, and another 44 buildings suffered severe damage.
Hueste and Wight (1999) studied a building with a post-
tensioned flat plate that experienced punching shear failures
during the 1994 Northridge, CA, earthquake. Their study
provided a relationship between the level of gravity load and
the maximum story drift ratio that a flat plate-column
connection can undergo without punching shear failure. The
displacement-induced unbalanced moments and resulting
shear forces at flat plate-column connections, although
unintended, should be designed to prevent brittle punching
shear failure. Even when an independent lateral-force-
resisting system is provided, flat plate-column connections
should be designed to accommodate the moments and shear
forces associated with the displacements during earthquakes.

1.2—Scope
In seismic design, the displacement-induced unbalanced

moment and the accompanying shear forces at flat plate-
column connections should be accounted for. This demand
may be effectively addressed by changes in dimensions of
certain members, or their material strengths (for example,
shear walls and column sizes), or provision of shear reinforce-
ment or a combination thereof. This guide does not address
changes in dimensions and materials of such members, but
focuses solely on the punching shear design of flat plates
with or without shear reinforcement.

This guide, supplemental to ACI 421.1R, focuses on the
design of flat plate-column connections with or without
shear reinforcement that are subject to earthquake-induced
displacement; reinforced concrete flat plates with or without
post-tensioning are treated in the guide. Slab shear reinforcement
can be structural steel sections, known as shearheads, or
vertical rods. Although permitted in ACI 318, shearheads are
not commonly used in flat plates. Stirrups and shear stud
reinforcement (SSR), satisfying ASTM A1044/A1044M, are
the most common types of shear reinforcement for flat
plates. Shear stud reinforcement is composed of vertical rods
anchored mechanically near the bottom and top surfaces of
the slab. Forged heads or welded plates can be used as the
anchorage of SSR; the area of the head or the plate is sufficient
to develop the yield strength of the stud, with negligible slip
at the anchorage. The design procedure recommended in this
guide was developed based on numerical studies (finite
element method) and experimental research on reinforced
concrete slabs subjected to cyclic drift reversals that simulate
seismic effects. The finite element analyses, supplemental to
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the experimental research, used software, constitutive relations,
and models that were subject to extensive verifications by
comparing the results with the behavior observed in tests
(Megally and Ghali 2000b).

Structural integrity reinforcement near the bottom of the
slab extending through the columns should be provided as
required by ACI 318. This document supplements ACI
352.1R and ACI 421.1R, which, respectively, include
recommendations such as extending a minimum amount of
bottom integrity reinforcement through the column core and
provide details of design for shear reinforcement in flat
plates. ACI 352.1R also provides recommendations for the
design of flat plate-column connections without slab shear
reinforcement subjected to moment transfer in the inelastic-
response range. The equations of this guide predict punching
shear strength and drift capacity, assuming that adequate
flexural reinforcement is provided at the flat plate-column
connections; the present guide does not address the required
flexural reinforcement.

1.3—Objective
The objective is to provide a design recommendation for

flat plate-column connections with sufficient ductility to
accommodate the displacement of the selected lateral-force-
resisting system without punching shear failure or loss of
moment transfer capacity. The objective covers reinforced
concrete slabs with or without post-tensioning.

1.4—Remarks
This guide gives recommendations for the design of shear

reinforcement, considering ductility, that supplement the
provisions of ACI 318 for punching shear design. The term
“ductility,” used throughout this guide, is the ratio of
displacement at ultimate strength to the displacement at
which yielding of the flexural reinforcement occurs. For flat
plate-column connections, there is no unique definition for
these two displacements. Pan and Moehle (1989) define the
ultimate and yield displacements by a graphical bilinear
idealization of the experimental load-displacement response,
considering the displacement at a specified load level
beyond the peak load.

ACI 318 allows the analysis of flat plate-column frames as
equivalent plane frames. When the frame is not designated as
part of the lateral-force-resisting system and is subjected to
horizontal displacements, the width of slab strip to be
included in the frame model and how to account for cracking
(ACI 318, Section R13.5.1.2) are modeling parameters that
significantly affect the resulting computed values of the
moments transferred between slabs and columns. This guide
contains a procedure that determines an upper limit moment
that can be transferred between the slab and column when
the connection is subjected to an earthquake.

Chapter 3 defines the story drift that should be considered

in design. Chapter 4 recommends a minimum amount of

shear reinforcement for certain cases. Chapter 5 describes

means of increasing the shear strength of a flat plate-column
connection and compares the associated ductilities. Chapter 6

presents a method to calculate the unbalanced moment
ment details: ACI 421.2R-10
required for design. Chapter 7 and Appendix D discuss relevant
provisions of ACI 318 and provide the design procedure and
examples for interior, edge, and corner flat plate-column
connections. Chapter 8, expanded in this edition, provides

recommendations relevant to post-tensioned flat plates.

CHAPTER 2—NOTATION AND DEFINITIONS
2.1—Notation
As = area of flexural reinforcing bars, in.2 (mm2)
Av = cross-sectional area of shear reinforcement

on one peripheral line, in.2 (mm2)
bo = length of perimeter of shear-critical section, in.

(mm)
Cd = displacement amplification factor (ASCE/SEI 7)
c1 to c6 = dimensions used in Fig. 8.3, defining a post-
tensioning tendon profile
cx , cy = column dimensions in the x- and y-directions,

respectively, in. (mm)
DRu = ultimate story drift ratio at peak strength (in

experiments), or design story drift ratio of a
flat plate-column connection

d = average of distances from extreme compression
fiber to the centroid of the tension reinforce-
ment positioned in two orthogonal directions,
in. (mm)

Ec = elastic modulus of concrete, psi (MPa)
e = tendon eccentricity, measured from the

midsurface of the slab to the centroid of the
post-tensioned tendon; e is positive for a
tendon situated below midsurface, in. (mm)

fc′ = specified concrete strength, psi (MPa)
fpc = average in-plane compressive stress

produced by effective post-tension forces in
two orthogonal directions, psi (MPa)

fps = stress in post-tensioned reinforcement at
nominal flexural strength of slab, psi (MPa)

fpy = specified yield strength of post-tensioned
reinforcement, psi (MPa)

fse = effective stress in a post-tensioned tendon
after accounting for all post-tension losses, psi
(MPa)

fy = specified yield strength of flexural reinforce-
ment, psi (MPa)

fyt = specified yield strength of shear reinforce-
ment, psi (MPa)

h = slab thickness, in. (mm)
Ic = moment of inertia of gross section of column,

in.4 (mm4)
IE = occupancy importance factor (ASCE/SEI 7)
Iec = equivalent moment of inertia of columns

accounting for torsional members in accor-
dance with ACI 318, Section 13.7.5 of (refer
to plane frame idealization [Fig. 6.1])

Is = second moment of area of slab accounting for
cracking (refer to plane frame idealization
[Fig. 6.1])
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Jc = property of assumed critical section analogous
to polar moment of inertia, defined by Eq. (C-1),
taken from ACI 318

Jx , Jy = property of assumed critical section of any
shape, equal to d multiplied by the second
moment of perimeter about principal x- or y-
axis, respectively

Jxy = d times product of inertia of assumed shear-
critical section about nonprincipal axes x and y

Kc = end rotational stiffness of column, moment
per unit rotation

Kec = end rotational stiffness of equivalent column,
moment per unit rotation

l = span length, in. (mm)
lc = story height, in. (mm)
lx , ly = projections of shear-critical section on its

principal axes x and y, respectively, in. (mm)
M = unbalanced moment transferred between the

slab and the column, in.-lb (N·mm)
MOx, MOy = unbalanced moment about an axis parallel to

the principal x- or y-axis and passing through
O, the column’s centroid; positive MOx or
MOy is in the same direction as positive Mux
or Muy (Fig. 3.2), in.-lb (N·m)

Mp′ = primary bending moment due to post-
tensioning, in.-lb (N·mm)

Mp′′ = secondary (indeterminate) post-tensioned
bending moment, in.-lb (N·mm)

Mpr = probable flexural strength, in.-lb (N·mm)
(refer to Section 6.3)

Mprestress = bending moment produced by post-
tensioning forces, in.-lb (N·mm)

Mu = ultimate unbalanced moment, at peak
strength, transferred between the slab and the 
column at shear-critical section centroid, in.-
lb (N·mm); this definition applies where
capacity is considered. Where demand is
considered, Mu is factored unbalanced
moment in design

Mux, Muy = components of the unbalanced moment Mu
transferred between the slab and the column;
positive directions of Mux and Muy are defined
in Fig. 3.2

Pe = absolute value of effective post-tensioning
force per unit slab width, in.-lb (N·mm)

s = spacing between peripheral lines of shear
reinforcement, in. (mm)

so = spacing between the first peripheral line of
shear reinforcement and column face, in. (mm)

V = shear force transferred between the column
and the slab, lb (N)

Vc = nominal punching shear capacity of a flat
plate-column connection with no shear
reinforcement, lb (N)

Vp = shear force produced by post-tensioning
forces or vertical component of effective
post-tensioning force crossing the shear-critical
section at d/2 from column face, lb (N)
document details: ACI 421.2R-10
Vp′ = primary shear force due to post-tensioning,
lb (N)

Vp′′ = secondary (indeterminate) post-tensioning
shear force, lb (N)

Vu = ultimate shear force transferred between the
slab and the column, lb (N)

(Vu/φVc) = in presence of shear reinforcement (Eq. (7-1)),

vc is nominal shear strength (expressed in
stress units) provided by concrete, psi (MPa).
In the absence of shear reinforcement, vc is
nominal shear capacity expressed in stress units
= Vc/(bod) (Vc is given by Eq. (3-1) to (3-3))

vn = nominal shear strength (expressed in stress
units), psi (MPa)

vs = nominal shear strength (expressed in stress
units) provided by shear reinforcement, psi
(MPa)

vu = maximum shear stress at critical section, psi
(MPa)

wc =  weight of concrete per unit volume
wD = service dead load per unit area
wL = service live load per unit area
wsd = superimposed dead load per unit area
x, y = coordinates of point of maximum shear stress

on the critical section with respect to centroidal
principal axes x and y, respectively. Also as
subscripts, x and y refer to the same principal
axes

x, y = axes parallel to slab edges at the centroid of
the shear-critical section at a corner column

αm = factor used in calculation of the design
moment for earthquake-resistant flat plate-
column connections

αs = factor that adjusts vc for support type
β = ratio of long side to short side of concentrated

load or reaction area
βr = aspect ratio of the shear-critical section at d/2

from column face
γv = fraction of unbalanced moment transferred

by vertical shear stresses at flat plate-column
connections

δe = story drift used in elastic frame analysis, in.
(mm)

δu = design story drift, including inelastic defor-
mations, in. (mm)

θ = clockwise rotation angle of x-axis to x-axis,
or y-axis to y-axis

θp = angle between tangent to the tendon and the
centroidal axis

λ = modification factor reflecting the reduced
mechanical properties of lightweight
concrete, relative to normalweight concrete
of the same compressive strength

φ = strength reduction factor according to ACI 318
κ = fraction of service dead load to be balanced

by effective post-tensioning
ρ =  slab reinforcement ratio
ρp = ratio of post-tensioning reinforcement
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CHAPTER 3—LATERAL STORY DRIFT

3.1—Lateral-force-resisting systems

Flat plate-column frames without beams and without a
lateral-force-resisting system consisting of more rigid
elements that limit the lateral displacements are not
permitted by ACI 318 in Seismic Design Categories (SDC)
D, E, and F. In SDC D, E, and F, flat plate buildings need to
rely on a lateral-force-resisting system that limits lateral
displacement. Flat plates will experience the same lateral
displacements as the lateral-force-resisting system, and
should be designed to do so without losing their capability to
support gravity loads during or after an earthquake.

The lateral-force-resisting system should have sufficient
stiffness to control the lateral displacement of the structure
and limit the maximum lateral story drift to the values
prescribed by the general building code, and as discussed in
Section 3.2. The story drift is defined as the lateral displacement
ment details: ACI 421.2R-10
3.2—Limits on story drift ratio
It has been frequently recommended that flat plate structures

should have the capability to withstand a design story drift
ratio of at least 0.015, including inelastic deformations
(Sozen 1980; ACI 352.1R; Pan and Moehle 1989).

In the force-based design approach, a static elastic analysis
of the lateral-force-resisting system is performed to determine
the elastic story drift δe (due to forces specified in the Interna-
tional Building Code (IBC 2006), or ASCE/SEI 7). This
value is then multiplied by factors, given in IBC 2006 or
ASCE/SEI 7, to obtain the design story drift δu.

IBC 2006 requires that the calculated δu (depending on the
lateral-force-resisting system and the seismic design category),
including inelastic deformation, not exceed 0.007 to 0.025 of
the story height. The code also requires that the flat plate-
column connection be adequate to carry the vertical load and
the induced moments and shears resulting from the calculated
design story drift.

The design story drift ratio may reach the upper limit of
IBC 2006 when the flat plate-column connections are
provided with slab shear reinforcement or when the gravity
load produces low punching shear stress as discussed in
Chapter 4.
of one level, or floor, relative to the level above or below.
The story drift ratio is defined as the story drift divided by
the story height. The story height is defined as the distance
between the midsurfaces of the consecutive flat plates at top
and bottom of the story of interest.

Unbalanced moments due to design displacements are
transferred between slabs and columns and are a direct result
of the lateral displacement experienced by the entire
building. The transfer of shear forces and unbalanced
moments increases the risk of a punching shear failure
during an earthquake.

ACI 352.1R provides connection design recommendations
for flat plate-column frames and considers that such frames
may be adequate as the lateral-force-resisting system in
regions of low and moderate seismic risk. This guide
excludes the selection or the design of the lateral-force-
resisting systems; it includes the punching shear design of
flat plates, with and without shear reinforcement, subjected
to gravity loads combined with unbalanced moments induced
by the lateral drift of the flat plate-column connections.

Fig. 3.1—Effect of gravity loads on lateral drift capacity of
interior flat plate-column connections (Megally and Ghali
1994, 2000d; Hueste and Wight 1999).
2.2—Definitions
ACI provides a comprehensive list of definitions through

an online resource, “ACI Concrete Terminology,” http://
terminology.concrete.org. Definitions provided herein
complement that resource.

design displacement—total lateral displacement
expected for the design-basis earthquake as required by the
governing code for earthquake-resistant design.

design story drift—design displacement of one level, or
floor, relative to the level above or below.

design story drift ratio—design story drift divided by the
story height.

ductility—ratio of displacement at ultimate strength to the
displacement at which yield of the flexural reinforcement
occurs.

flat plate—flat slab without column capitals or drop panels.
lateral-force-resisting system—portion of the structure

composed of members designed to resist forces related to
earthquake effects.

shear stud reinforcement (SSR)—reinforcement
composed of vertical rods anchored mechanically near the
bottom and top surfaces of the slab (ASTM A1044/A1044M).
3.3—Effects of gravity loads on story drift capacity
Figure 3.1 (Megally and Ghali 1994, 2000d; Hueste and

Wight 1999) shows the variation of the ultimate story drift
ratio DRu for interior flat plate-column connections transferring
gravity shear forces Vu with the ratio (Vu/φVc) when
subjected to reversals of cyclic drift. The experimental
values of DRu are compared with the design story drift δ at
peak strength, divided by the story height. Vu is the ultimate
shear force transferred between the slab and the column at
failure;Vc is the nominal punching shear strength of the flat
plate-column connection without shear reinforcement in the
absence of moment transfer. Each data point represents the
combination of (Vu/φVc) and the corresponding ultimate
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bo
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4bodλ fc′
Fig. 3.2—Critical sections for punching shear at d/2 from
column face. The arrows for Vu and Mu represent the forces
exerted by the column on the slab in their positive directions.
x and y are centroidal principal axes of the critical section.
story drift ratio DRu at which a test specimen failed in
punching shear.

Curves 1, 2, and 3 shown in Fig. 3.1 fit the results of
experiments reported in the literature on interior flat plate-
column connections without shear reinforcement, with
conventional stirrups, and with SSR, respectively (Pan and
Moehle 1989, 1992; Robertson and Durrani 1992; Wey and
Durrani 1992; Hawkins et al. 1975; Islam and Park 1976;
Dilger and Brown 1995; Brown 2003; Dilger and Cao 1991;
Cao 1993). The strength reduction factor φ is taken equal to
1.0 in this figure because the strength of materials is known
for the experiments. In preparing Fig. 3.1, Vc is used as the
smallest of Eq. (3-1) through (3-3)

Inch-pound units
SI units

Vc = (3-1)

Vc = (3-2)

1 2
β
---+⎝ ⎠

⎛ ⎞ bodλ fc′
6

----------------------

αsd

bo

--------- 2+⎝ ⎠
⎛ ⎞ bodλ fc′

12
----------------------
l document details: ACI 421.2R-10
Vc = (3-3)

where bo is the perimeter of the critical section for shear at
(d/2) from the column face (Fig. 3.2); d is the average of the
distances from extreme compression fiber to the centroid of
tension reinforcement in two orthogonal directions; fc′  is the
specified concrete compressive strength; β is the ratio of the
long side to the short side of the column; and αs = 40, 30, and
20 for interior, edge, and corner flat plate-column connections,
respectively. The arrows for Vu and Mu shown in Fig. 3.2(a)
through (c) represent the forces exerted by the column on the
slab in their positive directions.

Figure 3.1 indicates that the flat plate-column connection
capability to experience story drift without failure decreases
with increasing magnitude of the applied gravity load. The
solid horizontal line shown in Fig. 3.1 represents the design
story drift ratio of 0.015, which is frequently adopted as a
minimum drift capacity. This horizontal line intersects
Curve 1 at (Vu/φVc) ≅ 0.40, indicating that slabs without
shear reinforcement can satisfy the required 0.015 design
story drift ratio only if Vu does not exceed 0.40φVc. The same
conclusion can be seen from a similar graph containing more
data (Kang and Wallace 2005). The horizontal dashed line
plotted in Fig. 3.1, corresponding to the 0.025 design story
drift ratio limit specified by IBC 2006 (for structures satis-
fying specified conditions), intersects Curve 1 at approximately
(Vu/φVc) ≅ 0.25. This suggests that for DRu = 0.025, the slab
should be designed with shear reinforcement when Vu
exceeds approximately 0.25φVc. Section 3.4 conservatively
recommends provision of shear reinforcement when DRu =
0.025 and (Vu /φVc) > 0.20. This complies with ACI 318,
Section 21.13.6.

Figure 3.3 is similar to Fig. 3.1, but the two curves shown
in Fig. 3.3 represent the results of experiments of edge flat
plate-column connections (Megally and Ghali 2000a). The
graphs indicate that for DRu = 0.015, the flat plate should be
designed with shear reinforcement when Vu > 0.40φVc. A
comparison of Fig. 3.1 and 3.3 indicates that a somewhat

1
3
---bodλ fc′

Fig. 3.3—Effect of value of Vu on lateral drift capacity of
edge flat plate-column connections (Megally and Ghali
2000a).
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CHAPTER 4—MINIMUM SHEAR AND INTEGRITY
REINFORCEMENTS IN FLAT PLATES

Seismic design of non-prestressed flat plates can be
without shear reinforcement only when (Vu /φVc) is limited,
as discussed in Section 3.4. In addition, the maximum shear
3.4—Design recommendations for flat plates with 
and without shear reinforcement

As discussed in Section 3.1, the lateral-force-resisting

structural system should have sufficient stiffness to control
the story drift. Slab shear reinforcement is required when the
maximum shear stress at d/2 from the column face exceeds
φvc, where vc is the value given by Eq. (3-1) to (3-3) divided

by bod. In addition, flat plate-column connections should
have shear reinforcement equal to or exceeding the
minimum amount given in Chapter 4, except when the value
of Vu is less than 0.20φVc, and φ = 0.75 (ACI 318, Section
9.3.2.3). This requirement ensures that the connections can
sustain the design story drift ratio DRu = 0.025. If it can be
shown by analysis that when the maximum story drift ratio
DRu, including the inelastic deformations, is between 0.015
and 0.025, shear reinforcement is required when Vu exceeds
φVc(0.70 –20DRu). This is the same as required by ACI 318,
Section 21.13.6(b), that shear reinforcement be provided
when DRu exceeds [0.035 – 0.05Vu/(φVc)].

Curve 1 in Fig. 3.1 shows that for slabs without shear
reinforcement, DRu can reach 0.015 only when Vu ≤ 0.40φVc.
The same curve also shows conservatively that DRu can
reach 0.025 without shear reinforcement when Vu ≤ 0.20φVc.
The same two conclusions can be reached if Curve 1 is
replaced by the bilinear graph of Hueste and Wight (1999),
plotted in the same figure. The bilinear graph represents an
approximation of the same test data used in Fig. 3.1 for slabs
without shear reinforcement combined with data from seven
more references.
stress due to Vu, combined with that due to the unbalanced
moment Mu, computed according to the linear stress distri-
bution assumption of ACI 318, should not exceed φvc ,
expressed in stress units (the smallest of Eq. (3-1) through
(3-3) divided by bod), at the critical section at d/2 from the
ent details: ACI 421.2R-10
column face. For ductility, connections that do not satisfy
both conditions should have slab shear reinforcement that
satisfies Eq. (4-1).

Inch-pound units

(4-1)

SI units

(4-1)

where Av is the area of shear reinforcement in each periph-
eral line parallel to the column faces (typical peripheral lines
are shown in Fig. 4.1(a) to (c)); s is the spacing between

vs
Av fyt

bos
----------- 3 fc′≥=

vs
Av fyt

bos
----------- 1

4
--- fc′≥=
peripheral lines of shear reinforcement(s ≤ 0.5d for stirrups;
s ≤ 0.75d for SSR); bo is the perimeter of the critical section
at d/2 from the column face (Fig. 3.2); and fyt is the specified

yield strength of the shear reinforcement. The distance
between the column face and the outermost peripheral line of
shear reinforcement (Fig. 4.1) should not be less than 3.5d.
The case that requires the minimum reinforcement for
ductility is further clarified in Section 7.2.
ACI 318 and ACI 421.1R provide equations to calculate
the maximum shear stress at the shear-critical section d/2
from the column face; when the maximum shear stress
exceeds φVc /(bod), shear reinforcement is required for
strength. Also for strength, the extent of the shear-reinforced
zone is determined by limiting the maximum shear stress at the
critical section at d/2 from the outermost peripheral line of shear
reinforcement 2φ  psi (0.17φ  MPa) (ACI 318, Section
11.11.7.2). When shear reinforcement is required for
strength, its extent should exceed the minimum 3.5d.

The minimum shear reinforcement recommended previously
was based on a review of experiments by Islam and Park
(1976); Hawkins et al. (1975); Dilger and Brown (1995);
Dilger and Cao (1991); Megally and Ghali (2000a); and
Megally (1998). In these experiments, flat plate-column
connections with different amounts of stirrups or SSR
sustained drift ratios higher than 0.025 without a punching
shear failure. Appendix A summarizes the results of these

fc′ fc′
experiments.
The minimum shear reinforcement recommended

increases the shear strength and ensures that the flat plate-
column connections can support factored gravity loads after
experiencing inelastic deformations due to cyclic drift
during an earthquake. Experiments (Megally 1998) have
shown that this can be achieved by the provision of shear
reinforcement, as recommended in the present guide. The
design of shear reinforcement, other than the minimum
amount, is discussed in Chapter 7.
The structural integrity reinforcement defined in Section 5.3
of ACI 352.1R should also be provided to increase the
resistance of the structural system to progressive collapse.
This reinforcement can be more than that required by the
detailing rules in Chapter 13 of ACI 318.
higher limit on (Vu/φVc) can be allowed for edge connections
than for interior connections for the same design story drift
ratio. For simplicity, a single limit on Vu is recommended in
Section 3.4. In addition to the limitation on Vu, the absence
of shear reinforcement should be allowed only when the
maximum shear stress is less than that given in Chapter 4.

Figures 3.1 and 3.3 show that the curves representing
experiments of flat plate-column connections with shear
reinforcement fall well above the horizontal lines. Curves 2
and 3 of Fig. 3.1 are not perfect fits because of the scatter of
experimental data. The uncertainty of the curves, however,
does not change the conclusion that no limit on (Vu/φVc) is
needed for slabs with shear reinforcement exceeding the
minimum amount given in Chapter 4 to sustain the 0.025
design story drift ratio required by IBC 2006. Figure 3.1 also
shows that the drift capacity for slabs with SSR is higher than
slabs with stirrups.
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Fig. 4.1—Critical sections for punching shear outside the
shear-reinforced zone.
ll document details: ACI 421.2R-10
CHAPTER 5—ASSESSMENT OF DUCTILITY
The methods for increasing punching shear strength of flat

plate-column connections include increasing the flat plate
thickness, improving the material properties, providing shear
reinforcement, or a combination of these methods. The
effects of these different methods for enhancing shear
strength on ductility are substantially different.

The most common types of shear reinforcement in flat
plates are the vertical legs of stirrups and SSR. Stirrups may
not be as effective as SSR in flat plates because of inefficient
anchorage of the stirrups, unless they are closed and detailed
in accordance with ACI 318, Section R11.11.3, which states:
“Anchorage of stirrups according to the requirements of
12.13 is difficult in slabs thinner than 10 in. (250 mm).” With
SSR, the anchorage is provided mechanically by forged
heads or by a forged head at one end and a steel strip (called
a rail) welded at the other end.

Figure 5.1 (Megally and Ghali 2000a) shows load-deflection

responses for five slabs with a thickness of 6 in. (150 mm).
The tested specimens, with plan dimensions of 75 x 75 in.2

(1.9 x 1.9 m2), represent full-size connections of slabs with
interior columns of size 10 x 10 in.2 (250 x 250 mm2) and
square panels of spans equal to 16 ft (4.8 m). Axial load is
monotonically applied on the column, transferring a shear
force, but no unbalanced moment, to the slab, which is
simply supported on four edges. The slabs have the same
flexural reinforcement layout and properties; the flexural
reinforcement ratio is equal to 0.014 in each of the two
orthogonal directions. The concrete compressive strengths
fc′  ranged from 4200 to 5800 psi (29 to 40 MPa). The slabs
differ only in the method used to increase punching shear
strength. Control Slab AB1 (Mokhtar et al. 1985) has no
means for increasing punching shear strength. Figure 5.1,
taken from Megally and Ghali (2000a), includes Slabs I and
II having drop caps. Slabs I and II (Megally 1998) have
thickness increases from 6 to 9 in. (150 to 225 mm) over
areas, 17 x 17 in.2 (430 x 430 mm2) and 37 x 37 in.2 (950 x
950 mm2), respectively, with the column at their centers.
Slab B (Ghali and Hammill 1992) has closed stirrups,
detailed according to ACI 318, Fig. R11.11.3(c). (It is noted
that since 2002, ACI 318 has permitted stirrups only in slabs
with d ≥ 6 in. [150 mm]). Slab AB5 (Mokhtar et al. 1985) has
SSR. The nominal shear strengths, expressed in stress units,
provided by the shear reinforcement (Eq. (4-1)) in Specimens B
and AB5, are: 440 psi (3.0 MPa) for Specimen B, based on
measured fyt , and 270 psi (1.9 MPa) for Specimen AB5,
based on nominal fyt . The corresponding nominal shear
strengths provided by shear reinforcement, Vs = vsbod =
Avfytd/s are 110 and 70 kips (480 and 320 kN). Punching
shear failure occurred at a section within the shear-reinforced
zone in Specimen B and at a section outside the shear-reinforced
zone in Specimen AB5. The extent of the shear reinforcement
zones from column faces was 3.8d and 5.7d in Specimens B
and AB5, respectively. The initial portions of the experimental
curves shown in Fig. 5.1 for Slabs AB1 and AB5 are
unavailable. The conclusions drawn from these curves,
however, are unaffected.
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Fig. 5.1—Load-deflection curves of slabs with different
means of increasing punching shear strength. Slabs
subjected only to shear force V with no unbalanced
moment. The deflection is measured in the direction of V
(Megally and Ghali 2000a).
Figure 5.1 indicates that the punching shear strength is
increased slightly with the presence of stirrups; however,
increases in slab thickness and SSR provided a more significant
increase in punching shear strength. The specimens with
increased slab thickness, Slabs I and II, experienced a brittle
failure with small slab deflections compared with the slab
with SSR, for which the failure may be considered ductile.
The stirrups provided an insignificant increase in ductility
for such a thin slab. Stirrups are assumed more efficient
when used in slabs thicker than 10 in. (250 mm), as suggested
in ACI 318, Section R11.11.3; however, no experimental
data on slabs with this thickness could be found. Figure 5.1
and results of experiments conducted on flat plate-column
connections subjected to cyclic moment reversals (Dilger
and Brown 1995; Dilger and Cao 1991; Megally and Ghali
2000a,b) indicate that SSR effectively increases punching
shear strength for earthquake-resistant flat plate-column
connections even when the slab is relatively thin. Note that
Fig. 5.1, taken from Megally and Ghali (2000a), includes
Slabs I and II having drop caps; however, this guide is
limited to flat plates.
CHAPTER 6—UNBALANCED DESIGN MOMENT
Moments are transferred between flat plates and their

supporting columns as the flat plate-column connections
experience the lateral displacement induced on the lateral-
force-resisting system. Thus, flat plate-column connections
should have a punching shear strength able to resist the
factored shear force Vu and factored unbalanced moment Mu
due to gravity loads combined with the design story drift
during an earthquake.

The methods in Sections 6.1 and 6.2 are recommended for
6.1—Frame analysis
A flat plate-column frame, including its lateral-force-

resisting system, can be analyzed for gravity and lateral
seismic loads using linear frame analysis techniques (Ghali
et al. 2003). Unless the layout of columns is highly irregular,
the moments of inertia of the slab and its supporting columns
are determined according to the equivalent frame method of
ACI 318. A static analysis can be performed using the
seismic lateral forces specified by IBC 2006 or ASCE/SEI 7;
alternatively, a dynamic analysis may be performed
according to the two references.

To account for the effect of cracking in non-prestressed
flat plates, Vanderbilt and Corley (1983) recommend consid-
ering the moment of inertia of the slab as equal to one-third the
value of the uncracked slab strip—from panel centerline to
panel centerline—to obtain a conservative estimate of the story
drift. ACI 318, Section R13.5.1.2, recommends the use of 25
to 50% of the uncracked moment of inertia of the slab to
compute the elastic story drift δe. According to ASCE/SEI 7, δe
is related to the maximum design story drift δu , including
inelastic deformations by
where Cd (= 1.25 to 6.5) and IE (= 1.0 to 1.5) are dimensionless
factors specified by ASCE/SEI 7, depending on the inherent
inelastic deformability of the lateral-force-resisting system
and the occupancy importance of the structure, respectively.
To include the P-Δ effect, the factor inside the brackets in
Eq. (6-1) should be multiplied by an appropriate coefficient
specified in ASCE/SEI 7.

Flat plate-column frames not designated as part of the
lateral-force-resisting system experience the same lateral
displacements as those of the lateral-force-resisting system.
Thus, flat plate-column connections should be designed to
transfer shears and moments associated with the δu values
obtained from Eq. (6-1). Accurate determination of shears
and moments associated with δu is not possible, but for
design purposes, the simplified approach presented in
Section 6.2 is deemed adequate. The design moments and

shears for flat plate-column connections should be deter-
mined from the aforementioned elastic frame analysis
according to the IBC 2006 or ASCE/SEI 7 static lateral force
analysis method. The unbalanced moment caused by the
factored vertical forces that exist during an earthquake
should be added to the moments obtained by the analysis
discussed in this section. The value of Mu is the smaller of
the upper limit given in Section 6.3 and the total factored
unbalanced moment determined as described previously.

To avoid underestimation of the unbalanced moments
transferred between the slab and the columns for a given
value of δe , the unbalanced moments should be determined
by an elastic analysis, but with the moment of inertia of the
slab equal to 50% of the value of the uncracked slab and
using the values of the moments of inertia of the uncracked
columns (ACI 318, Section R13.5.1.2). There is no consensus
on the 50% value in this recommendation; a one-third value
has been also recommended.
the calculation of the value of Mu. An upper limit for Mu is
given in Section 6.3 and Appendix B.
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