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2 ACI Committee 435

INTRODUCT 10N

Temperature changes can significantly affect deflections of
reinforced concrete building structures. Deflections occur in
unrestrained flexural members when a temperature gradient is set up
between opposite faces of the member. Incases where deformations
due to temperature change are restrained, tensile stresses induced
in the member can result in cracking and consequent reduction in
flexural stiffness. Because temperature effects do not often
affect the ultimate limit state of the structure, effects of
temperature on deflection are sometimes not considered in design.
However, it has been standard practice to compute thermal stresses
and displacements in structures for tall building design. Also,
elongation and shortening of bridge superstructures and precast
concrete structures are normally computed for support and expansion
joint designs.

De Serio (1) states that "Designing for thermal and shrinkage
stresses is the most neglected part of today"s design practice.”
With the use of higher strength materials and more refined methods
of analysis the need to consider temperature effects is becoming
increasingly important.

Most general purpose computer programs have the capability to
include temperature changes in the analysis for certain types of
members. However, in many cases, particularly those involving
relatively simple structures, where computer analysis is not
required, or where the computer program does not include the
capability for analysis of flexural members subjected to
temperature gradient, calculations may be required to investigate
the effect of temperature change on serviceability.

The objective of this report is to indicate some of the
problems that can result from differential thermal movement and to
outline procedures for calculating deflections that result from
temperature change. The scope of the report is restricted to
performance of structures in service. Temperature effects due to
heat of hydration are not considered.

SERVICEABILITY PROBLEMS RELATED TO DIFFERENTIAL THERMAL MOVEMENT

The following examples illustrate potential problems that can
result from differential thermal movement in building structures.

Office building - cantilever roof and floor slabs. Daily

temperature changes caused deflections of about one inch at the

cantilever ends of roof slabs in a four-story building constructed

of cast-in-place concrete. The post-tensioned floors and roof were

80 feet by 80 feet in plan. Only four columns were provided and

these were 48 feet apart in each direction which resulted in the

columns being 16 feet from the edges of the floor and roof slabs in

each direction. During construction it was noted that diurnal

solar heating caused the roof slab to deflect up and down. The

change in elevation was about one inch at the extreme overhanging o
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Temperature-Induced Deflections 3

ends. Fortunately the detail for the connection of the windows,
which were located in the perimeter of the floors and roof,
provided for sufficient movement that the windows remain attached
to the roof when it is its highest position and does not result in
the window becoming loaded when the roof is in its lowest position.

Industrial building - cantilever roof slab. Similar temperature-
induced movements caused damage at the joint between a cantilever
roof slab and exterior wall in a one-storey building that was
erected using the lift-slab technique. The post-tensioned waffle
roof slabs had significant overhangs at all four exterior walls.
The exterior walls were constructed using the tilt-up method.
Because of the construction techniques used, the roof was not
supported vertically by the exterior walls and the connection of
the exterior walls (for horizontal loads) was made when the edges
of the roof were in a low position due to the effects of diurnal
solar heating. During service the effect of solar heating has been
to apply vertical loads to the exterior walls. This has resulted
in the vertical cast-in-place concrete closure pours between the
wall panels, particularly at the corners of the building, to crack
and disintegrate near their bottoms with the passage of time.
Reconstructing the destroyed concrete does not solve the problem;
it simply disintegrates again. Eventually, attempts to reconstruct
the disintegrated concrete were abandoned and steel plates, painted
to match the color of concrete, were placed on the affected joints
to cover the damage and improve the appearance of the building.

Parking structure - deflection of double tee beams. In a precast
parking structure, rotation at bearing ends of beams resulting from
deflections caused by diurnal solar heating produced cracking near
the ends of the beams. The precast prestressed double-tee beams
span about 55 feet. A concrete topping was placed over the top of
the double-tee beams. Reinforcing steel was placed in the topping
at interior joints in a configuration similar to that used with
negative moment reinforcement in cast-in-place construction. At
some locations elastomeric bearing pads were placed between the
stems of the double-tee beams and their supports; at others,
elastomeric bearing pads were not provided under the stems.
Measurements showed the deflection caused by diurnal solar heating
to be of the order of 0.75 inches at midspan of the double-tee
beams. The deflection due to solar heating caused rotations at the
ends of the double-tee beams and many of the double-tee beam stems,
not provided with elastomeric bearing pads, cracked as a result of
the rotation.

Office building - vertical wall panels. Exterior precast wall

panels two stories high were supported at the bottom and supported
laterally at the top of the second storey. Insome locations the

panels were placed adjacent to wall construction supported

laterally at the top and bottom of the second storey. Seasonal
temperature changes caused bowing of the two storey panels

resulting in mid panel deflections up to 3/4 in. Relative

deflection between the two-storey panels and adjacent walls

supported at the bottom of the second storey caused damage ROEHdMeEnNts
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4 ACI Committee 435

caulking material in the vertical joint.

These examples illustrate the need to consider differential
thermal movements in design. The following sections outline
calculation procedures that can be used to estimate stiffness
changes and deflections resulting from temperature change in
structural members.

DESIGN TEMPERATURES

Before performing an analysis for temperature effects it is
necessary to select design temperatures and temperature gradients
for use in the analysis. Martin (2) summarizes design temperatures
that are provided in various national and foreign codes. Design
information is given in terms of temperature rise ranging from 27
to 40°F and temperature drop ranging from 27 to 45°F. Martin also
provides extreme values of normal daily maximum and minimum
temperatures as reported by the Environmental Data Service for
various locations in the United States. He suggests that design
should be based on 2/3 of the difference between extreme values of
normal daily maximum and minimum temperatures for each location.
Based on this criterion average proposed design thermal
differential is 41°F with a minimum of 10 and a maximum of 62°F.
Fintel and Khan (3) suggest contacting the local weather bureau to
obtain mean temperatures for specific localities. They also point
out that surface temperatures can be affected by direct
radiation. This may be significant, particularly for thin
members. Fintel and Khan provide a method to determine isotherms
and temperature gradients for irregular configurations and boundary
conditions. They show that nonlinear thermal gradient can induce
internal stresses in the member even if the member is free to
deform at the ends.

A design thermal gradient used in New Zealand for concrete
bridge superstructures is shown in Fig. 1. A fifth power
temperature profile is used between the top surface and a point at
depth 1200 mm for webs and cantilever decks. For decks above
enclosed air-cells, a linear gradient is used. A linear thermal
gradient is also used for the bottom 200 mm of a section. For
superstructures less than 1400 mm in depth, the top and bottom
thermal gradients are superimposed.

Charts showing temperature gradients in slabs of different
thickness exposed to sunlight on a summer day in Melbourne,
Australia are given in Ref. 4. These charts show approximately
linear temperature gradients and a temperature difference of about
40°F over the depth of an 8-in. slab.

Fintel and Khan (3) provide a graphical method for determining
temperature gradients for given steady state temperatures.
Temperature gradients can also be determined by the finite element
method (5), or the finite difference method (6).
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TEMPERATURE GRADIENT ON UNRESTRAINED CROSS SECTION

Consider a temperature distribution t(y) on the cross section
shown in Fig. 2(a). Thermal strain at distance y from the bottom
of the section is given by:

eg(y) =atly) (€))

To restrain movement due to temperature t(y), apply a stress
in the opposite direction to et(y):

o(y) = Ext(y) @

The net restraining axial force and moment are obtained by
integrating over the depth:

h
p = jAodA = | aEt(y)b(y)dy 3
0
h
M = IAo(y-n)dA = [ Ext(y)b(y)(y-n)dy &)
0

To obtain total strains on the unrestrained cross section, as
shown in Fig. 2(d), apply P and M in the opposite direction to the
restraining force and moment. Assuming plane sections remain
plane, axial strain (ea) and curvature (¢) are given by:

I J LI (5
0
M a h
= - TI t(y)b(y)(y-n)dy (6)
0

The net stress distribution on the cross section is given by:
_ P M{y-n
o,(y) =g ¢ —(I_‘)‘ - Eat(y) )

For a temperature gradient varying linearly from O to At, the
curvature obtained by Eq. (6) is given by

alAt

T TR )
| N the case of a uniform temperature gradient along the length

of a member, deflections for simply supported (ASS) and cantilever
beans (Acant) are calculated as

_¢L2_aAt._LE
Bss B TR B ©
sl ant | 2
Ocant =2=-h-- 2 (10)
Deflection to span ratio is given by
A _aAt | L
[ (11

where k = 8 for simply supported and 2 for cantilever beanms.
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