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This Reference Specification covers construction using fiber-reinforced
polymer reinforcing bars that the Architect/Engineer can make applicable
to any construction project by citing it in the Project Specifications. The
Architect/Engineer supplements the provisions of this Reference Specification
as needed by designating or specifying individual project requirements.

Keywords: concrete; concrete construction; fiber-reinforced polymer
reinforcement; placing; specification; tolerance.

NOTE TO SPECIFIER

This Specification is incorporated by reference in the
Project Specification using the wording in P3 of the Preface
and including information from the Mandatory Requirements,
Optional Requirements, and Submittals Checklists
following the Specifications.

PREFACE
P1. ACI Specification 440.5-08 is intended to be used by

reference or incorporation in its entirety in the Project
Specification. Do not copy individual Parts, Sections, Articles,
or Paragraphs into the Project Specification, because taking
them out of context may change their meaning.

440.5-1
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P2. If Sections or Parts of ACI Specification 440.5-08 are
copied into the Project Specification or any other document,
do not refer to them as an ACI Specification, because the
specification has been altered.

P3. A statement such as the following will serve to make
ACI Specification 440.5-08 a part of the Project Specification:
“Work on (Project Title) shall conform to all requirements of
ACT 440.5-08, “Specification for Construction with Fiber-
Reinforced Polymer Reinforcing Bars,” published by the
American Concrete Institute, Farmington Hills, Michigan,
except as modified by these Contract Documents.”

P4. Each technical Section of ACI Specification 440.5-08
is written in the three-part Section format of the Construction
Specifications Institute, as adapted for ACI requirements.
The language is imperative and terse.

ACT 440.5-08 was adopted April 30, 2008, and published June 2008.
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