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This specification describes the work of bonding hardened concrete. steel,
wood, b r i c k  and other materials to hardened concrete with a multi-com-
ponent epoxy adhesive such as defined for this purpose in ASTM C 881.
It includes controls for adhesive labeling, storage, handling, mixing and
application, surface evaluation and preparation as well as inspection and
quality control.
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FOREWORD

This foreword is included for explanatory purposes o n l y ;  it
does not form a part of Standard Specification ACI 503.1.

This specification is a reference standard which the
Architect/Engineer may  cite in the project specifications,
together with the supplemental requirements for the specific
project. It is written in terse, imperative language and is

ACI Committee Reports, Guides, Standard Practices, and
Commentaries are intended for guidance in designing, plan-
ning, executing, or inspecting construction and in preparing
specifications. References to these documents shall not be
made in the Project Documents. If items found in these
documents are desired to be a part of the Project Doc-
uments, they should be phrased in mandatory language and
incorporated into the Project Documents.

divided into two sections: general requirements and materi-
als and applications, including a section on the all-
important surface preparation.

This  document covers materials and methods for bond-
ing concrete, steel, wood, brick, aluminum, copper, and
other materials to hardened concrete.

This  specification is written in the section and three-part
format of the Construction Specifications Institute, but with
the numbering system modified to ACI requirements.

A specification guide and checklist are included as a
preface to, but not forming a part of, Standard Specification
ACI 503.1. The purpose of this guide and checklist is to
assist  the Architect/Engineers' designer(s) and specifier(s) to
properly choose and specify,  the necessary supplemental
requirements for the project specifications.

’ Adopted` as a standard of the American Concrete Institute effective June 1979,
in accordance with the Institute’s standardization procedure. I t  was revised
according to the expedited procedure effective October 1986 and March 1992.

Copyright    1978 and 1986 American Concrctc Institute.
All rights reserved including rights of reproduction and use in any form or by

any means. including the making of copies by any photo process. or by any elec-
tronic or mechanical device. printed or written or oral, or recording for sound or
visual reproduction or for use in any knowledge or retrieval system or device.
unless permission in writing is obtained from the copyright proprietors.
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SPECIFICATION GUIDE

SGl-Standard Specification ACI 503.1 is intended to
be used essentially in its entirety, by citation in the
project specification, to cover all usual requirements for
bonding hardened concrete, steel, wood, brick, and other
materials to hardened concrete with a multi-component
epoxy adhesive. Individual sections, parts, or articles
should not be copied into project specifications since
taking them out of context may change their meaning’s_

SG2-However, adjustments to the needs of a parti-
cular project shall be made by the Architect/Engineer’s
designers and specifiers by reviewing each of the items
indicated in this specification guide and checklist and
then including their decisions on each as mandatory re-
quirements in the project specification.

SG3-These mandatory requirements shall designate
specific qualities, procedures, materials, and performance
criteria for which alternatives are permitted or for which
provision is not made in Standard Specification ACI
503.1. Or exceptions shall be taken to Standard Spe-
cification ACI 503.1 if required.

SG4-A statement such as the following will serve to
make Standard Specification ACI 503.1 an official part of
the contract requirements:

The use of an epoxy adhesive for bonding hardened
concrete, steel, wood, brick, and other materials to
hardened concrete shall conform to all requirements
of “Standard Specification for Bonding Hardened
Concrete, Steel, Wood, Brick, and Other Materials to
Hardened Concrete with a Multi-Component Epoxy
Adhesive (ACI 503.1),” published by the American
Concrete Institute, Detroit, Mich., except as modified
by the requirements of this project specification.

SG5-The specification checklist that follows is ad-
dressed to each item of ACI 503.1 that requires the
designer/specifier to make a choice where alternates are
indicated, or to add provisions where they are not in-
dicated in ACI 503.1, or to take exceptions to ACI 503.1.
The checklist consists of section, part, and article heads
of ACI 503.1, and accompanying notes to the designers/
specifiers to indicate the action required of them.
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