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This guide provides information, requirements, and procedures for CONTENTS
bonding freshly mixed and hardened concretes by using epoxy
or latex adhesives. This guide covers evaluation of hardened Chapter 1—Scope, p. 2

concrete, selection of suitable epoxy or latex adhesive and
application methods.

Chapter 2—Definitions, p. 2

Keywords: adhesives; bonding; epoxy adhesives; evaluation; latex

adhesive; preparation. Chapter 3—Hardened concrete evaluation, p. 2

Chapter 4—Removal of unsound concrete, p. 2

Chapter 5—Surface preparation, p. 2

Chapter 6—Use of epoxy adhesives, p. 3
6.1—Selection of epoxy adhesive
6.2—Mixing of epoxy adhesive
6.3—Application of epoxy adhesive

ACI Committee Reports, Guides, and Commentaries are
intended for guidance in planning, designing, executing, and
inspecting construction. This document is intended for the use
of individuals who are competent to evaluate the significance
and limitations of its content and recommendations and who
will accept responsibility for the application of the material it
contains. The American Concrete Institute disclaims any and
all responsibility for the stated principles. The Institute shall
not be liable for any loss or damage arising therefrom.

Reference to this document shall not be made in contract
documents. If items found in this document are desired by
the Architect/Engineer to be a part of the contract documents,
they shall be restated in mandatory language for incorporation
by the Architect/Engineer.

ACI 548.11R-12 supsersedes ACI 503.6R-97(03) and became effective September 6,
2012.

Copyright © 2012, American Concrete Institute.

All rights reserved including rights of reproduction and use in any form or by any
means, including the making of copies by any photo prEfess, or by electronic or

mechanical device, printed, written, or oral, or recordi (u'rﬁents

duction or for use in any knowledge orcti ev il vstem or device, unless permission
in writing is obtained from the copyrigat proprietoss. Document Shari ng Hub

Full document details: ACI 548.11R-12


http://avadocuments2026.com/doc/aci-548-11r-12
http://avadocuments2026.com/doc/aci-548-11r-12

