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lish health and safety practices appropriate to the specific 
circumstances involved with its use. ACI does not make 
any representations with regard to health and safety issues 
and the use of this document. The user must determine the 
applicability of all regulatory limitations before applying 
the document and must comply with all applicable laws 
and regulations, including but not limited to, United States 
Occupational Safety and Health Administration (OSHA) 
health and safety standards.
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concrete repair methods, materials, or practices by an expe-
rienced engineer/designer.
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ACI E702.3 Example Problem               Acceptance of Concrete Test Results                 Luke M. Snell 

 
Example Problem: Acceptance of Concrete Compressive Strength Test 
Results According to ACI 318-19, “Building Code Requirements for 
Structural Concrete and Commentary.” 
 
Problem Statement 
Evaluate if concrete is acceptable based on compressive strength cylinder test results. The project 
specification states that the concrete compressive strength is required to be 3500 psi at 28 days. 
 
Given Information 
Table 1 provides a set of 15 test results performed on 6 x 12 in. cylinders at 28 days.  
 
                           Table 1 

Test  Cylinder 1 (psi) Cylinder 2 (psi) 
1 4100 4320 
2 4320 4190 
3  4310 4310 
4 4420 4380 
5 4200 4160 
6 4250 3810 
7 3880 4040 
8 3570 3680 
9 3570 3210 

10 3780 3780 
11 3680 2980 
12 3300 3740 
13 3470 3210 
14 2770 2750 
15 3200 3480 

 
Assumptions 

 Reference 
Sampling frequency is adequate; the minimum frequency is: 

a. Once a day for a given class  
b. Once for every 150 yd3 
c. Once each 5000 ft2 of surface area for slabs or walls 

 
 
 
ACI 318, 26.12.2.1(a) 

Samples are taken on a random basis—concrete was not to be sampled 
due to appearance, convenience, or other biased criteria 

ACI 318R, 26.12.2.1(a) 

Each set of cylinders was cast from a different batch of concrete ACI 318R, 26.12.2.1(a) 
No water was added to the concrete after the samples were taken ACI 318R, 26.12.2.1(a) 
Certified field-testing technicians performed the tests on the fresh 
concrete 

ACI 318, 26.12.1.1(d) 

Certified laboratory technicians performed all required laboratory tests ACI 318, 26.12.1.1(e) 
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