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Question

Concrete structures are susceptible to cracking during their service life. These cracks become the main route
through which liquids and aggressive agents penetrate into and through concrete mass. Does the use of fibers in
concrete result in a reduction of crack widths compared to concrete without fibers? Does crack width reduction
correlate with maintaining a lower permeability, thus improving the long-term durability of a structure?

Answer

A properly designed concrete with a fiber-reinforcement system has a reduced crack width under service
loads. The fibers can cause changes in crack morphology (higher roughness and tortuosity) and increase the
likelihood of multiple crack development, crack deflection, and branching. Consequently, ingress of liquid and
other aggressive agents is decreased significantly and results in a delay of permeability-related deterioration
mechanisms. Therefore, all evidence points to fibers extending the service life of concrete structures.

Introduction

Reinforced concrete structures are designed to withstand stresses caused by external loads (static, cyclic,
or dynamic loads), stresses caused by internal and restrained deformations (shrinkage, thermal, and hydraulic
gradients), as well as resist chemical and physical degradation mechanisms. Direct observations and testing
have clearly revealed that ingress of liquid and aggressive agents into cracked concrete is much larger than in
sound concrete. Cracking may allow deep penetration of air, liquid, and aggressive ions, depending on crack size
and environmental conditions. These result in issues related to water tightness and reduced corrosion resis-
tance for embedded reinforcing steel. Subsequently, widespread deterioration mechanisms through carbon-
ation, alkali-aggregate reaction (AAR), or chemical attack in aggressive environments may be exacerbated by
the presence of cracks (ACI 544.5R).

Discussion

Allowable crack widths—North American (ACI 224R; ACI 224.1R; ACI 224.2R; ACI 318; AASHTO LFRD Bridge
Design Specifications; CSA A23.1-2) and European (fib Model Code [MC2010]; BS EN 1992-1-1:2004) building
codes require that cracks in concrete exposed to weathering be no larger than specified widths to ensure
structural and mechanical integrity and durability (Aldea and Shah 2011). Maximum allowable crack widths
ranging between 0.006 and 0.015 in. (0.15 and 0.38 mm) are specified in various design codes for most reinforced
concrete structures and bridge applications exposed to aggressive environments. ACI 224R, 224.1R, and 224.2R
provide information about the cracking mechanisms in concrete. Design recommendations as presented in
Table 1 provide allowable crack widths versus exposure conditions in fiber-reinforced concrete, and the use of
fibers as a means to control cracking in overlays. More research is needed on concrete permeability to evaluate
current limits and determine the maximum allowable width of exposed cracks in structures.
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Table 1—Maximum allowable crack width w,, in mm (in.), for fiber-reinforced concrete exposed to
chlorides and carbonation (taken from Marcos-Meson et al. [2018])

Exposure Class per BS EN 206- Carbonation Chlorides
1:2013 and BS EN 1992-1-1:2004 XC2 XC3 XC4 XS2 XS3 XD2 XD3
ACLSAAIR wk<030 | wk<030 | wk<0.10 | w,<010 | w,<0.10 | w, <010 | w,<0.10
: (0.012) (0.012) (0.004) (0.004) (0.004) (0.004) (0.004)
wk<030 | wk<030 | wk<0.30 . . . .
RILEM TC 162-TDF (0.012) (0.012) (0.012) Special Special Special Special
w <030 | w<020 | <020 | w<020 | w<020 | w <020
w, < 0.30 0.012) (0.008) (0.008) (0.008) (0.008) (0.008)
DBV:2001 0.012) A" > : 00 : : : :
20 (0.8) Ah > 20 Ah >2 Ah > 40 Ah > 40 Ah > 40 Ah > 40
: (0.8) (1.0) (1.6) (1.6) (1.6) (1.6)
w, <0.30 w, <0.30
w <030 | <030 | w<030 | w <030 ) w, <0.30 i
UNI/CIS/SC4 -SFRC No. 29 i i s i 0.012) i 0.012)
(0.012) (0.012) 0.012) 0.012) oo 0.012) Qo
N
(]
g w, <030 | w,<0.30 w, <0.30
5 CNR-DT 204/2006 “263(1)'2330 ”263‘1)'23)0 “E{O(l)'z?so 0.012) 0.012) ué’i)<0(1)'2?30 0.012)
% ’ ’ : Coated* Stainless® ’ Coated*
o
o w <030 | w <030 | w<030 | w<020 | w<020 | w<020 | w <020
NZS 3101:Part 2:2006 0.012) 0.012) 0.012) (0.008) (0.008) (0.008) (0.008)
S TRE3 w,<030 | w,<030 | w,<030 | w,<030 | w, <030 | w, <030 | w, <030
(0.012) (0.012) 0.012) 0.012) 0.012) 0.012) 0.012)
] w,<030 | w, <030 | w,<0.30 . i i} i
EHE-08 0.012) 0.012) 0.012) Test Test Test Test
DAIStb w <030 | w <030 | w <020
Stahlfaserbeton:2012-11 0.012) 0.012) (0.008) NA pA NA NA
0, <020 | w<020 | w <020 | w <015 w, <0.15
AFTES 2013 (0.008) 0.008) (0.008) (6.006) w0, =0 (0.006) w, =0
, w <040 | w <040 | w <030 | w <020 | w <010 | w <020 | w <0.10
S5 812310:2014 (0.015) (0.015) (0.012) (0.008) (0.004) (0.008) (0.004)

"Special: Special provisions required.

TA, is minimum sacrificial layer on exposed surfaces, in mm (in.).
fCoated: Coated carbon-steel or stainless-steel fibers required.
SStainless: Stainless-steel fibers required.

"Test: Experimental verification required.

NA: Not applicable.

Fiber contribution—Microfibers are fibers with an equivalent diameter less than 0.3 mm and macrofibers are
fibers with an equivalent diameter larger than 0.3 mm. Depending on their dimensions, microfibers can be
up to three orders of magnitude more numerous than macrofibers in concrete at an equivalent fiber dosage.
Microfibers are devoted to control microcracks (1 to 100 microns) occurring prior the tensile peak strength
of concrete. As they are very numerous, they can bridge most microcracks. Macrofibers, due to their size and
limited number, mainly resist opening of macrocracks (100 microns to few mm) occurring after the tensile peak
strength (Rossi 1998). Additional information about the effect of fibers on cracking can be found in ACI 544.4R
and ACI 544.5R.

Fiber reinforcement may not affect the formation of cracks; however, it certainly influences the way newly
formed cracks grow and open. Fibers, therefore, improve crack growth resistance, increase surface rough-
ness of individual cracks, and create a greater likelihood for crack branching (a crack separating into multiple
finer cracks) and multiple crack development (numerous finer cracks on a surface instead of one large crack).
According to Poiseuille’s law, there is a cubic relationship between permeability rate and an idealized single-
valued opening between two smooth parallel walls (Tsukamoto and Woérner 1991). Thus, modifying crack
morphology in concrete (opening, roughness, and tortuosity) should have a major impact on water penetra-
tion. Indeed, crack openings are reduced by 2, 29, and 80 percent with increasing steel fiber dosage from 0 to
0.75, 1.5, and 2 percent in concrete (Hubert et al. 2015). Moreover, crack surface roughness increases from one
to three orders of magnitude in synthetic and steel fiber-reinforced concrete (SFRC) depending on the fiber type
and dosage (Tsukamoto and Worner 1991; Charron et al. 2008). Therefore, finer cracks with roughened surface
that result from crack branching in fiber-reinforced concrete (FRC) reduce water, ionic. and g cuiments
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as compared with a single larger crack. Contributions of fibers are also noted in reinforced concrete where a
synergistic effect to control crack growth can be obtained with reinforcing bars. Microfibers limit initiation and
propagation of microcracks, whereas macrofibers act on localized cracks similarly to reinforcing bars. Fibers
also bridge cracks in a three-dimensional distributed manner because they are present throughout the body of
concrete, whereas reinforcing bars control crack more locally (Hubert et al. 2015). Therefore, fiber reinforce-
ment can be used to reduce crack widths more efficiently and, consequently, permeation of gas and liquid
ingress in structures.

Permeability of cracked FRC (unloaded)—In the uncracked state, there is no fundamental difference between
permeability of concrete with fibers and concrete without fibers. Both are much lower than that of cracked
concrete. Concrete structures are highly susceptible to cracks during their service life, and water tightness and
penetration in concrete structures is often controlled by permeability of cracked concrete. As explained in the
previous section, it is expected that fiber reinforcement significantly reduces permeability of cracked concrete
elements. This has been the subject of numerous studies described in ACI 544.5R by investigating the relation-
ship between fiber addition, crack opening, and permeability of concrete under various conditions (fiber types
and contents, loading types, and presence of reinforcing bars). Note that in the absence of a standard water
permeability test method adapted to cracked concrete, most experiments were developed by first cracking
testing specimens. Moreover, most test procedures consider concrete damaged under tensile load, representing
similar condition to the cracked concrete cover at tensile region of structural elements under bending loads.
Experiments conducted to study healing phenomena of cracks induced by both tension and flexure show that
fibers reduce water penetration through cracks (Cuenca et al. 2014; Ferrara et al. 2014; Escoffres et al. 2018).
Different cementitious mixtures reinforced with 0 and 2 percent polyvinyl acetate (PVA) and 0, 0.5, and 1 percent
steel fibers by volume were unloaded after cracking and then submitted to water permeability tests. The pres-
ence of fibers led to crack branching and thinner cracks under loads (Aldea et al. 2000a; Rapoport et al. 2002).
Therefore, a lower permeability was measured on the unloaded fiber-reinforced specimens. To quantify such
effects, the measured flow in an actual crack is smaller than the theoretical flow following the cubic law in an
idealized opening, with flow rate coefficient representing this ratio. While effect of crack width can be directly
observed in Poiseuille’s equation with a cubic relationship, effect of crack morphology is reflected in flow rate
coefficient. Several studies were carried out on SFRC, conventionally reinforced concrete (RC), and plain concrete
(PC) (Table 2). Results of these studies, including Tsukamoto and Woérner (1991) as shown in Fig. 1, reveal that
when crack width is limited to 0.3 mm, flow rate coefficients can be reduced by approximately 35 percent with
RC and 85 percent with FRC in comparison to PC (Bakhshi and Nasri 2017a,b). This demonstrates the strong
impact of fibers on changing crack morphology and, therefore, reducing the permeability. Compared to water
permeability, a similar conclusion on reducing permeability was obtained on SFRC specimens that were initially
damaged under compressive loading, unloaded, and then submitted to gas permeability (Picandet et al. 2001).

Table 2—Reference studies on permeability and water penetration testing for different types of concrete
(Bakhshi and Nasri 2017a,b)

Type of concrete Reference

PC Aldea et al. 2000a,b; Breysse and Gérard 1997; CEB
1985; Clear 1985; Edvardsen, 1999; Gérard 1996;
Meichsner 1992; Tsukamoto and Woérner 1991

RC (reinforcement ratio = 0.75 to 1.0 vol. %) Ramm and Biscoping 1998
RC (reinforcement ratio = NA) Trost et al. 1989
RC (reinforcement ratio = 2.0 vol. %) Tsukamoto and Woérner 1991
SFRC (dosage rate = 1.0 Vol. %) Tsukamoto and Woérner 1991

fiber length: 1.18 in. (30 mm); diameter: 0.02 in. (0.5 mm); aspect ratio: 60
SFRC (dosage rate = 0.5 vol. % and 1.0 vol. %)
fiber length: 2 in. (50 mm); diameter: 0.02 in. (0.5 mm); aspect ratio: 100 Aldea et al. 2000a,b
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