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Revised ANSI/ADA Standard No. 25 – 2015 

REVISED AMERICAN NATIONAL STANDARD/AMERICAN DENTAL 
ASSOCIATION STANDARD NO. 25 FOR DENTAL GYPSUM PRODUCTS 

The Council on Scientific Affairs of the American Dental Association has approved 
revised American Dental Association Standard No. 25 for Dental Gypsum Products. This 
and other standards for dental materials, instruments and equipment are being 
formulated by working groups of the ADA Standards Committee on Dental Products. The 
Committee has representation from all interests in the United States in the 
standardization of materials, instruments and equipment in dentistry. The Council has 
adopted the standards, showing professional recognition of their usefulness in dentistry, 
and has forwarded them to the American National Standards Institute with a 
recommendation that the standards be approved as American National Standards. The 
American National Standards Institute granted approval of revised ADA Standard No. 25 
as an American National Standard on December 17, 2015. 
 

The ADA Standards Committee on Dental Products thanks the members of Working 
Group 2.18 on Investments and the organizations with which they were affiliated at the 
time the standard was developed: 

William Dunn (chairman), U.S. Air Force, Helotes, TX; 
Shannon Mills, Northeast Delta Dental, Concord, NH; 
James Ragain, University of Tennessee, Memphis, TN; 
Sharon Stanford, American Dental Association, Chicago, IL; and 
Jeff Zawada, A-Dec, Inc., Newberg, OR. 
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2                Revised ANSI/ADA Standard No. 25 – 2015 

REVISED AMERICAN NATIONAL STANDARD/AMERICAN DENTAL ASSOCIATION 
STANDARD NO. 25 FOR DENTAL GYPSUM PRODUCTS 

Foreword 

(This Foreword does not form a part of the Proposed Revision of ANSI/ADA Standard No. 25 for Dental 
Gypsum Products). 

 This revised standard is an identical adoption of ISO 6873:2013, Dentistry-Gypsum products. ADA SCDP 
Working Group 2.18 on Investments reviewed the international standard and found it acceptable for 
adoption as revised ANSI/ADA Standard No. 25. This standard cancels and replaces ANSI/ADA Standard 
No. 25:2000 (R2010). 
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Revised ANSI/ADA Standard No. 25 – 2015              3 

REVISED AMERICAN NATIONAL STANDARD/AMERICAN DENTAL ASSOCIATION 
STANDARD NO. 25 FOR DENTAL GYPSUM PRODUCTS 

Introduction 

This revision was necessary because gypsum products have been marketed since the last editions of 
ANSI/ADA Standard No. 25 and ISO 6873 were published, which have properties (required for newly 
introduced dental technology) for which the requirements set in that edition were not appropriate. In 
this edition the classification has been altered to take this into account and, in so doing, requirements 
have been set appropriately. In addition there was concern that Type 4 dental stone used for CAD/CAM 
models should not produce significant setting expansion at times beyond the 2 h period at which setting 
expansion was measured; therefore a requirement has been set. For this edition, the setting expansion 
for Type 4 dental stone is measured at 24 h as well. 
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4                Revised ANSI/ADA Standard No. 25 – 2015 

REVISED AMERICAN NATIONAL STANDARD/AMERICAN DENTAL ASSOCIATION 
STANDARD NO. 25 FOR DENTAL GYPSUM PRODUCTS 

1 Scope 

This standard gives a classification of, and specifies requirements for, gypsum products used for dental 
purposes such as making oral impressions, molds, casts, dies or model bases, and mounting models. It 
specifies the test methods to be employed to determine compliance with these requirements. It also 
includes requirements for the labelling of packaging and for adequate instructions to accompany each 
package. 

This standard does not apply to dental bone graft substitutes composed of calcium sulfate hemihydrate 
(or gypsum). 

2 Normative references 

The following referenced documents are indispensable for the application of this document. For dated 
references, only the edition cited applies. For undated references, the latest edition of the referenced 
document (including any amendments) applies. 

ISO 1302, Geometrical Product Specifications (GPS) — Indication of surface texture in technical product 
documentation 

ISO 1942, Dentistry — Vocabulary 

ISO 3696:1987, Water for analytical laboratory use — Specification and test methods 

ISO 8601, Data elements and interchange formats — Information interchange — Representation of dates 
and times 

ISO 15223-1, Medical devices — Symbols to be used with medical device labels, labelling and information to 
be supplied — Part 1: General requirements 

3 Terms and definitions 

For the purposes of this document, the terms and definitions given in ISO 1942 and the following apply. 

3.1 
gypsum product 
dental product composed essentially of a hemihydrate of calcium sulfate and any necessary modifiers 

NOTE Coloring matter and flavoring, if present, are regarded as necessary modifiers. 

4 Classification 

The five types of gypsum product used in dentistry are classified in accordance with this International 
Standard as follows: 

a) Type 1: Dental plaster for impressions; 

b) Type 2: Dental plaster for mounting (Class 1) and for models (Class 2); 

c) Type 3: Dental stone for models; 
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Revised ANSI/ADA Standard No. 25 – 2015              5 

d) Type 4: Dental stone (high strength, low expansion) for dies, model bases and CAD/CAM dies; 

e) Type 5: Dental stone (high strength, high expansion) for dies when this degree of expansion is 
necessary for shrinkage compensation of some materials used in dental restoration. 

5 Requirements 

5.1 Quality 

When tested according to 7.1, the powder shall be uniform and free from foreign matter and lumps. When 
mixed according to the manufacturer's instructions the product shall produce a homogeneous mix. 

5.2 Fluidity at pouring time (Type 1 materials only) 

When tested according to 7.2 at a pouring time of 1.25 min, the fluidity of type 1 materials shall be equal 
to or greater than 70 mm. 

5.3 Setting time 

When tested according to 7.3, the setting time of type 1 materials shall be in the range of 2.5 min to 
5.0 min and the setting time of all material types shall be within 20 % of the value claimed by the 
manufacturer in 8.2.1 h) or 8.2.2 h), whichever is appropriate for the packaging in which the product is 
supplied. If the manufacturer claims a range of setting time, then the midpoint of this range is taken as 
the value claimed by the manufacturer. 

5.4 Linear setting expansion 

When tested according to 7.4, the linear setting expansion shall be within the range listed in Table 1. 

Table 1 — Linear setting expansion and compressive strength 

Type Linear setting expansion 
% 

Compressive strength 
MPa 

2 h 24 h 1 h 
 min. max. min. max. min. max. 

1 0.00 0.15 - - 4.0 8.0 

2 (Class 1) 0.00 0.05 - - 9.0 - 

2 (Class 2) 0.06 0.30 - - 9.0 - 

3 0.00 0.20 - - 20.0 - 

4 0.00 0.15 0.00 0.18 35.0 - 

5 0.16 0.30 - - 35.0 - 

5.5 Fracture (Type 1 materials only) 

When tested according to 7.5, Type 1 impression plaster shall break with a clean fracture and be readily 
reassembled to form the shape and size of the original unbroken specimen. 

5.6 Compressive strength 

When tested according to 7.6, the compressive strength shall meet the requirement(s) of Table 1. 
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6                Revised ANSI/ADA Standard No. 25 – 2015 

5.7 Reproduction of detail 

Types 1 and 2: When tested according to 7.7, groove c in Figure 6 shall be reproduced. 

Types 3, 4 and 5: When tested according to 7.7, groove a in Figure 6 shall be reproduced. 

6 Testing — Generalities 

6.1 Sampling 

Select the material for testing from one lot that has been produced for retail and that is not beyond its 
expiry date [8.2.1 b) or 8.2.2 b), whichever is appropriate for the packaging in which the product is 
supplied]. Do not use powder from previously opened, broken or damaged containers. 

6.2 Test conditions 

Carry out all mixing and testing of the dental gypsum product at (23 ± 2) °C and (50 ± 10) % relative 
humidity. Ensure that all apparatus and instruments used in mixing and testing are clean, dry and free 
from particles of gypsum. Before testing begins, hold material and test apparatus at the test temperature 
for a period of time that is sufficient to equilibrate with this temperature. 

NOTE A minimum storage period of 15 h is recommended. 

6.3 Mixing method 

Mix by one of the methods (hand or mechanical) specified by the manufacturer in the instructions (see 
8.3), using water, which meets the requirements of ISO 3696, Grade 3. 

7 Test methods 

7.1 Visual inspection 

Carry out visual inspection without magnification to determine compliance with the requirements given 
in 5.1, 5.5 and 5.7 (unless as stated otherwise, as in 7.7). 

Determine compliance with the requirements given in Clause 8 for packaging, marking and information 
supplied by the manufacturer. 

7.2 Fluidity at pouring time for Type 1 materials 

7.2.1 Apparatus 

7.2.1.1 Cylindrical mold, constructed from a corrosion-resistant, non-absorbent material, having a 
length of (50.0 ± 0.1) mm and an inside diameter of (35.0 ± 0.1) mm. Clean and dry. 

7.2.1.2 Glass plate, flat and smooth, with sides of length at least 100 mm. Clean and dry. 

7.2.1.3 Means of measuring lengths from 35 mm to 100 mm, for measuring the major and minor 
diameters of the slumped mix to the nearest millimeter. 

7.2.2 Procedure 

Rest the glass plate on a surface that is free of vibration. Place the mold upright on the center of the plate. 

  

 

Copyrighted material licensed to University of Toronto by Clarivate Analytics (US) LLC, subscriptions.techstreet.com, downloaded on 2020-03-03 09:07:46 +0000 by  University of Toronto User.
 No further reproduction or distribution is permitted.

Full document details: ADA 25 2015

http://www.avadocuments.com/doc/ada-25-2015
http://www.avadocuments.com/doc/ada-25-2015

