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AMERICAN NATIONAL STANDARD/AMERICAN DENTAL ASSOCIATION
SPECIFICATION NO. 96 FOR DENTAL WATER-BASED CEMENTS

American Dental Association Specification No. 96 for Dental Water-Based Cements has
been approved by the Council on Scientific Affairs of the American Dental Association.
This and other specifications for dental materials, instruments and equipment are being
formulated by working groups of the ADA Standards Committee on Dental Products
(formerly, Accredited Standards Committee MD156 for Dental Materials, Instruments and
Equipment). The Committee has representation from all interests in the United
States in the standardization of materials, instruments and equipment in
dentistry. The Council has adopted the specifications, showing professional
recognition of their usefulness in dentistry, and has forwarded them to the 
American National Standards Institute with a recommendation that the
specifications be approved as American National Standards. Approval of ADA
Specification No. 96 as an American National Standard was granted by the American
National Standards Institute on September 21, 2000. This standard becomes effective
September 21, 2001.

The Council thanks the working group members and the organizations with which they
were affiliated at the time the specification was developed: John M. Powers (Chairman),
University of Texas Health Science Center at Houston, Houston; Keith Moore (Secretary),
Indiana University, Indianapolis; James Forbes, Unitek Corporation, Monrovia, CA;
Virendra Dhuru, Marquette University, Milwaukee, WI; Richard Demke, GC America, Alsip,
IL; Erela Katz, Washington, DC; David Hoover, Omaha, NE; Richard Bennett, Dentsply/Caulk,
Milford, DE; Wallace Chong Jr., Hilo, HI; Lael Pickett, 3M Dental Products, Minneapolis, MN.
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AMERICAN NATIONAL STANDARD/AMERICAN DENTAL ASSOCIATION SPECIFICATION NO. 96 
FOR DENTAL WATER-BASED CEMENTS—PART I

FOREWORD
(This foreword does not form a part of the ANSI/ADA Specification No. 96 for Dental Water-Based Cements)

ANSI/ADA Specification No. 96 for Dental Water-Based Cements is essentially the same as ISO Standard 9917:1991,
Dental Water-Based Cements. Differences in the standard are of editorial nature with the exception of humidity
specified in the humidity cabinet.

This revision adopts ISO Standard 9917-2:1998, Dental Water-Based Cements—Part 2: Light-activated cements.

This standard supersedes the previously published standards for the individual cements shown below:

ANSI/ADA Specification No. 8 for Dental Zinc Phosphate Cement
ANSI/ADA Specification No. 9 for Dental Silicate Cement
ANSI/ADA Specification No. 21 for Dental Silico-Phosphate Cement
ANSI/ADA Specification No. 61 for Dental Zinc Polycarboxylate Cement
ANSI/ADA Specification No. 66 for Glass Ionomer Cements

Specific qualitative and quantitative requirements for freedom from biological hazard are not included in this standard,
but it is recommended that, in assessing biological or toxilogical hazards, reference should be made to ISO/TR
7405:1984, Biological Evaluation of Dental Materials, or ANSI/ADA Documents Nos. 41 and 41a, Recommended
Standard Practices for the Biological Evaluation of Dental Materials: 1982, or any more recent editions.
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AMERICAN NATIONAL STANDARD/AMERICAN DENTAL ASSOCIATION SPECIFICATION NO. 96 
FOR DENTAL WATER-BASED CEMENTS

1. SCOPE
This standard specifies requirements for the following types of dental cements, including both hand-mixed and
capsulated cements for mechanical mixing, that are intended for permanent cementation, lining and restoration,
and that effect setting only by an aqueous acid-base reaction.

Silicate Cements based on the reaction between an alumino-silicate glass powder and an aqueous solution of
phosphoric acid that may contain metal ions. They are used for the aesthetic restoration of anterior teeth.

Zinc Phosphate Cements based on the reaction between an oxide powder (the principal constituent of which is zinc
oxide) and an aqueous solution of phosphoric acid that may contain metal ions. They are used as luting agents to seal
dental appliances to hard oral structures or to other appliances. They also can be used as a base for restorative materials
and as a temporary restorative material by increasing the ratio of powder to liquid relative to that used for luting.

Silicophosphate Cements based on the reaction between a powder of acid-soluble aluminosilicate glass and
metal oxides (principally zinc oxide) and an aqueous solution of phosphoric acid that may contain metal ions.
They are used as temporary restorative materials or as luting agents to seal dental appliances to hard oral
structures by varying the ratio of powder to liquid.

Zinc Polycarboxylate Cements based on the reaction between zinc oxide and aqueous solutions of polyacrylic
acid or similar polycarboxylic compounds, or zinc oxide/polycarboxylic acid powders that are mixed with water.
They are used as luting agents to seal appliances to hard oral structures or to other appliances, as a base for
restorative materials or as temporary restorative materials.

Glass Polyalkenoate Cements based on the reaction between an aluminosilicate glass powder and an aqueous
solution of an alkenoic acid, or between an aluminosilicate glass/polyacid powder blend and water, or an aqueous
solution of tartaric acid. These translucent cements are for use for the aesthetic restoration of teeth, as luting agents,
as bases or liners, and for restoring pits and fissures.

Glass Polyalkenoate Cements in which the glass and a metal have been fused together and that are intended
for the restoration of teeth are also included.

This standard specifies limits for each of the properties according to whether the cement is intended as a luting
agent, a restorative material, a base or a liner.

2. NORMATIVE REFERENCES
The following standards contain provisions that, through reference in this text, constitute provisions of this standard.
At the time of publication, the editions indicated were valid. All standards are subject to revision, and parties to
agreements based on this standard are encouraged to investigate the possibility of applying the most recent editions
of the standards indicated below. Members of the International Electrotechnical Commission (IEC) and ISO maintain
registers of currently valid International Standards.

ISO 2590:1973, General Method for the Determination of Arsenic—Silver Diethyldithiocarbamate Photometric Method

ISO 3696:1987, Water for Analytical Laboratory Use—Specification and Test Methods

ISO 7491:1985, Dental Materials—Determination of Colour Stability of Dental Polymeric Materials
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3. DEFINITIONS
For the purposes of this standard, the following definitions apply:

3.1 Mixing Time
That part of the working time required to obtain a satisfactory mix of the components.

3.2 Working Time
Period of time, measured from the start of mixing, during which it is possible to manipulate a dental material without
an adverse effect on its properties.

3.3 Net Setting Time
Period of time measured from the end of mixing until the material has set according to the criteria and conditions
described in Clause 7.3. For the purposes of this standard, in view of the wide variation in mixing times of the
cements, the net setting time is determined from the end of mixing.

4. CLASSIFICATION

4.1 Chemical Type
For the purposes of this standard, dental cements are classified on the basis of their chemical composition,
as follows.

4.1.1 Silicate cement

4.1.2 Zinc phosphate cement

4.1.3 Silicophosphate cement

4.1.4 Zinc polycarboxylate cement

4.1.5 Glass polyalkenoate cement

4.2 Application
For the purposes of this standard, materials are classified on the basis of their usage, as follows:

4.2.1 Luting cements

4.2.2 Bases and liners

4.2.3 Restorative cements

5. REQUIREMENTS

5.1 Material
The cement shall consist of a powder and liquid which, when mixed according to the manufacturer’s instructions,
will comply with the requirements of this standard.

5.2 Components

4 ANSI/ADA Specification No. 96—2000
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5.2.1 Liquid
When tested according to Clause 7.1.2, the liquid shall be free from deposits or filaments on the inside of its
container. There shall be no visible signs of gelation.

5.2.2 Powder
When tested according to Clause 7.1.2 the powder shall be free from extraneous material. If the powder is colored,
the pigment shall be uniformly dispersed throughout the powder.

5.3 Unset Cement
The cement when mixed as directed in Clause 7.1.3 and tested according to Clause 7.1.2 should be homogenous
and of a smooth consistency.

5.4 Optical Properties
When prepared, stored and tested in the manner described in Clause 7.6.

A the opacity of the set cement shall be within the limits set out in the Table. Where a restorative cement is
stated by the manufacturer not to be translucent, the opacity requirement shall not apply;

B the color of the set cement shall match the manufacturer’s shade guide or correspond to the manufacturer’s
description when no shade guide is supplied.

5.5 Performance Requirements
The cement shall comply with the relevant requirements specified in the Table, when tested in accordance with the
test methods given in Clauses 7.2 to 7.6.

5.6 Acid-Soluble Arsenic Content
When tested according to Clause 7.7, the acid-soluble arsenic content shall not exceed the limits given in the Table.

5.7 Acid-soluble Lead Content
When tested according to Clause 7.7, the acid-soluble lead content shall not exceed the limits given in The Table.

5.8 Biocompatibility
See the Introduction for guidance on biocompatibility.

6. SAMPLING

6.1 Hand-Mixed Cements
A sample drawn from one batch shall provide sufficient material to complete all the prescribed tests and any
necessary repeats, and shall consist of a minimum of 50 g of powder and a corresponding volume of liquid,
where required.

6.2 Capsulated Cements
A test sample shall comprise a retail package of 100 or more capsules.

7. TEST METHODS

7.1 Preparation of Test Specimens

ANSI/ADA Specification No. 96—2000 5
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7.1.1 Ambient conditions
All specimens shall be prepared at a temperature of (23 ± 1) ˚C and a relative humidity of (50 ± 5) %.

7.1.2 Inspection requirements
Visual inspection shall be used in determining compliance with Clauses 5.2, 5.3, 5.4 and 8.

7.1.3 Method of mixing
The cement shall be prepared according to the manufacturer’s instructions. Sufficient cement shall be mixed to ensure
that the preparation of each specimen is completed from one mix. A fresh mix shall be prepared for each specimen.

NOTE 1: For encapsulated materials, more than one capsule, simultaneously mixed, may be required for certain
specimens.

7.2 Film Thickness (for luting cements only)

7.2.1 Apparatus

7.2.1.1 Two optically flat, square or circular, glass plates having a contact surface area of (200 ± 25) mm2. Each
plate shall be of a uniform thickness of not less than 5 mm.

7.2.1.2 Loading device of the type illustrated in Figure 1, or an equivalent means, whereby a force of (150 ± 2) N may 
be generated vertically to the specimen via the upper glass plate.

In Figure 1, the anvil that is attached to the bottom of the rod carrying the load shall be horizontal and parallel 
to the base. The load shall be applied smoothly and in such a manner that no rotation occurs.

7.2.1.3 Micrometer or equivalent measuring instrument, accurate to 1.25 µm.

7.2.2 Procedure
Measure to an accuracy of ± 1.25 µm the combined thickness of the two optically flat glass plates (Clause 7.2.1.1)
stacked in contact (Reading A). Remove the upper plate and place (0.1 ± 0.05) ml of the mixed cement in the center
of the lower plate, and place this centrally below the loading device (Clause 7.2.1.2) on the lower platen. Replace
the second glass plate centrally on the cement in the same orientation as in the original measurement.

10 s before the end of the manufacturer’s stated working time, carefully generate a force of (150 ± 2) N vertically
and centrally to the specimen via the top plate. Ensure that the cement has completely filled the space between
the glass plates. When at least 10 min have elapsed after the application of the load, remove the plates from the
loading device and measure the combined thickness of the two glass plates and the cement film (Reading B).

Record the difference in thickness of the plates with and without the cement film (Reading B ( Reading A) as the
thickness of the film. Repeat the test four times.

7.2.3 Treatment of results
At least four of the five results shall be below 25 µm for the material to pass the requirement included in the
Table. If only two or fewer results are below 25 µm, then the material fails the requirement. If three results are below
25 µm, test a further five specimens. To comply with the requirement, all the specimens in the second series shall be
below 25 µm.

6 ANSI/ADA Specification No. 96—2000
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7.3 Net Setting Time

7.3.1 Apparatus

7.3.1.1 Cabinet capable of being maintained at a temperature of (37 ± 1) ˚C and a relative humidity of at least 90%.

7.3.1.2 Indentor of mass (400 ± 5) g and having a flat end of diameter (1 ± 0.1) mm. The needle tip shall be cylindrical
for approximately 5 mm. The needle end shall be plane and perpendicular to the long axis of the needle.

7.3.1.3 Metal mould similar to that shown in Figure 2.

7.3.1.4 Metal block of minimum dimensions 8 mm x 75 mm x 100 mm positioned within the cabinet and maintained at
(37 ± 1) ˚C.

7.3.1.5 Aluminum foil

7.3.1.6 Timer accurate to ± 1 s.

7.3.2 Procedure
Place the mould (Clause 7.3.1.3), conditioned to (23 ± 1) ˚C on the aluminum foil (Clause 7.3.1.5), and fill to 
a level surface with mixed cement.

60 s after the end of mixing, place the assembly, comprising mould, foil and cement specimen on the block
(Clause 7.3.1.4) in the cabinet (Clause 7.3.1.1). Ensure good contact between the mould, foil and block.

90 s after end of mixing, carefully lower the indentor (Clause 7.3.1.2) vertically onto the surface of the cement
and allow it to remain there for 5 s. Carry out a trial run to determine the approximate setting time, repeating the
indentations at 30 s intervals until the needle fails to make a complete circular indentation in the cement, when
viewed using x2 magnification. Clean the needle, if necessary, between indentations. Repeat the process, starting
the indentation at 30 s before the approximate setting time, making indentations at 10 s intervals.

Record the net setting time as the time elapsed between the end of mixing to the time when the needle fails to
make a complete circular indentation in the cement. Repeat the test three times.

7.3.3 Treatment of results
Record the results of the three tests. Each result shall fail within the range specified in the Table for the material 
to fulfill the requirement.

7.4 Compressive Strength

7.4.1 Apparatus

7.4.1.1 Cabinet maintained at a temperature of (37 ± 1) ˚C and a relative humidity of at least 90%.

7.4.1.2 Split mould and plates as shown in Figure 3. The mould shall have internal dimensions (6 ± 0.1) mm high and
(4 ± 0.1) mm diameter. The mould and plates shall be made of stainless steel or other suitable material that will not
be affected by the cement. To prevent the adhesion of polyacrylic acid-based cements in these cases, the plates
should be faced with cellulose acetate sheets.

ANSI/ADA Specification No. 96—2000 7
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7.4.1.3 Screw clamps, as shown in Figure 3.

7.4.1.4 Mechanical tester that is capable of being operated at a cross-head speed of (0.75 ±0.30) mm/min or at a
loading rate of (50 ± 16) N/min.

7.4.2 Preparation of test specimens
Condition the split mould plates (Clause 7.4.1.2) and screw clamp (Clause 7.4.1.3) at (23 ± 1) ˚C. Within 60 s of the end
of mixing, pack the cement, prepared according to the manufacturer’s instructions, to a slight excess into the split mould.

To consolidate the cement and avoid trapping air, convey the largest convenient portions of mixed cement to the
mould and apply to one side with a suitable instrument. Fill the mould to excess in this manner and then place on
the bottom plate with some pressure.

Remove any bulk extruded cement, place the top metal plate in position on the mould and squeeze together. Put the
mould and plates in the screw clamp and tighten. Not later than 120 s after the end of mixing, transfer the whole
assembly to the cabinet (Clause 7.4.1.1).

One hour after the end of mixing, remove the plates and grind the ends of the specimen flat and at right angles to
its long axis. An acceptable method for doing this is to use wet 400-grade silicon carbide paper; in any event, the
abrasive should be no coarser.

Remove the specimen from the mould immediately after surfacing and check visually without magnification for 
air-voids or chipped edges. Discard any such defective specimens.

To facilitate the removal of the hardened cement specimen, the internal surface of the mould may be evenly coated,
prior to filling, with a 3% solution of micro-crystalline or paraffin wax in petroleum ether. Alternatively, a thin film of
silicone grease or PTFE dry film lubricant may be used.

Prepare five such specimens, and immediately after the preparation of each, immerse the specimen in water,
Grade 3 according to ISO 3696, at (37 ± 1) ˚C for (23 ± 0.5) h.

Calculate the diameter of each specimen by taking the mean of two measurements, at right angles to each other,
to an accuracy of ± 0.01 mm.

7.4.3 Procedure
Twenty-four hours after the end of mixing, place each specimen with the flat ends between the platens of the
mechanical tester (Clause 7.4.1.4), and apply a compressive load in the long axis of the specimen.

Record the load applied when the specimen fractures and calculate the compressive strength, C, in megapascals,
using the formula:

C = 4p
π x d2

where

p is the maximum load applied in Newtons;

d is the measured diameter of the specimen, in millimeters.

8 ANSI/ADA Specification No. 96—2000
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7.4.4 Treatment of Results
If four of the five results obtained are below the minimum strength specified in the Table, the material has failed the
test. If at least four of the five results are above the minimum strength specified in the Table, the material has passed
the test. In other cases, prepare a further 10 specimens.

To pass the test, at least 12 of the total of 15 results shall be above the minimum strength value specified in the Table.

7.5 Acid Erosion by Impinging Jet Technique
This test is intended to reflect material quality and should not be taken as an indication of possible clinical
performance.

7.5.1 Apparatus

7.5.1.1 Impinging jet apparatus. The apparatus is designed to maintain a constant jet of liquid onto the surface of the
cement specimen and is shown in Figure 4. It consists of a constant head device feeding eight separate jets of 1 mm
internal diameter with a re-circulating pump and a reservoir of approximately 10 l capacity. The flow of liquid from
each jet shall be (120 ± 4) ml/min, which may be adjusted by varying the height of the head. The apparatus is
constructed in borosilicate glass with rubber or plastic tubing for the transport of the liquid. The jet assembly may be
constructed of other materials if this is more convenient. For example, transparent plastic tubing with Luer fittings,
the jets being stainless steel tubing of 1 mm internal diameter with the corresponding Luer attachment. The specimen
moulds are of stainless steel with the dimensions as given in Figure 5. The stainless steel moulds containing the
samples are supported in eight holes in a plastic tray that is clamped in the reservoir in such a manner that each
specimen is held exactly (10 ± 0.2) mm below the end of its corresponding jet. This is accomplished most easily by
firmly clamping the constant head device in a fixed position and mounting the reservoir and specimen assembly on a
lifting device for accurate positioning beneath the jets.

7.5.1.2 Micrometer depth gauge, with a precision of ± 0.01 mm and having a needle point with a 1-mm diameter flat end.

7.5.1.3 Cabinet maintained at (37 ± 1) ˚C.

7.5.1.4 Timer

7.5.1.5 Mould as illustrated in Figure 5.

7.5.2 Reagents
(20 ± 1) mmol/l lactic acid. Using water of Grade 3 according to ISO 3696, prepare 5 l, at least 18 h before use
(this allows hydrolysis of lactone to take place). Immediately prior to use, check that the pH of the solution is (2.7 ±
0.02) and adjust if necessary with 1 mol/l sodium hydroxide solution or 1 mol/l hydrochloric acid. This reagent always
should be prepared freshly for each set of specimens being tested.

7.5.3 Preparation of the test specimen
Mix the cement according to the manufacturer’s instructions, pack to a slight excess into the mould (Clause 7.5.1.5),
and cover the ends with two metal plates. Immediately place the mould and plates in a G-clamp, screw tightly
together, and transfer the assembly into the cabinet (Clause 7.5.1.3). After 1 h, remove the plates and plane the
surface of the specimen ends (see Clause 7.4.2). Transfer the specimen into a vessel containing damp filter paper,
cover securely with an airtight lid, and replace in the cabinet for (23 ± 0.5) h to condition the specimens.

Prepare four such specimens from separate mixes.

ANSI/ADA Specification No. 96—2000 9
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7.5.4 Procedure
Immediately after the conditioning period (Clause 7.5.3), measure the depth D1 of the specimens within the moulds
with the micrometer gauge (Clause 7.5.1.2), taking the mean of at least five readings at different points on the
specimen surface. With 5 l of the lactic acid solution in the cylindrical vessel, 24 h after the start of mixing, prime
the pump of the impinging jet apparatus (Clause 7.5.1.1), and start the liquid circulating. Maintain the temperature
of the circulating liquid at (23 ± 1) ˚C throughout the test. Place the specimens in position in the test apparatus,
using a spacer to ensure that the center of each specimen lies (10 ± 0.2) mm vertically below the jet. Start the timer
and allow the apparatus to run until such time as the erosion of the specimen surface is between 0.02 mm and 1.5
mm. At this point, note the time in hours [(t ± 0.1) h] from the start of the test, and remove the specimens.

Measure the mean depth, D2, of the specimens as previously described, and calculate the rate of erosion.

7.5.5 Treatment of results
Calculate the rate of erosion R, in millimeters per hour, from the equation:

R =  
D1 - D2

t
where

D1 and D2 are as specified in Clause 7.5.4, in millimeters;

t is the time of erosion in hours.

At least three of the four determinations shall be below the rate specified in The Table for the material to pass the
test. If three or four determinations are above the rate, the material has failed the test.

If only two are below the rate, repeat the test with a further four specimens. All four of the second series shall be
below the rate specified in the Table for the material to pass the test.

Note 2: The time taken for the test will depend on the type of cement, e.g. only about 1 h may be necessary for
zinc polycarboxylate whereas at least 24 h may be required for restorative glass polyalkenoate cements.

7.6 Optical Properties
See Clause 5.4 for the application of this test.

7.6.1 Opacity (for restorative cements only)

7.6.1.1 Apparatus

7.6.1.1.1 Humidity cabinet maintained at a temperature of (37 ± 1) ˚C, and a relative humidity of at least 90%.

7.6.1.1.2 Opal glass standards with C0.70 values of 0.35, 0.55 and 0.90.1

The contrast ratio C0.70 is the ratio between the light reflected by the specimen on a black background and the light
reflected by the specimen on a white background that has a reflectance of 70%.

10 ANSI/ADA Specification No. 96—2000

1 Instructions for preparing suitable opal glass standards may be obtained from the American Dental Association, 211 E. Chicago Avenue,
Chicago, IL 60611, USA.
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