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Abstract

This document describes a method of formatting the user data channels provided within the digital audio serial
interface format (AES3). The transmission format is an adaptation of the packet-based high-level data link
control (HDLC) communications protocol and provides for the transmission of ancillary data that may or may
not be time related to the audio signal. The data rate is constant within a range of + 12.5 percent of a sampling
frequency of 48 kHz. The standard also provides a data priority and management strategy to ensure that adequate
capacity is available for downstream data insertion.

An AES standard implies a consensus of those directly and materially affected by its scope and provisions and is
intended as a guide to aid the manufacturer, the consumer, and the general public. The existence of an AES
standard does not in any respect preclude anyone, whether or not he or she has approved the document, from
manufacturing, marketing, purchasing, or using products, processes, or procedures not conforming to the
standard. This document is subject to periodic review and users are cautioned to obtain the latest edition.
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Foreword

[This foreword is not a part of AES Recommended practice for digital audio engineering ~ Format for the user
data channel of the AES digital audio interface, AES18-1996.]

This document is a revision of AES18-1992. It is a companion document to the AES digital audio interface
specification AES3, AES Recommended practice for digital audio engineering  Serial transmission format for
two-channel linearly represented digital audio data and its revisions. It is the result of a desire by users of the
interface to have a recommended format for the user data channel provided by the user bit.

In this edition, an amendment has been added to provide recommendations for coding to be used in complying
with AES18 and to complete the subclauses therein. The coding is presented in an added clause 7 and an added
annex B. An added annex C provides informative references for the coding. The coding has been developed in
cooperation with the European Broadcasting Union.

The requirement was for a system that is flexible and independent of the user application, and that can carry
message data related in time to the audio data, as well as information, such as text, that may be unrelated to the
audio data. A further requirement was for a format that treats the user data channel as a transparent carrier at
sampling frequencies in the range of 48 kHz + 12.5 percent such that a constant data rate is achieved. The
system specified is based on a widely used packet communication protocol, high-level data link control (HDLC)
(ISO Publication 3309), which is standardized in the information technology industry. The HDLC protocol has
been adapted for unidirectional transmission and to permit the accurate transmission of time-dependent
information, but the HDLC integrated circuits, which are readily available from several manufacturers, are still
able to be used. It is therefore expected that this transmission format will be easy to implement without
recourse to special hardware and will, as a result, be included as a matter of routine in commercial interface
equipment.

This document results from the work of the Working Group SC-02-04 Signal Labeling and Ancillary Data,
established by SC-02 Subcommittee on Digital Audio of the AES Standards Committee, in close collaboration
with the European Broadcasting Union (EBU).

Experimental and prototype equipment was designed and built by A. Komly and A. Viallevieille to prove and
test the system during development of the specification. Input documents were provided by R. Lagadec, G.
McNally, J. Wilkinson, A. Komly, A. Weisser, A. Viallevieille, and J. P. Nunn.

The following additional individuals participated in the preparation of the document: B. Bliithgen, R. Caine, R.
Finger, W. Foster, N. Gilchrist, A. Griffiths, R. Hankinson, T. Holman, Y. Ishida, A. Komly, R. Lagadec, P.
Lidbetter, S. Lyman, G. McNally, L. Moller, D. Queen, C. Sanchez, W. T. Shelton, A. Viallevieille, A.
Weisser, and J. Wilkinson. In addition, R. Chalmers participated in the preparation of the revision.

J. P. NUNN, Chairman
SC-02-04 Working Group Signal Labeling and Ancillary Data
1996-07

Corrigendum 2005-05-12
In table 7, message address extension byte 2, units previously shown as “ft/s” have been corrected to read
“frames/s”

Note on normative language

In AES standards documents, sentences containing the word “shall” are requirements for compliance with the
document. Sentences containing the verb “should” are strong suggestions (recommendations). Sentences giving
permission use the verb “may”. Sentences expressing a possibility use the verb “can”.
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AES recommended practice for digital audio
engineering —
Format for the user data channel of the
AES digital audio interface

1 Scope

This document specifies a recommended method of formatting the user bit of each channel of the AES digital
audio interface (AES3, AES Recommended practice for digital audio engineering  Serial transmission format
for two-channel linearly represented digital audio data). Each user data channel so formed is independent of the
user application and is primarily intended for the transmission of data associated with the audio signal, although
data unrelated to the audio signal may also be transmitted. There is no restriction on the length of messages that
may be transmitted in the user data channel. The format treats the user data channel as a transparent carrier at
sampling frequencies in the range of 42 kHz to 54 kHz, that is, 48 kHz + 12.5 percent. There is no theoretical
upper limit, but if sample rate conversion to a sampling frequency below this range is performed, data
management is to be used to avoid loss of vital data.

The document describes the method of formatting user information into packets, together with the rules for data
insertion into the multiplex and for data management. The purpose and the content of the user information for
particular applications are outside the scope of this document.

This document describes a practice for professional applications and is not intended to encompass applications
related to consumer versions of the digital audio interface.

2 Normative references

The following standards contain provisions that, through reference in this text, constitute provisions of this
document. At the time of publication, the editions indicated were valid. All standards are subject to revision, and
parties to agreements based on this document are encouraged to investigate the possibility of applying the most
recent editions of the indicated standards.

1) AES3-1992, AES Recommended practice for digital audio engineering Serial transmission format for
two-channel linearly represented digital audio data. New York: Audio Engineering Society, 1992.

2) ISO 3309, Information processing systems Data communications High-level data link control procedures
Frame structure. Geneva, Switzerland: International Organization for Standardization, 1984.

3 Definitions

3.1 transport system: Method by which messages are carried between source and destination of the
application.

3.2 address: Identification of either the destination hardware or the application. It can be combined with an
address extension.

3.3 address extension: Part of the address that extends the range of destination hardware or applications that
may be addressed.

3.4 block: Repetitive structure chosen for the transport system by the user.

3.5 continuity index: Count of the messages or packets with a given address. In this system_the count is
modulo 8, allowing up to seven missing messages or packets to be detected. This system use&@ﬁm ents

continuity index and a packet continuity index. Document Sharing Hub
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3.6 control byte: Information enabling receiving equipment to interpret and decode, successfully and
reliably, the data that follow. The control byte has four fields for a priority index, a packet continuity index,
address extension enable, and link bits.

3.7 cyclic redundancy check code (CRCC): See 3.8.

3.8 frame check sequence (FCS): Two bytes formed mathematically from the packet information that are
added to the packet to provide forward error detection.

3.9 high-level data link control (HDLC): Internationally standardized protocol for the transmission of
messages based on packets.

3.10 frame level: Level of the transport system where the packets are formed into HDLC frames.

3.11 HDLC frame: HDLC packet after it has been channel coded, with the addition of the frame check
sequence and the limit flags (ISO Publication 3309 [3]).

3.12 HDLC frame flag: Unique code at the physical level, which identifies the start and end of an HDLC
frame.

3.13 justification bits: Bits left unused in the user data channel to allow the system to operate between
audio sampling frequencies 42 kHz and 54 kHz without losing information. The number of justification bits
varies dynamically with the audio sampling frequency.

3.14 A0: Least significant bit (LSB) of a byte. It is transmitted first on this serial transmission system.

3.15 message level: Level of the transport system where the messages are received from the application
and processed so that they can be formed into packets. At the receiver packets are processed, reformed into
messages, and passed to the application.

3.16 packet: Sequence of bytes comprising address and optional address extension bytes, control byte, and
message segment.

3.17 A7: Most significant bit (MSB) of a byte. It is transmitted last on this serial system.

3.18 packet level: Level of the transport system wherein the self-contained packets that comprise the
message are formed.

3.19 physical level: Level of the transport system wherein the frames are channel coded and inserted into
the user data channel of the digital audio interface.

3.20 priority index: Number chosen by the user by which a priority is assigned to a packet or message.
Four priority levels have been provided.

3.21 repetition index: Number chosen by the user which controls the number of times each packet of a
message is repeated.

3.22 segment: Part of the message after the message has been split up. The segment will form the
information field of the packet.

4 General description

4.1 Messages

The digital audio interface specified in AES3 is primarily intended to allow the transmission of aBo@um ents

between digital audio equipment. The present document specifies a system by which the u'ei dat:. channel of the )
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interface can be used to transport a wide variety of messages along with the audio data. The messages can come

from many different applications, scripts, subtitles, editing information, copyright, performer credits,

downstream switching instructions, and so on. The application can be freely chosen and defined by the user, and

the messages that are sent can be of many different types.

NOTE The interface specified in AES3 is also specified in European Broadcasting Union (EBU)
Tech 3250, IEC 958, and ITU-C 647. See annex C.

4.2 Transport system

The transport system described is based on a widely used protocol, high-level data link control (HDLC),
complying with ISO 3309, which is a standard in the information technology industry. In general the HDLC
system is capable of handling messages in two directions, but in this system it is only used in one, the same
direction as the audio signals. Integrated circuits, available from several manufacturers, support the HDLC
protocol. These often take the form of the HDLC interface combined with a microprocessor and a local interface
to the message receiving or sending system.

4.3 Packets

Digital audio signals are likely to be repeatedly processed and passed between different equipment. The messages
that the user would like to accompany the audio signals are likely to grow at successive stages in the program
chain. This transport system allows downstream equipment to remove or add messages in the channel, provided
there is enough capacity. Each message is sent as one or more packets, depending on its length. Each packet
carries the address of its destination. This allows a receiver to read only those messages addressed to it. A large
number of addresses is available, and the system puts no restriction on the user as to how or for what purpose
the messages are used.

4.4 Features

4.4.1 Messages

The transport system can be used to carry a wide variety of information. Messages can be of any length; they
can be time critical or not.

4.4.2 Multiplexing

The transport system can carry simultaneous messages from different applications, subject to the maximum bit
rate provided by the interface. The system allows the user to insert messages at any point of the chain. The
messages can have different priority levels, which affect the speed and frequency with which the parts of a
message can be inserted.

4.4.3 Bit rate

The transport system is based on packets and can be used with any audio sampling frequency. For audio
sampling frequencies within the range of 48 kHz +12.5 percent, which includes 44.1 kHz, it provides a constant
data rate. This is achieved by inserting justification bits at sampling frequencies above 42 kHz.

4.4.4 Synchronization

The transport system allows the user data channel to become a self-contained transmission channel that is
independent of the audio signal block structure. However, the channel can easily be synchronized to an external
signal such as a time code clock or a video frame rate if this is required by the user.

4.4.5 Error detection

The transport system includes error checking to allow detection of any corruption of the data in the messages.
The user can safeguard important messages by instructing the transport system to repeat every packet
automatically, or to repeat the message itself.

4 4.6 Efficiency

The system has an efficiency that is the ratio of the application data bit rate to the total bit rate of t
channel. The system needs a certain amount of overhead bit rate to provide addressing: packot idgtggtlegri:n ents
Document Sharing Hub
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error detection, justification, and so on. The percentage amount of this overhead varies predominantly with the

length of the message and, to a lesser extent, with the block length. The efficiency can be as high as 60 percent

with a block length of 40 ms and a sampling frequency of 48 kHz. A 70 percent efficiency is achievable with

the same block length and a sampling frequency of 44.1 kHz because fewer justification bits are required.

5 Data formatting

5.1 Application level

The messages are generated by the application and are then passed to the transport system together with the
other parameters that the transport system uses to process the messages. The parameters are:

a) destination address;
b) priority index;
¢) repetition index.

5.1.1 Destination address

The application shall provide a destination address. It is either 1 byte long, or 2 bytes if an address extension is
used. The use of the address and address extension bytes is described in clause 7

5.1.2 Priority index

The priority index shall be chosen by the user according to the urgency of the message. It is one of four
possible levels and determines either the maximum delay before the message is sent, or how quickly the
message is sent if it is a long message. The priority system is described in more detail in 5.2.2.

5.1.3 Repetition index

The repetition index shall control how many times each packet of the message shall be repeated by the
transport system. The repetition index can have any value, but to minimize the system loading, a repetition
index between 0 and 5 is recommended. The whole message can also be repeated by the application.

5.1.4 Message
The message content shall be treated as a binary signal, and it can be of any number of 8-bit bytes.

5.2 Transport system

The transport system shall receive the message data from the application level and processes them so that they
can be transmitted in the user data channel. The data formatting shall be carried out on four levels (figure 1):

a) message level;
b) packet level,
¢) frame level;

d) physical level.

Each level has its own function, and all the levels together ensure the correct formatting of the data to allow
them to be transported.

5.2.1 Message level

The message level (figure 1, step 1) shall receive the message from the application together with the other
parameters listed in 5.1. It shall add a header to the message and then divide the message, including the header,
into segments, which will be transported separately. Finally the message level shall pass on the segments,
together with the parameters, to the packet level.
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The message header (figure 2) shall contain information on the message length and a message continuity index.
The header is either 1 or 2 bytes long, depending on the length of the message. A message length format bit in
the first byte signals whether the second byte, the message length extension, is used.

Application level

Provides: Message

+ oddress (+ address extension)

+ priority index
+ repetition index

Message level

Step 1:  oddition of message header (H) containing: | H Messoge
tength indicator + messags continuity index | | | ._____l_ | |
| | | | |
Step 2@ Segmentation # ‘ §i I #n J
| | | |
Packet level | ! : } { ‘
Step 3:  Formation of packets l A | c | 3 I # I | I | |
Segment + address A (+ address extension E) : : : :
+ control byte C containing ! priority, o | | | ]
bits + I ]
continuity index LA I ¢ | £ | ¥ | : :
| l | |
I | | I
|
| oG
Frame level : |
Step 4 Formation of HDLC frames L l l
packet + HOLC flags (F) l F \ A ‘ c | E | fi l FCS ‘ F l
+ FCS _
Physical level HOLC frame
Step 5. Transmission
HDLC frames as NRZ dato using user data chonnel ’
Figure 1 — Main steps in data formatting
Message Message
header A { 1 |
a) Message with header
= Message continuity index
+ Message length format bit
————= Messoge length code (number of bytes)
( 1 | 1
A7 A0 | A7 Message fength extension A0
1 1 1 | | ] | | | L |
Byte 0 Byte 1 (optional)
b) Message header
Figure 2 — Message level
52.1.1.1 Message header: byte 0 (A7, MSB to A0, LSB)
Documents

a) Bits A7, A6, A5: message continuity index

Full document details: AES 18 2019
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The 3-bit continuity index is a modulo-8 count of the messages sent by an application. A7 is the

MSB. The receiver can use this index to detect any loss of messages. Each application shall have its

own continuity index. However, when a message is repeated under the control of the repetition index,

the message continuity index does not change (see 5.2).

b) Bit A4: message length format

0: The header is 1 byte long
1: The message length extension byte is used and the header is 2 bytes long.

c) Bits A3, A2, Al, AO: message length code, most significant bits

These bits indicate the length of the message. The precise use is described in 5.2.1.2.

5.2.1.1.2 Message header: byte 1 (A7, MSB to A0, LSB) (optional)
Bits A7 to AO: message length extension code
These bits allow the length code of the message to be extended as described in 5.2.1.2.

5.2.1.2 Message length coding

The messages can be any length. The different message lengths shall be coded in one of three ways, according to
length. (Note that the message length does not include the message header byte or bytes.)

5.2.1.2.1 If the length of the message is less than or equal to 15 bytes, the message header shall be 1 byte
long because the message length can be given by the 4-bit message length code (header byte 0, bits A3 to AO).
The message length format bit (header byte 0, bit A4) is set to logic 0.

5.2.1.2.2 If the length of the message is greater than 15 bytes but less than or equal to 4094 bytes, the
address extension byte shall be used and the message length shall be coded by 12 bits (header byte 0, bits A3 to
AO plus the extension byte, header byte 1, bits A7 to AO). The message length format bit of the byte 0 shall be
set to logic 1.

5.2.1.2.3 If the message length is greater than 4094 bytes or unknown, the message length shall be coded as
4095 (FFF hex).

5.2.1.3 Segmentation

The message, complete with its header, shall be divided into segments of 16 bytes or less if it is the last or only
segment (figure 1, step 2). The header shall always be part of the first segment.

5.2.2 Packet level

The packet level shall assemble the segments into packets (figure 1, step 3). From the message level it shall
receive:

a) the segments of the message;
b) the parameters that were passed on from the application:

1) the address (and the address extension if there is one);
2) the priority index;
3) the repetition index.

Each packet (figure 3a) shall be formed from one segment of the message with the addition of an addsgss byte. a
control byte, and an address extension byte if present. The segment shall become the inforniation &MQ 1ents

packet. Document Sharing Hub

2019-08-24 printing
Full document details: AES 18 2019


http://www.avadocuments.com/doc/aes-18-2019
http://www.avadocuments.com/doc/aes-18-2019

AES18-1996 (s2019)
10

The segment, the address byte, and the address extension byte shall be inserted into the packet exactly as they are
received from the message level.

=~ Address byte

*= Control byte
— = Address extension byte (optional)

S 16 bytes
A B c information field
a) Packet
#= |ink bits
= Address extension bit
== Packet continuity index
|—> Priority index
I 1 l 1 | 1
A7 AO
1 | 1 |

b) Control byte

Figure 3 — Packet level

5.2.2.1 Control byte

The control byte shall be generated at the packet level and shall be 8 bits long (A7, MSB to A0, LSB), divided
into 4 fields [figure 3(b)].

a) Bits A7, A6: link bits

1 0: The packet is the first or only packet of a message.
(This packet always contains the message header.)
0 1: The packet is the last packet of a message that is two or more packets long.
0: The packet is an intermediate packet of a message that is three or more packets long.
1 1: Reserved for system packet identification (see 5.2.1).

b) Bit A5: address extension bit

0: There is no address extension byte.
1: There is an address extension byte.

c) Bits A4, A3, A2: packet continuity index

The packet continuity index, a modulo-8 count of all the packets, shall be sent with the same address
defined by an application. A4 shall be the MSB. This allows the receiver to detect if a packet is
missing from a message.

When a packet is successively repeated, under the control of the repetition index. the gqckengglutments
index shall not change. Document Sharing Hub
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d) Bits A1, AO: priority index

0: Priority index O (lowest);
1: Priority index 1;
0: Priority index 2;
1: Priority index 3 (highest).

—_——_— O O

The priority index shall be set by an application (see 5.1.2).

5.2.2.2 Packet level repetition

After the packets are formed, they shall be repeated as many times as defined by the repetition index and passed
on to the frame level.

5.2.3 Frame level

The frame level shall receive the packets and construct the frames (figure 1, step 4), which are inserted into the
user data channel. The frames use the high-level data link control (HDLC) structure. A frame (figure 4)
comprises:

a) beginning flag: (01111110) (7E hex);

b) packet;

c¢) frame check sequence (a cyclic redundancy check);
d) ending flag: (01111110) (7E hex).

When a series of packets is transmitted, the end flag of one frame may be the start flag of the next frame. The
HDLC frame is defined in ISO 33009.

FCS: frame check sequence

P(x)=x"+x%+x+ 1

L

Flag Packet FCS Flag
01111110 (CrcC) 01111110
HOLC frame
Figure 4 — Frame level

5.2.4 Physical level

The physical level (figure 1, step 5) shall be the serial transmission of the encoded frames at a bit rate equal to
the audio sampling frequency.

5.2.4.1 Data coding

The data in the packet part of each frame, including the FCS, shall be coded to insert one extra logic O after
every sequence of five logic 1’s (figure 5). Sequences of six logic 1’s are therefore available to flag
unambiguously the beginning and the end of a new frame, because this pattern cannot occur in data. The flag is
the byte (01111110) (7E hex).

When there are at least seven consecutive logic 1’s, the link shall be in the idle mode. This proceduye is full

described in ISO 3309. ocuments
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5.2.4.2 Data transmission

The frames shall be transmitted in the user data channel (U) of the digital audio interface (AES3) as non-return-
to-zero (NRZ) signals.

The use of this transport system shall be signaled in the channel status channel (C) of the interface (channel
status byte 1, bits 4 to 7).

The least significant bit of each byte shall be transmitted first.

Bit sequence before coding : 01011111:10011011111:00

Bit sequence after coding : 01011111:]10011011111:5]00

‘— Zero insertions —I

HOLC flag : 01111110

Figure 5 — HDLC channel coding

6 Channel management

The system described so far is able to transmit messages, but no special provision is made for inserting
messages in downstream equipment or for resolving any conflicts of priority. The channel management system
is provided to control these functions. It defines

a) channel formatting and block structure;
b) channel description system;
c) rules for inserting the data packets.

6.1 Channel formatting

The data flow in the user data channel shall be divided into repetitive structures called blocks. The block
structure is shown schematically in figure 6.

Start of . End of
block block
L. block ]
i L
111 e 110 SP FF Packet FF Packet FFI11111..110 SP :|
Free space

SP : system packet FF : HDLC frame flag

Figure 6 — Block structure

6.1.1 Block rate and length

The block structure can be synchronized to an external event and the user can set the repetition rate of the blocks

to suit the application. Recommended repetition rates are shown in table 1. Any other repetition rate can,

however, be defined by the user (see 6.2.1.3). These block rates are independent of the audio sampling frequency
d will contain different numbers of bits at different audio sampling frequencies.
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Normally the number of bits in a block will be constant. However, in some cases it will be impossible to

provide a constant number of bits in the blocks. For example, using the National Television Systems

Committee (NTSC) frame rate with an audio sampling frequency of 48 kHz, there are 8008 audio samples every

5 video frames. Because the number 8008 is not a multiple of 5, it would be necessary to have variable block

lengths.
Table 1 — Recommended repetition rates
Blocks per second Duration Remarks
ms
2 500
5 200
24 41.67 | Film frame rate
25 40 Phase alteration line-rate (PAL), sequential color with memory
(SECAM), or 1250/50 high-density television (HDTV) frame rate
29.97 33.37 | NTSC frame rate
30 33.33 | 1125/60 HDTV frame rate
33.33 30 Digital audio tape (R-DAT) frame rate
100 10 Shortest practical block

6.1.2 Block start

A block start shall be identified by a logic O which follows at least 7 logic 1’s and is terminated by at least 7
logic 1’s which are the logic 1°s before the first logic 0 of the following block. This logic O is defined as the
first bit of the block. The HIGH to LOW transition that follows the sequence of logic 1’s is considered the
beginning of the block (figure 6).

6.2 Channel description

The channel shall be divided into blocks. The start of each block is indicated by the block start sequence
described in 6.1.2.

Following the block start sequence, an optional system packet may be added which describes the block length
and controls the data insertion. The system packet can have an information field that can be used to carry system
data.

6.2.1 System packet

The system packet shall contain an address byte, a control byte, an optional address extension, a descriptor byte,
and an information field, which can contain up to 15 bytes [figure 7(a)].

The address FF (hex) shall always be used for the system packet and shall be restricted to the system packet to
permit easy identification.

6.2.1.1 Control byte of system packets

The control byte of a system packet (A7 to AO) [figure 7(b)] shall have a structure different from the control
bytes described in 5.2.2.1 for normal packets.

a) Bits A7, A6: system packet identification
1 1: This code is always used and identifies the packet as a system packet.
b) Bit A5: address extension bit

0: There is no address extension.
1: There is an address extension (see 6.2.1.2). Reserved and shall not be used.

c) Bit A4: reserved and shall not be used at present; set to logic 0.
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