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The AES Standards Committee is the organization responsible for the standards program of the Audio
A U D I O Engineering Society. It publishes technical standards, information documents and technical reports. Working

groups and task groups with a fully international membership are engaged in writing standards covering fields
that include topics of specific relevance to professional audio. Membership of any AES standards working
group is open to all individuals who are materially and directly affected by the documents that may be issued
under the scope of that working group. Complete information, including working group scopes and project
status is available at http://www.aes.org/standards. Enquiries may be addressed to standards@aes.org

A standards document may be considered for "stabilized" status if it has continuing value but there is no
requirement or available expertise to revise it. Any person may, at any time, propose a revision of any
stabilized standard, subject to the same criteria and procedures as for new project initiations. If accepted, the
project shall be assigned to the appropriate subcommittee and working group for development in the same way

as for any other project. See AESSC Rules, clause 17.
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AES26-2001 (r.2011)
Revision of AES26-1995

AES recommended practice
for professional audio
Interconnections —
Conservation of the polarity of
audio signals

Published by
Audio Engineering Society, Inc.
Copyright ©2001 by the Audio Engineering Society

Abstract

This document standardizes the polarity of the signals at the various interface points between different items of
equipment, in particular from the acoustical, electrical, mechanical, digital, and magnetic aspects. Each item of
equipment complies separately with the polarity requirements for the input and output signals.

An AES standard implies a consensus of those directly and materially affected by its scope and provisions and is
intended as a guide to aid the manufacturer, the consumer, and the general public. The existence of an AES standard
does not in any respect preclude anyone, whether or not he or she has approved the document, from manufacturing,
marketing, purchasing, or using products, processes, or procedures not in agreement with the standard. Prior to
approval, all parties were provided opportunities to comment or object to any provision. Attention is drawn to the
possibility that some of the elements of this AES standard or information document may be the subject of patent
rights. AES shall not be held responsible for identifying any or all such patents. Approval does not assume any
liability to any patent owner, nor does it assume any obligation whatever to parties adopting the standards
document. This document is subject to periodic review and users are cautioned to obtain the latest edition.
Recipients of this document are invited to submit, with their comments, notification of any relevant patent rights of
which they are aware and to provide supporting documentation.
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Foreword

[This foreword is not a part of AES recommended practice for professional audio interconnections— Conservation
of the polarity of audio signals, AES26-2001.]

Foreword to original edition

In the early days of audio engineering, it was seldom thought necessary to pay attention to the polarity of audio
signals, but since the introduction of multichannel techniques, and in particular stereophony, this has become
essential in order to permit the satisfactory combination of signals from different sources. Conservation of polarity
on a local basis is easy to achieve in isolation, but the satisfactory interconnection of equipment obtained from the
manufacturers that supply an international market requires international standardization. For this reason, the AES
has prepared this standard, which is concerned only with polarity, and not, for example, with signal levels,
impedances, or mechanical characteristics of the connections within audio systems. It is based partially on EBU
Technical Recommendation R 50-1990 (E), Conservation of the Polarity of Audio Signals in Radio and Television
Production Installations, and is completely consistent with the technical requirements of that document except as
specifically noted here.

In order to ensure that the correct polarity is maintained throughout the audio production chain, it is necessary to
standardize the polarity of the signals at the various interface points between different items of equipment, in
particular from the acoustical, electrical, mechanical, digital, and magnetic aspects. Each item of equipment should
comply separately with the polarity requirements for the input and output signals.

The writing group that drafted the first edition of this document (1995) consisted of Andrew J. Condon, Neal E.
Edwards, Gary H. Hedden, Irving L. Joel, James P. Jordan, Stanley P. Lipshitz, Edward M. Long, John G.
McKnight, Cal Perkins, Daniel Queen, Saul A. Walker, Bernhard A. Weingartner, Conrad J. White, and John M.
Woodgate.

John G. McKnight, chair
AESSC SC-05-01 Working Group on Conservation of Polarity
1994-06-01.

Foreword to second edition

The writing group of SC-05-01 that drafted the second edition of this document consisted of J. Brown, R. H.
Campbell, G. H. Hedden, I. L. Joel, E. M. Long, J. G. McKnight, B. Olson, D. Prince, R. Rayburn, J. Schmidt, B. A.
Weingartner, C. J. White, and J. M. Woodgate.

J. G. McKnight, chair

J. Schmidt, vice-chair

SC-05-01 Working Group on Polarity
2001-03-08

Note on normative language

In AES standards documents, sentences containing the verb "shall" are requirements for compliance with the
standard. Sentences containing the verb "should" are strong suggestions (recommendations). Sentences giving
permission use the verb "may." Sentences expressing a possibility use the verb "can." The decimal point isacomma
except in coding, where it is a period.
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