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Abstract 
 
This document focuses on the measurement of audio quality specifications in a PC environment. Each specification 
listed has a definition and an example measurement technique.  Also included is a detailed description of example 
test setups to measure each specification. 
 
 
An AES standard implies a consensus of those directly and materially affected by its scope and provisions and is 
intended as a guide to aid the manufacturer, the consumer, and the general public. An AES information document is a 
form of standard containing a summary of scientific and technical information; originated by a technically competent 
writing group; important to the preparation and justification of an AES standard or to the understanding and 
application of such information to a specific technical subject. An AES information document implies the same 
consensus as an AES standard. However, dissenting comments may be published with the document. The existence 
of an AES standard or AES information document does not in any respect preclude anyone, whether or not he or she 
has approved the document, from manufacturing, marketing, purchasing, or using products, processes, or procedures 
not conforming to the standard. Attention is drawn to the possibility that some of the elements of this AES standard 
or information document may be the subject of patent rights. AES shall not be held responsible for identifying any or 
all such patents. This document is subject to periodic review and users are cautioned to obtain the latest edition and 
printing. 
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Foreword 
 
[This foreword is not a part of AES information document for digital audio — Personal computer audio quality 
measurements, AES-6id-2000.] 
 
This document was prepared by a writing group of the SC-02-01 Working Group on Digital Measurement 
Techniques of the SC-02 Subcommittee on Digital Audio. Steven Harris headed the writing group. 
 
The text of the Crystal Audio Division of Cirrus Logic, Inc. version 1.0 paper on measurement of PC audio was used 
to create the first proposed working group draft of this document. The working group felt that the wide-spread use of 
the Cirrus paper in the computer industry warranted the preparation an AES document based on it.. AES documents 
are subject to due process based on AES procedures and receive a public review. Their format is based on the IEC-
ISO Directives, Part 3, which may be downloaded from www.iec.ch. 
 
Initial discussions revealed that a full consensus on all provisions of the first proposed draft would not be possible. 
The group chose, therefore, to prepare an information document rather than a standard. An AES information 
document, while formatted in the same style as a standard, does not require full consensus for publication. Instead, 
public comments that cannot be resolved may be published in an informative annex to the document. In this manner, 
the information becomes quickly available for use in the industry while questions regarding particular provisions are 
made available for consideration by users. The comments are compiled in annex D at the end of this document. 
 
The document remains under continuous review under project AES-6-id-R assigned to the SC-02-01 working group. 
It may be amended by following AESSC due-process procedures which require the same public review before 
publication as a new standard. Participation in this process is open to all directly and materially affected individuals 
who join the working group in the manner described at www.aes.org/standards/. 
 
The document does not suggest performance limits. Such limits for some of these measurements are suggested in, for 
example, Microsoft PC-2001, Intel’s AC ‘97, and in the MPC3 specification. 
 
Richard Cabot, chair SC-02-01 
Chris Travis, vice-chair SC-02-01 
2000-02-20 
 
Foreword to 2006 revision 
There have been many improvements in PC audio since the original AES-6id document was published. This revision 
of AES-6id includes substantial updates that reflect the improvements in the PC sound sub-system, as well as some 
updates based on many real world measurements. I would like to thank Wayne Jones and Thomas Kite for their 
contributions to this revision, and all the SC-02-01 committee members who submitted valuable comments. 
 
Steve Harris, Chair, SC-02-01 
2006-08-13 
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AES information document 
for digital audio - 

Personal computer 
audio quality measurements 

 

1  Scope 
This document focuses on the measurement of audio quality specifications for devices used in or connected to a 
personal computer (PC). Each specification listed has a definition and an example measurement technique.  Also 
included is a detailed description of example test setups to measure each specification. Information on signal paths 
and weighting filters is given in annexes. 

2  Normative references 
The following standard contains provisions which, through referenced in this text, constitute provisions of this 
document. At the time of publication, the edition indicated was valid. All standards are subject to revision, and 
parties to agreements based on this document are encouraged to investigate the possibility of applying the most 
recent editions of the indicated standards. 
 
AES17-1997, AES standard method for digital audio engineering — Measurement of digital audio equipment. NY: 
Audio Engineering Society, Inc., (1997, reaffirmed 2003). 

3  Definitions 
3.0 Personal Computer (PC) 
A computer designed for use by an individual in the form of a desktop or notebook. In this context, a “PC audio 
device” is what is commonly called a “sound card”, which may be an externally-connected device, or a mother-board 
audio implementation. 
 
3.1 Signal Paths 
A PC audio device has several signal paths that should be characterized independently and in various combinations. 
The following definitions describe the common paths present in most PC audio devices.  Also see annex B for a more 
detailed description of each path and block diagrams. 
 
3.1.1 Playback (D-A) Path 
The path from the internal PC bus routed through the digital-to-analog converter, the Playback Mixer, and out 
through the analog output amplifier. Digital signals may be present on the PC bus by playing or streaming a Wave 
file from hard disk or PC memory or by routing a signal from the digital input to the PC bus. 
 
3.1.2 Analog Loop (A-A) Path 
The path from the analog input amplifier, routed through the Playback Mixer, and back out through the analog output 
amplifier. Several analog inputs may exist such as: Line Input, Microphone Input, Auxiliary Input, CD Drive Input, 
Telephone Modem (TDA) Audio, and others.  
 
3.1.3 Record (A-D) Path 
The path from the analog input amplifier, routed through the Record Mixer, and through the analog-to-digital 
converter to the PC bus. The digital signal on the PC bus may reside in memory or be streamed to hard disk. 
Alternatively, the digital signal on the PC bus may be routed out to the digital output. Several analog inputs may exist 
such as: Line Input, Microphone Input, Auxiliary Input, CD Drive Input, Telephone Modem (TDA) Audio, and 
others. 
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3.1.4 Record-Play Loop (A-D-PC-D-A) Path 
This is a combination of the Record and Play paths through the PC bus. The signal path is from the analog input 
amplifier, through the Record Mixer, through the analog-to-digital converter to the PC bus, through the digital-to-
analog converter, the Playback Mixer, and back out through the analog output amplifier.  
 
3.1.5 Digital Loop (D-D) Path 
The path from a digital input, through the PC bus, and returning out via the digital output. These inputs and outputs 
are as specified in IEC 60958-3 and also sometimes called S/PDIF. Note that AES-3id specifies an unbalanced digital 
interface, also with a 75 Ω impedance, but with professional status bits and 1.0 Vpp signal level. Most consumer 
sound cards use the 0,5 Vpp signal level specified by IEC 60958-3. 
 
3.2.1 Record Mixer 
The input or record user interface part of the driver associated with a PC audio device.  It is mostly associated with 
the analog paths although it occasionally includes some controls for digital paths. This mixer will typically have 
several faders, one for each analog, and sometimes digital, input.  These faders are used to set level for the particular 
input. Faders are not generally calibrated and it is not usually possible to set specific gain conditions, including unity 
gain. Typically, associated with each input is an enable or mute check box that will turn the input on or off. In most 
consumer PC audio devices, these check boxes are mutually exclusive thereby making this “mixer” actually a one-of-
several multiplexer.  
 
3.2.2 Playback Mixer 
The output or playback user interface part of the driver associated with a PC audio device. Like the record mixer, it is 
mostly associated with the analog paths although occasionally it includes some controls for digital paths. This mixer 
will typically have several faders, one for each analog, and sometimes digital, output.  These faders are used to set 
level for the particular source. Faders are not generally calibrated and it is not usually possible to set specific gain 
conditions including unity gain. Typically, associated with each input is an enable or mute check box that will turn 
the input on or off. It is generally possible to have more than one signal source active at a time with relative levels of 
the active sources set by the respective faders.  
 
3.3 Wave file (.wav) 
A Wave file is a file format for transferring digital audio data between systems of different type and manufacture. It 
may reside in PC memory or on hard disk. The audio signal may be stereo or mono program material or test signals. 
The header of this file identifies the characteristics of the file including sample rate, stereo or mono, bit depth, etc. 
This type of file has the extension “.wav”. 
 
3.4 Full-scale amplitude (digital) 
Root-mean-squared (rms) amplitude of a 997 Hz sine wave in the digital domain whose positive peak value reaches 
the positive digital full scale, leaving the negative maximum code unused. 
 
3.4.1 Decibels, full-scale (dB FS) 
Digital signal rms amplitude expressed as a level in decibels relative to full-scale amplitude (20 times the common 
logarithm of the amplitude over the full-scale amplitude). Note that dB FS expresses a signal level of a digital signal 
and should not be used to express the signal level of an analog signal. 
 
3.4.2 Percent, full-scale (% FS) 
Digital signal rms amplitude expressed as a percentage of full-scale amplitude (100 times the amplitude over the full-
scale amplitude) 
 
3.4.3 Maximum signal level (analog) 
0,5 dB lower than the analog signal rms amplitude of the highest undistorted signal level that is possible in an analog 
signal path. Undistorted in this context shall mean not to exceed -40 dB THD+N (1 % THD+N). See also annex B for 
additional discussion. 
 
3.4.4 Full-scale input voltage (FSIV) 
RMS voltage level of the maximum analog signal level at the input of an analog-to-digital converter such that the 
THD+N ratio measured at the output of the converter does not exceed -40 dB. 
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3.4.5 Full-scale output voltage (FSOV) 
RMS voltage level of the analog output signal from a digital-to-analog converter with a digital input consisting of a 
997 Hz sine wave input whose positive peak value reaches the positive digital full scale.  
 

Note: some devices may not able to handle a signal with an amplitude this high. In this case, 0,5 dB 
below the maximum signal level that just reaches -40 dB THD+N will be used. See the explanation 
in annex C. 

 
3.4.6 Reference signal level 
Signal amplitude used for ratio-metric computations such as dynamic range and signal-to-noise ratio. A Reference 
Signal Level of 0 dBr will be the Maximum signal level or, if it can be achieved, Full-scale amplitude. 
 
3.4.7 dBr 
A signal level referred to a reference signal level. Used for measurements involving ratio such as dynamic range.  
0 dBr for dynamic range measurements is determined as specified in the maximum signal level definition.  
 
3.5 Frequency response 
Variation in output rms signal level, relative to the level at 997 Hz, as the frequency is varied. 
 

Note: Amplitude limits or amplitude corners are required to define frequency response and are 
usually set at either ± 1 dB or ± 3 dB. 

 
3.6 Total Harmonic Distortion plus Noise (THD+N) 
THD+N is expressed as 20 times the log10 of the ratio of the rms amplitude of all signal harmonics plus noise within 
the measurement bandwidth, to the rms amplitude of the test signal, expressed in dB. 
 

Note 1:  It is important to include all non test-signal frequencies, not just multiples of the test signal 
frequency, since converters may generate aliased components anywhere in the measurement 
frequency band. The THD+N measurement is easier to perform than THD, since the only 
requirement is to filter out the test tone and then perform a broadband measurement of the residual, 
rather than perform a spectral analysis (see D.4).  
Note 2:  THD+N measurements are dependent on test signal amplitude; therefore, the test signal 
amplitude relative to the Reference Level should be listed with THD+N measurement results. 

 
3.7 Intermodulation Distortion (IMD) 
A measurement of the distortion produced by the interaction of two or more test signals. The most common 
technique is to use a test signal composed of two sine waves and measure the sum and difference products produced. 
The two sine waves are typically near the upper band edge, commonly 18 kHz and 20 kHz (for analog circuits) or 
17,987 Hz and 19,997 Hz (for digital circuits). The difference product at 2 kHz (2,02 kHz digital) is measured and its 
amplitude as a ratio of the averaged rms levels of the two high frequencies expressed as the magnitude of IMD. This 
technique, unlike THD+N, permits valid distortion measurements near the upper band edge of a device. 
 
3.8 Dynamic range (DR) 
20 times the logarithm of the ratio of the Reference Signal Level to the rms noise floor within the measurement 
bandwidth, expressed in dB. The measurement must be made in the presence of signal. 
 

NOTE: This specification is sometimes referred to as signal-to-noise ratio (SNR) in the presence of 
a signal. The label SNR should not be used because of industry confusion over the exact definition. 
SNR is often used to indicate signal-to-noise ratio, with the noise level being measured with no 
signal. This can often give an optimistic result because of muting circuits, which mute the noise 
when no signal is present. 

 
3.8.1 A-weighted dynamic range (DRA) 
20 times the logarithm of the ratio of the signal Reference Level to the A-weighted rms noise floor in the presence of 
signal, expressed in dB.  See D.2 
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3.8.2 ITU-R BS.468-4-weighted dynamic range (DR-ITU) 
20 times the logarithm of the ratio of the signal Reference Level to the ITU-R BS.468-4-weighted rms noise floor in 
the presence of signal, expressed in dB (see D.3) 
 
3.9 Continuous power 
Average power into a specified load using a 997-Hz sine wave played at the full-scale output voltage 
 

NOTE: This specification is only required when the line output jack is used to drive headphones or 
loudspeakers directly. 

 
3.10 Cross-talk between signal channels 
Leakage of information from one channel to another, expressed as 20 times the log10 of the ratio of the amplitude of 
the test signal measured at the output of one channel versus the amplitude of the leakage of the test signal into an 
undriven channel with its input terminated.  
 
3.11 Interchannel Phase Difference 
Interchannel phase response is the phase difference between a designated reference channel and all other channels. 
The phase differences between every other channel and the reference channel shall be reported in degrees as a 
function of frequency.  
 
3.12 Passband Ripple 
A measurement of the amplitude variation caused by anti-aliasing and reconstruction filters associated with analog-
to-digital and digital-to-analog converters. See annex E for additional details. 
 
3.13 Sampling Frequency Accuracy 
Comparison of the actual sampling frequency to the theoretical sampling frequency expressed in Hz or percent. For 
example, if the theoretical sampling frequency is 48 000 Hz but the measured sampling frequency is 48 001,45 Hz, 
the error is 1,45 Hz or 0,003 02 %. 
 
3.14.1 Interface jitter 
Deviation in timing of interface data transitions (zero crossings) expressed in Unit Intervals (UI) when measured with 
respect to an ideal clock.  See AES3 and IEC 60958-1 for a definition of Unit Interval. 
 
3.14.2 Intrinsic jitter 
Output interface jitter of a device that is either free running or is synchronized to a jitter-free reference.  Expressed in 
Unit Intervals (UI).  See AES3 and IEC 60958-1 for a definition of Unit Interval. 

4 Measurement techniques 

4.0 General 

This section is a general description of measurement techniques for all of the measurements defined in this 
document. Included are recommendations for obtaining most accurate results, discussions of possible sources of 
errors, and suggestions for how to avoid these errors.  
 
All digital test signals should be properly dithered. The dither signal should be a random or pseudorandom sequence 
having triangular probability density and a peak-to-peak amplitude of 2 least significant bits (which is ± 1 LSB) of 
the digital audio word length. The power spectral density of the noise should be flat, that is constant per unit 
bandwidth (white) to the upper band-edge frequency of the measured bandwidth. 
 
For specific information on how to perform tests on PC audio devices including a step-by-step procedure, see 6. 
 

NOTE: These measurement techniques are based on the normative reference AES17-1998 (r2004) 
and the informative references Audio Precision Audio Measurement Handbook and the EIAJ CP-
307 CD measurement standard (see annex A).  
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4.1 Electrical specifications 
To completely characterize a PC audio device, the following measurements shall be made: 
 

a Determination of reference levels, 
b Frequency response (FR), 
c Total harmonic distortion plus noise (THD+N), 
d Dynamic range (DR), 
e (optional) Intermodulation distortion (IMD), 
f Interchannel crosstalk, 
g Interchannel phase difference, 
h Continuous power (if a speaker or headphone output is provided), 
j Noise level during system activity; 
k Sampling frequency accuracy, 
l Passband ripple, 
m Microphone bias voltage and current (if a microphone input is provided), 

 
If a digital input, digital output, or both are present: 

n Digital carrier level, 
p Digital output source impedance, 
q Digital input impedance, 
r Verification of status bits, 
s Tests of digital data bit transfer accuracy, 
t Jitter. 

 
Additional optional specialized tests 

u Test for “glitches”, 
v MIDI latency. 

 

4.2 Analog Input and Output Conditions 

4.2.1 Signal Levels 
Each analog input and output has an optimal operating signal level that achieves the best compromise between 
distortion (at very high levels) and noise (at low levels). This level is sometimes informally called maximum 
operating level or full-scale level. Since typical music and voice material will usually span a range of signal levels, to 
avoid overload or clipping, average program signal level is typically set to be some 10 to 20 dB below this level.  
 
The maximum signal output from legacy consumer equipment such as tuners and CD players is typically 2 Vrms.  
PC audio devices on the other hand often operate at lower power supply voltages and thus are often unable to deliver 
or accept signals levels as high as 2 Vrms, since this level represents a peak-to-peak amplitude of over 5 V. This is 
particularly true for laptop computers. This has led to variances in common practices. Many older standards and 
recommendations having their origins with earlier consumer audio equipment specify a line input or line output 
maximum signal level of 2 V while some newer PC audio recommendations or common practices suggest a 1 V 
maximum level. For the purposes of characterizing the performance of a PC audio device, either the 2 V or 1 V level 
can be used but the level should be specified.  
 
Microphone input circuits have a wider range of operation as they must accommodate a wide range of microphone 
sensitivities. A typical PC microphone may produce a signal level of approximately 10 mV with a normal speaking 
voice close to the microphone. However, the microphone input circuit should be able to accept a maximum input 
signal level of 100 mVrms to handle high level microphones.  Many circuits employ a “mic boost” feature that will 
allow an additional 20 dB of gain to be inserted.  This is a convenient way of being able to accommodate the wide 
range of signal level present on such inputs.  
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4.2.2 Impedances 
Analog input circuits have characteristic input impedances and are designed for optimal operation from low source 
impedances. Analog outputs typically have a low source impedance and will operate properly with a limited range of 
load impedances from several times the output source impedance to infinity. Better performance is achieved with 
lower source impedances and higher load impedances. This will reduce loading effects and minimize the effect that 
cable capacitance will have on frequency response. Table 1 indicates typical and recommended impedances for 
inputs and outputs of PC audio devices and the external devices connected to these inputs and outputs. 

Table 1: System impedances 

Line Input Impedance > 40 kΩ 

Line Output impedance < 100 Ω 

Microphone Input impedance ≥ 2 kΩ 

Line Input Source impedance < 2 kΩ 

Line Output Load impedance > 20 kΩ 

Microphone Source impedance ≤ 600 Ω 

Headphone Load impedance ≥ 32 Ω 

Speaker Load impedance nom. 8 Ω 
 

NOTE: Source Impedance refers to the inherent impedance of a typical source device that would 
feed an input. Thus, for example, a Line Input has an Input Impedance, but the source that would 
typically feed this line input also has a characteristic Output or Source Impedance.  

4.3 Sample Rates 
For digital circuits, the most common internal sample rate is 48 kHz, 96 kHz, or 192 kHz. External devices can have 
other sample rates that must be accommodated. These are typically handled by using sample rate converters. The 
common sample rates in use are:  8 kHz, 11,025 kHz, 16 kHz, 22,050 kHz, 32 kHz, 44,1 kHz, 48 kHz, 88,2 kHz, 
96 kHz, 176,4 kHz, and 192 kHz.  

4.4 Test conditions 
The general conditions for measurement are as follows: 
 
a Measurement bandwidth shall be 20 Hz to 20 kHz (for which the roll-off of the frequency response 

below 20 Hz and above 20 kHz may be specified according to IEC 60268-1 and ITU-R BS.468-4 for 
unweighted, band-limited measurements); 

b Standard test signal frequency shall be 997 Hz; 
c The sampling frequency shall be stated. Sampling frequency should be 44,1, 48 or 96 kHz.  48 kHz is 

preferred.   
d Mixer settings shall be set as determined during the establishment of Reference Level process, with 

only the test channel unmuted. 
 

Electrical specification measurements shall be made according to the methods in this document. 

4.5 Establishing reference levels 

The first step in any measurement activity is the establishment of reference levels. This provides a point of reference 
to set test signal levels and is used in calculating ratio-metric measurements such as dynamic range. A specified 
method of establishing reference levels allows consistency and repeatability of measurements.  
 
Historically, a common reference point has been full-scale level, the maximum level that a circuit can accommodate 
or the clipping point. In many PC audio devices, it is difficult or even impossible to accurately determine a reference 
point based on these criteria. See annex C for additional discussion and example illustrations. In summary, the 
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analog-to-digital transfer curve near digital full scale may be non-linear and affected by limiting circuitry built into 
the PC audio device.  
 
To avoid the ambiguities that might otherwise occur, a precise process is defined to be able to determine a repeatable 
reference level for each of the paths in a PC audio device. This generally involves determining a maximum level 
according to specified methods.  
 
The reference level established for a particular analog path is then defined as “0 dBr”. For a pure digital path, that is, 
one with no analog components, the reference level is the RMS level of a 997 Hz sine wave that causes the digital 
bitstream to reach the maximum positive code. This is defined as 0 dB FS. Subsequent measurements can be made 
relative to this established reference. For example, frequency response is measured with a test signal level of –20 dBr 
or –20 dB FS. Dynamic range is a measurement of the ratio of the absolute value of noise compared to 0 dBr or 
0 dB FS.  

4.6 Frequency response (FR) 

Frequency response shall be tested over the audio bandwidth of 20 Hz to 20 kHz. Spot measurements may be used at 
octave or smaller intervals. The relative magnitude shall be set to –20 dB FS (for D-to-A paths) or –20 dBr (for 
analog paths). The level shall be measured at 997 Hz and set to 0 dB on the response plot in the manner shown in 
figure 1.  
 

NOTE: The level of –20 dB FS is chosen to minimize distortion components, which could affect the 
FR measurement.  
 

All other frequency measurements shall be made relative to the 997 Hz measured amplitude. The FR shall be listed in 
the form: FR = + x - y dB from n Hz to m kHz. For example, in figure 1, the FR is + 0,5 -1 dB from 40 Hz to 19 kHz. 
(Fcl is the lower cutoff and Fch is the upper cutoff.)  Although there is an infinite range of values that could be used for 
Fcl and Fch to express the frequency response, popular practice is to use conventional ranges, such as 20 Hz to 
20 kHz, and to express amplitude excursions in round numbers, such as ±1 dB or ±2 dB.  
 

Example 1: FR = ±1 dB from 20 Hz to 20 kHz 
Example 2: FR = +1 -2 dB from 15 Hz to 25 kHz 
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Figure 1 — Frequency response plot 

4.7 THD+N 

Total Harmonic Distortion plus Noise (THD+N) is a ratio metric measurement that expresses the rms sum of all 
harmonics and noise within the measurement bandwidth relative to the rms amplitude of the test signal. The test 
signal level will have an effect on the measured THD+N. If the test signal level is too high, the device may be too 
close to clipping or saturation and produce high readings. If the test signal level is too low, the noise floor of the 
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device will begin to dominate the reading. AES17 specifies that THD+N measurements should be made with a test 
signal level of -1 dBr while PC-2001 specifies a test signal level of -3 dBr. Either level may be used but the value 
used should be specified. Of course, the step of determining 0 dBr must be followed carefully. 
 
In a system with low distortion, the absolute THD+N value tends to be similar to the DR value. In a system that 
exhibits significant distortion, the absolute THD+N value can be worse than the DR value. This is an indication of 
the presence of distortion. 
 
Measurement bandwidth is an important part of a THD+N measurement. Since the measurement includes a 
summation of all the energy within the measurement bandwidth, the width of this band will determine the amplitude 
of the noise and upper harmonic contribution to the measurement. This is particularly true if the system includes a 
large amount of out-of-band noise, a common situation with systems employing delta sigma converters. Many audio 
distortion analyzers have a total unconstrained measurement bandwidth of 200 kHz to 500 kHz or more. They also 
generally include low pass filters that can be engaged to constrain the measurement bandwidth to a much smaller 
range, typically 20 kHz, 22 kHz, 30 kHz or 80 kHz. For accurate THD+N readings, the measurement bandwidth 
should be constrained to 20 kHz or 22 kHz (or 30 kHz if a 20 kHz or 22 kHz filter is not available). Note that noise-
weighting filters should not be used for THD+N measurements. 
 
The effective bandwidth of the device under test and the measurement instrument set to an audio-band-constrained 
measurement bandwidth will limit the practical range of test frequencies that can be used for a THD+N 
measurement. All PC audio devices include anti-aliasing and reconstruction low-pass filters that typically roll off 
above 20 kHz. To obtain a useful THD+N measurement, at least the second harmonic and preferably also the third 
harmonic should be measured. For a 20 kHz band-limited system, this would infer that the highest test frequency 
(fundamental frequency) that should be measured would be approximately 6,7 kHz. If a test frequency greater than 
this is used, the harmonics will be rolled off by the anti-aliasing or reconstruction filters in the device rendering the 
THD+N measurement only a measurement of noise. Thus the THD+N technique cannot be used to characterize 
distortion performance at higher frequencies, and attempts to make measurements beyond about 6 kHz will be 
meaningless. Intermodulation distortion measurement techniques are more appropriate for characterizing the 
distortion performance at higher frequencies. See 4.9. 
 
THD+N should be reported in dB. Alternatively, the reading may be reported in percent. It is the ratio of the sum of 
all harmonics and noise in the measurement bandwidth relative to the test signal level. The amplitude of the test 
signal level and the measurement bandwidth should also be reported. 
 
Example: A measurement result using the line-in record path should be listed in the form 
 
 THD+N (997 Hz, –3 dBr, 22 kHz bandwidth) = -85 dB 
 
This example indicates that the test signal is an analog 997 Hz sine wave, at –3 dB relative to the full-scale input 
amplitude at the line input. The THD+N result is -85 dB relative to the measured digital signal amplitude when 
measured using a 22 kHz bandwidth limiting filter. Since the standard test signal frequency of 997 Hz is used, it can 
be omitted from the listed result. 

4.8 Dynamic range (DR) 

4.8.0 General 

Dynamic range is a measurement of the noise in a device. It is similar to the traditional signal-to-noise measurement 
but with some key differences appropriate to PC audio devices. A signal-to-noise measurement supplies no signal to 
the input of the device, terminates the input and measures the output noise. In a PC audio device, this technique may 
result in an artificially low noise figure since certain internal circuits may be automatically shut down in the absence 
of signal. To overcome this problem, a low level signal is fed to the device and this signal is removed at the output 
prior to measuring noise. The level of the signal is sufficiently low that any distortion products it may introduce are 
well below the noise and will not contribute to the noise reading.  
 
A simple way to make a dynamic range measurement with a low-level signal is to make a THD+N measurement 
using a low-level stimulus signal. This test signal amplitude is small enough to be unaffected by any large signal non-
linearity, but large enough to ensure that the system under test is being exercised. A classical distortion analyzer will 
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notch out the fundamental test signal using a band reject filter and measure everything remaining. The level of this 
residual is expressed relative to the level of the test signal. Other test signal amplitudes may be used, provided that 
the signal level is such that no significant distortion components are generated. For systems with a resolution of 
greater than 10 bits, the test signal level should be -60 dBr. For systems with a resolution less than 10 bits, a test level 
of -30 dBr can be used.  
 
Dynamic range is expressed as the ratio of the rms amplitude of the noise within the measured bandwidth relative to 
the reference level, 0 dBr. A THD+N meter will typically compute this ration relative to its test signal level, which is 
–60 dBr (for high-resolution converters). Thus, dynamic range should be expressed as the ratio of the THD+N 
reading relative to 0 dBr. For example, if the THD+N reading at 997 Hz and –60 dBr is –32 dB, then the dynamic 
range is 92 dB. 
 
If the THD+N measurement instrument is able to provide absolute measurements relative to 0 dBr, then this absolute 
reading can be used directly.  

4.8.1 Types and sources of noise signals 

Noise measured by the dynamic range measurement technique described above can come from a variety of sources. 
Many of these are steady state and are caused by the circuits themselves. These may be measured with a relatively 
short test interval. PC audio devices however introduce additional transient noise sources that are more difficult to 
characterize. These may be caused by other devices in the PC such as hard disk drives or even nearby monitors. To 
evaluate the contribution of these devices, the dynamic range test should be conducted for a longer time and other 
components should be exercised during this time. Some of these noise components may appear as short duration 
transients. The measurement instrument should have the ability to make a sustained measurement over a user-defined 
time interval and record the duration and amplitude of all short-term noise transients. 

4.8.2 Weighted dynamic range measurements.  
It is common to provide frequency weighting to noise and dynamic range measurements. Human hearing is less 
sensitive to low and high frequencies at low sound pressure levels. Since noise is generally at a low sound pressure 
level in a typical listening situation, weighting the spectrum of noise measurement, giving low and high frequencies 
less influence on the final measured value will better approximate the perceived noise.  
 
There are two noise weighting filters in common use: A-weighting is popular in North America and ITU-R BS.468 
(formerly called CCIR-468) is popular elsewhere. See annex D for a complete description of both filters.  
 
When a weighting filter is used, the report of the dynamic range measurement should specify this information. For 
example: 

DR = 85 dB, A-weighted 
Or  

DR = 85 dB, ITU-R BS.468-4 weighted 
 

Note that the reading is a positive or unsigned number with dB units.  

4.8.3 Signal-to-Noise Ratio (SNR) 

Signal-to-noise ratio is a traditional measurement of the noise in an analog circuit. The result is specified as a ratio, 
typically in dB. The “signal” part of the ratio is the reference level defined for the particular measurement. 
Depending on the measurement situation, it may be just below the clipping point or a specific operating level or, in 
the case of a power amplifier, a specific output power level such as 1 W. The measurement is usually made by 
shorting the input or terminating the input with a low and defined impedance.  
 
Most circuits employing digital-to-analog converters including muting circuits that will shut down part of the circuit 
when there is no input signal. For this reason, traditional SNR measurement techniques should not be used for PC 
audio devices when converters are part of the path. Simply terminating the input will result in an incorrectly low and 
erroneous noise reading. Dynamic Range is the correct method to measure noise in PC audio devices. 
 
The only exception to this is the analog-to-analog (A-A) path that usually has no muting circuits and behaves like a 
typical analog-only circuit. For comparison purposes, SNR should be measured for this path only. 
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