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The AES Standards Committee is the organization responsible for the standards program of the Audio
A U D I O Engineering Society. It publishes technical standards, information documents and technical reports. Working

groups and task groups with a fully international membership are engaged in writing standards covering fields
that include topics of specific relevance to professional audio. Membership of any AES standards working
group is open to all individuals who are materially and directly affected by the documents that may be issued
under the scope of that working group. Complete information, including working group scopes and project
status is available at http://www.aes.org/standards. Enquiries may be addressed to standards@aes.org

A standards document may be considered for "stabilized" status if it has continuing value but there is no
requirement or available expertise to revise it. Any person may, at any time, propose a revision of any
stabilized standard, subject to the same criteria and procedures as for new project initiations. If accepted, the
project shall be assigned to the appropriate subcommittee and working group for development in the same way

as for any other project. See AESSC Rules, clause 17.
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AES standard
for the preservation and restoration of audio
recording —
Method of measuring recorded fluxivity
of magnetic sound records at medium
wavelengths

Published by
Audio Engineering Society, Inc.
Copyright ©2000 by the Audio Engineering Society

Abstract

This standard specifies a method of measuring the recorded flux per unit track width, called fluxivity, of a
magnetically recorded sinusoidal test signal at medium wavelengths for all magnetic sound record formats, by using
a high-efficiency magnetic reproducing head. It also specifies the equipment needed to implement this method.

An AES standard implies a consensus of those directly and materially affected by its scope and provisions and is
intended as a guide to aid the manufacturer, the consumer, and the general public. The existence of an AES standard
does not in any respect preclude anyone, whether or not he or she has approved the document, from manufacturing,
marketing, purchasing, or using products, processes, or procedures not in agreement with the standard. Prior to
approval, all parties were provided opportunities to comment or object to any provision. Approval does not assume
any liability to any patent owner, nor does it assume any obligation whatever to parties adopting the standards
document. This document is subject to periodic review and users are cautioned to obtain the latest edition.
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Foreword

[This foreword is not a part of AES standard for the preservation and restoration of audio recording — Method of
measuring recorded fluxivity of magnetic sound records at medium wavelengths, AEST7-2000.]

This standard is a revision of the Audio EngineeringSociety standard AES7-1982. In addition to editorial revisions,
the subclause "Measuring the fluxivity by electronic integration" has been added. The revision has been made by
a writing group of the SC-03-01 Working Group on Analog Recording of the SC-03 Subcommittee on the
Preservation and Restoration of Audio Recordings. J. G. McKnight headed the writing group which consisted of
Lowell Cross, Beverley R. Gooch, Frederick J. Kolb, Jr., John G. (Jay) McKnight, Greg Orton, Werner Singhoff,
and John M. Woodgate.

The knowledge of the recorded signal amplitude on a magnetic record (which may be in the form of a tape, a disk,
or a perforated film) has several practical uses:

a) determining and standardizing references for the levels of audio programs on these magnetic records;
b) specifying the recording-performance properties of magnetic media (for example, the distortion versus
flux, and so on);

¢) measuring and specifyingthe sensitivity of reproducing heads (and also, by reciprocity,recording heads).

The quantity for specifying the recorded signal is the short-circuit magnetic flux per unit track width, called
fluxivity. Several possible methods exist for measuring tape flux (see annex A, references 1 and 2), but the
measurement given here involves only the use of a calibratedring-core head, which is describedin annex A, reference:
3.

Note that the present standard measurement is only for medium wavelengths. A further standard method would be
necessary for measuring short-circuit flux at long wavelengths and at short wavelengths — that is, the frequency
response of the flux on a magnetic record.

The technique utilizing a calibrated ring-core head to measure directly the flux at medium wavelengths is superior
to the transfer to dc and magnetometer, and to the single-turn head used in the past for several reasons:

a) the ring-core head is easily manufactured using highly perfected commercial methods;

b) the transducer (head) is commercially available to any laboratory at a reasonable cost;

c) it is easily used and requires no specialized auxiliary equipment, although the standards committee also
recommends using a simple integrating amplifier (described in 5.4);

d) the errorsinherent in making the transfer recording which is necessary for a magnetometer measuremen:
are eliminated, since no transfer is required.

Recently published research (see annex A, reference 4) has shown that the calibrated high-efficiencyring-coremethod
of measurement gives results that are identical to measurements made by the transfer-to-dc method given in the
German standard (see annex A, reference 2), but that earlier (1957) German measurements are 10 % in error, so that
most commercially available calibration tapes identified as 320 nWb/m are actually 290 nWb/m.

The previous version of this standard, AES7-1982, was an editorial revision of American National Standard S4.6-
1972, which was originally published as IEEE Standard 347-1972 by the Institute of Electrical and Electronics
Engineers. As published in 1972, this standard represented the joint efforts of the Recording and Reproducing
Standards Subcommittee of the Standards Committee of the IEEE Group on Audio and Electroacoustics, and the
Sound Engineering Committee of the Society of Motion Picture and Television Engineers. It was originally
prepared by a SMPTE ad hoc committee as a method of measurement of flux on magnetic sound tracks used in
motion-picture films, and it was later modified for measurement of recorded flux in any form of magnetic sound
record at medium wavelengths.

J. G. McKnight, Chair, SC-03-01
1999-08-05
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