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Abstract 
 
This report is intended to accompany AES50 “High-resolution multi-channel audio interconnection (HRMAI)”. 
It provides additional background, rationale and implementation advice. It should be read in conjunction with 
AES50-2011. In particular, the first section of this document provides an overview of the technology, which 
may aid understanding of the context of the standard. 
 
 
 
 
 
 
 
 
 
An AES report implies a consensus of those directly and materially affected by its provisions who have 
approved it as representing the views of their AES Standards Committee subcommittee but not of the AES as a 
whole. It is not a standard. It is intended as a guide to aid the manufacturer, the consumer, and the general 
public. The existence of an AES report does not in any respect preclude anyone, whether or not he or she has 
approved the document, from manufacturing, marketing, purchasing, or using products, processes, or 
procedures not in agreement with the report.  Publication does not assume any liability to any patent owner, nor 
does it assume any obligation whatever to parties using the report. This document is subject to periodic review 
and users are cautioned to obtain the latest printing. 
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Foreword 
 
This foreword is not part of AES-R6-2005 AES project report - Guidelines for AES standard for digital audio 
engineering - High resolution multi-channel audio interconnection (HRMAI), AES50-2005. 
 
The draft of this report was written by M. Page for task group SC-02-02-H.   
 
The membership of the task group included: P. Eastty, C. Gaunt, J. Grant, S. Harris, J. Mctigue, M. Page, S. 
Scott, T. Thompson, and M. Yonge. 
 
J Grant, Chair 
R. A. Finger, Vice-Chair 
SC-02-02 
2005-03-08 
 
 
 
Foreword to Edition 2 
This new edition contains amendments and expansions resulting from a real-world implementation of the 
AES50-2005 standard and complements the AES50-2011 revision. 
 
J. Grant, Chair SC-02-02 AES Standards working group on digital audio interfaces 
2011-05-04 
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interconnection (HRMAI), AES50 

 

0  Introduction 
This report is intended to accompany AES50, “High-resolution multi-channel audio interconnection”. It 
provides additional background, rationale and implementation advice and should be read in conjunction with 
AES50-2011 which revises the earlier AES50-2005. In particular, the first clause of this document provides an 
overview of the technology, which may aid understanding of the context of the standard. 
 
The High Resolution Multi-channel Audio Interconnection provides a bi-directional, point-to-point connection 
for up to 48 channels of digital audio in a variety of formats.  The link uses a single Category 5 (or better) 
structured-wiring data cable, and is designed for operation in a studio environment.  
 
The system uses the 100Base-TX physical layer of Fast Ethernet (ISO/IEC 8802.3:2000(E) Sections 22/23, 
together with ANSI X3.263-1995) to transfer framed digital audio data.  Audio synchronization is maintained 
by transmitting a 64fs (for example, 2,8224 MHz, if fs = 44,1 kHz) audio clock signal in parallel with the audio 
data, utilising the extra signal pairs on a structured wiring data cable. 
 
Throughout this document, the term “fs” is used to denote a base audio sampling frequency. This may be 
44,1 kHz or 48 kHz, irrespective of sampling frequency multipliers typically used for high-resolution digital 
audio (e.g. 2, 4, 8). If variable sample rate operation (“varispeed”) is required, fs may range from 44,1 kHz 
-12,5 % to 48 kHz +12,5 % (38,5875 kHz to 54 kHz). Varispeed capability is optional.   
 
Unless otherwise stated, references to figures, tables, etc. are internal to this report; references to “the standard” 
are to AES50-2011, and all other references are as written.  Definitions and abbreviations are also set out in the 
standard. 
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1  Overview 
 

1.1  Data transmission overview 

An illustration of the audio data transmission system is shown below in figure 1. 
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Note 1:  MII is Media Independent Interface according to IEEE802.3 (2000) section 2.2, or 
equivalent 
Note 2:  HRMAI logic is typically implemented in a programmable logic device (FPGA) 

Figure 1: HRMAI data transmission system 

 
An Ethernet physical layer is used for the following reasons 
 

•  Provides a channel bit rate of 100 Mbit/s  

•  Proven physical medium technology 

•  Robust error performance 

•  Easy to implement with standard components 

•  Proven EMC compliance for a 100 Mbit link on standard unscreened Category 5 cable. 

All audio data links are fully bi-directional.  

1.2  Audio clock transmission overview 
A 64fs audio synchronisation clock signal is transferred on the cable pairs not used by data, such that the 
receiving transceiver can resynchronise the received audio data to reconstitute the audio bitstreams.  This clock 
signal also contains indication of the fs word clock phase, multiplexed via periodic modulation of one edge of 
the clock signal. A clock transmitter and data transceiver section is illustrated in figure 2.  The clock signal is a 
transformer-coupled M-LVDS (Multipoint Low-Voltage Differential Signalling) signal. 
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