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Group, it was accepted by the American National Standards Institute (ANSI) and the
Interprovincial Gas Advisory Council (IGAC), and subsequently approved.
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American National Standards Insititute

The American National Standards Institute (ANSI),
Inc. is the nationally recognized coordinator of
voluntary standards development in the United
States through which voluntary organizations,
representing virtually every technical discipline and
every facet of trade and commerce, organized
labor and consumer interests, establish and
improve the some 10,000 national consensus
standards currently approved as American National
Standards.

ANSI provides that the interests of the public may
have appropriate participation and representation
in standardization activity, and cooperates with
departments and agencies of U.S. Federal, state
and local governments in achieving compatibility
between government codes and standards and the
voluntary standards of industry and commerce.

ANSI represents the interests of the United States
in international nontreaty organizations such as
the International Organization for Standardization
(ISO) and the International Electrotechnical
Commission (IEC). The Institute maintains close
ties with regional organizations such as the Pacific
Area Standards Congress (PASC) and the Pan
American Standards Commission (COPANT). As
such, ANSI coordinates the activities involved in
the U.S. participation in these groups.

ANSI approval of standards is intended to verify
that the principles of openness and due process
have been followed in the approval procedure and
that a consensus of those directly and materially
affected by the standards has been achieved. ANSI
coordination is intended to assist the voluntary
system to ensure that national standards needs are
identified and met with a set of standards that are
without conflict or unnecessary duplication in their
requirements.

Responisibility of approving American National Standards rests with the

American National Standards Institute, Inc.
25 West 43rd Street, Fourth Floor
New York, NY
10036
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Preface

This publication represents a basic standard for acceptable performance of pipe joint compounds and
materials. It is the result of years of experience in the manufacture, testing, inspection and research on
pipe joint compounds and materials designed for use with natural gas and LP gas piping systems.

Nothing in this standard is to be considered in any way as indicating a measure of quality beyond
compliance with the provisions it contains. It is designed to allow compliance of pipe joint compounds
and materials, the manufacture and performance of which may exceed the various provisions specified
herein. In its preparation, full recognition has been given to possibilities of improvement through
ingenuity of product design. As progress takes place, revisions may become necessary. When they are
believed desirable, recommendations should be forwarded to CSA America, Inc., 8501 East Pleasant Valley
Road, Cleveland, Ohio 44131. A proposal form is provided in the back of this document.

Safe and satisfactory operation of pipe joint compounds and materials depends to a great extent upon its
proper use, and it should be applied in accordance with the manufacturers’ installation instructions, and
local municipal building codes.

Users of this American National Standard are advised that the devices/products/activities within its scope

may be subject to regulation at the Federal, state or local level. Users are strongly urged to investigate this
possibility through appropriate channels. In the event of a conflict with this standard, the Federal, state or
local regulation should be followed.

CAUTION NOTICE: This American National Standard may be revised or withdrawn at any time. The
procedures of the American National Standards Institute, Inc., require that action be taken to reaffirm,
revise or withdraw this standard no later than five (5) years from the date of approval. Purchasers of
American National Standards may receive current information on all standards by calling or writing the
American National Standards Institute, Inc., 25 West 43rd Street, Fourth Floor, New York, N.Y. 10036,
(212) 642-4900.

EFFECTIVE DATE: An organization using this standard for product evaluation as a part of its certification
program will normally establish the date by which all products certified by that organization should
comply with this standard.
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History Of The Development Of The Standard For
Pipe Joint Compounds and Materials

(This History is informative and is not part of the standard.)

In 1990, the American Gas Association Laboratories developed AGA Requirement 4-90 for pipe joint
compounds and materials, and was used for certification testing of pipe joint compounds and materials by
AGA Laboratories, International Approval Services and CSA International. In 2007, interest was indicated
to develop a nationally recognized standard. CSA International relinquished its requirements to CSA
America, Inc., to undertake the effort to develop a national standard. A working group of interested
manufacturers was assembled to develop a standard based on the requirement.

In April 2007, CSA America informed the American National Standards Institute (ANSI) that it was
undertaking the project of standards development for pipe joint compounds and materials under its
Committee Process. As work progressed, CSA America established a Technical Committee on Pipe Joint
Compounds to oversee the development of the standard. The project was assigned the designation LC 7.

During its December 2007 meeting, the working group recommended to its Technical Committee that
the draft Standard for Pipe Joint Compounds and Materials be distributed for review and comment.

During its March 2008 meeting, the Technical Committee accepted the recommendation of the working
group and adopted the draft standard for distribution for review and comment. The draft standard was
subsequently distributed for review and comment during May 2008.

At its August 2008 meeting, the Technical Committee considered comments received during the review
and comment period and agreed to editorially revise the draft standard. The Technical Committee then
adopted the revised draft standard for submittal to ANSI for approval.

This, the first edition of the Standard for Pipe Joint Compounds and Materials, was approved by the
American National Standards Institute on January 16, 2009.

The following identifies the designation and year of the standard.

ANSI LC 7-2009
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American National Standard For
Pipe Joint Sealing Compounds
And Materials

Part I: Construction - Sealing Compounds

1.1 Scope

1.1.1

Part | and Part Il of this standard cover paste, semi-liquid or liquid type pipe joint sealing compounds
which are intended for sealing threaded joints on metal piping having NPT tapered threads.

1.1.2

A minimum of 3 containers of sealing compound, each not exceeding 16 oz (0.45 kg) in weight, shall be
submitted.

1.1.3

This standard sets forth the minimum capabilities, characteristics and properties which the product must
possess at the time of manufacture in order to be considered suitable for use in natural and/or LP-gas
piping systems.

1.1.4

Compounds or materials shall have an operating temperature range of at least 32°F to 125°F (0°C to
51.5°C) to be considered suitable for use in indoor piping systems, and at least -40°F to 125°F (-40°C to
51.5°C) to be considered suitable for indoor and outdoor use. A manufacturer may specify and be tested
to temperatures outside of these ranges.

1.1.5

Compounds or materials shall have an operating pressure of at least 125 psi (861.8 kPa). A manufacturer
may specify and be tested to higher pressures.

1.1.6

Room temperature, as specified herein, shall be considered as 73.4°F + 3.6°F (23°C £ 2°C).

1.1.7

Sealing compounds and materials complying with the provisions of this standard shall be considered as
having an operating temperature range and maximum operating pressure as specified by the
manufacturer.

1.1.8

If a value for measurement as given in this standard is followed by an equivalent value in other units, the
first stated value is to be regarded as the specification.

1.1.9

All references to psi throughout this standard are to be considered gage pressures unless otherwise
specified.

Documents
1 Document Sharing Hub

Copyright CSA America, Inc.
Provided by IHS under license with CSA/AM Licensee=University of Alberta/5966844001, User=rasoulivand, amir
No reproduction or networking permitted without license from IHS Not for Resale, 01/13/2015 23:13:27 MST

Full document details: AGA LC 7 2009


http://www.avadocuments.com/doc/aga-lc-7-2009
http://www.avadocuments.com/doc/aga-lc-7-2009

1.2 General Construction

1.2.1

The following information shall be submitted to the test agency by the manufacturer:

a. Chemical composition;

b. Viscosity (if applicable);

c. Resistance to flammability;

d. Material Safety Data Sheet (MSDS);

e. Environmental application temperature range (minimum and maximum in degrees Fahrenheit);
f.  Gas type and maximum operating pressure(s);

g. Maximum pipe size; and

h. Trade name, identification number or other marking that will identify the product.

1.2.2

The product shall not contain lead or any lead compound, asbestos, or any asbestos compound. Evidence
of compliance (such as an MSDS) shall be furnished to the testing agency.

1.3 Marking On Container

Complete instructions shall be clearly and permanently shown on each container and shall include the
following:

a.

Copyright CSA America, Inc.

Method of application including a statement that the sealant be applied to the external (male)
threads. Also a note to apply proper torque to the joints.

Setting time, if applicable, (time to produce a bond).
Storage temperature range.
Environmental operating temperature range in degrees Fahrenheit (minimum and maximum).

Pressure rating and gas type as applicable:

“For natural gas and LP-gas (vapor state) up to psi.
“For natural gas up to psi.”
“For natural gas up to psi or LP-gas in a vapor state.”

(Blank to be filled in with applicable pressure rating.)

The environmental operating temperature range and pressure rating must be shown in the proximity
of the test agency’s certification symbol.
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g. Identification of metal joints and maximum pipe size for which the product is intended and be shown
in the proximity of the test agency’s certification symbol.

h. Manufacturer’s name and address. If the product is to be manufactured for a brand name account,
the name and address of the brand name account may be shown instead of the product
manufacturer.

i.  Atraceable date code marking shall be provided to indicate date of manufacture.

j- A marking to identify this standard as follows:

“ANSI LC 7-(year).”
k. Test agency’s certification symbol in a size not less than '/, in (6.4 mm).

I.  Trade name, number or other marking to identify the product.

m. If the product is manufactured at more than one location, the container shall identify the location by
name or by means of a code made available to the testing agency.

If space limitation prevents display of markings shown under items 1.3a-c,-g,-j and -m, they may be
located on the package or a notice placed inside the package in which the product is shipped.

3 ok LSS Document Sharing Hub
Copyright CSA America, Inc.
Provided by IHS under license with CSA/AM Licensee=University of Alberta/5966844001, User=rasoulivand, amir
No reproduction or networking permitted without license from IHS Not for Resale, 01/13/2015 23:13:27 MST

Full document details: AGA LC 7 2009


http://www.avadocuments.com/doc/aga-lc-7-2009
http://www.avadocuments.com/doc/aga-lc-7-2009

Documents

Document Sharing Hub

Copyright CSA America, Inc.
Provided by IHS under license with CSA/AM Licensee=University of Alberta/5966844001, User=rasoulivand, amir
No reproduction or networking permitted without license from IHS Not for Resale, 01/13/2015 23:13:27 MST

Full document details: AGA LC 7 2009


http://www.avadocuments.com/doc/aga-lc-7-2009
http://www.avadocuments.com/doc/aga-lc-7-2009

