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Canadian Standards Association

The Canadian Standards Association (CSA), under whose
auspices this National Standard has been produced, was
chartered in 1919 and accredited by the Standards
Council of Canada to the National Standards system in
1973. It is a not-for-profit, nonstatutory, voluntary
membership association engaged in standards
development and certification activities.

CSA standards reflect a national consensus of producers
and users — including manufacturers, consumers,
retailers, unions and professional organizations, and
governmental agencies. The standards are used widely
by industry and commerce and often adopted by
municipal, provincial, and federal governments in their
regulations, particularly in the fields of health, safety,
building and construction, and the environment.

Individuals, companies, and associations across Canada
indicate their support for CSA’s standards development
by volunteering their time and skills to CSA Committee
work and supporting the Association’s objectives
through sustaining memberships. The more than 7000
committee volunteers and the 2000 sustaining
memberships together form CSA’s total membership
from which its Directors are chosen. Sustaining
memberships represent a major source of income for
CSA’s standards development activities.

The Association offers certification and testing services in
support of and as an extension to its standards
development activities. To ensure the integrity of its
certification process, the Association regularly and
continually audits and inspects products that bear the
CSA Mark.

In addition to its head office and laboratory complex in
Toronto, CSA has regional branch offices in major
centres across Canada and inspection and testing
agencies in eight countries. Since 1919, the Association
has developed the necessary expertise to meet its
corporate mission: CSA is an independent service
organization whose mission is to provide an open and
effective forum for activities facilitating the exchange of
goods and services through the use of standards,
certification and related services to meet national and
international needs.

For further information on CSA services, write to

Canadian Standards Association
5060 Spectrum Way, Suite 100Mississauga, Ontario,
Canada L4W 5N6

L'Association canadienne de normalisation (CSA), sous
les auspices de laquelle cette Norme nationale a été
préparée, a recu ses lettres patentes en 1919 et son
accréditation au sein du Systéme de Normes nationales
par le Conseil canadien des normes en 1973. Association
d‘affiliation libre, sans but lucratif ni pouvoir de
réglementation, elle se consacre a I'élaboration de
normes et a la certification.

Les normes CSA refletent le consensus de producteurs et
d’usagers de partout au pays, au nombre desquels se
trouvent des fabricants, des consommateurs, des
détaillants et des représentants de syndicats, de corps
professionnels et d’agences gouvernementales.
L'utilisation des normes CSA est trés répandue dans
I'industrie et le commerce, et leur adoption a divers
ordres de législation, tant municipal et provincial que
fédéral, est chose courante, particulierement dans les
domaines de la santé, de la sécurité, du batiment, de la
construction et de I’environnement.

Les Canadiens d’un bout a I'autre du pays témoignent
de leur appui au travail de normalisation mené par la
CSA en participant bénévolement aux travaux des
comités de la CSA et en appuyant ses objectifs par leurs
cotisations de membres de soutien. Les quelque 7000
volontaires faisant partie des comités et les 2000
membres de soutien constituent I'ensemble des
membres de la CSA parmi lesquels ses administrateurs
sont choisis. Les cotisations des membres de soutien
représentent une source importante de revenu pour les
services de soutien a la normalisation volontaire.

L’Association offre des services de certification et de mise
a I'essai qui appuient et compléetent ses activités dans le
domaine de |'élaboration de normes. De maniére a
assurer 'intégrité de son processus de certification,
I’Association procede de facon réguliére et continue a
I’'examen et a l'inspection des produits portant la
marque CSA.

Outre son siége social et ses laboratoires a Toronto, la
CSA possede des bureaux régionaux dans des centres
vitaux partout au Canada, de méme que des agences
d’inspection et d’essai dans huit pays. Depuis 1919,
I’Association a parfait les connaissances techniques qui
lui permettent de remplir sa mission d’entreprise, a
savoir la CSA est un organisme de services indépendant
dont la mission est d’offrir une tribune libre et efficace
pour la réalisation d’activités facilitant I'échange de biens
et de services par l'intermédiaire de services de
normalisation, de certification et autres, pour répondre
aux besoins de nos clients, tant a I’échelle nationale
qu’internationale.

Pour plus de renseignements sur les services de

la CSA, s’adresser a

Association canadienne de normalisation

5060, Spectrum Way, bureau 100
Mississauga, Ontario, Canéoeluments
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American National Standards Insititute

The American National Standards Institute (ANSI),
Inc. is the nationally recognized coordinator of
voluntary standards development in the United
States through which voluntary organizations,
representing virtually every technical discipline and
every facet of trade and commerce, organized
labor and consumer interests, establish and
improve the some 10,000 national consensus
standards currently approved as American National
Standards.

ANSI provides that the interests of the public may
have appropriate participation and representation
in standardization activity, and cooperates with
departments and agencies of U.S. Federal, state
and local governments in achieving compatibility
between government codes and standards and the
voluntary standards of industry and commerce.

ANSI represents the interests of the United States
in international nontreaty organizations such as
the International Organization for Standardization
(ISO) and the International Electrotechnical
Commission (IEC). The Institute maintains close
ties with regional organizations such as the Pacific
Area Standards Congress (PASC) and the Pan
American Standards Commission (COPANT). As
such, ANSI coordinates the activities involved in
the U.S. participation in these groups.

ANSI approval of standards is intended to verify
that the principles of openness and due process
have been followed in the approval procedure and
that a consensus of those directly and materially
affected by the standards has been achieved. ANSI
coordination is intended to assist the voluntary
system to ensure that national standards needs are
identified and met with a set of standards that are
without conflict or unnecessary duplication in their
requirements.

Responisibility of approving American National Standards rests with the

American National Standards Institute, Inc.
25 West 43rd Street, Fourth Floor
New York, NY
10036
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Preface

This standard is being developed for agencies in North America to use for examination, testing and
certification of compressed Natural Gas Vehicle (NGV) fuelling nozzles and receptacles only. As such, the
scope refers to nozzles and receptacles used in the NGV fueling system, and not to the system. The
American Gas Association (A.G.A.) Requirements for Natural Gas Refueling Connection Devices (No. 1-90)
and Canadian Gas Association Certification Requirement for NGV Nozzles and Receptacles (Draft CR
90-005) provided a basis for this standard.

A nozzle certified to this standard will be functionally compatible from a safety and performance
perspective with all listed receptacles of compatible profile and system pressure. Similarly, a receptacle
certified to this standard will be functionally compatible from a safety and performance perspective with
all listed nozzles of compatible profile and system pressure.

Whereas there may be a multitude of nozzles and receptacles by a host of manufacturers, all of which for
safety reasons must be compatible with each other, a series of “standard” receptacle profiles have been
specified. These standard profiles incorporate the mandated design specifications (mating materials,
geometry and tolerances) which must be utilized in the certification of a submitted nozzle or receptacle.
The design shall be unique and not currently in commercial use and shall only be used for compressed
natural gas.

Currently, three vehicle system service pressures may be operated in North America; 16 500 kPa (2400
psi), 20 700 kPa (3000 psi) and 24 800 kPa (3600 psi). Consequently, the nozzle and receptacle must be
designed in a manner which will prevent a vehicle from being fueled by a dispenser station with a service
pressure higher than the vehicle. However, it is desirable that a vehicle can be fueled by a dispenser station
with a service pressure lower than the vehicle. This issue is addressed in the geometry of the nozzle and
receptacle. All nozzles and receptacles shall be designed to have a service pressure of either 16 500 kPa
(2400 psi), 20 700 kPa (3000 psi) or 24 800 kPa (3600 psi), as applicable.

The construction and performance of nozzles and receptacles are based on the observation that three
main parameters affect user safety and system compatibility.

1.Service Pressure. Currently, three vehicle system service pressures may be operated in North America; 16
500 ka (2400 psi), 20 700 kPa (3000 psi) and 24 800 kPa (3600 psi). Consequently, the nozzle and
receptacle must be designed in a manner which will prevent a vehicle from being fueled by a dispenser
station with a service pressure higher than the vehicle. However, it is desirable that a vehicle can be fueled
by a dispenser station with a service pressure lower than the vehicle. This issue is addressed in the
geometry of the nozzle and receptacle. All nozzles and receptacles shall be designed to have a service
pressure of either 16 500 kPa (2400 psi), 20 700 kPa (3000 psi) or 24 800 kPa (3600 psi), as applicable.

2.Disconnect Venting. Nozzles transferring fuel under high pressure must be fully and safely depressurized
prior to being disconnected from the receptacle. This standard addresses three types of nozzles, described
as follows:

CAUTION NOTICE: This American National Standard may be revised or withdrawn at any time. The
procedures of the American National Standards Institute, Inc., require that action be taken to reaffirm,
revise or withdraw this standard no later than five (5) years from the date of approval. Purchasers of
American National Standards may receive current information on all standards by calling or writing the
American National Standards Institute, Inc., 25 West 43rd Street, Fourth Floor, New York, N.Y. 10036,
(212) 642-4900.

EFFECTIVE DATE: An organization using this standard for product evaluation as a part of its certification
program will normally establish the date by which all products certified by that organization should
comply with this standard.
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Type 1 Nozzle - With a Type 1 Nozzle, the vent valve operating mechanism is integral to the nozzle.
The term “integral” means that a single operation of a lever or operating mechanism first safely vents
the gas trapped between the receptacle check valve and the nozzle inlet valve, and then safely
disconnects the nozzle from the receptacle. This type nozzle is primarily intended but not restricted to
use at public fill stations.

Type 2 Nozzle - With a Type 2 nozzle, the vent valve operating mechanism is external to the nozzle.
Venting is required prior to disconnection of this type of nozzle. This type of nozzle is intended to be
used by trained operators only.

Type 3 Nozzle - With a Type 3 nozzle, the fueling hose is automatically depressurized [typically below
340 kPa (50 psi)] at dispenser shutdown. The nozzle may vent low pressure gas between the
receptacle check valve and the nozzle inlet valve coincident with the disconnection of the nozzle. This
type of nozzle is intended to be used by trained operators only.

3.Design Life. Frequency of use is the final parameter to be considered. Since frequency of use will differ with
the nozzle/receptacle application (i.e., public sector, fleet employee and residential), all receptacles will be
tested at 10,000 connect/disconnect cycles for compliance with this standard. In addition, all nozzles shall be
‘tested according to the following frequency use classifications, as applicable:

EVCIass A Nozzle - This class specifies high frequency use, with a cycle life of 100,000. This equates to
“approximately 100 fills per day for 3 years.

Class B Nozzle - This class specifies medium frequency use, with a cycle life of 20,000 cycles. This equates
“to approximately 10 fills per day for 5 years.
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History Of The Development Of Standards For
ANSI/CSA NGV1

(This History is informative and is not part of the standard.)

In 1985 a NGV Fuelling Probe Task Force was formed in Canada for the purpose of developing a
certification requirement for an approved self-serve fuelling system. The key objective was to set a
standard so that there would not be a proliferation of various proprietary, mutually-exclusive nozzles and
receptacles. The Canadian task force drafted a set of test requirements, which were subsequently adopted
by the Canadian Gas Association as laboratory requirements.

At this point, in 1988, the Canadian task force became inactive since one manufacturer’s device was
adopted in Ontario and Alberta and was give provisional approval in Ontario by the Fuel Safety Branch in
a full-scale field evaluation.

In 1988 a group of U.S. gas utilities formed the Natural Gas Vehicle (NGV) Coalition (the Coalition) to
promote widespread use of compressed natural gas as a transport fuel. The Coalition organized
committees to address technical, marketing and legislative issues which would affect the future expansion
of a U.S. transportation industry fueled by natural gas.

It was recognized by the Coalition, and in Canada, that an important consideration in the successful
commercialization of natural gas as a vehicle fuel was the issue of codes and standards (or the lack of codes
and standards) pertaining to both fuel stations and vehicle fuel systems. A major goal is to achieve an
organized family of coordinated codes, standards and regulations addressing natural gas vehicles and
fueling stations.

One of the major areas of concern was the compatibility of vehicle fueling connections devices. It was
acknowledged that if someone were to travel across North America in a natural gas vehicle, they would
soon learn that many different types of NGV fueling connections devices existed. The problem this
presents to the industry is that one manufacturer’s nozzle may not connect to another’s receptacle. In
order to overcome this situation, an individual would be required to carry adapters to fuel the vehicle.
Another concern is that most connection devices currently in use were adapted from other applications
(i.e., hydraulics and pneumatics) and were not specifically designed for use with compressed natural gas.

Atits July 19, 1990 meeting, the Coalition’s Fill Stations and Building Working Group established a Fueling
Connection Device Task Group to develop a performance standard addressing NGV fueling connection
devices.

At its August 15, 1990 meeting, the Fueling Connection Device Task Group initiated a proposed draft
standard for NGV fueling connections devices. The draft standard was based on the American Gas
Association Laboratories’ (A.G.A.) Requirements for Natural Gas Refueling connections Devices (No. 1-90)
and Canadian Gas Association Certification Requirement for NGV Nozzles and Receptacles (CR 90-005).
The draft standard to specified certain key devices, i.e., receptacle, nozzle and three-way valve. The Task
Group agreed that to effectively address the issues of safety and compatibility: (1) fueling connection
devices must be unique to the NGV industry, (2) the profile and interfacing surface of the receptacle must
be non-proprietary, (3) the profile, tolerances and material hardness of the receptacle must be specified,
and (4) a different profile must be specified for each vehicle fuel system pressure (i.e., 2400, 3000 and
3600 psig).

The standard was prepared during several meetings over a period of 9 months and involved 5 drafts.
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At its December 5-6, 1990 and March 6, 1991 meetings, the task group agreed that the draft NGV fueling
connection device standard should be processed as an American National Standard in accordance with
accredited canvass procedures of the American National Standards Institute (ANSI).

The American Gas Association Laboratories (AGAL), now International Approval Services (IAS), as an ANSI
accredited canvass sponsor, agreed to seek expansion of its scope to facilitate processing the standard. On
May 30, 1991, ANSI approved the expansion of AGAL's canvass scope.

During the period of September 1991 through December 1991, AGAL initiated two ANSI Public Review
submittals and concurrent canvass ballots to approve proposed AGA NGV1 as an American National
Standard. Both ballots prompted comments which delayed the process.

From January 1992 to present, the task group and Canada sought to harmonize efforts, and established
the Joint NGVC Task Group/CGA Subcommittee on Standards for Compressed Natural Gas Fueling
Connections Devices to prepare harmonized requirements for a North American bi-National standard.
Under a Gas Research Institute (GRI) contract, a Validation Test Program substantiated the test
requirements and verified receptacle profiles detailed in the proposed AGA/CGA NGV1 standard.
Validation testing was performed by IAS-U.S. testing laboratories and was completed in July 1993. A report
was prepared and submitted to the joint task group/subcommittee for consideration.

At its August 17-18, 1993 meeting, the joint task group/subcommittee reviewed the validation report and
additional proposed revisions. Following consideration of all the issues, the task group/subcommittee
voted affirmatively to initiate a third ANSI Public Review submittal and concurrent canvass ballot.

On December 1-2, 1993, a meeting was convened of the NGV Coalition/Canadian Gas Association Joint
Task Group/Subcommittee on Standards for Compressed NGV Fueling Connection Devices to respond to
comments received on the canvass ballot.

Following resolution of comments received on the third canvass ballot, the proposed standard was
submitted to ANSI for consideration of approval. The first edition of the compressed natural gas vehicle
fuelling connection device standard, was approved by the American National Standards Institute, Inc., on
February 18, 1994 and the Interprovincial Gas Advisory Council on February 28, 1994.

This, the second edition, consists of a consolidation of ANSI/AGA NGV 1-1994 ¢ CGA NGV 1-M94,
Addenda “a” ANSI/IAS NGV 1a-1997 ¢ CGA NGV 1a-M97 and Addenda “b” ANSI/IAS NGV 1b-1998 e
CGA NGV 1b- M98. No charges were made to this document.
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Interprovincial Gas Advisory Council

(February, 1994)

M.G. Cherry British Columbia Ministry of Municipal Affairs (Chairman)
M. Philip Ontario Ministry of Consumer and Commercial Relations  (Vice-Chairman)
J.W. Andrews Manitoba Labour (Alternate Member)
R.L. Culver Alberta Department of Labour (Alternate Member)
M.H. Dunnett New Brunswick Department of Advanced Education &
Labour
D. Eastman Newfoundland & Labrador Government
K. Fenning Alberta Department of Labour
R.H. Jackson Government of the Yukon Territory
I. Killacky British Columbia Ministry of Municipal Affairs (Alternate Member)
A. Leclerc Regie du batiment du Quebec (Alternate Member)
E. Marotta Labour Canada
R. McRae Government of the Northwest Territories
W.G. Mitchell Labour Canada (Alternate Member)
F. McCourt Prince Edward Island Department of Community & Cultural (Alternate Member)
Affairs
LLW. Mault Manitoba Labour
A. Mackay Government of the Northwest Territories (Alternate Member)
D. Price Government of the Yukon Territories (Alternate Member)
V.H. Perry Nova Scotia Department of Labour
R. Ross SaskPower Corporation
J. Samson Regie du Batiment du Quebec
D.C. Stewart Nova Scotia Department of Labour (Alternate Member)
A. Shaw New Brunswick Department of Advanced Education & (Alternate Member)
Labour
E.K. Taylor Ontario Ministry of Consumer and Commercial Relations  (Alternate Member)
R.l. Walsh Prince Edward Island Department of Labour
K.G. Bales Canadian Standards Association (Secretary)
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American National Standard/
CSA Standard for Compressed

Natural Gas Vehicle (NGV) Fueling
Connection Devices

Part I: Construction

1.1 Scope
1.1.1

This standard applies to newly produced compressed Natural Gas Vehicle (NGV) fueling connection
devices, hereinafter referred to as devices, constructed entirely of new, unused parts and materials. NGV
fueling connection devices shall consist of the following components, as applicable:

1. Receptacle and protective cap (mounted on vehicle) (see 1.5, Receptacles);
2. Nozzle (see 1.3, Nozzles); and/or

3. Three-way valve (external to nozzle and mounted in the fuel dispenser system) (see 1.6,
Three-Way Valve).

1.1.2
This standard applies to devices which have a service pressure of either 16 500 kPa (2400 psi), 20 700 kPa
(3000 psi), or 24 800 kPa (3600 psi), hereinafter referred to in this standard as the following (see 1.9.1-¢):

“P24” - 16 500 kPa (2400 psi)
“P30” - 20 700 kPa (3000 psi)
“P36” - 24800 kPa (3600 psi)

1.1.3

This standard applies to devices with standardized mating components (see 1.3.9, 1.5.6 and 1.7,
Interchangeability.)

1.1.4

This standard applies to devices which (1) prevent natural gas vehicles from being fueled by dispenser
stations with service pressures higher than the vehicle, and (2) allow natural gas vehicles to be fueled by
dispenser stations with service pressures equal to or lower than the vehicle fuel system service pressure.

1.1.5

All dimensions used in this standard are in metric units [International System of Units (SI)], unless
otherwise specified. If a value for measurement, as given in this standard, is followed by an equivalent
value in other units, the first stated value is to be regarded as the specification.
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1.1.6

Exhibit E contains a list of standards specifically referenced in this standard, and sources from which these
referenced standards may be obtained.

1.1.7
For the purposes of this standard, compressed natural gas shall comply with the specifications under “Gas
Quality”, in the Standard for Compressed Natural Gas (CNG) Vehicular Fuel Systems, ANSI/NFPA 52.

1.1.8

All references to “psi or kPa” throughout this standard are to be considered gage pressures unless
otherwise specified.

1.2 General Construction

1.2.1

Production samples of each device submitted for examination under this standard shall be supplied by the
manufacturer.

1.2.2

Devices submitted for certification under this standard shall be designed in accordance with reasonable
concepts of safety, durability and maintainability.

1.2.3

Devices shall be well fitted, manufactured in accordance with good engineering practice, and shall not
show any signs of damage prior to commencement of the testing agency’s testing program. All
specifications as to construction set forth herein may be satisfied by the construction actually prescribed or
such other construction as will provide at least equivalent performance.

1.2.4

Devices shall be (1) designed to minimize the possibility of incorrect assembly; (2) designed to be secure
against displacement, distortion, warping or other damage; and (3) constructed to maintain a fixed
relationship between essential parts to provide continued compliance with this standard when under
normal and reasonable condition of handling and usage.

1.2.5

Devices shall be manufactured of materials suitable and compatible for use with compressed natural gas
and the temperature ranges specified throughout Part Il of this standard.

1.2.6

Devices constructed of brass shall use brass alloys with a copper content less than or equal to 70 percent.

1.2.7

An external three-way valve shall be constructed and marked so as to clearly indicate the open, shut, and
vent positions of the handle.

1.2.8

Devices shall be operated to either connect or disconnect without the use of tools.
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1.3 Nozzles
1.3.1

Any nozzle submitted for certification under this standard shall be tested with the test fixtures, identified
under Exhibit A, NGV1 P36 Test Fixtures, Exhibit B, NGV1 P30 Test Fixture, or Exhibit C, NGV1 P24 Test
Fixture, as applicable. A new receptacle test sample shall be used for each nozzle test. The failure of any
test conducted with the nozzle and receptacle test sample shall constitute a failure of the nozzle design.

1.3.2

A Type 2 nozzle submitted for certification under this standard shall be tested in series with an
independently operated three-way valve. If the manufacturer of the nozzle does not supply or specify the
valve to be used in the test procedure, the testing agency shall provide and use a special test valve during
evaluation of the manufacturer’s nozzle. The special test valve shall not affect temperature, durability or
flow characteristics of the nozzle. Failure of the test valve shall not constitute failure of the nozzle (see 1.6,
Three-Way Valve).

1.3.3

Venting or depressurization of all nozzle types is required prior to disconnection. Disconnection of all
nozzles shall be accomplished in a safe manner.

1.3.4

The means for attaching the nozzle to the fuel dispensing system hose shall be one of those listed below.
All fittings shall comply with 2.13, Low and High Temperatures, and 2.15, Hydrostatic Strength.

a. SAE straight thread O-ring boss capable of mating with hydraulic hose fittings in accordance with the
Standard for Hydraulic Hose Fittings, ANSI/SAE |516.

b. Straight thread O-ring boss with left hand threads.
c. A double ferrule grip type tube fitting connection.

d. Afemale straight thread O-ring boss port in accordance with the Specification for Straight Thread
O-Ring Boss Port, ANSI/SAE ]1926, or the Standard for Fluid Power Systems and Components - Metric
Ports - Dimensions and Design, 1SO 6149, or a male thread and seal designed to be installed in a port
in accordance with ANSI/SAE J1926 or ISO 6149.

e. An O-ring face seal connection in accordance with the Specification for Fitting-O-Ring Face Seal,
ANSI/SAE |1453.

f. A male or female connection complying with the Standard for Pipe Connections, Threaded to ISO
228/1, and the Standard for Plain End Steel and Other Metal Tubes in Industrial Applications, 1SO 1179.

g. Other connections specified by the manufacturer are permissible provided such connections comply
with the applicable nozzle performance specifications in this standard. Examples of other connections
are welded or brazed joints or the integration of the nozzle into manifolds with other equipment. The
use of threaded connections which rely on the joint between the male and female threads for sealing,
such as NPT threads, is prohibited.

1.3.5
The three-way valve exhaust port of Type 1 and Type 2 nozzles shall be protected from the ingress of
foreign particles and water which would hamper the operation of the valve.

1.3.6

If the handled portion of a nozzle is metallic, it shall be thermally-insulated.
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1.3.7

A Type 1 nozzle shall bear a Class | marking indicating the direction of the “open” and “shut” operation of
the actuating mechanism, when deemed necessary.

1.3.8

The interface surface of the nozzle shall be constructed of material having a minimum hardness of 60
Rockwell B (HRB 60) and shall be non-sparking and conductive (see 2.14.5, and 2.19, Non-Igniting
Evaluation).

The exposed surfaces of devices shall be made of non-sparking materials, as evaluated by a nationally
recognized testing agency, or by other criteria acceptable to the testing agency. As an alternative to the
above, the manufacturer shall be allowed to provide to the testing agency documentation supporting that
its design and materials are acceptable for use and are considered non-igniting. Evaluation of non-igniting
conditions shall include, but not be limited to connection and disconnection of devices and abuse of
nozzles (see 2.14.5 and 2.19).

1.4 Standard Receptacle Dimensions

A receptacle submitted for certification under this standard shall comply with the design specifications
detailed in Figure 1, P36 Receptacle; Figure 2, P30 Receptacle; or Figure 3, P24 Receptacle.

1.5 Receptacles
1.5.1

Receptacles shall comply with Part | of this standard. Receptacles submitted for certification under this
standard shall be evaluated with at least two test nozzles, each representing a different locking technology,
chosen at the testing agency’s discretion.

The receptacle shall then be tested to Part Il of this standard according to the test methods specified
therein. The failure of any test conducted with the receptacle and nozzle test samples shall constitute a
failure of the receptacle design.

1.5.2

Receptacle designs which employ means on the back diameter (see Appendix C, Receptacle Profile) to
accommodate mounting, or for mounting accessories or marking purposes, shall not have such means
extend beyond the back diameter dimensions of the profiles specified in Figure 1, P36 Receptacle, through
Figure 3, P24 Receptacle, as applicable. Acceptable means shall include wrench flats, dust cap anchoring
grooves, use of hex stock, undercutting for marking, and threads for pressure tight caps. Such receptacle
designs shall not compromise the “Interchangeability” requirements specified in 1.7, Interchangeability.

1.5.3
There shall be a different receptacle design for each service pressure (see 1.4, Standard Receptacle
Dimentions).

1.5.4
The receptacle shall be equipped with an internal check valve to prevent the escape of gas. The check
valve shall be of the non-contact type, opening by differential pressure only.

1.5.5 The means for attaching the receptacle to the vehicle fuel system shall be one of those listed
below. All fittings shall comply with 2.13, Low and High Temperatures, and 2.15, Hydrostatic Strength.

a. A double ferrule grip type tube fitting connection.
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b. A female straight thread O-ring boss port in accordance with the Specification for Straight Thread
O-Ring Boss Port, ANSI/SAE J]1926, or the Standard for Fluid Power Systems and Components - Metric
Ports - Dimensions and Design, 1SO 6149, or a male thread and seal designed to be installed in a port
in accordance with ANSI/SAE J1926 or ISO 6149.

c. An O-ring face seal connection in accordance with the Specification for Fitting-O-Ring Face Seal,
ANSI/SAE |1453.

d. A male or female connection complying with the Standard for Pipe Connections, Threaded to ISO
228/1, and the Standard for Plain End Steel and Other Metal Tubes in Industrial Appliances, ISO 1179.

e. Other connections specified by the manufacturer are permissible provided such connections comply
with the applicable receptacle performance specifications in this standard. Examples of other
connections are left hand threads, welded or brazed joints or the integration of the receptacle into
manifolds with other equipment. The use of threaded connections which rely on the joint between
the male and female threads for sealing, such as NPT threads, is prohibited.

1.5.6

The interfacing surface of the receptacle shall be constructed of material having a minimum hardness of
60 Rockwell B (HRB 60) and shall be non-sparking and conductive (see 2.14.5, and 2.19, Non-Igniting
Evaluation).

The exposed surfaces of devices shall be made of non-sparking materials, as evaluated by a nationally
recognized testing agency, or by other criteria acceptable to the testing agency. As an alternative to the
above, the manufacturer shall be allowed to provide to the testing agency documentation supporting that
its design and materials are acceptable for use and are considered non- igniting. Evaluation of non-
igniting conditions shall include, but not be limited to connection and disconnection of devices and abuse
of nozzles (see 2.14.5,and 2.19).

1.5.7

When a manufacturer provides a protective cap to prevent the ingress of water and dust it shall have
means for securement to the vehicle (see 2.5, Receptacle Protective Caps).

1.5.8

The receptacle shall comply with the flow requirements specified in Part Il of this standard (see 2.9, Flow).

1.5.9

The receptacle shall have provisions to be firmly attached to the vehicle and shall comply with applicable
breakaway tests (see 2.10, Abnormal Loads). The receptacle shall be evaluated by the testing agency with
representative hardware to be submitted by the manufacturer.

1.6 Three-Way Valve
1.6.1

An external three-way valve that is supplied for utilization with a Type 2 nozzle, shall be evaluated in
conjunction with a nozzle, where required in tests specified in this standard.

1.6.2

An external three-way valve shall be designed to accept the type of wrench normally used for standard
hex-type fittings.
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1.6.3

The means for attaching the three-way valve shall be one of those listed below. All fittings shall comply
with 2.13, Low and High Temperatures, and 2.15, Hydrostatic Strength.

a. SAE straight thread O-ring boss capable of mating with hydraulic hose fittings in accordance with the
Standard for Hydraulic Hose Fittings, ANSI/SAE |516.

b. Straight thread O-ring boss with left hand threads.
c. A double ferrule grip type tube fitting connection.

d. Afemale straight thread O-ring boss port in accordance with the Specification for Straight Thread
O-Ring Boss Port, ANSI/SAE J]1926, or the Standard for Fluid Power Systems and Components - Metric
Ports - Dimensions and Design, 1SO 6149, or a male thread and seal designed to be installed in a port
in accordance with ANSI/SAE J1926 or ISO 6149.

e. An O-ring face seal connection in accordance with the Specification for Fitting-O-Ring Face Seal,
ANSI/SAE [1453.

f. A male or female connection complying with the Standard for Pipe Connections, Threaded to ISO
228/1, the Standard for Plain End Steel and Other Metal Tubes in Industrial Applications, 1SO 1179.

g. Other connections specified by the manufacturer are permissible provided such connections comply
with the applicable receptacle performance specifications in this standard. Examples of other
connections are welded or brazed joints or the integration of the receptacle into manifolds with other
equipment. The use of threaded connections which rely on the joint between the male and female
threads for sealing, such as NPT threads, is prohibited.

1.7 Interchangeability

1.7.1

A receptacle submitted for certification under this standard shall have an external geometric profile in
compliance with either Figure 1, P36 Receptacle; Figure 2, P30 Receptacle; or Figure 3, P24 Receptacle
(see 1.4, Standard Receptacle Dimensions).

1.7.2

Nozzles submitted shall comply with the performance requirements of Part Il to ensure interchangeability,
when conducted employing the applicable test fixtures defined in Exhibit A, NGV1 P36 Test Figure; Exhibit
B, NGV1 P30 Test Figure; or Exhibit C, NGV1 P24 Test Fixture “Loose Fit” Tolerances.

1.7.3

Any new designed receptacle shall be capable of being certified with a nozzle complying with CGA
Certification Laboratory Requirement, Testing of Natural Gas Vehicle Refuelling Devices, Revised Procedure, CGA
Lab-006, CGA Certification Laboratory Requirement, Three Way Valve as an Integral Part of a Natural Gas
Vehicle Refuelling Probe, CGA Lab-007 or Certification Requirement, Natural Gas Vehicle Refueling Probes for
Residential Refueling Appliance and Slow Fill Applications, CR89-002.

Receptacles shall comply with this provision prior to and after completing all performance tests specified in
this standard.

1.7.4

Any new nozzle submitted for certification to this standard shall not connect in an unsafe fashion to the
receptacle identified in Exhibit D, Fueling Receptacle Profile (clause 1.7.4).
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New nozzles shall comply with this provision prior to and after completing all performance tests specified
in this standard.

1.8 Instructions

In Canada, information required under this section for instructions, provisions specified are required to be
in a form easily understood in both English and French.

Special tools required for connection of receptacles to piping and assembly and disassembly of three-way
valve parts shall be clearly identified in the instructions.

Manufacturers of receptacles, nozzles and three-way valves shall provide clear and concise printed
. instruction and diagrams in a form that can be easily understood and adequate for (1) proper field
- assembly, (2) installation, (3) maintenance, (4) replacement of components as appropriate, (5) for safe
" operation by all users (6) suitability and use, and (7) storage and handling.

© Manufacturer’s instructions shall be reviewed by the testing agency for accuracy and compatibility with
. the results of tests from a technical standpoint.

Printed instructions shall state that the installation shall conform with the requirements of the Authorities
having jurisdiction or, in the absence of requirements, with the Standard for Compressed Natural Gas
(CNG) Vehicular Fuel Systems, ANSI/NFPA 52, Natural Gas for Vehicles Installation Code, CAN/CGA B149.4, or
the Natural Gas Installation Code, CAN/CGA-B149.1, as applicable.

1.9 Marking

In Canada, information required under this section for marking, provisions specified are required to be in a
form easily understood in both English and French.

Marking materials are identified by class number as specified below. All markings shall be suitable for
application to surfaces upon which applied. The designation of any class of marking shall not preclude the
use of marking of a lower class number.

Class I. Integral Marking

Marking that is embossed, cast, stamped or otherwise formed in the part. This includes markings baked
into an enameled surface.

Class lIA-1. Permanent Plate

Shall be made of metal having a minimum thickness of 0.30 mm (0.012 in) and shall be securely attached
by mechanical means.

Class lIA-2. Permanent Plate

Shall be made of metal having a thickness of 0.15 to 0.30 mm (0.006 to 0.012 in) and shall have
mechanical attachment means at all corners with a maximum spacing of 152 mm (6 in) between
mechanical fasteners.

1.9.1

Nozzles, receptacles and external three-way valves shall bear the following information on a Class |
marking:
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