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Legal Notice for Standards

Canadian Standards Association and CSA America, Inc. (operating as “CSA Group”) develop standards through a consensus
standards development process approved by the Standards Council of Canada and American National Standards Institute. This
process brings together volunteers representing varied viewpoints and interests to achieve consensus and develop a standard.
Although CSA Group administers the process and establishes rules to promote fairness in achieving consensus, it does not
independently test, evaluate, or verify the content of standards.

Disclaimer and exclusion of liability

This document is provided without any representations, warranties, or conditions of any kind, express or implied, including, without
limitation, implied warranties or conditions concerning this document’s fitness for a particular purpose or use, its merchantability, or
its non-infringement of any third party’s intellectual property rights. CSA Group does not warrant the accuracy, completeness, or
currency of any of the information published in this document. CSA Group makes no representations or warranties regarding this
document’s compliance with any applicable statute, rule, or regulation.

IN NO EVENT SHALL CSA GROUP, ITS VOLUNTEERS, MEMBERS, SUBSIDIARIES, OR AFFILIATED COMPANIES, OR THEIR EMPLOYEES,
DIRECTORS, OR OFFICERS, BE LIABLE FOR ANY DIRECT, INDIRECT, OR INCIDENTAL DAMAGES, INJURY, LOSS, COSTS, OR
EXPENSES, HOWSOEVER CAUSED, INCLUDING BUT NOT LIMITED TO SPECIAL OR CONSEQUENTIAL DAMAGES, LOST REVENUE,
BUSINESS INTERRUPTION, LOST OR DAMAGED DATA, OR ANY OTHER COMMERCIAL OR ECONOMIC LOSS, WHETHER BASED IN
CONTRACT, TORT (INCLUDING NEGLIGENCE), OR ANY OTHER THEORY OF LIABILITY, ARISING OUT OF OR RESULTING FROM
ACCESS TO OR POSSESSION OR USE OF THIS DOCUMENT, EVEN IF CSA GROUP HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH
DAMAGES, INJURY, LOSS, COSTS, OR EXPENSES.

In publishing and making this document available, CSA Group is not undertaking to render professional or other services for or on
behalf of any person or entity or to perform any duty owed by any person or entity to another person or entity. The information in
this document is directed to those who have the appropriate degree of experience to use and apply its contents, and CSA Group
accepts no responsibility whatsoever arising in any way from any and all use of or reliance on the information contained in this
document.

CSA Group is a private not-for-profit company that publishes voluntary standards and related documents. CSA Group has no power,
nor does it undertake, to enforce compliance with the contents of the standards or other documents it publishes.

Intellectual property rights and ownership

As between CSA Group and the users of this document (whether it be in printed or electronic form), CSA Group is the owner, or the
authorized licensee, of all works contained herein that are protected by copyright, all trade-marks (except as otherwise noted to the
contrary), and all inventions and trade secrets that may be contained in this document, whether or not such inventions and trade
secrets are protected by patents and applications for patents. Without limitation, the unauthorized use, modification, copying, or
disclosure of this document may violate laws that protect CSA Group’s and/or others’ intellectual property and may give rise to a
right in CSA Group and/or others to seek legal redress for such use, modification, copying, or disclosure. To the extent permitted by
licence or by law, CSA Group reserves all intellectual property rights in this document.

Patent rights

Attention is drawn to the possibility that some of the elements of this standard may be the subject of patent rights. CSA Group shall
not be held responsible for identifying any or all such patent rights. Users of this standard are expressly advised that determination of
the validity of any such patent rights is entirely their own responsibility.

Authorized use of this document
This document is being provided by CSA Group for informational and non-commercial use only. The user of this document is
authorized to do only the following:

If this document is in electronic form:

¢ load this document onto a computer for the sole purpose of reviewing it;
e search and browse this document; and

e print this document if it is in PDF format.

Limited copies of this document in print or paper form may be distributed only to persons who are authorized by CSA Group to have
such copies, and only if this Legal Notice appears on each such copy.

In addition, users may not and may not permit others to

e alter this document in any way or remove this Legal Notice from the attached standard;
¢ sell this document without authorization from CSA Group; or

¢ make an electronic copy of this document.

If you do not agree with any of the terms and conditions contained in this Legal Notice, you may not load or use this document or
make any copies of the contents hereof, and if you do make such copies, you are required to destroy them immediately. Use of this
document constitutes your acceptance of the terms and conditions of this Legal Notice.
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CSA Group

The Canadian Standards Association (operating as “CSA
Group”), under whose auspices this National Standard
has been produced, was chartered in 1919 and
accredited by the Standards Council of Canada to the
National Standards system in 1973. It is a not-for-profit,
nonstatutory, voluntary membership association
engaged in standards development and certification
activities.

CSA Group standards reflect a national consensus of
producers and users — including manufacturers,
consumers, retailers, unions and professional
organizations, and governmental agencies. The
standards are used widely by industry and commerce
and often adopted by municipal, provincial, and federal
governments in their regulations, particularly in the
fields of health, safety, building and construction, and
the environment.

Individuals, companies, and associations across Canada
indicate their support for CSA Group’s standards
development by volunteering their time and skills to
Committee work and supporting CSA Group’s objectives
through sustaining memberships. The more than 7000
committee volunteers and the 2000 sustaining
memberships together form CSA Group's total
membership from which its Directors are chosen.
Sustaining memberships represent a major source of
income for CSA Group's standards development
activities.

CSA Group offers certification and testing services in
support of and as an extension to its standards
development activities. To ensure the integrity of its
certification process, CSA Group regularly and
continually audits and inspects products that bear the
CSA Group Mark.

In addition to its head office and laboratory complex in
Toronto, CSA Group has regional branch offices in major
centres across Canada and inspection and testing
agencies in eight countries. Since 1919, CSA Group has
developed the necessary expertise to meet its corporate
mission: CSA Group is an independent service
organization whose mission is to provide an open and
effective forum for activities facilitating the exchange of
goods and services through the use of standards,
certification and related services to meet national and
international needs.

For further information on CSA Group services, write to

L'Association canadienne de normalisation (qui exerce
ses activités sous le nom «Groupe CSA»), sous les
auspices de laquelle cette Norme nationale a été
préparée, a recu ses lettres patentes en 1919 et son
accréditation au sein du Systéme de Normes nationales
par le Conseil canadien des normes en 1973. Association
d’affiliation libre, sans but lucratif ni pouvoir de
réglementation, le Groupe CSA se consacre a
I'élaboration de normes et a la certification.

Les normes du Groupe CSA reflétent le consensus de
producteurs et d’usagers de partout au pays, au nombre
desquels se trouvent des fabricants, des consommateurs,
des détaillants et des représentants de syndicats, de
corps professionnels et d’agences gouvernementales.
L'utilisation des normes du Groupe CSA est tres
répandue dans I'industrie et le commerce, et leur
adoption a divers ordres de Iégislation, tant municipal et
provincial que fédéral, est chose courante,
particulierement dans les domaines de la santé, de la
sécurité, du batiment, de la construction et de
I'environnement.

Les Canadiens d’un bout a I'autre du pays témoignent
de leur appui au travail de normalisation mené par le
Groupe CSA en participant bénévolement aux travaux
des comités du Groupe CSA et en appuyant ses objectifs
par leurs cotisations de membres de soutien. Les quelque
7000 volontaires faisant partie des comités et les 2000
membres de soutien constituent I'ensemble des
membres du Groupe CSA parmi lesquels ses
administrateurs sont choisis. Les cotisations des
membres de soutien représentent une source importante
de revenu pour les services de soutien a la normalisation
volontaire.

Le Groupe CSA offre des services de certification et de
mise a |'essai qui appuient et complétent ses activités
dans le domaine de I'élaboration de normes. De maniére
a assurer |'intégrité de son processus de certification, le
Groupe CSA procede de facon réguliere et continue a
I'examen et a l'inspection des produits portant la
marque du Groupe CSA.

Outre son siége social et ses laboratoires a Toronto, le
Groupe CSA posséde des bureaux régionaux dans des
centres vitaux partout au Canada, de méme que des
agences d’inspection et d’essai dans huit pays. Depuis
1919, le Groupe CSA a parfait les connaissances
techniques qui lui permettent de remplir sa mission
d’entreprise, a savoir le Groupe CSA est un organisme de
services indépendant dont la mission est d’offrir une
tribune libre et efficace pour la réalisation d’activités
facilitant I'échange de biens et de services par
I'intermédiaire de services de normalisation, de
certification et autres, pour répondre aux besoins de nos
clients, tant a I'échelle nationale qu’internationale.

Pour plus de renseignements sur les services de
du Groupe CSA,_s’adresser au
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American National Standards Institute

The American National Standards Institute (ANSI),
Inc. is the nationally recognized coordinator of
voluntary standards development in the United
States through which voluntary organizations,
representing virtually every technical discipline and
every facet of trade and commerce, organized
labor and consumer interests, establish and
improve the some 10,000 national consensus
standards currently approved as American National
Standards.

ANSI provides that the interests of the public may
have appropriate participation and representation
in standardization activity, and cooperates with
departments and agencies of U.S. Federal, state
and local governments in achieving compatibility
between government codes and standards and the
voluntary standards of industry and commerce.

ANSI represents the interests of the United States
in international nontreaty organizations such as
the International Organization for Standardization
(ISO) and the International Electrotechnical
Commission (IEC). The Institute maintains close
ties with regional organizations such as the Pacific
Area Standards Congress (PASC) and the Pan
American Standards Commission (COPANT). As
such, ANSI coordinates the activities involved in
the U.S. participation in these groups.

ANSI approval of standards is intended to verify
that the principles of openness and due process
have been followed in the approval procedure and
that a consensus of those directly and materially
affected by the standards has been achieved. ANSI
coordination is intended to assist the voluntary
system to ensure that national standards needs are
identified and met with a set of standards that are
without conflict or unnecessary duplication in their
requirements.

Responisibility of approving American National Standards rests with the

American National Standards Institute, Inc.
25 West 43rd Street, Fourth Floor
New York, NY
10036
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Preface

This publication represents a basic standard for safe operation, substantial and durable construction, and
acceptable performance of automatic valves for gas appliances. It is the result of years of experience in the
manufacture, testing, installation, maintenance, inspection and research on automatic valves for gas
appliances designed for utilization of gas. There are risks of injury to persons inherent in appliances that, if
completely eliminated, would defeat the utility of the appliance. The provisions in this standard are
intended to help reduce such risks while retaining the normal operation of the appliance.

Nothing in this standard is to be considered in any way as indicating a measure of quality beyond
compliance with the provisions it contains. It is designed to allow compliance of automatic valves for gas
appliances, the safety construction and performance of which may exceed the various provisions specified
herein. In its preparation, full recognition has been given to possibilities of improvement through
ingenuity of design. As progress takes place, revisions may become necessary. When they are believed
desirable, recommendations or suggestions should be forwarded to the Chairman of Accredited Standards
Committee Z21/83, 8501 East Pleasant Valley Road, Cleveland, Ohio 44131, or the Chairman of CSA
Technical Committee on Gas Appliances and Related Accessories, 5060 Spectrum Way, Suite 100,
Mississauga, Ontario, Canada L4W 5N6.

Safe and satisfactory operation of an automatic valve for gas appliances and automatic safety shut-off gas
valves, depends to a great extent upon its proper installation, use and maintenance. It should be installed,
as applicable, in accordance with the National Fuel Gas Code, ANSI Z223.1/NFPA 54; the Natural Gas and
Propane Installation Code, CSA B149.1.

Users of this American National Standard/CSA Standard are advised that the devices, products and
activities within its scope may be subject to regulation at the Federal, Territorial, Provincial, state or local
level. Users are strongly urged to investigate this possibility through appropriate channels. In the event of
a conflict with this standard, the Federal, Territorial, Provincial, state or local regulation should be followed.

THIS STANDARD IS INTENDED TO BE USED BY THE MANUFACTURING SECTOR, BY THOSE APPLYING THE
EQUIPMENT AND BY THOSE RESPONSIBLE FOR ITS PROPER INSTALLATION. IT IS THE RESPONSIBILITY
OF THESE USERS TO DETERMINE THAT IN EACH CASE THIS STANDARD IS SUITABLE FOR AND
APPLICABLE TO THE SPECIFIC USE THEY INTEND.

CAUTION NOTICE: This American National Standard may be revised or withdrawn at any time. The
procedures of the American National Standards Institute, Inc., require that action be taken to reaffirm,
revise or withdraw this standard no later than five (5) years from the date of approval. Purchasers of
American National Standards may receive current information on all standards by calling or writing the
American National Standards Institute, Inc., 25 West 43rd Street, Fourth Floor, New York, N.Y. 10036,
(212) 642-4900.

EFFECTIVE DATE: An organization using this standard for product evaluation as a part of its certification
program will normally establish the date by which all products certified by that organization should
comply with this standard.
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History Of The Development Of Standard For
Automatic Valves For Gas Appliances

(This History is informative and is not part of the standard.)

With the onset of the Free Trade Agreement between the United States and Canada on January 2, 1988,
significant attention was given to the harmonization of the United States and Canadian safety standards
addressing gas-fired equipment for residential, commercial and industrial applications. It was believed that
the elimination of the differences between the standards would remove potential trade barriers and
provide an atmosphere in which North American manufacturers could market more freely in the United
States and Canada. The harmonization of these standards was also seen as a step toward harmonization
with international standards.

With the formation of joint subcommittees, a Canadian Gas Association Standards Steering Committee on
Gas Burning Appliances and Related Accessories was established to parallel Accredited Standards
Committees Z21 and Z83, and to support the formation of joint subcommittees. Operating procedures, in
accordance with American National Standards Institute procedures, for joint subcommittees were
developed and subsequently approved by ANSI on April 1, 1993.

A comparison document was prepared during 1992 of the American National Standard for Automatic Gas
Valves, ANSI Z21.21 including proposed revisions under development, and the National Standards of
Canada for Automatic Valves for Gas Appliances, CAN1-6.5, and Automatic Safety Shut-Off Gas Valves,
CAN/CGA-3.9. At its July 12-13, 1993 meeting, the Joint Automatic Gas Control Subcommittee adopted
the first draft harmonized automatic gas valve standard based on the comparison document for
distribution for review and comment during May 1994.

Following reconsideration and modification of the proposed draft standard for automatic gas valves, in
light of comments received, the joint automatic gas controls subcommittee, at its July 14, 1994 meeting,
recommended the proposed draft standard to the Z21 Committee and the CGA Standards Steering
Committee, for approval.

;The proposed draft of the harmonized standard for automatic gas valves was approved by the 721
‘Committee by letter ballot dated January 17, 1995. The CGA Standards Steering Committee approved the
‘proposed draft harmonized standard for automatic gas valves by letter ballot dated April 13, 1995.

;:The first edition of the harmonized American National Standard/CGA Standard for Automatic Gas Valves
‘was approved by the CGA Standards Advisory Committee and the Canadian Interprovincial Gas Advisory
‘Council on October 16, 1995 and by the American National Standards Institute, Inc., on November 15,
1995.

The second edition of the harmonized American National Standard/CSA Standard for Automatic Gas
Valves for Appliances was approved by The Canadian Interprovincial Gas Advisory Council on August 22,
2000 and by the American National Standards Institute, Inc., on September 7, 2000.

The third edition of the harmonized American National Standard/CSA Standard for Automatic Gas Valves
for Appliances was approved by The Canadian Interprovincial Gas Advisory Council on April 1, 2005 and
by the American National Standards Institute, Inc., on March 9, 2005.

The fourth edition of the harmonized American National Standard/CSA Standard for Automatic Gas Valves
for Appliances was approved by The Canadian Interprovincial Gas Advisory Council on September 4, 2012
and by the American National Standards Institute, Inc., on August 22, 2012.
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Previous editions of the automatic gas valves for appliances standard, and addenda thereto, approved by
the American National Standards Institute, Inc. and the Interprovincial Gas Advisory Council, are as

follows:
721.21-1995 ¢ CSA 6.5-M95 721.21-2005 ¢ CSA 6.5-2005
721.21a-1998 * CSA 6.5a-M98 Z21.21a-2010 » CSA 6.5a-2010
721.21b-1999 e CSA 6.5b-M99 Z21.21b-2011 * CSA 6.5b-2011

721.21-2000 » CSA 6.5-2000
721.21a-2001 » CSA 6.5a-2001
Z21.21b-2004 * CSA 6.5b-2004

The following identifies the designation and year of the harmonized standard:
ANSI Z21.21-2012  CSA 6.5-2012

Note:  This edition of Z21.21 e CSA 6.5, incorporates changes to the 2005 edition and addenda thereto.
Changes, other than editorial, are denoted by a vertical line in the margin.
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Automatic valves for gas appliances

1 Scope

1.1

This standard applies to newly produced automatic valves (Section 3, Definitions) constructed entirely of
new, unused parts and materials. These valves may be individual automatic valves or valves utilized as parts
of automatic gas ignition systems.

This standard also applies to commercial/industrial safety shutoff valves (Section 3, Definitions), herein
after referred to as C/I valves.

This standard shall not apply to self-contained water heater, cooking appliance, or room heater
thermostats, or self-contained automatic gas shutoff valves for hot water supply systems.

Components performing functions other than those of an automatic valve shall comply with applicable
American National Standards or Canadian Standards.

Compliance of an automatic valve with this standard does not imply that the automatic valve is acceptable
for use on gas appliances without supplemental tests with the automatic valve applied to the particular
appliance design.

A control which incorporates two or more automatic valves and no other function, (as defined by
combination control, see Section 3, Definitions), may be tested to this standard or the Standard for
Combination Gas Controls for Gas Appliances, ANSI Z21.78 » CSA 6.20, at the discretion of the
manufacturer.

1.2

The valve operator of an automatic valve may be actuated either directly or indirectly. In addition, it may
be actuated by electrical means, by mechanical means, by means of a change of the absolute pressure of
gas or air upon a diaphragm, or by other means.

1.3
This standard applies to automatic valves having maximum operating gas pressure ratings from '/, psi (3.5
kPa) up to and including 60 psi (413.7 kPa).

1.4

This standard applies to automatic valves which are to be mounted in the manufacturer’s specified upright
position or in one (1) or more of the optional mounting positions selected by the manufacturer. (See
5.1.1.)

1.5

This standard applies to automatic valves which are capable of operation at ambient temperatures of 32°F
to 125°F (0°C to 51.5°C), unless a higher temperature, lower temperature, or both, are specified by the
manufacturer. (See 5.1.2.)

1.6

If a value for measurement as given in this standard is followed by an equivalent value in other units, the
first stated value is to be regarded as the specification.
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1.7
All references to psi throughout this standard are to be considered gauge pressures unless otherwise
specified.

1.8

Additional provisions concerning electrical coverage applicable to units defined for use in the United States
are outlined in Section 9, Items unique to the United States.

1.9

Additional provisions concerning electrical coverage, instructions and markings, applicable to units
destined for use in Canada are outlined in Section 10, Iltems unique to Canada.

1.10

Section 2, List of Reference Standards, contains a list of standards specifically referenced in this standard
and sources from which they may be obtained.

2 List of reference standards

AMERICAN GAS ASSOCIATION
National Fuel Gas Code, ANSI 2223.1-2012/NFPA 54-2012

GAS MEASUREMENT COMMITTEE REPORT No. 3, 1969, Orifice Metering of Natural Gas

AMERICAN SOCIETY OF MECHANICAL ENGINEERS
Unified Inch Screw Threads (UN and UNR Thread Form), ANSI/ASME B1.1

Pipe Threads, General Purpose (Inch), ANSI/ASME B1.20.1

Gray Iron Pipe Flanges and Flanged Fittings Classes 25, 125, and 250, ANSI/ASME B16.1
Malleable-Iron Threaded Fittings Class 150 and 300, ANSI/ASME B16.3

Pipe Flanges and Flanged Fittings NPS '/, Through NPS 24 Metric/Inch Standard, ANSI/ASME B16.5

AMERICAN SOCIETY FOR TESTING AND MATERIALS
Standard Test Method for Rubber Property - Effect of Liquids, ASTM D471

Standard for Use of the International System of Units (SI): The Modern Metric System, IEEE/ASTM SI-10

CSA GROUP
Combination Gas Controls for Gas Appliances, ANSI Z21.78 o CSA 6.20

Natural Gas and Propane Installation Code*, CSA B149.1

Canadian Electrical Code, Part 1, Safety Standard for Electrical Installations, CSA C22.1
Electrically Operated Valves, CSA C22.2 No. 139

Canadian Metric Practice Guide, CAN/CSA Z234.1

INSTITUTE OF ELECTRICAL AND ELECTRONIC ENGINEERS

ANSI/IEEE 315 and Supplement, ANSI/IEEE 315A, Graphic Symbols for Electrical and Electronics Diagrams
(Including Reference Designation Class Designation Letters)
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Standard for Use of the International System of Units (SI): The Modern Metric System, IEEE/ASTM SI-10

INTERNATIONAL STANDARDS ORGANIZATION
General Purpose Screw Threads - Basic Profile - Part 1: Metric Screw Threads, ISO 68

ISO General Purpose Metric Screw Threads - General Plan, 1SO 261
Rubber, Vulcanized - Determination of the Effect of Liquids, 1ISO 1817

NATIONAL FIRE PROTECTION ASSOCIATION
National Fuel Gas Code, NFPA 54/ANSI Z223.1

National Electrical Code, ANSI/NFPA 70

SOCIETY OF AUTOMOTIVE ENGINEERS
Welded and Cold-Drawn Low-Carbon Steel Tubing Annealed for Bending and Flaring, ANSI/SAE |525

SAE Handbooks, Volume | - Materials

3 Definitions

Auxiliary switch — an electrical switch actuated by the valve which control electrical loads external to
the valve and not associated with a safety control circuit.

Bleeds —
(a) An external bleed is a means of venting control gas from the valve body.
(b) An internal bleed is a means of venting control gas within the valve body.

Body — the principal structure of the device which contains and supports an actuating mechanism and
constitutes the main gas passage.

BTU — abbreviation for British Thermal Unit. The quantity of head required to raise the temperature of 1
pound of water 1°F.

Burner — a device for the final conveyance of the gas, or a mixture of gas and air, to the combustion
zone.

Bypass — a passage, provided in the body of the device or in a gas line around the body, which permits a
gas flow from the inlet to the outlet connections of the device entirely independent of the action of the
valve.

Circuit —

(a). High tension — an ignition circuit involving a potential of more than 600 volts supplied by a
step-up transformer or by a suitable combination of devices which will increase line voltage to
over 600 volts.

(b). Line-voltage — a circuit involving a potential of not more than 600 volts and having circuit
characteristics in excess of those of a low-voltage circuit.

(c). Low-voltage — a circuit involving a potential of not more than 30 volts supplied by a primary
battery, by a standard Class 2 circuit transformer (see Article No. 725, Section 725-31, National
Electrical Code, ANSI/NFPA 70), or by a suitable combination of a transformer and a fixed

Documents

November 2012 © 2012 CSA Group Documerk@haring Hub

Copyright CSA America, Inc.
Provided by IHS under license with CSA/AM Licensee=University of Alberta/5966844001, User=rasoulivand, amir
No reproduction or networking permitted without license from IHS Not for Resale, 01/13/2015 23:06:42 MST

Full document details: AGA Z221.212012


http://www.avadocuments.com/doc/aga-z21-21-2012
http://www.avadocuments.com/doc/aga-z21-21-2012

ANSI Z21.21-2012 o CSA 6.5-2012 Automatic valves for gas appliances

impedance which, as a unit, complies with all the performance provisions for an NEC Class 2
circuit transformer. (This type of circuit falls within the definition of extra-low voltage in the
Canadian Electrical Code, CAN/CSA C22.1, Part 1.)

(d). Millivolt — a circuit which receives its electrical energy by means of a thermocouple(s) or
photovoltaic device(s).

Combination control —an assembly which incorporates two or more different functions, at least one of
which conveys gas in a single unit without the use of pipe nipples or tubing, including:

(a) Manually Operated Gas Valves;

(b) Gas Appliance Pressure Regulator;
(c) Automatic Valve;

(d) Thermostat Other than Electric Type;
(e) Ignition System Components; and
(f) Automatic Gas Shutoff Device.

Commercial/industrial safety shut-off valve — a normally closed valve that is automatically closed
by the safety control system or by an emergency device and which closes in less than two (2) seconds after
being de-energized. Such a valve may be of the automatic or manually opened type.

Control gas — control gas is that part of the main gas flow which is separated and used to actuate the
automatic valve through a moving member such as the diaphragm in a diaphragm valve.

Field installation and wiring —field installation and wiring is involved when the automatic valve is
initially installed in the field in accordance with the National Electrical Code, ANSI/NFPA 70, but remote
from the original equipment manufacturer’s factory control and supervision.

Interlock — a control or device to prove the physical state of a required condition, and to furnish that
proof to the automatic gas ignition system.

Liquefied petroleum gases — the terms “Liquefied Petroleum Gases,” “LPG” and “LP-Gas” as used in
this standard shall mean and include any material which is composed predominantly of any of the
following hydrocarbons, or mixtures of them; propane, propylene, butanes (normal butane or isobutane),
and butylenes.

Millivoltage circuit — a circuit classified as a millivoltage circuit is one supplied by a thermoelectric
source.

Orifice — the opening whereby the flow of gas is limited and through which the gas is discharged.

Proof-of-closure switch — an electrical switch actuated by the valve member which verifies that the
valve member has closed and which is used as an interlock.

Relative density —as applied to gas, relative density is the ratio of the weight of a given volume to that
of a same volume of air, both measured under the same conditions (see SPECIFIC DENSITY).

Safety circuit — a circuit or portion thereof involving one or more safety controls.

Safety shutoff device — a device that will shut off the gas supply to the controlled burner(s) in the
event the source of ignition fails. This device may interrupt the flow of gas to the main burner(s) only, or to
the pilot(s) and main burner(s) under its supervision.
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Specific gravity — the ratio of the weight of a given volume of gas to that of the same volume of air,
both measured at the same temperature and pressure.

Tools, special — those tools that are not available on the open retail market.

Valve, automatic — a device consisting essentially of a valve and operator that controls the gas supply
to the burner(s) during operation of an appliance. The operator may be actuated by the application of gas
pressure on a flexible diaphragm, by electrical means, by mechanical means or by other means.

Some types of automatic valves are:

(a) Diaphragm type automatic — a gas valve actuated by application of gas pressure upon a flexible
diaphragm.

(b) Electric type automatic — a gas valve actuated mechanically by the use of electrical energy.

(c) Safety shutoff —a gas valve that is automatically closed by the safety control system or by an
emergency device. Such valves may be of the automatic or manually opened type.

(d) Semi-automatic — a gas valve that is opened manually and closed automatically, or vice versa.

(e) Thermally actuated — actuated as a result of heat generated by the resistance of an electrical
component in opening or closing the valve.

(f) Thermostatic valve — the part of an integral gas valve type thermostat which is directly or
indirectly actuated by the thermal element and which controls gas flow by the motion of a movable
member with respect to the valve seat.

4 Construction

4.1 General
4.1.1

The construction of parts not covered by this standard shall be in accordance with reasonable concepts of
safety, substantiality and durability.

All specifications as to construction set forth herein may be satisfied by the construction actually prescribed
or such other construction as will provide at least equivalent performance.

4.1.2

The mechanisms of automatic valves shall be protected by substantial enclosures so as to prevent
interference with the safe operation of the devices.

4.1.3

Pins, stems, or other linkage passing through the valve body or casing shall be sealed to provide gas-tight
construction.

41.1.4

Diaphragm type automatic valves in which a flexible nonmetallic diaphragm constitutes the only gas seal
and which utilize control gas on the atmospheric side of the diaphragm shall have the atmospheric side of
the main diaphragm enclosed in a gas-tight casing with means provided for bleeding the control gas.
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4.1.5

Automatic valves in which a flexible nonmetallic diaphragm constitutes the only gas seal shall have the
atmospheric side of the diaphragm enclosed to limit the leakage to atmosphere in the event of diaphragm
rupture to not more than 1.0 ft*/hr (7.86 cm?/sec) at the maximum pressure rating of the valve when
tested with a gas having a specific gravity of 1.55 or shall be provided with means for venting the gas in
the event of diaphragm rupture.

4.1.6

Normally closed electrically operated automatic valves shall remain in or assume the closed position upon
zero current flow. Normally closed gas operated automatic valves shall remain in or assume the closed
position upon complete [zero psi (kPa)] pressure failure.

4.1.7

Means for holding an automatic valve in an its activated position during power failure shall not be
provided.

4.2 Equipment and data to be furnished by the manufacturer

The manufacturer shall furnish the following equipment and data for the use of the testing agency in
listing devices under this standard:

(a) Representative controls, as specified by the testing agency;

(b) Drawings, blueprints, or photographs which described each model control as specified by the testing
agency;

(c) Maximum operating pressure (in pounds per square inch) (see 1.3);
(d) Capacity with 1000 Btu/ft* (37.3 MJ/m?3), 0.64 specific gravity gas at:

(i) Apressure drop of 1.0 in wc (249 Pa) for an automatic valve with a maximum operating pressure
of '/, psi (3.5 kPa);

(ii) A pressure drop of 10 percent of the maximum operating pressure, unless a lower pressure drop
is specified by the manufacturer, for an automatic valve with a maximum operating pressure of 2
psi (13.8 kPa) or higher;
(e) Mounting classification (see 5.1.1);
(f) Ambient temperature range (see 5.1.2);
(g) The current input to the automatic valve at rated voltage (see 5.7.2);
(i) The current input at rated voltage;
(i) The manufacturer’s specified minimum current input;
(iii) The manufacturer’s specified maximum current input;
(h) Integrity of operation characteristics curves (see 5.9, Integrity of Operation);

(i) For dual automatic valves, the sequence of operation shall be furnished;

(j) For thermoelectric devices:
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(i)  Minimum and maximum electrical resistance;
(i) Minimum and maximum pull-in current (if applicable); and
(iii) Minimum and maximum drop-out current;
(k) If applicable, identification of the valve as a C/I valve and whether it incorporates:
(i) Valve seal over-travel interlock construction; or
(ii) Proof-of-closure switch;

(I) If avalve incorporates a valve seal over-travel interlock, the manufacturer shall declare how to test the
first closure member.

4.3 Assembly
4.3.1

The construction of automatic valves which can be field disassembled without the use of special tools shall
be such that either: (a) the parts of the valve cannot be readily reassembled improperly in a manner which
could result in an unsafe condition, or (b) the standard fasteners are covered with a sealing means to
discourage disassembly. The sealing means shall be suitable for exposure to the ambient temperature
range specified by the manufacturer.

This provision does not apply to parts of a valve intended for field replacement or servicing (see 4.9(e)).

4.3.2

Parts of automatic valves coming in contact with a diaphragm shall not have sharp edges which might
chafe or abrade it.

4.3.3

Springs shall be protected against abrasion, and shall be guided or arranged to minimize binding,
buckling or other interference with their free movement.

4.4 Connections

4.4.1
When pipe threads are used, connections shall be provided with cleanly cut taper pipe threads in
accordance with the Standard for Pipe Threads, General Purpose (Inch) ANSI/ASME B1.20.1.

4.4.2
Pipe thread length and length to shoulder dimensions shall not be less than shown in Table 1, Minimum
Thread Length and Length to Shoulder.

4.4.3
A valve equipped with pipe or tubing threads shall be designed to accept a wrench for use in assembly
and disassembly to piping.

414.4.4

Inlet and outlet gas connections shall be designed so that when a pipe which is threaded two threads
beyond standard (for the size in question) is run into the threaded portion of a valve body, it will not
adversely affect the operation of the valve.
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