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American Flexible Couplings -Lubrication 
ANSI/AGMA 9001-697 

National [R evision of ANSI/AGMA 9001 -A861 

Standard PP A roval of an American National Standard requires verification by ANSI that the require- 
ments for due process, consensus, and other criteria for approval have been met by the 
standards developer. 

Consensus is established when, in the judgment of the ANSI Board of Standards Review, 
substantial agreement has been reached by directly and materially affected interests. 
Substantial agreement means much more than a simple majority, but not necessarily una- 
nimity. Consensus requires that all views and objections be considered, and that a 
concerted effort be made toward their resolution. 

The use of American National Standards is completely voluntary; their existence does not 
in any respect preclude anyone, whether he has approved the standards or not, from 
manufacturing, marketing, purchasing, or using products, processes, or procedures not 
conforming to the standards. 

The American National Standards Institute does not develop standards and will in no 
circumstances give an interpretation of any American National Standard. Moreover, no 
person shall have the right or authority to issue an interpretation of an American National 
Standard in the name of the American National Standards Institute. Requests for interpre- 
tation of this standard should be addressed to the American Gear Manufacturers 
Association. 

CAUTION NOTICE: AGMA technical publications are subject to constant improvement, 
revision, or withdrawal as dictated by experience. Any person who refers to any AGMA 
Technical Publication should be sure that the publication is the latest available from the 
Association on the subject matter. 

[Tables or other self-supporting sections may be quoted or extracted. Credit lines should 
read: Extracted from ANSI/AGMA 9001 -B97, Flexible Couplings - Lubrication, with the 
permission of the publisher, the American Gear Manufacturers Association, 1500 King 
Street, Suite 201, Alexandria, Virginia 22314.1 

Approved March 25, 1997 

ABSTRACT 
This standard provides information on lubrication of gear couplings, chain couplings and metallic grid cou- 
plings. Types of lubricants and lubrication methods and practices are included. In addition, selection guides for 
grease and oil lubrication are provided. 

Published by 

American Gear Manufacturers Association 
1500 King Street, Suite 201, Alexandria, Virginia 22314 

Copyright 0 1997 by American Gear Manufacturers Association 
Ail rights reserved. 

No part of this publication may be reproduced in any form, in an electronic 
retrieval system or otherwise, without prior written permission of the publisher. 

Printed in the United States of America 

ISBN: 1-55569-666-3 
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ANSI/AGMA 9001-897 AMERICAN NATIONAL STANDARD 

Foreword 

jThe foreword, footnotes, and annexes, if any, in this document are provided for 
informational purposes only and are not to be construed as a part of ANSI/AGMA Standard 
9001 -B97, Flexible Couplinss - Lubrication.] 

Coupling lubrication requirements are unique. Proper lubrication is an essential element for 
the satisfactory performance and long life of lubricated flexible couplings. Requisites for 
proper lubrication are: selection of proper lubricant, a well designed lubrication system, and 
an adequate maintenance program. This requires the cooperation of the manufacturer, the 
user, and the lubricant supplier. 

Work was begun on the standard by AGMA Flexible Product Group 5, Technical Committee 
in January, 1973. To insure representation of the manufacturer, the user, and the lubricant 
supplier, a group from ASTM Technical Division G on Lubricating Greases was asked to 
participate. This standard was prepared as a joint effort of both groups. It was approved by 
the AGMA membership in March 1986 and approved as an American National Standard on 
February 18, 1987. 

This revised version of the standard was approved by the AGMA membership in March 
1997, and as an American National Standard on March 25, 1997. 

Suggestions for improvement of this standard will be welcome. They should be sent to the 
American Gear Manufacturers Association, 1500 King Street, Suite 201, Alexandria, 
Virginia 22314. 
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