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ABSTRACT

This information sheet discusses inspection of cylindrical involute gears using the radial (double flank) compos-
ite method, with recommended practices detailed. Also included is a clause on runout and eccentricity
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Foreword

This Information Sheet, AGMA 915--2--A05, Inspection Practices -- Part 2: Cylindrical
Gears -- Radial Measurements, is provided for informational purposes and is intended for
use with Standard ANSI/AGMA 2015--2--AXX, Accuracy Classification System -- Radial
Measurements for Cylindrical Gears.

AGMA 915--2--A05 replaces AGMA ISO 10064--2, Cylindrical Gears -- Code of Inspection
Practice -- Part 2: Inspection Related to Radial Composite Deviations, Runout, Tooth
Thickness and Backlash, and the information on similar subjects as covered in AGMA
2000--A88, Gear Classification and Inspection Handbook -- Tolerances and Measuring
Methods for Unassembled Spur and Helical Gears.

The user of this Information Sheet is alerted that differences exist between AGMA
2000--A88, AGMA ISO 10064--2 and this document. This includes that measuring methods
refer to an accuracy grade numbering system that is reversed, such that the smallest
number represents the smallest tolerance. Therefore, the user of this information sheet
must be very careful when comparing measurement methods formerly specified using
AGMA 2000--A88 or AGMA ISO 10064--2.

The first draft of AGMA 915--2--A05 was made in March, 1999. It was approved by the
Technical Division Executive Committee (TDEC) in May, 2005.

Suggestions for improvement of this document will be welcome. They should be sent to the
American Gear Manufacturers Association, 500 Montgomery Street, Suite 350, Alexandria,
Virginia 22314.

Copyright American Gear Manufacturers Association 
Provided by IHS under license with AGMA

Not for ResaleNo reproduction or networking permitted without license from IHS

-
-
`
,
,
`
`
`
,
,
,
,
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: AGMA 915-2-A05 2005

http://www.avadocuments.com/doc/agma-915-2-a05-2005
http://www.avadocuments.com/doc/agma-915-2-a05-2005


AGMA 915--2--A05AMERICAN GEAR MANUFACTURERS ASSOCIATION

v

PERSONNEL of the AGMA Gear Accuracy Committee

Chairman: Edward Lawson Gleason -- M&M Precision Systems. . . . . . . . . . . . . . . . . . . . . .
Vice Chairman: Steve Lindley Falk Corporation. . . . . . . . . . . . . . . . . . .

ACTIVE MEMBERS

J. Clatworthy Gear Metrology, Inc.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
M.E. Cowan Gleason -- M&M Precision Systems. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
B.L. Cox BWXT Y--12, LLC. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
R. Frazer University of Newcastle--Upon--Tyne. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
T. Griffieth M&M Precision Systems Corporation. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
T. Klaves Milwaukee Gear Company. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
R. Layland Precision Gage Company, Inc.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
M. May Gleason Works. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
R.W. Ott Caterpillar, Inc.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
J.M. Rinaldo Atlas Copco Compressors, Inc.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .
Robert E. Smith R. E. Smith & Company, Inc.. . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .

Copyright American Gear Manufacturers Association 
Provided by IHS under license with AGMA

Not for ResaleNo reproduction or networking permitted without license from IHS

--`,,```,,,,````-`-`,,`,,`,`,,`---

Full document details: AGMA 915-2-A05 2005

http://www.avadocuments.com/doc/agma-915-2-a05-2005
http://www.avadocuments.com/doc/agma-915-2-a05-2005


1© 2005 AGMA ---- All rights reserved

AGMA 915--2--A05AMERICAN GEAR MANUFACTURERS ASSOCIATION

American Gear Manufacturers
Association --

Inspection Practices --
Part 2: Cylindrical Gears
-- Radial Measurements

1 Scope

This information sheet constitutes a code of practice
dealing with inspection relevant to radial composite
deviations and runout of cylindrical involute gears;
i.e., with measurements referred to double flank
contact.

In providing advice on gear checking methods and
the analysis of measurement results, it supplements
standard ANSI/AGMA 2015--2--AXX, where most of
the terms used are defined.

2 References

The following standards contain provisions which,
through reference in this text, constitute provisions of
this information sheet. At the time of publication, the
editions indicated were valid. All standards are
subject to revision, and parties to agreements based
on this document are encouraged to investigate the
possibility of applying the most recent editions of the
standards indicated below.

AGMA 915--1--A02, Inspection Practices -- Part 1:
Cylindrical Gears -- Tangential Measurements

AGMA 915--3--A99, Inspection Practices -- Gear
Blanks, Shaft Center Distance and Parallelism

AGMA 935--AXX, Recommendations Relative to
the Evaluation of Radial Composite Gear Double
Flank Testers

ANSI/AGMA 1012--G05, Gear Nomenclature, Defi-
nition of Terms with Symbols

ANSI/AGMA 2002--B88, Tooth Thickness
Specification and Measurement

ANSI/AGMA 2015--1--A01, Accuracy Classification
System -- Tangential Measurements for Cylindrical
Gears

ANSI/AGMA2015--2--AXX,AccuracyClassification
System -- Radial Measurements for Cylindrical
Gears

ANSI/AGMA 2116--AXX, Evaluation of Double
Flank Testers for Radial Composite Measurement
of Gears

ISO/TR 10064--2:1996, Cylindrical gears -- Code of
inspection practice -- Part 2: Inspection related to
radial composite deviations, runout, tooth thickness
and backlash

3 Symbols, corresponding terms and
definitions

3.1 Symbols and terms

The symbols and terms used throughout this infor-
mation sheet are in basic agreement with the
symbols and terms given in AGMA 900--G00, Style
Manual for the Preparation of Standards, and
ANSI/AGMA 1012--G05, Gear Nomenclature, Defi-
nition of Terms with Symbols. In all cases, the first
time that each symbol is introduced, it is defined and
discussed in detail.

NOTE: The symbols and definitions used in this infor-
mation sheet may differ from other AGMA standards.
The user should not assume that familiar symbols can
be used without a careful study of their definitions.

The symbols and terms are listed in alphabetical
order by symbol in table 1.

3.2 Definitions

The terms used, wherever applicable, conform to
ANSI/AGMA 1012--G05 and ANSI/AGMA
2015--2--AXX.

The reference axis of a component is defined by
means of datum surfaces. In most cases the axis of
the bore can be adequately represented by the axis
of the mating product arbor (see AGMA
915--3--A99).
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Table 1 -- Symbols and terms

Symbols Terms Units
a Center distance mm

ad Test center distance mm
d Diameter, reference pitch mm

db Diameter, base circle mm

Fid Radial composite deviation, total mm

Fp Total cumulative pitch deviation mm
Fr Runout mm

fe Eccentricity mm

fid Radial composite deviation, tooth--to--tooth mm
fpt Single pitch deviation mm
Lg Gage block stack height mm
mn Module, normal -- --

pb Pitch, base mm
Rr Test radius mm
s Tooth thickness mm
x Profile shift coefficient -- --

z Number of teeth -- --

α Pressure angle degrees

β Helix angle degrees

δ Prism (anvil) half angle degrees

εβ Helical overlap ratio -- --

η Tooth thickness half angle degrees
Subscripts
3 Master gear

a Arbor

b Base
n Normal plane
T Tolerance
t Transverse plane
w Product gear, operating
y Any (specified) diameter

The geometric axis of the teeth for radial compos-
ite deviation is that axis which, if used for the
measurement, would give the minimum root mean
square (rms) total radial composite deviation over a
complete revolution.

4 Measurement of radial composite
deviations

There are two composite measurement methods for
gear inspection. This information sheet contains a
description of the double flank composite action test,
which measures variations in the center distance

(radial direction) as a gear rotates in tight mesh with
a master gear. The single flank composite action test
measures transmission error in the tangential direc-
tion with gears that are not in tight mesh, and is
described in ANSI/AGMA 2015--1--A01 and AGMA
915--1--A02.

4.1 Checking principle

Radial composite deviations are checked on a
device on which pairs of gears are assembled with
one gear on a fixed spindle, the other on a spindle
carried on a slide provided with a spring arrange-
ment enabling the gears to be held radially in close
mesh (see figure 1). The variations in center
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distance, which occur as the gears are rotated
together in tight mesh, are recorded. This recording
may be done manually while observing a dial
indicator, with a stylus on a chart, or electronically.

Gear deviations evaluated by the composite action
test are tooth--to--tooth composite deviation and total
radial composite deviation. In certain cases, func-
tional tooth thickness and radial runout can also be
evaluated.

For most inspection purposes, product gears are
tested against a master gear. Measured composite
errors always include deviations associated with the
master gear. Minimizing master gear deviations
allows more of the tolerance for errors in the product
gears.

The total radial composite deviation, Fid, of the gear
under inspection is equal to the maximum variation

of center distance during one revolution. It can be
determined from a recorded diagram. The tooth--to--
tooth radial composite deviation, fid, is equal to the
variation of center distance during rotation through
one pitch angle (see figure 2).

The tolerance values given in ANSI/AGMA
2015--2--AXX are valid for measurements made
using a master gear.

It is important to note that the accuracy and design of
the master gear, especially its engagement with the
product gear, can influence the test results. The
master gear should have sufficient depth of engage-
ment to be capable of contact with the entire
functional profile of the product gear, but should not
contact its non--functional or root parts. Such
contact can be avoided when the master gear teeth
are thick enough to compensate for the product gear
backlash allowance.

mesh
without
backlash

view Z (enlarged)

measuring
direction

product gear

master gear

Z

During rotation, variation of center distance is measured
Figure 1 -- Principle of measuring radial composite deviations

0° 360°

360°
z

Maximum
value of fid

Fid

fe

Figure 2 -- Radial composite deviation diagram
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When they are to be used for the quality grading of
accurate gears, the accuracy of the master gear and
the measuring procedure used should be agreed
between the manufacturer and purchaser.

The design of the master gear shall be agreed upon
between manufacturer and purchaser. The overlap
ratio, εβ test, may influence the results of radial
composite measurements of helical gears. The
effects of profile deviations which would be evident
with spur gears may be concealed because of the
multiple tooth and diagonal contact lines with helical
gears. A helical gear face width such that εβ test is
less than or equal to 0.5 with the product gear should
be used. However, the full face width of the product
gear should be explored.

A chart recording of approximate sinusoidal form
(with amplitude 2fe) over a single revolution indicates
eccentricity, fe, of the gear teeth. Reference to figure
2 shows how such a sinusoidal curve can be drawn
on the diagram. Eccentricity of a gear is the

deviation between the geometrical axis of the teeth
and the reference axis (i.e., the bore or shaft).

4.2 The utility of radial composite deviation data

Radial composite deviations include components
from the combined deviations of right and left flanks.
Therefore, determination of the individual deviations
of corresponding flanks is not feasible. The mea-
surement of radial composite deviations quickly
provides information on deficiencies of quality re-
lated to the production machine, the tool, or the
product gear setup. The method is chiefly used for
carrying out checking of large quantities of product
gears, as well as fine pitch gears.

Tooth--to--tooth composite deviations occurring at
each pitch increment tend to indicate profile devi-
ations (often profile slope deviations). A large
isolated tooth--to--tooth composite deviation may
indicate a large single pitch deviation or damaged
tooth (see figure 3).

Runout
These are fluctuations in center distance during one revolution of the product
gear. They appear in the diagram as slowly increasing and decreasing curves
corresponding to the ratio of the gears.

Pitch deviations
They are revealed in the diagram as sudden and irregular deflections of the
recording pen of varying magnitude between two adjacent teeth.

Profile deviations
The slight undulations in the curve indicate deviations of the tooth form from the
theoretical involute profile. Each wave corresponds to the period of contact of
one tooth.

Pressure angle deviations (profile slope deviation)
The chart reveals them as regularly spaced and sharp--pointed vertical deflec-
tions, whereby each deflection corresponds to the period of contact of one tooth.

damaged tooth

1 revolution

Figure 3 -- Interpretation of radial composite deviation
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