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THREAD IN ACCORDANCE WITH FED-STD-H28/21;
MAX MAJOR DIA SHALL BE A MINIMUM OF 0,025
BELOW ACTUAL SHANK DIAMETER. /8/
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THIRD CUSTODIAN REVISION
PROJECTION NATIONAL AEROSPACE STANDARDS COMMITTEE 3

- PROCUREMENT TITLE @ CLASSIFICATION

3 SPECIFICATION SCREW, CLOSE TOLERANCE, PAN HEAD, PART STANDARD

= OFFSET CRUCIFORM RECESS, ALLOY STEEL, D¥OQBrents
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TABLE | — DIMENSIONS (CONTINUED)
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§ S % ALLOY STEEL — 4140 (UNS G41400) PER AMS6382, 4340 (UNS G43406) PER AMS6415 OR AMS6484, OR
£5% 8740 (UNS G87400) PER AMS6322, AMS6325 OR AMS6327.
HEAT TREATMENT:
DEVELOP BASIC MATERIAL PROPERTIES AS FOLLOWS, WITH CONTROLS PER AMS2759 FOR ALLOY STEEL:
1100 MPa MINIMUM ULTIMATE TENSILE (36-40 HRC).
FINISH:
CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2 (8-14 um THICK).
CODE:

EXAMPLES OF PART NUMBERS:

NA0035-080016
NA0035D080016
NA0035-090016

NOTES:

ASME B46.1.

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 09-01

@ COMPLETELY REVISED

Q) SURFACE TEXTURE:
THREAD ELEMENTS: 0,8 MICROMETERS Ra, ALL OTHER SURFACES 3,2 MICROMETERS Ra PER

SCREW; MJ8 x 1 THREAD; 16 mm GRIP
SCREW; MJ8 x 1 THREAD; 16 mm GRIP; DRILLED THREAD

SCREW; MJ8 x 1 THREAD; 16 mm GRIP; 1 mm OVERSIZE SHANK

FIRST THREE NUMBERS INDICATE NOMINAL SHANK DIAMETER IN MILLIMETERS AND TENTHS AS

TABULATED.
SECOND THREE NUMBERS DESIGNATE NOMINAL GRIP LENGTH IN MILLIMETERS AS TABULATED.
CODE LETTER “D” FOLLOWING BASIC PART NUMBER INDICATES DRILLED THREAD. /5/

BEARING SURFACE OF HEAD, HEAD TO SHANK FILLET RADIUS, SHANK AND ALL

) REMOVE ALL BURRS AND BREAK SHARP EDGES 0,1 TO 0,4.

3) DIMENSIONS IN MILLIMETERS AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED.
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