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- PROCUREMENT TITLE CLASSIFICATION
g SPECIFICATION SCREW, CLOSE TOLERANCE, PAN HEAD,  (3) PART STANDARD
=
g NAGDO7 OFFSET CRUCIFORM RECESS, DAOQAYents
TITANIUM ALLOY, 1100 MPa, METRIC , SHEET 1 OF 5 b
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TABLE | — DIMENSIONS (CONTINUED)
DIA CODE OFFSET CRUCIFORM RECESS
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HEAT TREATMENT:
DEVELOP BASIC MATERIAL PROPERTIES AS FOLLOWS, WITH CONTROLS PER AMS-H-81200 OR AMS2801.:
1100 MPA MINIMUM ULTIMATE TENSILE.
FINISH:
NONE
CODE:

FIRST THREE NUMBERS INDICATE NOMINAL SHANK DIAMETER IN MILLIMETERS AND TENTHS AS
TABULATED.

SECOND THREE NUMBERS DESIGNATE NOMINAL GRIP LENGTH IN MILLIMETERS AS TABULATED.

CODE LETTER “D” FOLLOWING BASIC PART NUMBER INDICATES DRILLED THREAD. /5/

EXAMPLES OF PART NUMBER:

NA0047-080016

NA0047D080016
NA0047-090016

SCREW; MJ8 x 1 THREAD; 16 mm GRIP
SCREW; MJ8 x 1 THREAD: 16 mm GRIP; DRILLED THREAD
SCREW; MJ8 x 1 THREAD: 16 mm GRIP; 1 mm OVERSIZE SHANK

NOTES:
Q) SURFACE TEXTURE: BEARING SURFACE OF HEAD, HEAD TO SHANK FILLET RADIUS, SHANK AND ALL
THREAD ELEMENTS: 0,8 MICROMETERS Ra; ALL OTHER SURFACES: 3,2 MICROMETERS Ra PER
ASME B46.1.

2) REMOVE ALL BURRS AND BREAK SHARP EDGES 0,1 TO 0,4.

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.
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REVISION
3 3
= -
& |(3) COMPLETELY REVISED [M@Qﬁ?ent*:
| SHEET 2 Hub
—— 1 u

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY -

Copyright Aerospace Industries Association of America Inc. ¢ AIA MAKEQ NN DEDDEQENTATIAN AD A1 AIM DEQDEATINR /1) Ti
Provided by IHS under license with AIA/NAS | -MS PRODUCED UNDER NATIONAL AEROSPACE STANDARD! ensee= www.sepana.ir/5991803002, User=sam, albert HE SUITABILITY OF

o Lic
No reproduction or networking permitted without ficense from IHs *R APPLICATION OR (2) THE EXISTENCE OF OR APPLIC N4 for Resale, 01/04/2016 10:26:53 MST ! FAUEMARRS 1o 1o,
Full document details: AIA NA0047 2012


http://www.avadocuments.com/doc/aia-na0047-2012
http://www.avadocuments.com/doc/aia-na0047-2012

