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- TABLE | — DIMENSIONS g
g%’ DASH T A B C @D aF G H J L oW Y Z :
E E NO. THREAD +0,25 | MAX | MIN | MIN | MAX | MIN | MIN | MAX | £0,25 | MIN | MAX | MIN | MAX | MAX N
E § 050 MJ5 X 0,8 - 4H6H 6,2 6,0 | 5,8 6,5 56| 8,3|1,70|1,95| 3,75 0,6 35| 9,1|0,20 | 0,10 E
o 060 MJ6 X 1 - 4H5H 6,9 7,0 6,8 7,6 6,8 981,70 (1,95 | 4,50 0,9 4,0| 10,6| 0,20 | 0,10 ;
§E 080 MJ8 X 1 - 4H5H 8,8 |10,0 9,8 | 10,9 8,8| 12,8(2,10| 2,35 | 6,00 1,1 5,5| 13,6( 0,20 | 0,10 K
<§( % 100 MJ10 X 1,25 - 4H5H 11,1 |12,0 (11,7 | 13,1| 10,8| 15,8|2,60| 2,85 | 7,50 1,3 7,0| 16,8/ 0,25 | 0,13 2
§ Z 120 MJ12 X 1,25 - 4H5H 12,6 |14,0|13,7| 15,4| 12,8| 18,8| 2,60 | 2,85 | 9,00 2,0 7,5 19,9(/ 0,25 | 0,13 g
g % 140 MJ14 X 1,5 - 4H5H 149 |16,0 | 15,7 | 17,7| 14,8| 21,9| 3,20 | 3,50 | 10,50 2,0 8,5| 23,0/ 0,25 0,15 E
% o 160 | MJ16 X 1,5 - 4H5H 16,4 19,0 (18,7 |21,1| 16,8 | 24,9| 3,20 | 3,50 | 12,00 2,0 | 10,0| 26,0/ 0,30 | 0,18 &
@ 5 180 MJ18 X 1,5 - 4H5H 18,7 |22,0121,7|24,5| 18,8| 28,0| 4,00 | 4,30 | 13,50 2,0 | 12,0 29,1/ 0,30 | 0,18
é % 200 | MJ20 X 1,5 - 4H5H 20,2 24,0 | 23,7 26,8| 20,8| 31,2| 4,00 | 4,30 | 15,00 2,3 ] 13,0| 32,3/ 0,30 | 0,18
E Z 220 | MJ22 X 1,5 - 4H5H 21,7 27,0 26,7 | 30,2| 22,8| 34,2| 4,00 | 4,30 | 16,50 2,3 | 14,5| 35,4/ 0,30 | 0,18
Z @ 240 MJ24 X 2 - 4H5H 23,7 30,0 |29,7|33,7| 24,8| 36,9| 4,00 | 4,30 | 18,00 2,3 | 16,0| 38,0|/ 0,30 | 0,18
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TABLE | — DIMENSIONS (CONTINUED)

DASH T COTTER | AXIAL TENSILE CALC.
NO THREAD PIN DIA FORCE MASS, MAX
. (REF) kN MIN kg/100
i 050 | MJ5 X 0,8 - 4H6H 1,4 17,4 0,086
2 060 | MJ6 X 1 - 4H5H 1,4 24,8 0,113
E 080 | MJ8 X 1-4H5H 1,8 46,6 0,32
5 100 | MJ10 X 1,25 - 4H5H 2,3 72,9 0,57
§ 120 | MJ12 X 1,25 - 4H5H 2,3 108,0 0,88
< 140 | MJ14 X 1,5 - 4H5H 2,9 147,0 1,22
2 160 | MJ16 X 1,5 - 4H5H 2,9 195,0 1,99
2 180 | MJ18 X 1,5 - 4H5H 3,7 250,0 3,09
= § 200 | MJ20 X 1,5 - 4H5H 3,7 313,0 3,82
EED 220 | MJ22 X 1,5 - 4H5H 3,7 382,0 5,22
232 240 | MJ24 X 2 - 4H5H 3,7 4450 7,30
Q25
L2 0
ggg MATERIAL:
<< A <<
ALLOY STEEL, HEAT TREATED AS REQUIRED TO MEET PERFORMANCE.
FINISH:
CADMIUM PLATE AMS-QQ-P-416, TYPE Il, CLASS 2.
LUBRICATION:

DRY FILM LUBRICANT, AS5272.

EXAMPLE OF PART NUMBER:
NA0050-100 = NUT, SELF-LOCKING, CASTELLATED, REDUCED HEX, TENSILE, MJ10 X 1,25.
NOTES:
11/ SURFACE ROUGHNESS: BEARING AREA SURFACE: 3,2 MICROMETERS Ra; ALL OTHER SURFACES EXCEPT
THREADS 6,3 MICROMETERS Ra PER ASME B46.1. SURFACE TEXTURE SYMBOLS SHALL BE IN
ACCORDANCE WITH ASME Y14.36M.

2) DIMENSIONS IN MILLIMETERS AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF
LUBRICATION UNLESS OTHERWISE SPECIFIED.

®3) REMOVE ALL BURRS AND BREAK SHARP EDGES 0,1 TO 0,4.
4) THREAD ENTRY FORM OPTIONAL WITHIN “@D” & 90°-120°.

/5/ MANUFACTURER'S IDENTIFICATION IN ACCORDANCE WITH MIL-HDBK-57 REQUIRED. LOCATION OF
MARK OPTIONAL EXCEPT NOT TO BE ON BEARING FACE.

16/ BEARING SURFACE MAY BE FLAT TO CONCAVE, BUT SHALL NOT BE CONVEX.

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

©)] DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.
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