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MATERIAL:
A286 (UNS S66286) PER AMS5525, AMS5732, OR AMS5737.
g
] FINISH:
&
=
g FOR 425 °C, SILVER PLATE ON THREAD AREA PER AMS2410. THREADS SHALL SHOW COMPLETE
z COVERAGE. SILVER PLATING ON ALL OTHER SURFACES IS OPTIONAL.
E PASSIVATE PER AMS2700, METHOD 1, CLASS 4, TYPE 2 OR 8.
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g o LUBRICATION:
S%g SOLID FILM LUBRICANT PER AS5272, TYPE I OR II. NICKEL AND/OR COPPER STRIKE AS A
4 32 PRETREATMENT FOR APPLICATION OF SOLID FILM LUBRICANT IS OPTIONAL
=
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CODE:

DASH NUMBER PREFIXED BY “-" SPECIFIES PLAIN RIVET HOLES.
DASH NUMBER PREFIXED BY “K" SPECIFIES DIMPLED RIVET HOLES.
DASH NUMBER SUFFIXED BY “M" SPECIFIES SOLID FILM LUBRICANT.
DASH NUMBER SUFFIXED BY “L"” SPECIFIES SILVER PLATE.

EXAMPLES OF PART NUMBER:

NA0078-060L
NA0078K060L
NA0078-060M

MJ6 X 1 - 4H5H THREAD, PLAIN RIVET HOLES, SILVER PLATED, 425 °C.
MJ6 X 1 - 4H5H THREAD, DIMPLED RIVET HOLES, SILVER PLATED, 425 °C.
MJ6 X 1 - 4H5H THREAD, PLAIN RIVET HOLES, PASSIVATED, SOLID FILM
LUBRICATED, 235 °C.

MJ6 X 1 - 4H5H THREAD, DIMPLED RIVET HOLES, PASSIVATED, SOLID FILM
LUBRICATED, 235 °C.

NA0078K060M
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5= (1)  DIMENSIONS IN MILLIMETERS AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF
oz LUBRICATION UNLESS OTHERWISE SPECIFIED.
< T
[aped
2E (2)  DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.
0
Zo
ok /3/  MINIMUM “E” LIMITED ONLY BY STRENGTH REQUIREMENTS OF SPECIFICATION.
EG
E /4/  THREADS SHALL BE MJ FORM IN ACCORDANCE WITH FED-STD-H28/21. FOR ACCEPTABILITY SEE
24 PROCUREMENT SPECIFICATION.
29
23 /5/  THESE GRAPHIC DEPICTIONS ARE ENVELOPES. PARTS MAY VARY IN FORM AND SHAPE, BUT SHALL
55 MEET DIMENSIONAL REQUIREMENTS.
2ok
e (6)  MAGNETIC PERMEABILITY SHALL BE LESS THAN 2,0 (AIR = 1,0) FOR A FIELD STRENGTH H = 16 kA/m
255 USING A MAGNETIC PERMEABILITY INDICATOR PER ASTM A342/A342M, TEST METHOD 3.
225
: (7)  THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.
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