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PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

EXAMPLES OF PART NUMBERS:

PROCUREMENT SPECIFICATION:

DASH NUMBER PREFIXED BY “—" SPECIFIES PLAIN RIVET HOLES.
DASH NUMBER PREFIXED BY “K” SPECIFIES DIMPLED RIVET HOLES.
DASH NUMBER SUFFIXED BY “M” SPECIFIES SOLID FILM LUBRICANT.

NA0079-060M

MJ6 X 1 - 4H5H THREAD, PLAIN RIVET HOLES, CADMIUM PLATED, SOLID FILM

LUBRICANT.

NAOO79KO60M = MJ6 X 1 - 4H5H THREAD, DIMPLED RIVET HOLES, CADMIUM PLATED, SOLID FILM
LUBRICANT.

NA0079-060 = MJ6 X 1 - 4H5H THREAD, PLAIN RIVET HOLES, CADMIUM PLATED, NO SOLID FILM
LUBRICANT.

NAO079K060 = MJ6 X 1 - 4H5H THREAD, DIMPLED RIVET HOLES, CADMIUM PLATED, NO SOLID

FILM LUBRICANT.

THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.
DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.
MINIMUM “E” LIMITED ONLY BY STRENGTH REQUIREMENTS OF SPECIFICATION.

THREADS SHALL BE MJ FORM IN ACCORDANCE WITH FED-STD-H28/21. FOR ACCEPTABILITY SEE
PROCUREMENT SPECIFICATION.

DIMENSIONS IN MILLIMETERS AND APPLY AFTER FINISH AND PRIOR TO THE APPLICATION OF
LUBRICATION UNLESS OTHERWISE SPECIFIED.

THESE GRAPHIC DEPICTIONS ARE ENVELOPES. PARTS MAY VARY IN FORM AND SHAPE, BUT SHALL
MEET DIMENSIONAL REQUIREMENTS.

UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE
APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.

UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON
DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
DEPLETION.

NAO0O09, CLASS II.

ALL PARTS MUST MEET QUALIFICATION AND INSPECTION REQUIREMENTS.
MANUFACTURERS SHALL PROVIDE EVIDENCE OF QUALIFICATION WHEN

USF OF OR RFLIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY =
Copyright Aerospace Industries Association of America Inc. \ys PRODUCED UNDER NATIONAL AEROSPACE STANDARD‘ AIA MAKER NN DEDDEQENITATINN AD A1 AIM DEQDEATING 71\ THE SUITABILITY OF

Provided by IHS under license with AIA/NAS |

icensee= www.sepana.ir/5991803002, User=sam, albert

No reproduction or networking permitted without iicense from 1HS ‘R APPLICATION OR (2) THE EXISTENCE OF OR APPLI( Not for Resale, 01/04/2016 11:56:42 MST ' FAVENARRS RILGMATS.
Full document details: AIA NA0O079 2012

REQUIRED. TESTING SHALL BE PERFORMED BY MANUFACTURER OR ——
3 INDEPENDENT LABORATORY. PROCURING AGENCY MAY CONDUCT
g CONFIRMING QUALIFICATION TESTS. NO QPL SHALL BE ESTABLISHED. 3
z ")w iﬁ% [
2 |(3) COMPLETELY REVISED | v nt P
— = ) Hub


http://www.avadocuments.com/doc/aia-na0079-2012
http://www.avadocuments.com/doc/aia-na0079-2012

