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FED. SUPPLY CLASS

TABLE | — DIMENSIONS

AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD.
ARLINGTON, VA 22209

DIAMETER DASH SCREW OR oD ID
NUMBER BOLT DIA
(REF) MIN MAX MIN MAX
016 1,6 32 35 1,7 1,8
020 2 42 45 2,2 2.3
025 25 47 5 2,7 2,8
030 3 5,7 6 32 3,32
035 35 6,64 7 37 3,82
040 4 7,64 8 43 4,42
050 5 8,64 9 53 5,42
060 6 10,57 11 6,4 6,55
080 8 14,57 15 8,4 8,55
100 10 17,57 18 10,5 10,68 .
. 120 12 19,48 20 13 13,18 3
w? 140 14 23,48 24 15 15,18 S
I w |
T 1 T
25 160 16 27,48 28 17 17,18 g
3 =
£3 MATERIAL: S
=
g 8
oz ALUMINUM ALLOY TUBING — 2024-T3 (UNS A92024) PER WW-T-7006/3 AMS-WW-T-700/3, TYPE I. 2
5E ALUMINUM ALLOY WIRE OR ROD — 2024-T4 (UNS A92024) PER ©6-A-225/6-AMS-QQ-A-225/6. g
2@ CRES — A286 (UNS S66286) PER AMS5732.
e 3 CRES — 303Se (UNS S$30323) CONDITION “A” PER ASTM A582/A582M.
82 ALLOY STEEL BAR — 4130 (UNS G41300) CONDITION “F” PER MH-S-6758 AMS-S-6758.
fE ALLOY STEEL TUBING — 4130 (UNS G41300) TYPE I, HT-125 PER MH-F-6736 AMS-T-6736.
g
2 Ezd 9
g HEAT TREATMENT: &
O @ S
& x
52 ALLOY STEEL, HEAT TREATED, 862 TO 1000 MPa. i
og ALUMINUM ALLOY, 428 MPa MIN. i
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FINISH:

ALUMINUM ALLOY — GRAY ANODIZE AS SPECIFIED IN MIL-A-8625, TYPE I.

ALUMINUM ALLOY — CHEMICAL FILM, DYED BLUE AS SPECIFIED IN MIL-DTL-5541.

CRES, TYPE A286 — PASSIVATE IN ACCORDANCE WITH AMS2700, METHOD 1, CLASS 4.

CRES, TYPE 303Se — PASSIVATE IN ACCORDANCE WITH AMS2700, METHOD 1, CLASS 4.

ALLOY STEEL, HEAT TREATED — CADMIUM PLATE IN ACCORDANCE WITH AMS-QQ-P-416, TYPE 11,
CLASS 2, DYED TO AN IRIDESCENT BRONZE COLOR. THE SALT SPRAY REQUIREMENT AND
TESTS SHALL NOT APPLY.

EXAMPLES OF PART NUMBERS:
NA0180-030 010 N

-L ANODIZE FINISH INDICATED BY “N”
CHEMICAL FILM FINISH INDICATED BY “C”

AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD
ARLINGTON, VA 22209

LENGTH THRU 25 mm IN ONE MILLIMETER INCREMENTS (3 DIGITS)
LENGTH OVER 25 mm THRU 50 mm IN TWO MILLIMETER INCREMENTS (3 DIGITS)
LENGTH OVER 50 mm IN THREE MILLIMETER INCREMENTS (3 DIGITS)

DIAMETER DASH NUMBERS AS TABULATED IN TABLE I.

DOCUMENT NUMBER AND MATERIAL AS TABULATED IN TABLE I1.

FOR A 3 mm DIAMETER SCREW OR BOLT:

NA0180-030026C = DIAMETER DASH NO. 030, 57 mm TO 6 mm OD x 3,2 mm ID X 26 mm
LONG OF ALUMINUM ALLOY MATERIAL WITH CHEMICAL FILM FINISH.

FOR A 4 mm DIAMETER SCREW OR BOLT:
NA0182-040053 = DIAMETER DASH NO. 040, 7,64 mm TO 8 mm OD x 4,3 mm TO 4,42 mm ID
x 53 mm LONG OF CRES MATERIAL.
NOTES:
Q) DIMENSIONS IN MILLIMETERS AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED.
2) REMOVE ALL BURRS AND BREAK SHARP EDGES 0,4 mm MAX.
3) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

4) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE
APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.

(5) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON
DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
DEPLETION.

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST
REVISION DATE.

(6) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.
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