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<4< TABLE I — DIMENSIONS AND CODES
THREAD | THREAD B STOCK L+0,13
SIZE 4H6H MIN SIZE
CODE /5/ CODE
LENGTH LENGTH
RANGE CODE
025 MJ2.5x0,45 | 4,8 UH 5 THRU 25 882 :
008
030 MJ3x0,5 6,4 UH 5 THRU 25 010 .
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FINISH:

ALUMINUM — ANODIZE PER MIL-A-8625, TYPE | OR TYPE II, CLASS 1.
BRASS - CADMIUM PLATE PER AMS-QQ-P-416, TYPE Il, CLASS 2.
CRES — PASSIVATE PER AMS2700, METHOD 1, CLASS 4.

,[ s NATIONAL AEROSPACE STANDARD -‘
AR Ociation Y © COPYRIGHT 2011 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED NATIONAL AEROSPACE STANDARDS
MATERIAL:
NA0221 - ALUMINUM ALLOY, 2024-T4 PER AMS-QQ-A-225/6 (UNS A92024), OR 2011-T4 PER AMS-QQ-
o A22543 ASTM B211 (UNS A92011).
=z
é NA0222 — BRASS PER QQ-B-626, COMPOSITION 11.
g
g NA0223 — CORROSION RESISTANT STEEL (CRES) PER ASTM A582/A582M, TYPE 303 (UNS S30303) OR
z TYPE 303SE (UNS S30323), CONDITION A.
=
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§ NA0224 — POLYAMIDE, COMPOSITION 6/6 (NYLON) PER L-P-410.
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1000 WILSON BLVD.
ARLINGTON, VA 22209

_EXAMPLE OF PART NUMBER:

POLYAMIDE (NYLON) — NATURAL.

NA0222 - 035 WH 022
" [ LENGTH CODE FROM TABLE I (L=22,0)
STOCK SIZE CODE FROM TABLE 1 (8,0 HEX)
THREAD SIZE CODE FROM TABLE | (THREAD MJ3.5x0,6; POST

8,0 HEX)
MATERIAL PART NUMBER (BRASS POST)

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY =

Copyright Aerospace Industries Association of America Inc. ‘\15 PRODUCED UNDER NATIONAL AEROSPACE STANDARD‘ AIA MAKERQ NN DEDDEGENITATIAN ND F1 A IM DEQDECTING 71\ THE SUITABILITY OF

Provided by IHS under license with AIA/NAS |

No reproduction or networking permitted without license from IH

Licensee= www.sepana.ir/5991803002, User=sam, albert
isAR APPLICATION OR (2) THE EXISTENCE OF OR APPLIC ot for Resale. O1/04/2016 22.33:32 MST | RADENARRS RIm 1 o.

Full document details: AIA NA0221-0224 2011

NOTES:
.
" (1)  DIMENSIONS IN MILLIMETERS AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED.
< w
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3= (2)  THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.
x o
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g8 (3)  UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF
=3 THE APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS
= DEPLETED.
gz
SF /4/  COUNTERSINK FOR THREAD RELIEF TO THE MAJOR THREAD DIAMETER +0,5 / -0.
< W
'U; =
£ 3 /5/  MAXIMUM DEPTH TAP DRILL HOLE IS OPTIONAL. POSTS MAY BE TAPPED THEIR ENTIRE LENGTH (L).
8z
iE (6)  UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT
ey ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
24 REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
g8 DEPLETION.
53 (7)  BREAK ALL SHARP EDGES.
£ (8) THREADS SHALL BE IN ACCORDANCE WITH FED-STD-H28/21, ACCEPTABILITY OF SCREW THREADS
550 SHALL BE IN ACCORDANCE WITH FED-STD-H28/20, SYSTEM 22.
245>
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TR (9)  DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.
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