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ENLARGED VIEW OF UNDERCUT
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MATERIAL:

FINISH:

AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD.
ARLINGTON, VA 22209

CODE:

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

HEAT TREATMENT:

EXAMPLE OF PART NUMBER:

ALLOY STEEL — 4130 (UNS G41300) PER MH-5-6%58 AMS-S-6758, MIL-+6+36, AMS6360, AMS6361, OR
AMS6362,

CRES - 17-4PH (UNS S17400) PER AMS5643.

ALUMINUM NICKEL BRONZE — (UNS C63000) PER AMS4640.

COPPER-BERYLLIUM — (UNS C17200) PER ASTM B196/B196M, CONDITION HT.

DEVELOP BASIC MATERIAL PROPERTIES AS FOLLOWS, WITH CONTROLS PER AMS2759:
ALLOY STEEL: 860-1000 MPa TENSILE.
CRES: 930-1170 MPa TENSILE.

ALLOY STEEL (MANDATORY FINISH), ALUMINUM NICKEL BRONZE AND COPPER-BERYLLIUM (WHEN
SPECIFIED): CADMIUM PLATE OUTSIDE DIAMETER AND END SURFACES PER AMS-QQ-P-416,
TYPE 11, CLASS 2. FLASH PERMITTED IN BORE.

CRES: PASSIVATE PER AMS2700, METHOD 1, CLASS 4.

“—" CODE AFTER BASIC PART NUMBER DESIGNATES ALLOY STEEL.

“A” CODE AFTER BASIC PART NUMBER DESIGNATES ALUMINUM NICKEL BRONZE.

“B” CODE AFTER BASIC PART NUMBER DESIGNATES COPPER-BERYLLIUM.

“C” CODE AFTER BASIC PART NUMBER DESIGNATES CRES.

“D” CODE (WHEN SPECIFIED) AFTER LENGTH CODE DESIGNATES CADMIUM PLATE FINISH, MANDATORY
FOR ALLOY STEEL, OPTIONAL FOR “A” AND “B” CODES.

“P” CODE (WHEN SPECIFIED) AFTER LENGTH CODE DESIGNATES PASSIVATE FINISH, MANDATORY FOR
CRES, “C” CODE.

NA0269 — 005 070 D

L FINISH CODE

“D” = CADMIUM PLATED: MANDATORY FOR ALLOY STEEL, OPTIONAL
FOR “A” & “B” CODES
“P” = PASSIVATED, MANDATORY FOR “C” CODE

LENGTH CODE IN 1 mm INCREMENTS (THREE DIGITS)
DIAMETER CODE PER TABLE (THREE DIGITS)

MATERIAL CODE
“—" = ALLOY STEEL
“A” = ALUMINUM NICKEL BRONZE
“B” = COPPER-BERYLLIUM
“C” = CRES
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