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FOREWORD
This standard sets forth standard test procedures for determining compressive loads and shear strengths of
fasteners.
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THE INITIAL RELEASE OF THIS DOCUMENT SUPERSEDES DOD-STD-1312-113. w
DESIGNATION FOR THIS TEST METHOD REMAINS MIL-STD-1312-113. a
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1. SCOPE
1.1 Applicability. This test method covers the procedure and apparatus for testing fasteners in double shear in a half-
o hole shear fixture.
=
g
; 2. REFERENCED DOCUMENTS
<
% The following document(s) forms a part of this specification to the extent specified herein. The issues of the
£ documents which are indicated as DOD adopted shall be the issue in the current DoDISS and the supplement
o thereto, if applicable.
2
g o ASTM International
ESH ASTM E4 Standard Methods of Verification of Testing Machines
(AN e
Zz>
Y3z Copies can be obtained from ASTM International, 100 Barr Harbor Drive, PO Box C700, West Conshohocken, PA
550 19428-2959. www.astm.org
%83
== NCSL International
NCSL 7540.3 Requirements for the Calibration of Measuring and Test Equipment
Copies can be obtained from NCSL International, 2995 Wilderness Place, Suite 107, Boulder, CO 80301.
www.ncsli.org
3. DEFINITIONS
Not applicable.
4. GENERAL REQUIREMENTS
4.1 Test apparatus
4.1.1 Testing machine. The testing machine shall be capable of applying a compressive load at a controllable rate. The
calibrating system for the machine shall conform to NCSL Z540.3. Its accuracy shall be verified every 6 months by a
method complying with ASTM E4, using a calibration device which shall have been calibrated by the National Bureau
of Standards not more than 2 years prior to its use. The loads of the fasteners tested shall be within the range of
the testing machine as defined in ASTM E4.
4.1.2 Test fixture. Test fixtures shall be in accordance with Figure 1.
4.1.3 Grip length. Unless otherwise specified, the minimum grip length of the test specimen shall be 3x"@D".
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