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C
C

J A

B E

.075 MAX
(FOR .1120 THRU .3750)
.115 MAX
(FOR .4375 THRU .6250)

CSK 120° MAX x ØD
(RADIUS OPTIONAL)
THREAD T /5/

SHAPE OF TOP
OPTIONAL

R .148
.115 FOR .1120 THRU .3750

(R .125 MIN FOR AL ALLOY)

R .176
.146 FOR .4375 THRU .6250

ØK 2 HOLES
EXCEPT FOR
PROJECTION

WELD

OPTIONAL
BASE SHAPE

4x R.031 MIN

MARK WITH "C" TO
DESIGNATE 800 °F NUTS,
POSITION OPTIONAL.
NO MARKING NEED BE
APPLIED TO 250 °F
OR 450 °F NUTS.

/3/ PROJECTION NIBS
     FOR SPOTWELDING

/4/ COUNTERSUNK
     RIVET HOLES
     (OR MAY BE DIMPLED)

.020 +.010
–.005

ØK ØG

Ø.105±.005

100°±2°

 
 
 
 

TABLE I – DIMENSIONS 
T 

THREAD 
/5/ 

DASH NUMBERS A 
 
 

MAX 

B 
/2/ 

 
MAX 

C 
/1/ 

 
NOM 

E 
/2/ 

 
MAX 

ØD 
+.020 
–.010 

J 
±.002

ØK 
+.005
–.000 

ØG 
±.010NYLON INSERT ALL METAL 

AL ALLOY 
250 ˚F 

STEEL 
250 ˚F 

AL ALLOY 
250 ˚F 

STEEL 
450 ˚F 

CRES 
800 ˚F 

.1120-40 UNJC-3B 

.1380-32 UNJC-3B 

.1640-32 UNJC-3B 

.1900-32 UNJF-3B 

.2500-28 UNJF-3B 

.3125-24 UNJF-3B 

.3750-24 UNJF-3B 

.4375-20 UNJF-3B 

.5000-20 UNJF-3B 

.5625-18 UNJF-3B 

.6250-18 UNJF-3B 

D04 
D06 
D08 
D3 
D4 
D5 
D6 
D7 
D8 
D9 
D10 

N04 
N06 
N08 
N3 
N4 
N5 
N6 
N7 
N8 
N9 
N10 

H04 
H06 
H08 
H3 
H4 
H5 
H6 
H7 
H8 
H9 
H10 

A04 
A06 
A08 
A3 
A4 
A5 
A6 
A7 
A8 
A9 
A10 

C04 
C06 
C08 
C3 
C4 
C5 
C6 
C7 
C8 
C9 
C10 

.984 

.984 

.984 

.984 
1.296 
1.296 
1.296 
1.477 
1.602 
1.727 
1.852 

.406 

.406 

.406 

.406 

.516 

.531 

.641 

.719 

.859 

.953 
1.016 

.344 

.344 

.344 

.344 

.500 

.500 

.500 

.562 

.625 

.688 

.750 

.218 

.234 

.297 

.312 

.375 

.375 

.453 

.469 

.609 

.656 

.765 

.131 

.156 

.183 

.210 

.273 

.336 

.398 

.458 

.531 

.594 

.656 

.688 

.688 

.688 

.688 
1.000 
1.000 
1.000 
1.125 
1.250 
1.375 
1.500 

.098 

.098 

.098 

.098 

.098 

.130 

.130 

.161 

.161 

.161 

.161 

.200 

.200 

.200 

.200 

.200 

.230 

.230 
– 
– 
– 
– 

 
 

 

6   COMPLETELY REVISED 

Copyright Aerospace Industries Association of America Inc. 
Provided by IHS under license with AIA/NAS Licensee= www.sepana.ir/5991803002, User=sam, albert

Not for Resale, 01/04/2016 10:33:48 MSTNo reproduction or networking permitted without license from IHS

-
-
`
`
,
`
`
`
,
`
,
`
,
`
`
,
,
`
`
`
`
`
,
`
`
,
,
`
`
`
`
`
-
`
-
`
,
,
`
,
,
`
,
`
,
,
`
-
-
-

Full document details: AIA NAS1023 2012

http://www.avadocuments.com/doc/aia-nas1023-2012
http://www.avadocuments.com/doc/aia-nas1023-2012


 

 

NATIONAL AEROSPACE STANDARD 
© COPYRIGHT 2012 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED 

FO
RM

 0
9-

01
 

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY.  AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY 
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS.  AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF 
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS. 

TH
IS

 D
RA

W
IN

G
 S

U
PE

RS
ED

ES
 A

LL
 A

N
TE

CE
D

EN
T 

ST
AN

D
AR

D
 D

RA
W

IN
G

S 
FO

R 
TH

E 
SA

M
E 

PR
O

D
U

CT
 A

N
D

 S
H

AL
L 

BE
CO

M
E 

EF
FE

CT
IV

E 
N

O
 L

AT
ER

 T
H

AN
 S

IX
 M

O
N

TH
S 

FR
O

M
 T

H
E 

LA
ST

 
RE

VI
SI

O
N

 D
AT

E.
 

NAS1023 
SHEET 2 

REVISION

6

AE
RO

SP
AC

E 
IN

D
U

ST
RI

ES
 A

SS
O

CI
AT

IO
N

 O
F 

AM
ER

IC
A,

 I
N

C 
10

00
  W

IL
SO

N
 B

LV
D

. 
AR

LI
N

G
TO

N
, V

A 
 2

22
09

 

 
MATERIAL: 
 

SEE SPECIFICATION MIL-N-25027 NASM25027. 
 
 
FINISH: 
 

STEEL - CODES CONTAINING “X” OR “N” CADMIUM PLATE. “A” CODE: CADMIUM PLATE PLUS 
AN APPROVED DRY FILM LUBRICANT. PLATING SHALL BE QQ-P-416, TYPE II, CLASS 
2. EXISTING NUTS WITH AN OPTIONAL TYPE AND CLASS OF CADMIUM PLATE PER 
AMS-QQ-P-416, AS PREVIOUSLY PERMITTED, MAY BE FURNISHED UNTIL 16 DEC 
1976. 
 

CRES - SILVER PLATE FOR 800 ˚F USE PER MIL-N-25027 TO A .0002 MINIMUM THICKNESS 
ON SURFACES WHICH CAN BE TOUCHED BY A .7500 (3/4-INCH) BALL. THREADS 
SHALL SHOW COMPLETE COVERAGE, BUT THICKNESS REQUIREMENT ON THREADS 
IS WAIVED. 
 

AL ALLOY - ANODIZE OR CHEMICAL FILM PER NASM25027, EXCEPT ANODIZE SHALL BE LIMITED 
TO TYPE I OR TYPE II. 

 
 
CODE: 
 

INSERT “X” IN ADDITION TO “A” OR “N” FOR PLATED STEEL NUTS WITHOUT LUBRICANT. 
ADD “W” TO END OF PART NUMBER TO OBTAIN NUTS WITH WELDING PROJECTION (“C” CODE ONLY). 
ADD “K” TO END OF PART NUMBER TO OBTAIN NUTS WITH COUNTERSUNK RIVET HOLES. 

 
 
EXAMPLE OF PART NUMBER: 
 

NAS1023A3 = NUT, STEEL WITH .1900-32 THREAD FOR USE UP TO 450 ˚F, ALL METAL. 
 

NAS1023N3 = NUT, STEEL WITH .1900-32 THREAD FOR USE UP TO 250 ˚F, NYLON INSERT. 
 

NAS1023D3 = NUT, ALUMINUM ALLOY WITH .1900-32 THREAD FOR USE UP TO 250 ˚F, 
NYLON INSERT. 
 

NAS1023C3W = NUT, CRES WITH .1900-32 THREAD FOR USE UP TO 800 ˚F, 
ALL METAL WITH WELDING PROJECTIONS. 
 

NAS1023N3K = NUT, STEEL WITH .1900-32 THREAD FOR USE UP TO 250 ˚F, 
NYLON INSERT AND COUNTERSUNK RIVET HOLES. 
 

NAS1023AX3 = NUT, STEEL WITH .1900-32 THREAD FOR USE UP TO 450 ˚F, 
ALL METAL WITHOUT LUBRICANT. 
 

NAS1023NX3 = NUT, STEEL WITH .1900-32 THREAD FOR USE UP TO 250 ˚F 
 NYLON INSERT WITHOUT LUBRICANT. 
 

NAS1023NX3K = NUT, STEEL WITH .1900-32 THREAD FOR USE UP TO 250 ˚F, 
NYLON INSERT AND COUNTERSUNK RIVET HOLES WITHOUT LUBRICATION. 
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