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TABLE I – DIMENSIONS 
THREAD T BASIC  

PART 
NUMBER 

NUT TYPE CODE 
NYLON INSERT ALL METAL 

ALUM 
ALLOY ASSY 

250° F 

STEEL NUT  
ALUM CHANNEL 

250° F 

STEEL NUT 
ALUM 

CHANNEL  
250° F 

STEEL NUT 
CORR RESIS 

STEEL CHANNEL 
450° F 

CORR RESIS 
STEEL ASSY 

800° F 

.1640-32 UNJC-3B NAS1039 D N P A C 

.1900-32 UNJF-3B NAS1040 D N P A C 

.2500-28 UNJF-3B NAS1041 D N P A  C 
 

THREAD T B 
MAX 

E 
MAX 

ØD 
±.005 

H 
MAX 

U 
MIN 

S 
MIN 
/4/ 

.1640-32 UNJC-3B .593 .391 .365 .260 .406 .625 

.1900-32 UNJF-3B .593 .391 .411 .260 .406 .625 

.2500-28 UNJF-3B .874 .493 .540 .270 .562 1.000 
 

L 

B

ØDE
H

100° ± 1°

HOLE IN
HOUSING TO
PROVIDE FOR
FULL FLOAT
OF NUT /1/

S 
2 -.032
OR U 

WHICHEVER
IS GREATER

S ± .015 
TOLERANCE

 NONACCUMULATIVE

STOCK LENGTH APPROX. 72 INCHES

SHAPE OF TOP 
OPTIONAL 

THREAD T 

7 
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TABLE II – NUT SPACING AND QUANTITY PER STRIP 

S  
SPACING 

/4/ 

MAX NO OF  
NUTS PER  

STOCK LENGTH 

NUT SPACING  
CODE  
/4/ 

.625 

.750 

.875 
1.000 
1.125 
1.250 
1.375 
1.500 
1.625 
1.750 
1.875 
2.000 
2.250 
2.500 
3.000 

115 
96 
82 
72 
64 
57 
52 
48 
44 
41 
38 
36 
32 
28 
24 

5 
6 
7 
8 
9 
10 
11 
12 
13 
14 
15 
16 
18 
20 
24 

 
 
MATERIAL:  
 

SEE SPECIFICATION NASM25027. 
 
EXAMPLE OF PART NUMBER: 
 

NAS1040A12-8 = NUT - STEEL WITH .1900-32 THREAD FOR USE UP TO 450 °F – ALL METAL NUT – CORROSION 
RESISTANT STEEL CHANNEL – 1.500 INCH SPACING, 8 NUTS LONG. 

NAS1040N5-16 = NUT – STEEL WITH .1900-32 THREAD FOR USE UP TO 250 °F – NYLON INSERT NUT – 
ALUMINUM CHANNEL - .625 INCH SPACING – 16 NUTS LONG. 

NAS1040P10 = NUT – STEEL WITH .1900 32 THREAD FOR USE UP TO 250 °F – ALL METAL NUT – ALUMINUM 
CHANNEL – 1.250 INCH SPACING – STOCK LENGTH WITH 57 NUTS. 

NAS1040AX12-8 = NUT – STEEL WITH .1900-32 THREAD FOR USE UP TO 450 °F – ALL METAL 
NUT WITHOUT LUBRICANT CORROSION RESISTANT STEEL CHANNEL 1.500 INCH SPACING – 8- 
NUTS LONG.  

NAS1040NX5-16 = NUT – STEEL WITH .1900-32 THREAD FOR USE UP TO 250 °F NYLON INSERT NUT WITHOUT 
LUBRICANT – ALUMINUM CHANNEL - .625 INCH SPACING 16 NUTS LONG. 

NAS1040PX10 = NUT – STEEL WITH .1900-32 THREAD FOR USE UP TO 250 °F ALL METAL NUT WITHOUT 
LUBRICANT – ALUMINUM CHANNEL – 1.250 INCH SPACING STOCK LENGTH WITH 57 NUTS. 

 
FINISH:  
 
 STEEL: CODES CONTAINING “X” OR “N” CADMIUM PLATE. “A” CODE: CADMIUM PLATE PLUS AN APPROVED DRY 

 FILM LUBRICANT. PLATING SHALL BE AMS-QQ-P-416, TYPE II, CLASS 2. 
EXISTING NUTS WITH AN OPTIONAL TYPE AND CLASS OF CADMIUM PLATE PER QQ-P-416, AS PREVIOUSLY 
PERMITTED, MAY BE FURNISHED UNTIL 16 DEC. 1976. 

 
CRES: SILVER PLATE FOR 800 °F USE PER NASM25027 TO A .0002 MINIMUM THICKNESS ON SURFACES WHICH 

CAN BE TOUCHED BY A .7500 (3/4 INCH) BALL. THREADS SHALL SHOW COMPLETE COVERAGE, BUT 
THICKNESS REQUIREMENT ON THREADS IS WAIVED. 

 
ALUMINUM ALLOY: ANODIZE OR CHEMICAL SURFACE TREAT PER NASM25027, EXCEPT ANODIZE SHALL BE 

LIMITED TO TYPE I OR TYPE II. 
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