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NAS 
PART NUMBER 

COLOR WEIGHT 

NAS1072-1 BLACK .01 LB 
MAX NAS1072-2 RED 

NAS1072-3 GRAY 
 
 

MATERIAL: 
 

2024-T3 ALCLAD (UNS A92024) PER QQ-A-362, AMS-QQ-A-250/5, TEMPER T3, .040 THICK. 
 

 
FINISH: 

 
ANODIZE PER MIL-A-8625 OR CHEMICAL FILM PER MIL-DTL-5541; APPLY TWO COATS ALKYD BASE 
PRIMER PER TT-P-1757, COLOR Y (TYPE AND CLASS ARE AT THE DISCRETION OF THE SUPPLIER, 
UNLESS OTHERWISE SPECIFIED BY THE PROCURING ACTIVITY); APPLY TWO COATS LACQUER 
MIL-L-6805 A-A-3164, COLOR #27038 (ANA 514), FOR BLACK COLOR AND TWO COATS LACQUER PER 
MIL-L-7178 A-A-3165, COLOR #11136 (ANA 509) OR COLOR #16473 (ANA 512) AS DESIGNATED BY PART 
NUMBER.  
 

.031 ± .005
RUBBER STAMP

.040 (STOCK)

Ø.475 ± .005
R .63

NAS PART NUMBER

1. 000
90°

.620

1.060

1. 240

.062 ± .005
.370

.530

R .14

REMOVE ALL BURRS
AND SHARP EDGES.
/2/

3 
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EXAMPLE OF PART NUMBER: 
 

NAS1072-1 = A BLACK FINISHED GUARD. 
 
 

NOTES: 
 

(1) THIS GUARD IS INTENDED TO PREVENT INADVERTENT ACTUATION OF TOGGLE SWITCHES SUCH AS 
MS35058, MS35059 AND MS25068. 

 
/2/ ALL SURFACES TO BE FINISHED AFTER FABRICATION. 
 
(3) DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED. 
 
(4) TOLERANCES UNLESS OTHERWISE SPECIFIED: DECIMALS ± .015, ANGLES ± 10°. 
 
(5) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
 
(6) UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE 

APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED. 
 
(7) UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON 

DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS 
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL 
DEPLETION. 

 
(8) DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982. 
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