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NAS1211F
(REF)

NAS1211F
(REF)

NAS1211F
(REF)

/3/

STENCIL NAS
NUMBER

STENCIL NAS
NUMBER

STENCIL NAS
NUMBER

LOOP TO FIT
OVER 1" DIA BAR

NAS1211A
(REF)

BUCKLE STRAP ASSEMBLY
WITH PLAIN END.

BUCKLE STRAP ASSEMBLY
WITH LOOP END.

BUCKLE STRAP ASSEMBLY
WITH END FITTING.

LENGTH
±.250 12 & LESS
±.500 OVER 12

LENGTH
±.250 12 & LESS
±.500 OVER 12

LENGTH
±.250 12 & LESS
±.500 OVER 12

 
 
 
 
 
 

TABLE I – END FITTINGS AND TREATMENTS 
CODE LETTER 
(END FITTING 

OR TREATMENT) 

DESCRIPTION NAS1211 
FITTING 

TYPE 
(REF) 

A “D” RING FITTING A 
B SWIVEL FITTING SHORT THREAD B 
C SWIVEL FITTING LONG THREAD C 
D NARROW HOOK FITTING D 
E WIDE HOOK FITTING E 
H HOOK & RING FITTING H 
J PLAIN END TREATMENT – 

K LOOP END TREATMENT – 
 

4 4 4 
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TABLE II – MATERIALS 

CODE 
LETTER 

(MATERIAL) 

MATERIAL RATED 
TENSILE 

STRENGTH 
(LBF) /1/ 

MAX 
WEIGHT 
(LBF/IN) 

RATED 
TENSILE 

STRENGTH 
(LBF) /1/ 

MAX 
WEIGHT 
(LBF/IN) 

RATED 
TENSILE 

STRENGTH 
(LBF) /1/ 

MAX 
WEIGHT 
(LBF/IN) 

RATED 
TENSILE 

STRENGTH 
(LBF) /1/ 

MAX 
WEIGHT 
(LBF/IN) 

1.000 STRAP (-10) 1.500 STRAP (-15) 1.750 STRAP (-17) 2.000 STRAP (-20) 
M NATURAL COTTON 1,000 .003 1,500 .009 – – 1,900 .0166 
N OLIVE DRAB COTTON 1,000 .003 1,500 .009 – – 1,900 .0166 
P NATURAL NYLON 1,800 .003 2,100 .0041 5,000 .0059 2,500 .0063 
R OLIVE DRAB NYLON 1,800 .003 2,100 .0041 5,000 .0059 2,500 .0063 

 
 

STRAP MATERIAL: 
 

COTTON – NATURAL OR OLIVE DRAB PER MIL-W-5665, EXCEPT FOR WIDTH AND BREAKING 
STRENGTH. 

NYLON – NATURAL OR OLIVE DRAB PER MIL-W-4088, OR MIL-W-27265, CLASS R, EXCEPT FOR 
WIDTH AND BREAKING STRENGTH. 

 
 
CODE: 
 

FIRST DASH NUMBER INDICATES STRAP WIDTH: 
“10” = 1.000 STRAP 
“15” = 1.500 STRAP 
“17” = 1.750 STRAP 
“20” = 2.000 STRAP 

SECOND DASH NUMBER INDICATES ASSEMBLY LENGTH “L” IN INCHES. 
LETTER BETWEEN BASIC PART NUMBER AND FIRST DASH NUMBER INDICATES STRAP MATERIAL & 

COLOR AS TABULATED. 
LETTER BETWEEN FIRST AND SECOND DASH NUMBERS INDICATES END FITTING OR END TREATMENT 

FOR END OPPOSITE BUCKLE. 
 
 
EXAMPLE OF PART NUMBER: 
 

NAS1213M10A22  =  ASSEMBLY OF 1.000" NATURAL COTTON STRAP, 22 INCHES LONG, WITH ONE 
NAS1211F BUCKLE END AND ONE “D” RING END FITTING. 

 
 
NOTES: 

 
/1/ RATED TENSILE STRENGTH IS ESTABLISHED AS THE MAXIMUM LOAD THAT MAY BE APPLIED TO THE 

STRAP ASSEMBLY WITHOUT FAILURE OF A COMPONENT OR SLIPPAGE OF STRAP THRU BUCKLE. 
 
(2) BUCKLE MUST RELEASE WITH LESS THAN 50 LBF APPLIED PRESSURE WHEN ASSEMBLY IS SUBJECTED 

TO 300 LBF TENSION. 
 
/3/ PLAIN STRAP END TO BE ANTI-RAVEL PROCESSED WITHOUT INCREASING STRAP THICKNESS MORE 

THAN 10%. IF STRAP IS TO BE USED WITH BUCKLE, INCLUDE AT LEAST 6 INCHES FOR HAND HOLD. 
 
(4) DIMENSIONS IN INCHES. 
 
(5) THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN. 
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