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@ TITANIUM ALLOY - 6AL-4V (UNS R56400) PER AMS4928 OR AMS4967.
HEAT TREATMENT:
DEVELOP BASIC MATERIAL PROPERTIES AS FOLLOWS, WITH CONTROLS PER AMS-H-81200 OR
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NAS621 BOLT, TENSION, HEX HEAD, CLOSE TOLERANCE, NAS %
NAS4004 TITANIUM ALLOY, 160 KSI Ftu | %??gme”h
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D = DRILLED SHANK
NO CODE = UNDRILLED SHANK

DASH NUMBER PER TABLE II

BASIC PART NUMBER PER TABLE I

NAS1266-10
NAS1266-10D

.5625 DIA BOLT, .625 GRIP, UNDRILLED SHANK
.5625 DIA BOLT, .625 GRIP, DRILLED SHANK

GRIP LENGTH — FROM UNDER SIDE OF HEAD TO END OF FULL CYLINDRICAL PORTION OF SHANK.
WASHER FACE — @C NOT TO EXCEED ACTUAL WIDTH ACROSS FLATS.

BEARING SURFACE SQUARENESS — WITHIN .003 FIM OF @D.

SURFACE ROUGHNESS: HEAD TO SHANK FILLET, THREAD ROOT, THREAD SIDES, THREAD RUN-OUT:
16 MICROINCHES Ra; SHANK AND BEARING SURFACE OF HEAD: 63 MICROINCHES Ra; ALL OTHER
SURFACES: 125 MICROINCHES Ra PER ASME B46.1.

CONCENTRICITY — “@C” AND “@D"” WITHIN “X” VALUES FIM.
“@D"” AND THREAD PITCH DIAMETER WITHIN “Y” VALUES FIM.

SHANK STRAIGHTNESS — WITHIN “Z" VALUES INCH/INCH FIM.

REMOVE ALL BURRS AND SHARP EDGES.

DIMENSIONS IN INCHES.

DASH NUMBER INDICATES GRIP LENGTH IN .0625 INCREMENTS. INTERMEDIATE OR LONGER
LENGTHS MAY BE SPECIFIED BY USE OF WHOLE DASH NUMBERS ONLY.

THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF
THE APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS
DEPLETED.

UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT
ON DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
DEPLETION.
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