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 (GRIP LENGTH + T) ± .015

GRIP
± .010

(T)

H

(ØA)

(B)

ØD

(U)

X
3X Y

HEAD MARKING: MANUFACTURER'S TRADEMARK
AND BASIC PART NUMBER. MARK "J" TO IN-
DICATE H-11 STEEL, "R" TO INDICATE NICKEL
BASE ALLOY WITH OVERSIZE DESIGNATION AND
FINISH CODE WHERE APPLICABLE.
DEPRESSED DEPTH .010 MAX. "NAS"
MAY BE OMITTED.

POINT SHALL BE FLAT AND
CHAMFERED. CHAMFER "(U)".
CHAMFER PLUS INCOMPLETE
THREADS NOT TO EXCEED
TWO PITCHES.

THREADS IN ACCORDANCE WITH AS8879;
EXCEPT FOR REDUCTION OF THREAD
MAJOR DIA PER "ØTD".  /10/

R RAD

(ØA')

100°
± 1°

.015 MAX

ØW

 
 

TABLE I – DIMENSIONS 
BASIC 
PART 
NO. 

THREAD ØD (ØA) 
TO SHARP 
CORNER 

MAX 

(ØA') 
MIN 

(B) 
HEAD 

HEIGHT 

(T) 
/14/ 

H 
GAGE 

PROTRUSION 

ØTD 
PLATED 
SHANK 
TYPE 

WITHOUT 
PLATE 

NOM ± TOL 

NAS1292 .1640-32 UNJC-3A .1635 
.1625 

.1635 

.1630 .257 .220 .042 .308 .0203 .0017 .1595 
.1570 

NAS1293 .1900-32 UNJF-3A .1895 
.1885 

.1895 

.1890 .305 .258 .048 .328 .0230 .0020 .1840 
.1810 

NAS1294 .2500-28 UNJF-3A .2495 
.2485 

.2495 

.2490 .399 .350 .063 .377 .0255 .0023 .2440 
.2410 

NAS1295 .3125-24 UNJF-3A .3120 
.3110 

.3120 

.3115 .479 .429 .070 .429 .0280 .0025 .3060 
.3020 

NAS1296 .3750-24 UNJF-3A .3745 
.3735 

.3745 

.3740 .566 .515 .081 .469 .0305 .0028 .3680 
.3640 

 
BASIC 
PART 
NO. 

R 
RAD 

(U) 
/14/ 

ØW 
GAGE 

+.0002 
−.0000 

/13/ 

X 
± .010 

Y Z 
STRAIGHT- 

NESS 
/12/ 

DOUBLE SHEAR 
STRENGTH 

LBF 

H-11 NICKEL BASE 
ALLOY 

NAS1292 .020 
.010 .016 .2026 .094 .0635 

.0625 .0040 6,400 4,100 

NAS1293 .020 
.010 .016 .2439 .109 .0791 

.0781 .0040 8,700 5,600 

NAS1294 .020 
.010 .018 .3313 .125 .1270 

.1250 .0030 15,300 9,800 

NAS1295 .025 
.010 .021 .4045 .156 .1582 

.1562 .0030 23,900 15,300 

NAS1296 .030 
.015 .021 .4852 .156 .1895 

.1875 .0025 34,500 22,000 

4   COMPLETELY REVISED 

4

Copyright Aerospace Industries Association of America Inc. 
Provided by IHS under license with AIA/NAS Licensee= www.sepana.ir/5991803002, User=sam, albert

Not for Resale, 01/04/2016 11:29:22 MSTNo reproduction or networking permitted without license from IHS

--`,,,`,,,,,,````,```,``,``,,`,,-`-`,,`,,`,`,,`---

Full document details: AIA NAS1292-1296 2012

http://www.avadocuments.com/doc/aia-nas1292-1296-2012
http://www.avadocuments.com/doc/aia-nas1292-1296-2012


 

 

NATIONAL AEROSPACE STANDARD 
© COPYRIGHT 2012 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED 

FO
RM

 0
9-

01
 

USE OF OR RELIANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY.  AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY 
CONFORMANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS.  AIA MAKES NO REPRESENTATION OR CLAIM RESPECTING (1) THE SUITABILITY OF 
ITEMS FOR ANY PARTICULAR APPLICATION OR (2) THE EXISTENCE OF OR APPLICABILITY THERETO OF PATENT OR TRADEMARKS RIGHTS. 

TH
IS

 D
RA

W
IN

G
 S

U
PE

RS
ED

ES
 A

LL
 A

N
TE

CE
D

EN
T 

ST
AN

D
AR

D
 D

RA
W

IN
G

S 
FO

R 
TH

E 
SA

M
E 

PR
O

D
U

CT
 A

N
D

 S
H

AL
L 

BE
CO

M
E 

EF
FE

CT
IV

E 
N

O
 L

AT
ER

 T
H

AN
 S

IX
 M

O
N

TH
S 

FR
O

M
 T

H
E 

LA
ST

 
RE

VI
SI

O
N

 D
AT

E.
 

NAS1292  
THRU NAS1296 

SHEET 2

REVISION

4

AE
RO

SP
AC

E 
IN

D
U

ST
RI

ES
 A

SS
O

CI
AT

IO
N

 O
F 

AM
ER

IC
A,

 I
N

C 
10

00
  W

IL
SO

N
 B

LV
D

. 
AR

LI
N

G
TO

N
, V

A 
 2

22
09

 

 
MATERIAL: 

 
H-11 ALLOY STEEL (UNS T20811) PER AMS6485 AMS6487. 
NICKEL BASE ALLOY (UNS N07041) PER AMS5712. 

 
 

HEAT TREATMENT: 
 
H-11: 156 KSI MINIMUM SHEAR, 260-280 KSI TENSILE PER NAS1511. 
NICKEL BASE ALLOY: 100 KSI MINIMUM SHEAR, 170 KSI MIN TENSILE PER AMS5712. 

 
 

FINISH: 
 

H-11, NO CODE: NICKEL-ZINC ALLOY PLATE AND HYDROGEN EMBRITTLEMENT RELIEF PER AMS2417. 
THE INTERIOR OF HEX TO BE PAINTED WITH ALUMINUM SILICONE PAINT AND THE PIN BAKED 
ONE HOUR AT 375 °F TO 400 °F. 

H-11, “P” CODE: DIFFUSED NICKEL-CADMIUM PLATE PER AMS2416. 
NICKEL BASE ALLOY, NO CODE: NO PROTECTIVE FINISH REQUIRED. 

 
 

CODE: 
 

PINS WITH OVERSIZE SHANKS WILL BE IDENTIFIED BY NUMBERS 1 OR 2, SIGNIFYING .0156 OR .0312 
OVERSIZE RESPECTIVELY, FOLLOWING A DASH AFTER THE BASIC PART NUMBER. 

“J” AFTER THE BASIC NUMBER (OR AFTER THE OVERSIZE DASH NUMBER) DESIGNATES H-11 ALLOY 
STEEL. 

“R” AFTER THE BASIC NUMBER (OR AFTER THE OVERSIZE DASH NUMBER) DESIGNATES NICKEL BASE 
ALLOY. 

THE DASH NUMBER FOLLOWING THE MATERIAL CODE “J” OR “R” INDICATES GRIP IN .0625 INCH 
INCREMENTS. 

“P” SUFFIX TO THE LAST DASH NUMBER DESIGNATES DIFFUSED NICKEL-CADMIUM PLATING. 
 
 

EXAMPLE OF PART NUMBER: 
 

NAS1293J2  =  Ø.1900 PIN, .1250 GRIP, H-11 ALLOY STEEL, NICKEL-ZINC PLATING 
NAS1294R3  =  Ø.2500 PIN, .1875 GRIP, NICKEL BASE ALLOY 
NAS1295-1R6  =  Ø.3125 PIN, .0156 OVERSIZE SHANK, .3750 GRIP, NICKEL BASE ALLOY (NOT TO BE 

SPECIFIED ON ENGINEERING DRAWING). 
NAS1296J8P  =  Ø.3750 PIN, .5000 GRIP, H-11 ALLOY STEEL, DIFFUSED NICKEL CADMIUM PLATING 

 
 

NOTES: 
 

(1) CONCENTRICITY: CONICAL SURFACE OF HEAD AND “ØD” WITHIN .003 FIM; “ØD” AND THREAD PITCH 
DIAMETER WITHIN .005 FIM. 

 
(2) SURFACE ROUGHNESS: “ØD”, CONICAL SURFACE OF HEAD, SIDES AND ROOTS OF THREADS: 32 

MICROINCHES Ra; ALL OTHER SURFACES: 125 MICROINCHES Ra PER ASME B46.1. 
 
(3) GRIP LENGTH: FROM TOP OF HEAD TO END OF FULL CYLINDRICAL PORTION OF SHANK. 
 
(4) DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED. 
 

4   COMPLETELY REVISED 
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