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TABLE I – DIMENSIONS 
BASIC 
PART 

NUMBER 

STANDARD OVERSIZE ØA B ØJ ØK ØM 
GAGE 

ØN R 
RAD 

S 
MAX 
/11/ 

ØT 
MAX 

U 
RAD 
MAX 

NOM 
SIZE 

ØD 
SHANK 

NOM 
SIZE 

ØD 
SHANK  

NAS1446 .190 
.1895 

.203 
.2025 .302 .063 .185 .151 

.164 
.185 .025 

.031 .183 .020 
.1880 .2010 .288 .056 .177 .143 .169 .010 

NAS1448 .250 
.2495 

.266 
.2650 .377 .081 .246 .201 

.224 
.246 .025 

.042 .243 .020 
.2480 .2635 .363 .074 .235 .190 .221 .010 

NAS1450 .312 
.3120 

.328 
.3275 .471 .100 .298 .247 

.268 
.298 .025 

.052 .299 .025 
.3105 .3260 .455 .094 .290 .236 .276 .010 

NAS1452 .375 
.3745 

.391 
.3900 .565 .120 .369 .300 

.339 
.369 .030 

.062 .359 .025 
.3730 .3885 .549 .113 .357 .290 .336 .015 

 
 

MATERIAL: ALLOY STEEL PER PROCUREMENT SPECIFICATION. 
 

HEAT TREAT: 160,000 - 180,000 PSI PER MIL-H-6875 AMS2759; HARDNESS PER PROCUREMENT SPECIFICATION. 
 

FINISH: CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2. 
NICKEL-CADMIUM PLATING PER AMS2416. /1/ 
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LUBRICATION: 
 
 CETYL ALCOHOL PER PROCUREMENT SPECIFICATION. 
 
CODE: 
 
 DASH NUMBER DESIGNATES MAXIMUM GRIP IN .0625 INCREMENTS.  
 

 NAS1446 ( ) 08 A 
ADD “A” SUFFIX IF OVERSIZE IS REQUIRED 
  
GRIP 
  
ADD “-” AFTER BASIC NUMBER FOR TYPE II CADMIUM PLATING 
 
ADD “N” AFTER BASIC NUMBER FOR NICKEL-CADMIUM PLATING 

 
ADD “H” AFTER BASIC NUMBER WHEN SEALANT ESCAPE GROOVE IS 

REQUIRED 
 
BASIC NUMBER 

 
EXAMPLE OF PART NUMBER: 
 

NAS1446-08 = .190 DIA STEEL PIN, PROTRUDING HEAD, PULL TYPE, .500 GRIP,  
TYPE II CADMIUM PLATE. 

 
NAS1446N08 = .190 DIA STEEL PIN, PROTRUDING HEAD, PULL TYPE, .500 GRIP, 

NICKEL-CADMIUM PLATE. 
 
NAS1446H08 = .190 DIA STEEL PIN, PROTRUDING HEAD, SEALANT ESCAPE GROOVE, PULL TYPE, 

.500 GRIP, TYPE II CADMIUM PLATE. 
 
NAS1446HN08 = .190 DIA STEEL PIN, PROTRUDING HEAD, SEALANT ESCAPE GROOVE, PULL TYPE, 

.500 GRIP, NICKEL-CADMIUM PLATE. 
 
NAS1446-08A = .203 DIA STEEL PIN, PROTRUDING HEAD, PULL TYPE, .500 GRIP, 

TYPE II CADMIUM PLATE, OVERSIZE SHANK DIAMETER. 
 
NAS1446N08A = .203 DIA STEEL PIN, PROTRUDING HEAD, PULL TYPE, .500 GRIP, 

NICKEL-CADMIUM PLATE, OVERSIZE SHANK DIAMETER. 
 
NAS1446H08A = .203 DIA STEEL PIN, PROTRUDING HEAD, SEALANT ESCAPE GROOVE, PULL TYPE, 

.500 GRIP, TYPE II CADMIUM PLATE, OVERSIZE SHANK DIAMETER. 
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