A

—

z a NATIONAL AEROSPACE STANDARD A
ABROS A IR TRIES © COPYRIGHT 2012 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED NATIONAL AEROSPACE STANDARDS
FED. SUPPLY CLASS
MARK WITH MANUFACTURER'S 5310
IDENTIFICATION. LOCATION
OPTIONAL
= <« 2X R RAD FLAT
3 (SURFACE AREA OF FLAT)
: - B (R .141) ~— E
5 14/ F
g A N (THREAD RELIEF)
< ' .085 MAX AT RIVET
o x STIFFENING HOLE CENTER LINE
2 ! " FLANGE (SEE WASHER
2 3 EXAMPLE OF N L
R PART NUMBER)
2@« A ] oG <€
=22 =
(S
£dp ] SEAL
Oo & -
E8z ] T THREAD S (SEAL PROTRUSION
SQUARE SHAPED SHELL =—  FROM MOUNTING
SURFACE OF SHELL
END OPTIONAL K (2 HOLES) )
NUT .030 MAX
H (MAX BOLT END
PROTRUSION)
SECTION A - A
TABLE I — DASH NUMBERS AND DIMENSIONS
T [DASH|] A B c [ob| E| F [ @G H J @K | N [RRAD|] S [WEIGHT/100 o
THREAD | NO. | MAX |MAX |+.005 | MIN | MAX | MAX | MAX | BOLT END | +.002 | +.005 | MIN | MIN |MAX| LBS MAX =
i MAX -.000 STEEL | CRES S
w 2 - a4
23 1640-321 e | 989 568| 344 |.229|.640|.313|.352| 568 | .688| .098 |.125| .098 |.020| 92 |1.00| |&
E: UNJC-3B >
T - >
22 0590321 3 | .989|.568| .344 |.220|640|313|.352| 568 | .688| .098 [.125| .098 [.020| 92 100 | |8
et - (i
é% jﬁ?g 32§ 4 |1.296|.668| .500 |.289|.755|.372|.419| .687 1.000| .098 |.135| .098 [.020| 1.40 | 1.65 =
3 .
= x _ 8
2 35532; 5 |1.296|.762| .500 |.351.823|.410|.520| .728 1.000| .130 |.135| .130 |.025|1.95 | 2.25 g
|<£ )
o3
o
25
Q>
EG
=k
2y
g "
£ =
7] % . =
[ ..
258 a
0B
282 COMPLETELY REVISED 3
THIRD CUSTODIAN REVISION
ANGLE —@—E—
PROJECTION NATIONAL AEROSPACE STANDARDS COMMITTEE 10
PROCUREMENT TITLE CLASSIFICATION
2 SPECIFICATION PART STANDARD
= NASM25027 NUT, SELF-LOCKING, PLATE, TWO LUG, ants
S EXCEPT AS NOTED CAP, FLOATING , SHEET 1 OF 5 P
E— g Hub

Copyright Aerospace Industries Associafion of Ameriea inc. JPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE ST/ NDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY

Provided by IHS under license with AIA/NAS ANCE OF ITEMS PRODUCED UNDER NATIONAL AEROSPACE STANDARD! Licensee= www.sepana.ir/5991803002, User=sam, albert

|E SUITABILITY OF

No reproduction or networking permitted without license from IHS\R APPLICATION OR (2) THE EXISTENCE OF OR APPLI( Not for Resale, 01/04/2016 08:21:14 MST TRADEMARKS RIGHTS.
Full document details: AIA NAS1473 2012


http://www.avadocuments.com/doc/aia-nas1473-2012
http://www.avadocuments.com/doc/aia-nas1473-2012

—

z s NATIONAL AEROSPACE STANDARD A A
B T © COPYRIGHT 2012 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED NATIONAL Aenoﬁce STANDARDS
MATERIAL:
o NUT: STEEL PER PROCUREMENT SPECIFICATION.
g NONMAGNETIC A286 CRES (UNS S66286) PER AMS5525 OR AMS5732.
g SHELL: STEEL PER PROCUREMENT SPECIFICATION.
g NONMAGNETIC A286 CRES (UNS S66286) PER AMS5525.
g WASHER: ALUMINUM ALLOY OR STEEL PER PROCUREMENT SPECIFICATION.
z NONMAGNETIC A286 CRES (UNS S66286) PER AMS5525 OR AMS5732.
E SEAL: 225 °F: RUBBER PER MIL-PRF-6855, CLASS 1, GRADE 60, DUROMETER A60, COLOR BLACK.
§ 350 °F: FLUOROSILICONE RUBBER PER MIL-DTL-25988, TYPE II, CLASS 1, DUROMETER
2 A70, COLOR BLUE.
E‘:H-“ 2 450 °F: SILICONE RUBBER PER AMS3304, DUROMETER A70, COLOR RED.
588
23«
2zS
833 FINISH:
S5
530
Qo &
é% 2 STEEL NUT, SHELL AND WASHER: CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2.
CRES NUT, SHELL AND WASHER: CLEAN AND PASSIVATE PER MIL-S-5002.
NUT (WHEN CODED “C"): SILVER PLATE PER NASM25027 TO A MINIMUM THICKNESS ON
SURFACES WHICH CAN BE TOUCHED BY A S@.7500 (3/4 INCH) BALL. THREADS SHALL
SHOW COMPLETE COVERAGE BUT THICKNESS REQUIREMENT ON THREADS IS WAIVED
ALUMINUM ALLOY WASHER: ANODIZE OR CHEMICAL FILM PER NASM25027, EXCEPT ANODIZE SHALL
BE LIMITED TO TYPE I OR TYPE II.
LUBRICATION:
APPROVED DRY FILM LUBRICANT ON NUTS WHEN CODED AS SHOWN BELOW.
5 CODE:
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= MATERIAL CODE:
E § A = STEEL NUT AND SHELL WITH ALUMINUM ALLOY OR STEEL WASHER, FUEL RESISTANT
EL%L, MIL-PRF-6855 SEAL (225 °F), DRY FILM LUBRICATED
§ = X = SAME AS “A” WITHOUT DRY FILM LUBRICANT
% % S = STEEL NUT, SHELL AND WASHER, FUEL RESISTANT MIL-DTL-25988 SEAL (350 °F), DRY FILM
k7] LUBRICATED
g % Y = SAME AS“S” WITHOUT DRY FILM LUBRICANT
% E C = CRES NUT (SILVER PLATED), SHELL AND WASHER, NON-FUEL RESISTANT AMS3304 SEAL
EE o
ng (450 °F)
E ] R = CRES NUT, SHELL AND WASHER, FUEL RESISTANT MIL-PRF-6855 SEAL, (225 °F), DRY FILM
§ = LUBRICATED
Lz: 5 F = CRES NUT, SHELL AND WASHER, FUEL RESISTANT MIL-DTL-25988 SEAL, (350 °F), DRY FILM
3k LUBRICATED
g
o SUFFIX LETTER:
i 3 NO SUFFIX LETTER = STIFFENING FLANGE AT MANUFACTURER'S OPTION
§5> W K = STIFFENING FLANGE REQUIRED
g%g N = STIFFENING FLANGE PROHIBITED
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