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MATERIAL:

NUT: STEEL PER PROCUREMENT SPECIFICATION.
NONMAGNETIC A286 CRES (UNS S66286) PER AMS5525 OR AMS5732.
SHELL:  STEEL PER PROCUREMENT SPECIFICATION.
NONMAGNETIC A286 CRES (UNS S66286) PER AMS5525.
WASHER: ALUMINUM ALLOY OR STEEL PER PROCUREMENT SPECIFICATION.
NONMAGNETIC A286 CRES (UNS S66286) PER AMS5525 OR AMS5732.
SEAL: 225 °F: RUBBER PER MIL-PRF-6855, CLASS 1, GRADE 60, DUROMETER A60, COLOR
BLACK.
350 °F: FLUOROSILICONE RUBBER PER MIL-DTL-25988, TYPE II, CLASS 1, DUROMETER
A70, COLOR BLUE.
450 °F: SILICONE RUBBER PER AMS3304, DUROMETER A70, COLOR RED.

FINISH:

AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC

1000 WILSON BLVD.
ARLINGTON, VA 22209

STEEL NUT, SHELL AND WASHER: CADMIUM PLATE PER AMS-QQ-P-416, TYPE II, CLASS 2.
CRES NUT, SHELL AND WASHER: CLEAN AND PASSIVATE PER MIL-DTL-5002.
@ (WHEN CODED "B"): PASSIVATION IN ACCORDANCE WITH AMS2700 METHOD 2 — NO

POST TREATMENT.
(WHEN CODED “M”): PASSIVATION IN ACCORDANCE WITH AMS2700 METHOD 1, TYPE
8, CLASS 1 — NO POST TREATMENT.
NUT (WHEN CODED “C"): SILVER PLATE PER NASM25027 TO A MINIMUM THICKNESS
ON SURFACES WHICH CAN BE TOUCHED BY A S@.7500 (3/4 INCH) BALL. THREADS
SHALL SHOW COMPLETE COVERAGE BUT THICKNESS REQUIREMENT ON THREADS IS
WAIVED
ALUMINUM ALLOY WASHER: ANODIZE OR CHEMICAL FILM PER NASM25027, EXCEPT
ANODIZE SHALL BE LIMITED TO TYPE I OR TYPE II.

LUBRICATION:

APPROVED DRY FILM LUBRICANT ON NUTS WHEN CODED AS SHOWN BELOW.
CODE:

MATERIAL CODE:

A STEEL NUT AND SHELL WITH ALUMINUM ALLOY OR STEEL WASHER, FUEL RESISTANT
MIL-PRF-6855 SEAL (225 °F), DRY FILM LUBRICATED

X = SAME AS “A” WITHOUT DRY FILM LUBRICANT

S = STEEL NUT, SHELL AND WASHER, FUEL RESISTANT MIL-DTL-25988 SEAL (350 °F), DRY
FILM LUBRICATED

Y = SAME AS“S” WITHOUT DRY FILM LUBRICANT

C = CRES NUT (SILVER PLATED), SHELL AND WASHER, NON-FUEL RESISTANT AMS3304 SEAL
(450 °F)

R = CRES NUT, SHELL AND WASHER, FUEL RESISTANT MIL-PRF-6855 SEAL, (225 °F), DRY

FILM LUBRICATED
F = CRES NUT, SHELL AND WASHER, FUEL RESISTANT MIL-DTL-25988 SEAL, (350 °F), DRY
FILM LUBRICATED

SUFFIX LETTER:
NO SUFFIX LETTER = STIFFENING FLANGE AT MANUFACTURER'S OPTION
K = STIFFENING FLANGE REQUIRED
N = STIFFENING FLANGE PROHIBITED

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.
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