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CODE "DL" IN
PART NUMBER

CODE "L" IN
PART NUMBER

A
NUT

N
(DRIVE NUT)

ØD

(P)

H

G /14/

R

C

(MAX GRIP + L)

(T)

VISUAL
MECHANICAL
LOCK /6/ /7/

CRIMP
OPTIONAL

SCREW

SLEEVE
NUT

TYPICAL INSTALLATION

RECESS (OPTIONAL)
IN HEAD OF SCREW

GRIP

HEAD MAY
BE FLAT

K

ØJ

OPTIONAL
CRUCIFORM OR
INDENTED HEX

SHALLOW NOTCH OPTIONAL

 
 
 

TABLE I − DIMENSIONS 
FIRST DASH 

NUMBER (DIA) 
NOM  
DIA 

A C 
MAX 

ØD H 
MAX 

ØJ 
MAX 

K 
MAX 

(L) N (P) R 
RAD “L” “DL” 

08 .164 
.283 

.268 
.1645 

.096 .244 .246 .340 .375 .388 .828 
.020 

.277 .1625 .010 

3 .200 
.346 

.303 
.1990 

.113 .300 .281 .385 .375 .484 .868 
.025 

.332 .1970 .015 

4 .260 
.472 

.354 
.2600 

.135 .384 .325 .447 .375 .493 1.030 
.025 

.458 .2580 .015 
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MATERIAL: 
 

NUT – ALUMINUM ALLOY 
SCREW – ALLOY STEEL  
SLEEVE – CORROSION RESISTANT STEEL  
DRIVE NUT - MILD STEEL 

 
FINISH: 
 
  DRIVE NUT - COLOR CODED BLUE 

NUT - ANODIZE (CLEAR) 
SCREW & SLEEVE – CADMIUM PLATE 
  

LUBRICATION: 
 

SEE PROCUREMENT SPECIFICATION. 
 
CODE: 
 
  FIRST DASH NUMBER DESIGNATES FASTENER DIAMETER AS SHOWN IN TABLE I. 

SECOND DASH NUMBER DESIGNATES FASTENER GRIP AS SHOWN IN TABLE II. 
ADD “K” BETWEEN FIRST AND SECOND DASH NUMBER TO DESIGNATE MILLED DRIVING FLATS ON SCREW. 
 (INACTIVE FOR NEW DESIGN) 
ADD “W” BETWEEN FIRST AND SECOND DASH NUMBER TO DESIGNATE DRIVING SPLINES ON SCREW.  

  (INACTIVE FOR NEW DESIGN). 
NO LETTER BETWEEN FIRST AND SECOND DASH NUMBER DESIGNATES OPTIONAL DRIVING PROVISIONS. 

  (INACTIVE FOR NEW DESIGN). 
ADD “L” BETWEEN FIRST AND SECOND DASH NUMBER TO DESIGNATE FASTENER WITH SELF-LOCKING  

  PROVISIONS. 
  ADD “DL” BETWEEN FIRST AND SECOND DASH NUMBER TO DESIGNATE FASTENER WITH SELF-LOCKING  
   PROVISIONS AND DRIVE NUT FEATURE. 
 
INTERCHANGEABILITY:  
 

THE “DL” CODE FASTENERS (DRIVE NUT) AND “L” CODE FASTENERS (NO DRIVE NUT) ARE FUNCTIONALLY 
INTERCHANGEABLE. THERE IS NO DIFFERENCE IN INSTALLED CONDITION. “DL” PARTS USE EXISTING 
INSTALLATION TOOLING. THE NOSE ADAPTOR CURRENTLY USED TO INSTALL NAS1669-4L AND  
NAS1671-4L HEX HEAD PARTS IS USED TO INSTALL-08DL, -3DL AND -4DL SIZES. THE WRENCH ADAPTORS 
WHICH ENGAGE AND ROTATE THE SCREW DRIVING FLATS DURING INSTALLATION ARE THE SAME FOR “L” 
AND “DL” CODE FASTENERS. THE “DL” CONFIGURATION IS CONSIDERED THE PREFERRED FASTENER 
SYSTEM. 

 
EXAMPLE:  
 

NAS1673-3-5 = LIGHTWEIGHT BLIND FASTENER, PROTRUDING HEAD WITH A SHANK DIAMETER OF 
1980 AND A GRIP OF .282 - .344 WITH OPTIONAL DRIVING PROVISIONS.  
(INACTIVE FOR NEW DESIGN) 

 
NAS1673-3L5 = LIGHTWEIGHT BLIND FASTENER, PROTRUDING HEAD WITH A SHANK DIAMETER OF 

.1980 AND GRIP OF .282 - .344 AND SELF-LOCKING FEATURE. 
 
NAS1673-4DL6 = LIGHTWEIGHT BLIND FASTENER, PROTRUDING HEAD WITH A SHANK DIAMETER OF 

.2590 AND GRIP OF .345 .406, SELF LOCKING FEATURE AND DRIVE NUT FEATURE. 
 

SEE PROCUREMENT SPECIFICATION. 
(CLASS 3) 

SEE PROCUREMENT SPECIFICATION. 
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