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SCUFF GUARD /8/

/7] (2 PL)

L = LENGTH OF ASSEMBLY

NUT SIMILAR TO
AS5175 (2 PL) /5/

FED. SUPPLY CLASS

4720

©)

TABLE I — DIMENSIONS

OPTIONAL IDENTIFICATION BAND /15/

REVISION DATE.

CRES PARTS: PASSIVATED, FINISH NUMBER 5.4 OF MIL-STD-171 (ORD).

PART NO. END FITTING HOSE /12//13/ PRESSURE RATING /11/ /13/ L
AND @A (2B) C (@F) | (2G) INNER INSIDE | OPR [PROOF|BURST | BURST | MINIMUM
ASSEMBLY oD ID |LENGTH| 1ID oD TUBE BEND PSI PSI | ROOM | HIGH | LENGTH
SIZE MAX | MIN MAX MIN | OVER WALL RADIUS | (REF) | (REF) | TEMP | TEMP | THAT MAY
/13/ REINF | THKNS MIN PSI PSI |BE CALLED
MAX |MIN (REF)| (REF) (REF) | (REF) ouT
NAS1688-03 .60 .080 | 1.15 .110 .273 12.000 7,500 5.36
NAS1688-04 .68 132 | 1.35 .173 .343 035 2.000 ! 7,000 5.76
NAS1688-05 .75 .193 1.41 .235 .406 ’ 1500 | 3.000 10,000 6.500 5.90
NAS1688-06 .83 256 | 1.47 .298 .469 4.000 ! ! 9,000 | ™ 6.04
NAS1688-08 | 1.04 340 | 1.70 .391 .593 .038 4.625 8,000 | 6,000 6.49
NAS1688-10 | 1.19 430 | 1.86 .485 .687 5.500 7,000 | 5,500 6.81
mg NAS1686-12 | 1.48 .548 | 1.93 .605 .812 .042 6.500 | 1,000 | 2,000 | 6,000 | 4,000 6.98
é% NAS1688-16 | 1.77 .778 | 2.15 .844 | 1.149 7.375 | 1,250 | 2,500 | 5,000 | 3,500 7.32
wo NAS1688-20 | 2.34 | 1.000 | 2.52 | 1.094 | 1.399 .045 11.000 8.06
g% NAS1688-24 | 2.91 | 1.250 | 2.68 | 1.344 | 1.712 .065 14.000 1,000 | 2,000 | 4,000 | 3,000 8.45
s
% = MATERIAL:
az
%‘E HOSE: TETRAFLUOROETHYLENE, SEAMLESS, SEE PROCUREMENT SPECIFICATION.
,<Z_t i HOSE REINFORCEMENT (ALL): CRES WIRE, 302 (UNS S30200) OR 304 (UNS S30400) PER Q@-W-423
E g ASTM A313/A313M OR ASTM A580/A580M FULL COVERAGE, SEE PROCUREMENT SPECIFICATION.
8z END FITTINGS: CRES, 304 (UNS S30400), 321 (UNS S32100) OR 347 (UNS S34700) QQ-S-763 PER
i E AMS-QQ-S-763, SEE PROCUREMENT SPECIFICATION.
% i SCUFF GUARD: POLYTETRAFLUOROETHYLENE TUBE, .014 TO .057 THICK.
5y
a8
Qm FINISH:
2a
£z
25
oa
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PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

:FORM 18-01

EXAMPLE OF PART NUMBER:

@ NAS1688-0631R6 = HOSE ASSEMBLY, FLARED, @.83 MAX END FITTING OD, &.469 MAX HOSE OD, 31.6
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BASIC NUMBER

NAS1688 - 06 31R6

2ND DASH NUMBER:
HOSE ASSEMBLY LENGTH (TABLE II)

1ST DASH NUMBER:
HOSE ASSEMBLY SIZE (TABLE I)

“-" = NO SCUFF GUARD
"G"” = SCUFF GUARD ATTACHED

LONG ASSEMBLY LENGTH, WITHOUT SCUFF GUARD.

REMOVE ALL BURRS AND SHARP EDGES.

DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED.

TOLERANCES: NOTED.

HOSE SHALL BE SINGLE PIECE LENGTH. NO HOSE SEGMENTS ALLOWED.

REDUCTION OF THREAD TOLERANCES ON END FITTING NUT FROM 3B TO 2B DUE TO ASSEMBLING OR
TESTING SHALL NOT BE CAUSE FOR REJECTION. A NON-STANDARD SWIVEL NUT MAY BE USED
PROVIDED THE HEX AND THREAD DIMENSIONS ARE IN ACCORDANCE WITH AS5175 AND PROVIDED
THE NUT CANNOT BE REMOVED FROM THE ASSEMBLY.

END FITTINGS SHALL BE EITHER PERMANENTLY ATTACHED TO THE HOSE OR BE IN ACCORDANCE
WITH MS27053 AND ATTACHED TO THE HOSE.

END FITTINGS SHALL MATE WITH PART WITH FITTING END IN ACCORDANCE WITH AS4395, FOR
ASSEMBLY SIZE SPECIFIED.

SCUFF GUARD, WHEN USED, SHALL COVER THE HOSE REINFORCEMENT TO WITHIN .5 OF THE END
FITTING, BOTH ENDS.

LEAKAGE SHALL NOT EXCEED 50 CC AIR OR GASEOUS NITROGEN PER LINEAR FOOT PER 15 MINUTES
AT OPERATING PRESSURE. IN THE EVENT OF A DISPUTE, PARAGRARH-4-5-5-OF MIL-DTL-26633 SHALL
APPLY EXCEPT TEST PRESSURE SHALL BE AT THE OPERATING PRESSURE RATING.

THE ASSEMBLY SHALL BE CAPABLE OF MEETING THE INNER TUBE INTEGRITY REQUIREMENTS OF
PARAGRAPH-4-5:-6-OFMIL-DTL-26633, EXCEPT AT THE OPERATING PRESSURE RATING.

PRESSURE RATING: OPERATING, PROOF, AND BURST, SEE TABLE I (REF).
OPERATING TEMPERATURE RANGE: -65 °F TO +450 °F (REF).

CALLOUTS, DIMENSIONS AND TOLERANCES ARE CONTROLLED BY THE PROCUREMENT SPECIFICATION
AND ARE LISTED HERE ONLY FOR REFERENCE.
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