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CODES:
ADD "KE" AFTER BASIC PART NUMBER TO INDICATE 7050 ALUMINUM ALLOY SLEEVE WITH ALUMINUM
SPINDLE
ADD "H" AFTER BASIC PART NUMBER TO INDICATE 2014 ALUMINUM ALLOY SLEEVE WITH ALUMINUM
SPINDLE
ADD "C" AFTER BASIC PART NUMBER TO INDICATE A286 CRES SLEEVE WITH CRES SPINDLE
ADD "V" AFTER BASIC PART NUMBER TO INDICATE 7050 ALUMINUM ALLOY SLEEVE WITH 8740 STEEL
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PART NUMBER EXAMPLES:

NAS1720 KE 5L 4

SPINDLE

PER—DGD—L—85645—(INACTIVE FOR DESIGN)

AFTER SECOND DASH NUMBER TO INDICATE CLEAR ANODIZING OF ALUMINUM SLEEVE PER
MIL-A-8625

AFTER SECOND DASH NUMBER TO INDICATE CHEMICAL FILM TREATMENT OF ALUMINUM
SLEEVE PER MIL-DTL-5541

AFTER SECOND DASH NUMBER TO INDICATE PASSIVATING OF SLEEVE PER AMS2700,
METHOD 1, CLASS 4.

AFTER SECOND DASH NUMBER TO INDICATE CADMIUM PLATED SLEEVE PER AMS-QQ-P-416

AFTER FINISH CODE TO INDICATE NATURAL FINISH ON ALUMINUM SLEEVE

AFTER FINISH CODE TO INDICATE MOLYKOTE 106 SPACE COMPATIBLE LUBE PER AS5272;
NOT FOR USE WHEN POTENTIAL CONTACT WITH LIQUID OXYGEN EXISTS

AFTER FINISH CODE TO INDICATE OVERSIZE RIVET SLEEVE

T— OVERSIZE OPTION (SEE CODE SECTION AND TABLE V)
FINISH CODE (SEE CODE SECTION AND TABLE II)

GRIP DASH NUMBER (SEE TABLE III)

RIVET DIAMETER NUMBER (SEE TABLE I)

MATERIAL CODE (SEE CODE SECTION AND TABLE II)

BASIC PART NUMBER
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oz NAS1720KE4L4A 7050 ALUMINUM ALLOY SLEEVE; @.125 WITH .172 TO .266 GRIP RANGE; ANODIZED
EE SLEEVE, WITH FORMING ANVIL
=g NAS1720H4L6F 2014 ALUMINUM ALLOY SLEEVE; @.125 WITH .297 TO .391 GRIP RANGE; CHEMICAL FILM
£ 3 ON SLEEVE WITH FORMING ANVIL
o NAS1720C5L2P A286 CRES RIVET; @.156 WITH .062 TO .141 GRIP RANGE; PASSIVATED, WITH FORMING
£E ANVIL
3 NAS1720C5L6M A286 CRES RIVET; @.156 WITH .297 TO .391 GRIP RANGE; PASSIVATED WITH
24 MOLYKOTE 106 SPACE COMPATIBLE LUBE, WITH FORMING ANVIL
28 NAS1720V5L7AX 7050 ALUMINUM ALLOY SLEEVE, 8740 STEEL SPINDLE; @.173 WITH .359 TO .453 GRIP
0e RANGE; ANODIZED RIVET SLEEVE, CAD. PLATE SPINDLE WITH FORMING ANVIL
ES NAS 720H4L2AX 2014 WITH ALUMINUM ALLOY SLEEVE; @.140 WITH .047 TO .141 GRIP RANGE, WITH
og FORMING ANVIL
hE NAS1720KE5L4AX 7050 ALUMINUM ALLOY RIVET SLEEVE: .173 DIA WITH .172 TO .266 GRIP RANGE,
238 ANODIZED SLEEVE WITH FORMING ANVIL
29 NAS1720H5L6FX 2014 ALUMINUM ALLOY RIVET SLEEVE; .173 DIA WITH .297 TO .391 GRIP RANGE;
CHEMICAL FILM ON SLEEVE, WITH FORMING ANVIL
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