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NOTES:

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 12-01

MATERIAL:

E, EXAMPLE OF PART NUMBER:
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BRASS IN ACCORDANCE WITH QQ-B-613;-ALLOY-260,-ANNEALED ASTM B36/B36M.

CADMIUM PLATE IN ACCORDANCE WITH AMS-QQ-P-416, CLASS 2, TYPE II, IRIDESCENT GOLD COLOR.

GOLD PLATE IN ACCORDANCE WITH MIL-DTL-45204, TYPE II, CLASS 1, GRADE OPTIONAL, OVER
AMS2418 COPPER PLATE .00025 MINIMUM THICKNESS.

NICKEL PLATING (ELECTRODEPOSITED) IN ACCORDANCE WITH AMS-QQ-N-290, CLASS 1, GRADE G.

PLATING TIN-LEAD (ELECTRODEPOSITED) IN ACCORDANCE WITH AMS-P-81728 TO MEET
SOLDERABILITY REQUIREMENTS OF MIL-STD-202-208. MINIMUM THICKNESS .0003.

TIN PLATING (ELECTRODEPOSITED) IN ACCORDANCE WITH ASTM B545, MINIMUM THICKNESS .0003.

NO CODE LETTER — NO SUPPLEMENTARY FINISH.
“C"” — CADMIUM PLATE

“G" — GOLD PLATE

“N” — NICKEL PLATING

“S"” — PLATING TIN-LEAD (ELECTRODEPOSITED)
“T” — TIN PLATING (ELECTRODEPOSITED)

NAS1723-2-2 C = EYELET, METALLIC, ELECTRICAL, ROLLED FLANGE TYPE; BRASS; .059 INCH
BARREL OUTSIDE DIAMETER; .062 INCH NOMINAL BARREL LENGTH;
CADMIUM PLATE FINISH.

FINISH CODE

NOMINAL BARREL LENGTH
BARREL OUTSIDE DIAMETER SIZE
BASIC PART NUMBER

DIMENSIONS IN INCHES AND APPLY AFTER FINISH UNLESS OTHERWISE SPECIFIED.

MARK PACKAGE WITH COMPLETE NAS PART NUMBER IN ACCORDANCE WITH MIL-STD-130.

THIS STANDARD TAKES PRECEDENCE OVER DOCUMENTS REFERENCED HEREIN.

PREPARATION FOR DELIVERY: THESE PARTS SHALL BE PACKAGED AND SHIPPED IN AIRTIGHT
CONTAINERS WITH DESICCANT ADDED. PRESERVATION, PACKAGING AND PACKING SHALL BE IN
ACCORDANCE WITH MIL-STD-2073-1.

UNLESS OTHERWISE SPECIFIED, PART INVENTORY MANUFACTURED TO PREVIOUS REVISIONS OF THE
APPLICABLE DRAWING OR SPECIFICATION MAY BE PROCURED AND USED UNTIL STOCK IS DEPLETED.

UNLESS OTHERWISE SPECIFIED HEREIN, REFERENCED DOCUMENTS SHALL BE THE ISSUE IN EFFECT ON
DATE OF MANUFACTURE. HOWEVER, EXISTING MATERIAL INVENTORY CERTIFIED TO A PREVIOUS
REVISION OF THE APPLICABLE MATERIAL SPECIFICATION(S) IS ACCEPTABLE FOR USE UNTIL
DEPLETION.

DIMENSIONING AND TOLERANCING PER ANSI Y14.5M-1982.
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