A

Z NATIONAL AEROSPACE STANDARD
AR G o TIES © COPYRIGHT 2012 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED NATIONAL Aenoﬁce STANDARDS
FED.SUPPLY CLASS
F 5320
le— LENGTH — ©
l~— GRIP
9 LOCK MAY BE IN THIS AREA E r—
< —~ W oY —
g R NOT TO EXCEED g
& RIVET DIA
s I ° I |
2 i i { NOT TO 12/
& - - - - . - EXCEED
E \ i i oA RIVET DIA
§ T 1 1 *
< CBORE OF SLEEVE
§ o - SHANK OPTIONAL
5S y HEAD MARKING ALUMINUM ALLOY R .010 MAX
3¢ 1. CODE M FOR NICKEL-COPPER SLEEVE (H) NICKEL-COPPER OR NICKEL ALLOY R .020 MAX
S82 NO CODE FOR 5056 ALUM SLEEVE
2495 CODE C FOR NICKEL ALLOY SLEEVE
% i C CODE DO FOR 2219 ALUM SLEEVE
B8z —— 2. GRIP NUMBER
“—— 3. CODE + FOR NICKEL ALLOY 600 SPINDLE
4. MANUFACTURER'S IDENTIFICATION ——
TABLE I — DIMENSIONS
RIVET | RIVET | @A | @B | (O) D E (H)
DIAMETER | NOMINAL |+.003 | £.004 ALUMINUM | NICKEL-COPPER |ALUMINUM | NICKEL-COPPER
NUMBER |DIAMETER|-.001| /2/ ALLOY |OR NICKEL ALLOY| ALLOY OR NICKEL ALLOY
4 .125 .140 | .225 |.035 .002 - .010 1.62
5 .156 .173 | .286 |.047| 100° £ 1° 100° + 1.5° .002 -.012 .005 - .015 1.57
6 .190 .201 | .353 |.063 .002 -.012 1.59
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THIRD CUSTODIAN REVISION
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PROJECTION NATIONAL AEROSPACE STANDARDS COMMITTEE 6
o PROCUREMENT TITLE CLASSIFICATION
< SPECIFICATION PART STANDARD
s RIVET, BLIND, 100° FLUSH HEAD, m@ %
8 NAS1740 MECHANICALLY LOCKED SPINDLE, BULBED nts
b psheErioRq, |
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TABLE II — MATERIAL & FINISH
RIVET MATERIAL FINISH
o SLEEVE SPINDLE LOCK RING SLEEVE SPINDLE LOCK
2 RING
3] R
& 2219162 ALUM | NICKEL ALLOY 600 \yeye) -coppER | CHEMICALLY SURFACE
s TYPE A (UNS A92219) (UNS N06600) PER QQ-N-281 TREAT PER MIL-DTL-5541 NONE NONE
% PER QQ-A-430 PER AMS5665
< 5056 ALUM ALLOY STEEL | e copper. | 1 o chnen tr 2> | CADMIUM PLATE /4/
g TYPEB| (UNS A95056) PER AMS6322 PER OO-N-261 SURFACE TREAT PER AMS-QQ-P-416, NONE
ﬁ PER QQ-A-430 OR EQUIV PER MIL-DTL-5541 TYPE II, CLASS 2
t‘é—‘ g NONE, UNLESS SPECIFIED
g g ] NICKEL ALLOY 600 A286 CRES NICKEL ALLOY 600 BY CODE LETTER “W"
22< | |TYPEC| (UNS NOG600) (UNS S66286) (UNS NO6600) FOR CADMIUM PLATE NONE NONE
w % Z PER AMS5687 PER AMS5732 PER AMS5687 PER AMS-QQ-P-416,
é =5 TYPE II, CLASS 2
285 ANODIZE PER
<= < 5056 ALUM NICKEL ALLOY 600 NICKEL-COPPER MIL-A-8625 OR
TYPEE (UNS A95056) (UNS N06600) PER QQ-N-281 CHEMICALLY NONE NONE
PER QQ-A-430 PER AMS5665 SURFACE TREAT
PER MIL-DTL-5541
NONE, UNLESS SPECIFIED
NICKEL ALLOY 600 BY CODE LETTER “W”
TYPE M Nggg%é?ﬁf;ﬁ{ (UNS N06600) Nggg%é?ﬁf;ﬁ{ FOR CADMIUM PLATE NONE NONE
PER AMS5665 PER AMS-QQ-P-416,
TYPE II, CLASS 2
CODE:

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.
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“A” AFTER BASIC PART NUMBER FOR TYPE A RIVETS INDICATES 2219-T62 ALUMINUM ALLOY SLEEVE
AND NICKEL ALLOY 600 SPINDLE
“B"” AFTER BASIC PART NUMBER FOR TYPE B RIVETS INDICATES 5056 ALUMINUM ALLOY SLEEVE AND

ALLOY STEEL SPINDLE

“C"” AFTER BASIC PART NUMBER FOR TYPE C RIVETS INDICATES NICKEL ALLOY 600 SLEEVE AND A286
CRES SPINDLE
“E” AFTER BASIC PART NUMBER FOR TYPE E RIVETS INDICATES 5056 ALUMINUM ALLOY SLEEVE AND
NICKEL ALLOY 600 SPINDLE
“M” AFTER BASIC PART NUMBER FOR TYPE M RIVETS INDICATES NICKEL-COPPER SLEEVE AND NICKEL

ALLOY 600 SPINDLE

“W"” AFTER RIVET TYPE CODE LETTER “C"” OR “M” INDICATES CADMIUM PLATED SLEEVE

NAS173

(6) COMPLETELY REVISED

EXAMPLE OF PART NUMBER:

5056 ALUMINUM ALLOY RIVET, ALLOY STEEL SPINDLE, @.173 WITH .188 TO .250

GRIP RANGE

GRIP DASH NUMBER

DIAMETER DASH NUMBER

RIVET TYPE
BASIC PART NUMBER

REVISION
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