A

—

Z NATIONAL AEROSPACE STANDARD 4
ARG N © COPYRIGHT 2014 AEROSPACE INDUSTRIES ASSOCIATION OF AMERICA, INC. ALL RIGHTS RESERVED NATIONAL AEROSPACE STANDARDS
FED. SUPPLY CLASS
5320
"SL" INDICATES
g MECHANICAL M
g; LOCK. /6/ \ A‘ H (MAX GRIP + L)
g LUBRICATION A P G/17/ — | C
: CODE /11/ /12/ NUT ‘ ‘ ‘ —— VISUAL
S ———— R MECHANICAL
: ‘ / Y LOCK /7/ /8]
3 / \ /
AN, L T T
. \ .
g 2 /~(DRIVE NUT) TN scREW
P DASH (-) \
2zS
582 INDICATES \ OPTIONAL NUT CRIMP
5E g OVERSIZE CLASS IDENTIFICATION CRUCIFORM OR OPTIONAL
£83 OINDICATES CLASS 2 /6/  INDENTED HEX
<= < MANUFACTURER'S

IDENTIFICATION /6/

RECESS (OPTIONAL)
IN HEAD OF SCREW

/4

LISF OF OR RFI TANCF [JPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY

Copyright Aerospace Industries Association of America Inc. ¢ ATA MAKEC NA DEDDECENTATIAN AD I ATM DECDETTAI 713 T
Provided by IHS under license with AIA/INAS Y75, 20 20 =MS PRODUCED UNDER NATIONAL AEROSPACE STANDARD! Licensee= www.sepana.ir/5991803002, User=sam, albert

No reproduction or networking permitted without ficense from 1Hs \R APPLICATION OR (2) THE EXISTENCE OF OR APPLIC o o Resale, 01/04/2016 02:56:07 MST ! RAVEIMARRS R1GM 1S,
Full document details: AIA NAS1753 2014

HE SUITABILITY OF

0 0 > &
VAN
AN
%4 N \C HeAD May
PN BE FLAT
<
= —
w2 - = —‘ GRIP K ]
< % %
wE . w RESTRICTED USAGE W
£z CODE "DL" IN CODE "L" IN W
52 PART NUMBER PART NUMBER TYPICAL INSTALLATION | FOR REPAIR ONLY 3
g8 TABLE I — DIMENSIONS 2
8% FIRSTDASH [NOM| A | C | @D | H | @ | K | (L) | N P) R S
2% NUMBER (DIA) | DIA MAX MAX | MAX | MAX "L” | “DL” | RAD =
ok o
2 250 .180 .020
5L 08 164 | S, | 293 | g | 096 | 244 | .272| 388 | 375 | 388 | .828 | ')\o
&2 312 215 .025
2 % 3 200 | 3o | 328 | 513|113 .300 | 312 | 433 | 375 | 484 | .868 | 1o
EQ 375 276 .025
: : 4 260 | 32| 379 | 57, | 135|384 | 351 | 495 | 375 | 493 | 1.030 | oio
0 E 437 327 .030 o
o+ 5 312 | o0 | 448 | J5c | (160 | 427 | 426 | .598 | 500 | .542 | 1.282 | oc B
g3 .500 390 .030 =
2%, 6 375 | 491 | 535 | 3gg | 190 | .516 | 495 | .708 | .500 | .506 | 1.351 | o'c =
2983 @
oo =
THIRD CUSTODIAN REVISION
ANGLE —@—E—
PROJECTION NATIONAL AEROSPACE STANDARDS COMMITTEE 6
= PROCUREMENT TITLE CLASSIFICATION
& SPECIFICATION FASTENER, BLIND, INTERNALLY THREADED, EXTERNAL SLEEVE, PART STANDARD
= HIGH TEMPERATURE, PROTRUDING HEAD, SELF-LOCKING, 3nts
8 1/64” OVERSIZE nts
* NAS1675 , SHEET 1 OF 4 Hub


http://www.avadocuments.com/doc/aia-nas1753-2014
http://www.avadocuments.com/doc/aia-nas1753-2014

SECOND DASH NUMBER DESIGNATES FASTENER GRIP AS SHOWN IN TABLE II.

LETTER “L" BETWEEN FIRST AND SECOND DASH NUMBERS DESIGNATES FASTENER WITH SELF-LOCKING
PROVISIONS.

ADD “DL” BETWEEN FIRST AND SECOND DASH NUMBER TO DESIGNATE FASTENER WITH SELF-LOCKING
PROVISIONS AND DRIVE NUT FEATURE.
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MATERIAL: NUT, SCREW & SLEEVE — A286 HEAT RESISTANT STEEL, SEE PROCUREMENT SPECIFICATION
(CLASS 2)
DRIVE NUT - MILD STEEL
LEi FINISH: DRIVE NUT - COLOR CODED BLACK.
g NUT, SCREW & SLEEVE - PASSIVATED, SEE PROCUREMENT SPECIFICATION.
s
g LUBRICANT: SEE PROCUREMENT SPECIFICATION. GRAPHITE FREE DRY FILM PER MIL-PRF-81329 OR DRY FILM TO
z CHEMICAL REQUIREMENTS OF AS5272 WITH A TOTAL WEIGHT LOSS (TWL) LESS THAT 1% AND LESS
E THAN .1% VOLATILE CONDENSABLE MATERIALS (VCM) WHEN TESTED IN ACCORDANCE WITH NASA
§ SPECIFICATION SP-R-0022 OR ASTM E595. /11/ /12/ /13/
2
ﬁ:_—; CODE: FIRST DASH NUMBER DESIGNATES FASTENER DIAMETER AS SHOWN IN TABLE I.
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EXAMPLE:

NOTES:

PRODUCT AND SHALL BECOME EFFECTIVE NO LATER THAN SIX MONTHS FROM THE LAST

THIS DRAWING SUPERSEDES ALL ANTECEDENT STANDARD DRAWINGS FOR THE SAME
REVISION DATE.

FORM 12-01

INTERCHANGEABILITY:  THE “DL” CODE FASTENERS (DRIVE NUT) AND "“L” CODE FASTENERS (NO DRIVE NUT) ARE

ADD “B” AFTER SECOND DASH NUMBER TO DESIGNATE GRAPHITE FREE DRY FILM LUBRICANT PER
MIL-PRF-81329. /11/ /13/

ADD “U” AFTER SECOND DASH NUMBER TO DESIGNATE DRY FILM LUBRICANT TO THE CHEMICAL
REQUIREMENTS OF AS5272. /12/ /13/

NO CODE AFTER THE SECOND DASH NUMBER DESIGNATES LUBRICANTS (PARAFFIN WAX, CETYL ALCOHOL
ETC.) AS REQUIRED TO MEET PERFORMANCE REQUIREMENTS.

FUNCTIONALLY INTERCHANGEABLE. THERE IS NO DIFFERENCE IN INSTALLED CONDITION.

“DL” PARTS USE EXISTING INSTALLATION TOOLING EXCEPT A NEW HEX NOSE ADAPTOR IS
REQUIRED FOR THE -5DL SIZE. THE NOSE ADAPTOR CURRENTLY USED TO INSTALL NAS1669-4L
AND NAS1671-4L HEX HEAD PARTS IS USED TO INSTALL -08DL, -3DL AND -4DL SIZES. THE -6DL
SIZE IS INSTALLED WITH THE SAME NOSE ADAPTOR CURRENTLY USED TO INSTALL NAS1669-6L
AND NAS1671-6L HEX HEAD FASTENERS. THE WRENCH ADAPTORS WHICH ENGAGE AND ROTATE
THE SCREW DRIVING FLATS DURING INSTALLATION ARE THE SAME FOR “L” AND “DL" CODE
FASTENERS. THE "DL” CONFIGURATION IS CONSIDERED THE PREFERRED FASTENER SYSTEM.

NAS1753-3L5 = HIGH TEMPERATURE BLIND FASTENER, PROTRUDING HEAD WITH A SHANK DIAMETER
OF .2140 AND GRIP OF .282 - .344 AND SELF-LOCKING FEATURE, 1/64 OVERSIZE.

NAS1753-4DL6 = HIGH TEMPERATURE BLIND FASTENER, PROTRUDING HEAD WITH A SHANK DIAMETER
OF .2750 AND GRIP OF .345 - .406, SELF-LOCKING FEATURE AND DRIVE NUT FEATURE,
1/64 OVERSIZE.

NAS1753-4DL6B = HIGH TEMPERATURE BLIND FASTENER, PROTRUDING HEAD WITH A SHANK DIAMETER
OF .2750 AND A GRIP OF .345 - .406, SELF-LOCKING AND DRIVE NUT FEATURE AND
GRAPHITE FREE DRY FILM LUBE PER MIL-PRF-81329, 1/64 OVERSIZE.

(1) “G" IS THE MEAN DIMENSION TO THE NUT NOSE ANGLE INTERSECTION. THIS INTERSECTION
LOCATION MAY VARY AROUND THE PERIPHERY DUE TO ECCENTRICITY.

(2) PARTS SHALL BE FREE OF ALL LOOSE OR HANGING BURRS.

3) OUTSIDE DIAMETER OF HEAD OF SCREW AND OUTSIDE DIAMETER OF SLEEVE SHALL NOT BE
GREATER THAN MAXIMUM “@D".

4) BEARING SURFACE OF HEAD SHALL BE AT RIGHT ANGLE TO THE SHANK WITHIN 1/2 DEGREE.

(5) TEMPERATURE LIMITATION; 1200 °F MAX. REVISION

6

Db&lﬁﬁént*

, SHEET 2

— LN

USE OF OR RELTANCE UPON THIS DOCUMENT OR ANY NATIONAL AEROSPACE STANDARD IS ENTIRELY VOLUNTARY. AIA DOES NOT QUALIFY SUPPLIERS OR CERTIFY =
e e A So o, ATEE2 11¢._MS PRODUCED UNDER NATIONAL AEROSPACE STANDARDS  ATA MAKEC N\ DEBDECENTATIAN ND (1 ATM DECDECTING (1) THE SUITABILITY OF

Provided by IHS under license with AIA/NAS |

Licensee= www.sepana.ir/5991803002, User=sam, albert

No reproduction or networking permitted without license from 1Hs ‘R APPLICATION OR (2) THE EXISTENCE OF OR APPLIC g o, Resale, 01/04/2016 02:56:07 MST ' MAVEIMARRD R1Qrio.
Full document details: AIA NAS1753 2014

73]

] Hub


http://www.avadocuments.com/doc/aia-nas1753-2014
http://www.avadocuments.com/doc/aia-nas1753-2014

